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NOTE TO AUTHORS OF PROSPECTIVE ENTRIES: 

The compilation of this bibliography results from a complete search of the STAR and IAA files. Many 
times a report or article is not identified because either the title, abstract, or key words did not contain 
appropriate words for the search. A number of words are used, but to best insure that your work is 
included in the bibliography, use the words Large Space Structures somewhere in your title or abstract, 
or include them as a key word. 

This supplement is available from the National Technical Information Service (NTIS), Springfield , Virginia 
22161 at the price code A07. 



INTRODUCTION 

This bibliography is designed to be helpful to the researcher and manager engaged in 
the developing technology within the discipline areas of the Large Space Systems Technol- 
ogy (LSST). Also, the designers of large space systems for approved missions (in the future) 
will utilize the technology described in the documents referenced herein. 

This literature survey lists 594 reports, articles and other documents announced between 
January 1, 1986 and June 30, 1986 in Scientific and Technical Aerospace Reports (STAR), 
and lnternational Aerospace Abstracts (IAA). 

The coverage includes documents that define specific missions that will require large 
space structures to achieve their objectives. The methods of integrating advanced technology 
into system configurations and ascertaining the resulting capabilities is also addressed. 

A wide range of structural concepts are identified. These include erectable structures 
which are earth fabricated and space assembled, deployable antennas which are fabricated, 
assembled, and packaged on Earth with automatic deployment in space, and space fabri- 
cated structures which use pre-processed materials to build the structure in orbit. 

The supportive technology that is necessary for full utilization of these concepts is also 
included. These technologies are identified as analysis and design techniques, structural 
and thermal analysis, structural dynamics and control, electronics, advanced materials, as- 
sembly concepts, and propulsion. 

A separate companion document “Space Station Systems Bibliography” (NASA SP-7056) 
incorporates space station technology not applicable to large space systems. Space station 
systems technology that is also applicable to large space systems may be documented in 
both bibliographies. 

Robert L. Wright, Space Systems Division 
Sue K. Seward, Technical Library Branch 

iii 
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TYPICAL REPORT CITATION AND ABSTRACT 

NASA SPONSORED 

ON MICROFICHE lr 
ACCESSION NUMBER - N86-11216’# National Aeronautics and Space Administration. -- CORPORATE SOURCE 

Marshall Space Flight Center, Huntsville, Ala. 

AUTHOR-R. TOELLE, cornp. Sep. 1985”149 p refs PUBLICATION DATE TITLE -HEAVY LIFT LAUNCH VEHICLES FOR 1995 AND BEYOND 

REPORT NUMBERS- (NASA-TM-86520; NAS 1.1 5:86520) Avail: NTlS HC A07/MF-PRlCE CODE 
A01 CSCL22B \ AVAILABILITY SOURCE 

Heavy Lift Launch Vehicle (HLLV) designed to deliver 300,000 
COSATI CODE 4 a 540 n mi circular polar orbit may be required to meet 

national needs for 1995 and beyond. The vehicle described herein 
can accommodate payload envelopes up to 50 ft diameter by 
200 ft in length. Design requirements include reusability for the 
more expensive components such as avionics and propulsion 
systems, rapid launch turnaround time, minimum hardware 
inventory, stage and component flexibility and commonality, and 
low operational costs. All ascent propulsion systems utilize liquid 
propellants, and overall launch vehicle stack height is minimized 
while maintaining a reasonable vehicle diameter. The ascent 
propulsion systems are based on the development of a new liquid 
oxygen/hydrocarbon booster engine and liquid oxygen/liquid 
hydrogen upper stage engine derived from today’s SSME 
technology. Wherever possible, propulsion and avionics systems 
are contained in reusable propulsion/avionics modules that are 
recovered after each launch. Author 

TYPICAL JOURNAL ARTICLE CITATION AND ABSTRACT 

NASA SPONSORED 1 r ON MICROFICHE 

ACCESSION NUMBER - A86-17660’# Jet Propulsion Lab., California Inst. of Tech., 

TITLE - STATIC SHAPE DETERMINATION AND CONTROL FOR LARGE 
Pasadena. 

SPACE STRUCTURES. I - THE FLEXIBLE BEAM. II  - A LARGE 
SPACE ANTENNA 

Laboratory, Pasadena) ASME, Transactions, Journal of Dynamic JOURNAL TITLE 
Systems, Measurement, and Control (ISSN 0022-0434), vol. 106, 

A method for determining and controlling the shape of large, 
continuous space structures by means of discrete or pointwise 
observations and control devices is presented. The general linear 
boundary value problem satisfied by a one-dimensional shape 
function is defined, and the existence of solutions is studied. The 
static shape control problems for one-dimensional systems with 
and without rigid body modes and the static shape estimation 
problem are presented and solved. Eigenfunction expansions are 
presented which provide approximations to the algorithm terms 
when the associated Green’s function is not known. An integral 
operator approach is applied to the multidimensional static problem, 
and the results are illustrated with a finite element model of the 
disk of a large space antenna which assumes no rigid body modes. 
It is shown that the shape control algorithm must be modified for 
systems with rigid body modes. C.D. 

AUTHOR- C. J. WEEKS (California Institute of Technology, Jet PrOpUlSiOn- AUTHOR’S AFFILIATION 

JOURNAL DATE- Dec. 1984, p. 261 -272. NASA-supported research. refs 

vi 
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SYSTEMS 

Includes mission and program concepts and requirements, focus 
missions. conceptual studies, technology planning, systems 
analysis and integration, and flight experiments. 

A86-11557' 
SPACE STATION PROGRAM DESCRIPTION. APPLlCATlONS 
AND OPPORTUNITIES 
NASA-sponsored research. Park Ridge, NJ, Noyes Publications, 
1985, 784 p. Previously announced in STAR as N84-33437. 

The Space Station Program Description Document is 
summarized. The six volumes include: (1) introduction and 
summary; (2) mission description; (3) systems requirements and 
characteristics; (4) advanced development; (6) system operation, 
and (7) program plan. Volume 5 was deleted as a separate book. 

A& 13822# 

J. BODECHTEL. R. HAYDN, J. ZILGER (Muenchen. Universitaet. 
Munich, West Germany), D. MEISSNER (Messerschmitt- 
Boelkow-Blohm GmbH. Ottobrunn, West Germany), I? SElGE 
(DFVLR, Oberpfaffenhofen, West Germany) et al. IN: 
Monitoring earth's ocean, land, and atmosphere from space - 
Sensors, systems, and applications . New York. A I M ,  1985, p. 
524-535. refs 

The modular optoelectronic multispectral scanner, MOMS, is 
designed for regional and global optical remote sensing 
applications. In two space missions it was mounted on the Shuttle 
Pallet Satellite SPAS abourd Shuttle flights STS-7 June 1983 and 
STS-11 February 1984. The missions served the technological 
space verification of the sensor and the demonstration of 
geosrientific and application-oriented experiments in worldwide 
distr ition areas. Future development aims at the realization of a 
complex remote sensing device adaptable for different mission 
types and platforms, e.g., short-term missions aboard the Shuttle, 
free-flying missions with various space buses (EURECA, the 
European Retrievable Carrier of ESA, RADARSAT of Canada) or 
for the man-tended polar platform of the Space Station. Author 

" S O 1  - MISSIONS AND RESULTS 

A86-14272' 
Washington, D.C. 

National Aeronautics and Space Administration, 

SPACE - THE LONG RANGE FUTURE 
J. VON PUTTKAMER (NASA, Office of Space Flight, Washington, 
DC) Spaceflight (ISSN 0038-6340), vol. 27, Nov. 1985, p. 
395-400. refs 

Space exploration goals for NASA in the year 2000 time frame 
are examined. A lunar base would offer the opportunity for 
continuous earth viewing, further cosmogeochemical exploration 
and rudimentary steps at sslf-sufficiency in space. The latter two 
factors are also compelling reasons to plan a manned Mars base. 
Furthermore, competition and cooperation in a Mars mission and 
further interplanetary exploration is an attractive substitute for war. 
The hardware requirements for various configurations of Mars 
miS8,iOnS are briefly addressed, along with other, unmanned 
miSWnS to the asteroid belt, Mercury, Venus, Jupiter and the 

JANUARY 1987 

moons of Jupiter and Saturn. Finally, long-range technological 
requirements for providing adequate living/working facilities for 
larger human populations in Space Station environments are 
summarized. M.S.K. 

A86-15063 
THE RUSSIANS ARE COMING? 
L. DORR, JR. Space World (ISSN 0036-6332). vol. 5, Nov. 

Although the 'kosmolyot' mini-shuttle has successfully 
completed four test flights, no evidence has yet appeared that an 
operational shuttle program is an established goal for the U.S.S.R. 
A new medium-size booster (SL-X-16), capable of placing 15 tons 
in orbit, is being developed for the kosmolyot but has yet to fly. 
Additionally, a 220 ft tall superbooster, attributed Saturn V power 
and the capacity of lifting a Soviet shuttle or a space station 
section into orbit, has been on a launch pad for over a year. Only 
speculations are now available as to whether the forces currently 
relegating the new generation of Soviet space vehicles to the 
status of hangar queens are fiscal, the lack of suitable applications 
at the present time, or a deficiency in technology. M.S.K. 

A86- 1 562 1 # 

1985, p. 14-17. 

AN OVERVIEW OF CANADIAN TECHNOLOGY FOR SPACE 
STATION 
K. H. DOETSCH (National Aeronautical Establishment, Ottawa, 
Canada) IAF, International Astronautical Congress, 36th, 
Stockholm, Sweden, Oct. 7-12. 1985. 13 p. 

Canada has agreed to participate with the USA, Europe and 
Japan in Phase B of the development of the Space Station. The 
paper addresses the preliminary studies, which have already been 
completed, concerning potential Canadian users of, and suppliers 
to, the Space Station infrastructure. Plans during the present phase 
include studies of an Integrated Servicing and Test Facility, Solar 
Arrays, and a Remote Sensing Facility which could be provided 
by Canada to the infrastructure, and a Canadian User Development 
Program. The requirements for on-orbit servicing and testing of 
satellites and the role, in this function, both of humans and of the 
autonomous systems, which may be used for servicing satellites 
remotely from the Space Station, provide new technological 
challenges. The requiremoats which can be satisfied to meet broad 
user demands through an unpressurized, integrated servicing and 
test facility controlled by the crew, either from a pressurized work 
station or during extravehicular activity, are addressed. Author 

A86-15635'# National Aeronautics and Space Administration, 
Washington, D.C. 
PLANNING FOR SPACE STATION UTILIZATION 
W. RANEY (NASA, Office of Space Station, Washington, DC) IAF, 
International Astronautical Congress. 36th, Stockholm, Sweden, 

User requirements for the planned Space Station, and utilization 
planning to meet those needs, are discussed. The continual 
involvement of the customer in all aspects of the Space Station 
Program is to be achieved by identifying customers and by defining, 
refining, and integrating their requirements so as to stimulate the 
best possible design, development, and nperations. Pianning 
guideinas to be used in the Space Station definition process are 

(IAF PAPER 85-30) 

OCt. 7-12, 1985. 5 p. 
(IAF PAPER 85-48) 
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shown and discussed, as is the Space Station Planning Schedule. 
C.D. 

A851 5695# 
HERMES SPACE PLANE PROGRAM MISSION AND SYSTEM 
ASPECT 
A. DE LEFFE, J. SIMON, L. MARECHAL, J. C. CRETENET, and 
D. DE STAERKE (CNES, Toulouse, France) IAF, International 
Astronautical Congress, 36th, Stockholm, Sweden, Oct. 7-1 2, 1985. 
13 p. 

The projected Hermes missions are described in detail, including 
autonomous manned flight missions connected with scientific and 
technological aims, in-orbit servicing missions, and manned 
transport missions and space-station servicing. In addition, a 
detailed description of the Hermes system (space plane, the crew, 
payloads, and ground segment) is given, and the Hermes utilization 
cycle is considered. B.J. 

A86-15699’# National Aeronautics and Space Administration. 
Lyndon B. Johnson Space Center, Houston, Tex. 

J. P. LOFTUS, JR. and W. L. BRASHER (NASA, Johnson Space 
Center, Houston, TX) IAF, International Astronautical Congress, 
36th. Stockholm, Sweden, Oct. 7-12, 1985. 9 p. 

New developments in upper stages are discussed. Tables 
revealing the dimensions, engine types, total thrust, weight, payload, 
and sponsor for developed and planned upper stages compatible 
with Space Transportation System (STS) or expendable launch 
vehicles are presented. An example of STS delivery capability to 
the Space Station at various orbital altitudes is provided. The use 
of aerobraking as the propulsion strategy for reusable stages is 
investigated. Various methods of controlling spent stages and 
maintaining a fragment free space environment are described. 
Storable propellant transfer systems and handling techniques for 
cryogens are studied. I.F. 

A86-15746# 
FLIGHT EXPERIMENTS INVOLVING LARGE DEPLOYABLE 
SPACESTRUCTURES 
D. E. CHARHUT and A. R. ROBERTSON (General Dynamics Corp., 
Space Systems Div., San Diego, CA) IAF, International 
Astronautical Congress, 36th. Stockholm, Sweden, Oct. 7-1 2, 1985. 
9 p. refs 

This paper discusses why large space structures will probably 
be constructed using deployable components and the associated 
need for flight experiments to improve the ability to predict and 
understand the performance of these large structures in the space 
environment. Deployable structures concepts for both linear beams 
and planar surfaces are discussed. The paper concludes with 
discussion of the Solar Array Flight Experiment (SAFE), which 
was launched in 1984, and the National Aeronautics and Space 
Administration’s Control of Flexible Structures (COFS) initiative, 
which involves ground tests and space flights of large deployable 
structures. Author 

(IAF PAPER 85-136) 

BEYOND LOW EARTH ORBIT - AN OVERVIEW OF 
ORBIT-TO-ORBIT STAGES 

refs 
(IAF PAPER 85-141) 

(IAF PAPER 85-209) 

A86-15748# 
AN ADAPTIVE STRUCTURE CONCEPT FOR FUTURE SPACE 
APPLICATIONS 
K. MlURA (Tokyo, University, Japan) and H. FURUYA IAF, 
International Astronautical Congress, 36th, Stockholm, Sweden, 

The purpose of this paper is to present a concept of the 
adaptive structure for future space applications. The definition of 
the adaptive structure is that the structure can purposefully vary 
its geometric configuration as well as its physical properties. Future 
space activities need such sophisticated structures. It is shown 
that the variable geometry (VG-) truss is the basic form of the 
adaptive structure. It consists of the repetition of an octahedral 

Oct. 7-12, 1985. 10 p. 
(IAF PAPER 85-211) 

2 

truss module and some of the truss members can vary their lengths 
continuously by actuators. By this mechanism, the VG-truss can 
change its configuration arbitrarily in 3D-space; while the inherent 
high stiffness is kept during the transformation. The basic 
formulations for its geometry as well as vibrational properties are 
established. The functional model which is controlled by a computer 
demonstrates satisfactorily the basic motions of the VG-truss. Some 
applications such as the second generation manipulator arm, the 
support architecture for a space station, and others are 
discussed. Author 

A86-15879# 

G. G. RElBALDl (ESA, European Space Research and Technology 
Centre, Noordwijk, Netherlands) and M. C. BERNASCONI 

IAF, International (Contraves AG, Zurich, Switzerland) 
Astronautical Congress, 36th, Stockholm, Sweden, Oct. 7-1 2, 1985. 

(Contract ESA-5845184lNLlMS) 

Quasat is a joint ESAINASA cooperative mission for a free-flying 
VLBl antenna to be used with the US. and European ground 
arrays. The spaceborne reflector has a diameter of 15 m or more 
and is operated at three frequencies: 1.6, 5 and 22 GHz. These 
requirements are very stringent and very difficult to satisfy. The 
reflector proposed by the European Space Agency as part of the 
Quasat assessment study is presented. Such reflector uses the 
Inflatable Space Rigidized technology under development within 
ESA. Results of the performances envisaged from such design 
are discussed together with the manufacturing and testing problems 
envisaged for such reflector. Results derived by different reflector 
design but using the same Inflatable Space Rigidized technology 
are also presented. Author 

QUASAT PROGRAM - THE ESA REFLECTOR 

8 P. 

(IAF PAPER 85-400) 

A86-15882# 
THE IS0 DEVELOPMENT PROGRAMME 
W. A. FRANK (ESA, Noordwijk, Netherlands) IAF, International 
Astronautical Congress, 36th. Stockholm, Sweden, Oct. 7-1 2, 1985. 
5 P. 

The Phase A configuration of the ESA’s Infrared Space 
Observatory (ISO) satellite, which will have a mass of 1800 kg, 
consists of two modules coupled structurally by a framework that 
serves to decouple them thermally. The payload module houses 
cryogenic subsystems with cooled radiation shields, and optical 
subsystems with scientific payloads. The service module 
encompasses more common spacecraft subsystems for propulsion 
and orbit control. The scientific payload carried by the former 
module incorporates an IR camera, a photopolarimeter, and short 

(IAF PAPER 85-404) 

and long wavelength spectrometers. O.C. 

A86-15897# 
A MODEL FOR THE COMPARISON, FOR 

SERVICEABLE SPACECRAFT 
J. A. VANDENKERCKHOVE (ESA, Paris, France) IAF, International 
Astronautical Congress, 36th. Stockholm, Sweden, Oct. 7-1 2, 1985. 
17 p. refs 

An economic model is developed in order to undertake 
comparative studies of the use of expendable, reusable, and 
serviceable spacecraft in such applications as earth observation, 
scientific research, and microgravity research missions. Total 
project costs for the number of flights envisaged are the sum of 
applicable non-recurrent and recurrent spacecraft costs, the launch, 
rendezvous and docking costs, retrieval costs, and servicing risks 

COST-EFFECTIVENESS, OF EXPENDABLE, REUSABLE AND 

(IAF PAPER 85-425) 

and operations costs. O.C. 
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A86-15933# 
EVOLUTION AND LOGISTICS OF AN EARLY LUNAR BASE 
B. JOHENNING and H. H. KOELLE (Berlin, Technische 
Universitaet, West Germany) IAF, International Astronautical 
Congress, 36th, Stockholm, Sweden, Oct. 7-12, 1985. 10 p. refs 

A possible lunar base program is presented and discussed. A 
strategy for the construction of the permanent lunar base is 
developed, and the growth potential of the base is assessed based 
on available space transportation capacity. The life cycle cost 
and cost efficiency of the lunar base program is estimated. The 
configuration of the base and of the vehicles used to transport 
cargo and crew to it are shown, and the operational characteristics 
and requirements of the vehicles are mentioned. A schedule for 
base assembly and evolution is presented. Life cycle costs and 
equivalent man-years of effort are presented for a 25-year assembly 
and operation phase. It appears feasible to start the construction 
of the base by the year 2000 and to have about 200 people on 
the moon by 2025. C.D. 

(IAF PAPER 85-486) 

A86-17313# 

HISTORICAL REVIEW 
J. M. LOGSDON (George Washington University, Washington, DC) 
and G. BUTLER (McDonnell Douglas Astronautics Co., Huntington 
Beach, CA) IN: Space stations and space platforms - Concepts, 
design, infrastructure and uses . New York, American Institute of 
Aeronautics and Astronautics, 1985, p. 203-263. refs 

The design of the United States Space Station system, which 
will include both manned and unmanned elements, can draw upon 
over 75 years of thinking and planning with respect to a permanent 
human outpost in space. This paper reviews the evolution of space 
station and space platform concepts, from the ideas of space 
pioneers, such as Tsiolkovsky, Oberth, and von Braun, through 
the increasingly more detailed engineering studies of the 
post-Sputnik period. The various space station and space platform 
studies sponsord by NASA from the early 1960's until the early 
1980's are summarized. Author 

SPACE STATION AND SPACE PLATFORM CONCEPTS - A 

A86-17317' National Aeronautics and Space Administration, 
Washington, D.C. 
ARCHITECTURE OF PERMANENT PRESENCE 
E. E. SPEAKER (NASA, Washington, DC) IN: Permanent presence - Making it work; Proceedings of the Twenty-second Goddard 
Memorial Symposium, Greenbelt, MD, March 15, 16, 1984 . San 
Diego, CA, Univelt, Inc., 1985, p. 19-29. 

A summary of recommendations of the Concept Development 
Group of the NASA Space Station Task Force is given. The 
recommendations address the principal technical issues related to 
Space Station architecture, with emphasis given to design 
geometry. Line drawings of the four Space Station candidate 
geometries are provided, including: a planar geometry; a streamline 
geometry; a delta; and the 'power tower' concept. I.H. 

A86-17742 
EUROPEAN SPACEFLIGHT AT THE CROSSROADS 
H. 0. RUPPE (Muenchen, Technische Universitaet, Munich, West 
Germany) Space Policy (ISSN 0265-9646), vol. 1, Nov. 1985, p. 
390408. 

Europe's future space development is discussed. A space 
program establishing objectives is required for Europe's active 
participation in space. Four areas of space activity, the ground 
segment, launch vehicles, payload, and space operations, are 
investigated. The development of a launch vehicle which will 
achieve the lowest possible specific transport costs is examined; 
the engine design and development of Ariane 5 are described. 
Payload capacities of 5-8 tons in LEO for unmanned spaceflight 
and 10-20 tons in LEO for manned spaceflight are estimated for 
the year 2000 and beyond. Technological growth in the areas of 
space stations, reentry vehicles, transportation in space, orbital 
operations, and tmls is studied. The budge: necessary for the 
proposed space advances is analyzed. I.F. 

(AAS PAPER 84-108) 

A86-18367 
DEVELOPING SPACE STATION SYSTEMS 
R. HATHAWAY Space (ISSN 0267-954)0, vol. 1, Sept. 1985, p. 

The communication requirements for the Space Station are 
discussed. The functions of the main station, free flying and polar 
platforms, and OTVs are examined. The development of a data 
relay satellite for communication between the ground and the Space 
Station is studied. The data management system is to include: (1) 
onboard computer hardware, (2) onboard computer software, and 
(3) a high speed data bus; a description of these subsystems is 
provided. The communication advantages of the Space Shuttle 
are discussed. The need for steering antennas in order to utilize 
the Space Station as a news-gathering system and to provide 
television program transmissions is analyzed. Various links which 
will provide economical communication between the Space Station 
and other orbiting vehicles are proposed. The monitoring and 
control of the Space Station's position and orbit will be achieved 
with a broadband telemetry link. The development and functions 
of a tracking and data relay satellite system are examined. I.F. 

10-13. 

A8618626 
SPACE SCIENCE, SPACE TECHNOLOGY AND THE SPACE 
STATION 
J. A. VAN ALLEN (Iowa, University, Iowa City) Scientific American 
(ISSN 0036-8733), vol. 254, Jan. 1986, p. 32-39. 

It is argued that the Space Station program will seriously 
diminish the opportunities for advancing space science and 
technology if it proceeds as planned, and that most national goals 
in space are better realized by robot spacecraft. The inadequacy 
of manned missions to meet primary goals of the space program 
is considered, stressing the number of useful unmanned missions 
that have been cancelled in order to keep the Space Shuttle 
program going. Various arguments made in favor of manned 
missions are stated and dismissed, generally on the grounds that 
the objectives are of questionable value or could be attained more 
cheaply on earth. C.D. 

A86-19539 
LUNAR-BASE PLATFORMS FOR AN ASTRONOMICAL 
OBSERVATORY 
S. W. JOHNSON and R. S. LEONARD (BDM Corp., Albuquerque, 
NM) IN: The National Symposium and Workshop on Optical 
Platforms, Huntsville, AL, June 12-1 4, 1984, Proceedings . 
Bellingham, WA, SPlE - The International Society for Optical 
Engineering, 1984, p. 147-158. Research supported by the BDM 
Cop. refs 

The advantages of lunar observatories for specific astronomical 
studies are discussed. Potential areas of scientific research from 
the moon include: (1) radio and microwave astronomy, (2) infrared 
and submillimeter astronomy, (3) optical astronomy, and (4)-ray. 
The lunar environment including atmosphere and solid content 
are described. The functional requirements which need to be 
designed into the lunar observatories, and the selection of the 
proper locations of lunar bases are examined. The development 
of a lunar base is achieved in five steps: (1) exploration, (2) camp, 
(3) outpost, (4) base community, afid (5) self-sufficiency. A cost 
analysis for various lunar development options is presented. The 
incorporation of automation and autonomy into the design of lunar 
observatories in order to counter the cost of transporting man to 
the moon and supporting him is investigated. Research in the 
areas of instrumentation and detectors, remote operation and data 
relay, theory and data analysis, and technologies relevant to lunar 
as:rimimica: observatories need to be sipported for the success 
of a lunar observatory program. I.F. 

3 
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A86-19547' National Aeronautics and Space Administration. 
Goddard Space Flight Center, Greenbelt, Md. 
EARTH OBSERVING SYSTEM (EOS) REQUIREMENTS FOR A 
POLAR PLATFORM 
R. M. MULLER and M. J. DONOHOE (NASA, Goddard Space 
Flight Center, Greenbelt, MD) IN: The National Symposium and 
Workshop on Optical Platforms, Huntsville, AL, June 12-1 4, 1984, 
Proceedings . Bellingham, WA, SPlE - The International Society 
for Optical Engineering, 1984, p. 228-235. refs 

This paper describes the requirements that the polar platform 
will have to meet if it is to satisfy the needs of the scientific earth 
observation communities in the early 1990s. The Eos is a prime 
mission for the polar platform. The polar platform will be a large 
satellite in a sun synchronous orbit that could be built up from 
the same components that are to be used to build the Space 
Station and its co-orbiting freeflying satellite. It will be serviced 
from the Shuttle so that it will be kept in operation and up-to-date 
for at least a decade. An initial set of scientific requirements has 
been documented by a Science and Missions Requirements 
Working Group (S&MRWG). These scientific requirements have 
been translated into derived technical requirements for the polar 
platform. These derived requirements are presented. Author 

A86-20591 
HAVE FACTORY, WILL LAUNCH 
M. REGISTER Space World (ISSN 0038-6332), vol. W-1, Jan. 

The design of the Industrial Space Facility (ISF) is described. 
The ISF, which will be powered by solar arrays, consists of a 35 
ft long facility module for manufacturing and a 6 or 12 ft supply 
module. The ISF is to be fully operational when it is deployed in 
a 230-nautical-mile orbit inclined to 28.5 degrees. The equipping 
of the factory to meet the requirements of its users is discussed. 
The stabilization and stationkeeping systems for the ISF are 
analyzed. The agreement with NASA that does not require any 
payments prior to launching of the factory is examined. I.F. 

1986, p. 11-13. 

A86-22243 
UK SPACE POLICY 
G. PARDOE (General Technology Systems, Ltd., Brentford, 
England) Space Policy (ISSN 0265-9646), vol. 1, Feb. 1985, p. 
10, 11. 

The involvement of the UK in space exploration and 
commercialization is examined. The role of the Department of 
Trade and Industry in space research is described. The need for 
an increase in the national space budget, in order to promote 
space activities, is analyzed. The development of an agency to 
establish a national space policy and to supervise its 
implementation is discussed. I.F. 

A86-22244 
INTERNATIONAL INVOLVEMENT IN THE US SPACE STATION 
PROGRAMME 
J. M. LOGSDON (George Washington University, Washington, 
DC) Space Policy (ISSN 0265-9646), vol. 1, Feb. 1985, p. 
12-25. refs 

This article considers the issues surrounding the nature and 
extent of involvement in the U.S. space station initiative. The 
motives and objectives of U.S. cooperation with its allies are 
analyzed from the perspective of both the USA and its potential 
partners. Guidelines for the forthcoming negotiations between these 
parties are elaborated through a review of past experience in 
international space cooperation. Developing a framework for 
collaboration will require significant trade-offs and will have to 
accommodate a number of not always consistent interests. 

Author 

A86-22249 

CENTURY 
L. LESKOV Space Policy (ISSN 0265-9646), vol. 1, Feb. 1985, 
p. 84, 85. 

Global industrialization of space is examined. The manufacturing 
of semiconductor materials, metals, alloys, and biomedical products 
is discussed. Space solar power stations, which would supply the 
earth with up to 100 million kW of electric power, are proposed. 
The development of a global system of orbital objects which will 
control the placement of space vehicles in geostationary, 
solar-synchronous and other orbits is investigated. The use of the 
system to establish a space power base and improve the 
illumination of some areas on the earth is described. I.F. 

POWER-INDUSTRY ORBITAL COMPLEXES OF THE 21ST 

A86-22250* National Aeronautics and Space Administration, 
Washington, D.C. 
THE CHALLENGE OF THE US SPACE STATION 
J. M. BEGGS (NASA, Washington, DC) Space Policy (ISSN 
0265-9646), vol. 1, Feb. 1985, p. 85-90. 

The U.S. Space Station program is described. The objectives 
of the present national space policy are reviewed. International 
involvement and commercial use of space are the two strategies 
involved in the development of the Space Station. The Space 
Station is to be a multifunctional, modular, permanent facility with 
manned and unmanned platforms. The functions of the Space 
Station for space research projects, such as material processing 
and electrophoresis, are examined. The infrastructure required for 
commercialization of space is analyzed. NASA's space policy aimed 
at stimulating space commerce is discussed. NASA's plans to 
reduce the financial, institutional, and technical risks of space 
research are studied. I.F. 

A86-24589# 
EUROPE'S FUTURE IN SPACE 
R. LUST (ESA, Paris, France) (Western European Union, 
Colloquium on the Space Challenge for Europe, Munich, West 
Germany, Sept. 19, 1985) ESA Bulletin (ISSN 0376-4265), no. 44, 

The science program developed during ESA's ministerial 
conference in Rome at the beginning of 1985 and its impact on 
industry, education, technology, and politics is discussed. The first 
unified program of its kind, it is built on four major mission concepts. 
The Spacelab program, for microgravity research and development 
is covered with respect to past achievements and future goals, 
such as the development and exploitation of multiuse facilities. 
The program of earth observation which covers the present 
Meteosat, a planned European remote-sensing satellite (which will 
collect data on coastal, ice and global ocean processes), and a 
precise orbit-positioning satellite (POPSAT) providing information 
for the solid-earth sciences. Telecommunications providing 
significant commercial interest, and future missions including 
Olympus and the possible use of two-satellite systems with 
microwave and optical links are presented. The Ariane space 
transportation program's success and ESA concerns and future 
goals including the Europeanization of the French Hermes manned 
spaceplane program, cooperation with NASA on the Space Station 
program, and the flight of the European Retrievable Carrier (Eureca) 
are some of the other points discussed. R.R. 

A86-24591# 

NEWEST SPACE TECHNOLOGIES 
H. STOEWER (ESA, Systems Engineering Dept., Noordwijk, 
Netherlands) ESA Bulletin (ISSN 0376-4265), no. 44, Nov. 1985, 

The complex technologies being developed for the European 
space program require more regular in-orbit equipment and 
component testing. Twelve developments were chosen to assess 
the justification for such an in-orbit testing program: a capacitive 
accelerometer for microgravity measurements, a space rigidized 
inflatable antenna, the atomic oxygen effects Of various spacecraft 
materials, a yaw earth sensor. an electrostatic levitator for materials 

Nov. 1985, p. 8-1 5. 

THE NEED FOR IN-ORBIT DEMONSTRATION OF EUROPE'S 

p. 26-31. 
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sciences, an aluminum coating experiment, a helium cryostat, a 
laser diode range finder, a liquid slosh experiment, high-voltage 
solar power systems, a two-phase heat transport system, and a 
surface potential monitor. R.R. 

A86-26462 
INVESTING IN SPACE 
A. J. SUMNER (Kleinwort Benson Development Capital, Ltd., 
England) IN: Space: The commercial opportunities; Proceedings 
of the International Business Strategy Conference, London, 
England, October 31, November 1, 1984 . Pinner, England, Online 
Publications, 1984, p. 137-146. 

Space commercialization-related investments must be made in 
view of the character of the current uses and status of orbital 
space. These characteristics include political sensitivity, defense 
orientation, a high degree of secrecy, an unsettled legal climate, 
potentially exponential increases in investment, and protracted time 
scales for investments' bearing of dividends. The present 
discussion considers the ways in which these features resemble 
terrestrial investments, so that existing practices can be applied 
to investment policy-making. O.C. 

A86-27879# 
AN INDUSTRIAL PARK IN ORBIT 
W. JOHNSTON, JR. (Fairchild Space Co., Germantown, MD) IN: 
Space, our next frontier; Proceedings of the Conference, Dallas, 
TX, June 7,8, 1984 . Dallas, TX, National Center for Policy Analysis, 

'Leasecraft' is an orbiting platform which is intended to furnish 
industrial park-like support services for commercial spacecraft 
operators requiring longer periods of orbital operation than the 
Space Shuttle can currently furnish. This system will spread 
nonrecurring costs over many missions, and reduce hardware costs 
through production efficiencies that are yielded by a continuous 
flow of standard components. In addition, launch costs will be 
reduced by the fact that only one payload is transported to and 
from orbit, and spacecraft costs will be minimized in virtue of 
service life extension by on-orbit maintenance. O.C. 

1985, p. 62-70. 

A86-27893# 
COMMERCIALIZATION OF SPACE - TECHNICAL ISSUES 
W. A. JOHNSTON, JR. (Fairchild Space Co., Germantown, MD) 
IN: Space, our next frontier; Proceedings of the Conference, Dallas, 
TX, June 7, 8, 1984 . Dallas, TX, National Center for Policy Analysis, 

An evaluation is made of the Space Shuttle performance and 
availability criteria that must be met in order for the 'Leasecraft' 
space industrialization orbiting infrastructure to be economically 
operated. Leasecraft furnishes electrical power, attitude control, 
orbit control, data processing, and communication services for 
automated manufacture or instrumentation payloads that are 
delivered, and recovered by the Space Shuttle for lengthy orbital 
operations. EVA would be used by the Space Shuttle crews in 
payload-changing operations. A 260-km mission altitude, rather 
than the present 160-km altitude, is noted to be required by the 
Space Shuttle in order to consewe Leasecraft fuel. O.C. 

1982, p. 296-298. 

A86-28577 
THE ITALIAN SPACE PROGRAM 
G. BENEDElTI (CNR, Rome, Italy) IN: EuropeNnited States 
space activities . San Diego, CA, Univelt, Inc., 1985, p. 9-15. 

A brief description of individual space programs administered 
by the ltelian Spzce Agency is given. Among the activities discussed 
are: the ITALSAT program; the MONOMIC program to develop 
gallium arsenide ICs for a 12-GHz receiver; IRIS propulsion stage 
development; and the Tethered Satellite System (ITS). The design 
and implementation of an advanced X-ray astronomy satellite (SAX) 
for observations in the energy range 2-200 keV are described in 
detail. A joint project between NASA and ISA to develop VLBl 
technolqies for geodetic measurements from space is also 
described. I.H. 

(AAS 85-101) 

AM-28776' National Aeronautics and Space Administration. 
Ames Research Center, Moffett Field, Calif. 
THE CASE FOR MARS II 
C. P. MCKAY, ED. (NASA, Ames Research Center, Moffett Field, 
CA) San Diego, CA, Univelt. Inc. (Science and Technology Series. 
Volume 62), 1985, 729 p. For individual items see A86-28777 to 

Among the topics discussed are: the political aspects of the 
exploration of Mars, preparatory mission scenarios in advance of 
manned Martian exploration, and scientific programs for a base 
on Mars. Consideration is also given to: mission strategies and 
spacecraft design for a Mars base program; concepts for the 
realization of a manned mission to Mars; dirigible airship 
applications to Martian surface exploration; and the power 
requirements of several Martian base designs. Additional topics 
include: the impact of propellant manufacturing on early manned 
exploration of the solar system; water supply issues for a manned 
Mars base; and psychological and interpersonal adaptation to life 
on Mars. I.H. 

A86-28814. 

A86-28779 
THE CIVILIAN SPACE PROGRAM - A WASHINGTON 
PERSPECTIVE 
R. H. WARE (Cooperative Institute for Research in Environmental 
Sciences, Boulder, CO) and P. P. CHANDLER (Office of Technology 
Assessment, Washington, DC) IN: The case for Mars II . San 
Diego, CA, Univelt, Inc., 1985, p. 49-64. 

The rationale is discussed for obtaining additional space 
infrastructure (spacecraft - including Space Stations and launch 
and transportation systems) to move forward in America's second 
quarter century of space acfiities, and the broader policy questions 
arising from NASA's proposal for obtaining a particular constellation 
of infrastructure elements are examined. A table of possible 
hardware options is included; possible long-term goals are 
presented, and objectives are formulated to reach toward those 
goals. The types of infrastructure that these objectives demand, 
and the associated cost, schedule and financing, are examined. A 
suggestion is offered for future roles that other nations, the private 
sector, and NASA might play in space. D.H. 

(AAS 84-153) 

A86-28796 
CONCEPTS FOR THE EARLY REALIZATION OF A MANNED 
MISSION TO MARS 
S. J. HOFFMAN and J. K. SOLDNER (Science Applications 
International Corp., Schaumburg, IL) IN: The case for Mars II . 
San Diego, CA, Univelt, Inc., 1985, p. 377-390. Research supported 
by the Planetary Society. 

A concept for a first manned mission to the planet Mars, 
embarking in the early-2000's time frame is presented. For this 
analysis no new technology other than what would conservatively 
be expected in the next 20 years, e.g., aerocapture technology, is 
assumed to exist. A four person crew consisting of a three person 
surface exploration team, and one orbiting crewmember, is 
proposed. Thirty days will be spent exploring the Martian surface 
and near-Mars space. A dual launch mission concept is proposed, 
assuming all the required mass, including O W s  and their 
propellant, would be carried to orbit via the present Shuttle fleet. 
A performance summary shows that 10 OTV's are required to 
inject both spacecraft on their respective trajectories to Mars, and 
that a total of 18 Shuttle launches are necessary to deliver the 
mass to the near-earth orbit staging area. Author 

A8629494 
PRIVATE FUNDS WILL BOLSTER TAX DOLLARS IN THE JOB 
OF FINANCING THE STATION 
D. C. WALKLET (Terra-Mar, Mountain View, CA) Commercial 
Space (ISSN 8756-4831), vol. 1, Winter 1986, p. 41-43, 46-48. 

The NASA Space Station, although originally intended solely 
as a research facility, is now committed to commercial activity as 
well and thereby invites consideration as a substantially privately 
funded inaustriai park in space. investors must assess risks posed 

(AAS 84-170) 
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by technical, financial, and political uncertainties. Possible financing 
methods include venture capital, limited partnership, and project 
financing; each of these , is appropriate under different 
circumstances, as detailed in the present discussion. Assuming 
that commercial applications become a significant factor in the 
planning process, a strategy must be implemented that will 
accomodate differing user requirements for orbiting facilities. Space 
Station design and financing should accordingly be structured 
around its individual components, rather than the facility as a 
whole. O.C. 

N86-11216’# National Aeronautics and Space Administration. 
Marshall Space Flight Center, Huntsville, Ala. 
HEAVY LIFT LAUNCH VEHICLES FOR 1995 AND BEYOND 
R. TOELLE, comp. Sep. 1985 149 p refs 
(NASA-TM-86520; NAS 1.15:86520) Avail: NTlS HC A07/MF 
A01 CSCL22B 

A Heavy Lift Launch Vehicle (HLLV) designed to deliver 300,000 
Ib to a 540 n mi circular polar orbit may be required to meet 
national needs for 1995 and beyond. The vehicle described herein 
can accommodate payload envelopes up to 50 ft diameter by 
200 ft in length. Design requirements include reusability for the 
more expensive components such as avionics and propulsion 
systems, rapid launch turnaround time, minimum hardware 
inventory, stage and component flexibility and commonality, and 
low operational costs. All ascent propulsion systems utilize liquid 
propellants, and overall launch vehicle stack height is minimized 
while maintaining a reasonable vehicle diameter. The ascent 
propulsion systems are based on the development of a new liquid 
oxygen/hydrocarbon booster engine and liquid oxygen/liquid 
hydrogen upper stage engine derived from today’s SSME 
technology. Wherever possible, propulsion and avionics systems 
are contained in reusable propulsion/avionics modules that are 
recovered after each launch. Author 

N86-13233# committee on Appropriations (U. S. Senate). 
DEPARTMENT OF HOUSING AND URBAN DEVELOPMENT, AND 

TIONS FOR FISCAL YEAR 1986, PART 1 
Washington GPO 1985 877 p refs Hearings on H.R. 3629 
before the Comm. on Appropriations, 99th Cong., 1st Sess., 14 
Mar. 1985 
(S-HRG-99-221 -PT-1; GPO-43-660) Avail: Subcommittee of the 
Committee on Appropriations 

James Beggs, NASA Administrator, presented his 1986 Fiscal 
Budget to the Senate Committee on Appropriations (99th 
Congress), during hearings on 14 May 1985, the Honorable Jake 
Garn presiding. The NASA request was $7.9 billion of which 2.9 
billion is for research and development, including $354 million for 
aeronautical research and technology; $3.5 billion for space flight, 
control, and data communications; $1 49 million for construction 
of facilities; and $1.3 billion for research and program management. 
This was followed by a University of California (California Space 
Institute) report on Automation and Robotics, and Volumes 1 
(executive Overview) and 2 (Technical Report) of NASA’s Advanced 
Technology Advisory Committee (ATAC), entitled, Advancing 
Automation and Robotics Technology for the Space Station and 
the US. Economy. 

N86-13344# European Space Agency, Paris (France). 
REPORT ON THE SCIENTIFIC SATELLITES OF THE EUROPEAN 
SPACE AGENCY 
K. BENNETT, V. DOMINGO, U. 0. FRISK, R. GRARD, P. 
JAKOBSEN, M. KESSLER, K. KNOT, J. P. LEBRETON, R. G. 
MARSDEN, D. E. PAGE et al. May 1985 105 p 
(ESA-SP-1072) Avail: NTlS HC AO6/MF A01 

The activities of the Cos-B, GEOS, SEE, IUE, and Exosat 
satellites, and the First Spacelab Payload are summarized. The 
status of the Giotto, Ulysses (International Solar Polar Mission), 
Space Telescope, Hipparcos, and EURECA projects is outlined. 
The SOHO, cluster (cosmic plasma), Kepler (Mars orbiter), Cassini 
(Saturn orbiter and Titan probe), AGORA (asteroid rendezvous 
and flyby), X-ray Multimirror Astronomy Mission, Far Infrared and 

CERTAIN OTHER INDEPENDENT AGENCIES APPROPRIA- 

Submillimeter Space Telescope, Lyman (UV astronomy), and 
QUASAT (VLBI) studies are introduced. Author (ESA) 

N86-13352# 
EURECA AN INTRODUCTION TO EUROPE’S FREE-FLYING 
RETRIEVABLE CARRIER 
N. LONGDON, comp. May 1985 21 p refs Original contains 
color illustrations 
(ESA-BR-30; ISSN-0250-1589) Avail: NTlS HC A02/MF A01 

The European Retrievable Carrier (EURECA! is a reusable 
platform launched by the Shuttle, released in a free flying mode 
for 6 months or more, and then retrieved by the Shuttle Orbiter 
and returned to Earth. Payload capacity is up to 1000 kg. The 
first EURECA payload is primarily dedicated to material and life 
sciences which benefit from the microgravity environment. The 
versatility of the system is demonstrated by the fact that a quarter 
of the payload weight is taken up by space science and 
technological experiments. The EURECA provides an excellent 
test bed to demonstrate in-flight technologies such as direct data 
relay from low Earth orbits via geostationary satellites to a central 
operations center, rendezvous and docking, and in-orbit servicing. 
Earth observation possibilities, and commercial applications (new 
materials, crystal growth, proteins, and pharmaceutical products) 
are numerous. Author (ESA) 

N86-13356”# National Aeronautics and Space Administration, 
Washington, D.C. 
REPORT ON THE FINDINGS OF THE JAPANESE 
INVESTIGATIVE TEAM ON US SPACE STATION DESIGN 
(KEIDANREN) 
Sep. 1985 Transl. into ENGLISH of “Homi Uchu Kichi 
Keika Chosatan Hokokusho, Ucho (Space)” Rept-23 Space 
Development Promotion Council (Keidanren), Tokyo, Japan, 1985 
p 1-1 13 Transl. by Scientific Translation Service, Inc., Santa 
Barbara, Calif. 
(Contract NASW-4004) 
(NASA-TM-77659; NAS 1.1577659) Avail: NTlS HC A07/MF 
A01 CSCL22B 

The objectives, itinerary and results of the Japanese 
Investigative Team on U.S. Space Station Design (Keidanren), 
consisting of members of the Space Development Promotion 
Council and representatives of Japanese industries involved in 
Japan’s space station development effort are presented. This team 
visited NASA facilities in February, 1985. The objectives of the 
study team are to gather information on preliminary design efforts 
toward space station planning in Japan and the promotion of 
Japanese space related industries, as well as the evaluation of 
the present status of space environment exploitation in the U.S. 
This report is intended to be a basic reference for government 
agencies and industry in addressing the course of action to be 
taken in the future development of Japan’s space station 
participation. Author 

N86-14494# Messerschmitt-Boelkow-Blohm G.m.b.H., Ottobrunn 
(West Germany). Space Div. 
FUTURE COMMUNICATION SPACE SEGMENT. COMPARISON 

VARIABLE STUDY OF EUROPEAN CONCEPTS. 
CONFRONTATION CONTROL 
Paris ESA Jul. 1983 219 p refs Prepared in cooperation 
with ERN0 Raumfahrttechnik GmbH, Bremen, West Germany and 
Logica Ltd., London 
(Contract ESTEC-4817181 /NL-MD) 
(MBB-URV-134/83; ESA-CR(P)-2065) Avail: NTlS HC A1 O/MF 
A0 1 

Technical solutions for cost effective implementation and 
management of the space segment of a European 
telecommunication network for the 1990’s were compared. The 
most promising concept is an Ariane launched modular platform 
where the program cost could be lowered to 44% (depriciation 
rate 0 %) of a reference system with a conventional concept and 
design. A cost advantage of a cluster type concept is not observed. 
Comparing individual satellite systems with modular assembly 
concepts (with a sharing of the service functional bus system) the 

European Space Agency, Paris (France). 

127 p 
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cost break even point is reached after the third payload module 
is docked to the central service modules. High system reliability 
requirements could be covered after the attachment of the second 
transfer orbit docking system to the service module satellite. 
Potential benefits of a European satellite assembly system are 
high due to its modular approach and the inherent high service 
bus system reliability. The GEO-assembly approach shows high 
mission flexibility and could provide a good payload adaptability 
to varying demands, and soft system start-up cost. Author (ESA) 

N86-17365# SATCOM International, Paris (France). 
COMPARISON OF SPACE SEGMENTS FOR THE PROVISION 
OF FUTURE DATA RELAY SATELLITE SERVICES Executive 
Summary 
P. MOLETTE, P. SAINTAUBERT, S. GABRIEL (BAe), M. MARSlLl 
lSelenia SDazio). E. SAGGESE Uelespazio), and M. LANGEMANN 
(Dornier) 'Paris. ESA 15 Aug. 1984 30 p 2 Vol. 
(Contract ESA-1571/83/NL-DG) 

Avail: NTlS HC A03/MF A01 
A European data relay satellite system was defined after 

studying user requirements and technological possibilities. The first 
generation system consists of 2 satellites in orbit (1 nominal, 1 
spare used for peak demands), at 10 W and 5 E. They are medium 
class spacecraft platforms (1 500 to 1750 kg at launch on Ariane). 
The recommended payload configuration includes a feeder link to 
the control station (no dissemination to user), a large S + Ka 
antenna for S and K band single access (2 channels), 2 small 
(0.9 m) antennas for 5 band multiple access. A small Ka antenna 
for medium data rate users may be added, but its real need requires 
further investigation. The second generation consists of 3 
spacecraft in orbii located at 50 W, 5 E (spare used for peak 
loads) and 65 E. Author (ESA) 

(SATCOM-OBP/PSA/AB/ 1 73184-VOL-1; ESA-CR(P)-2066-VOL-l) 

N86-17366# SATCOM International, Paris (France). 
COMPARISON OF SPACE SEGMENTS FOR THE PROVISION 
OF FUTURE DATA RELAY SATELLITE SERVICES Final 
Report 
P. MOLElTE, P. SAINTAUBERT, M. CHABROL, E. MILLON, J. C. 
FLANDRIN, J. BOISSIERES, T. DUHAMEL, 6. TEDALDI, R. 
YOUNG (BAe), S. GABRIEL (BAe) Aircraft Group) et al. Paris 
ESA 15 Aug. 1984 296 p 2 Vol. 
(Contract ESA-1-1571 /83/NL-DG) 

Avail: NTlS HC A13/MF A01 
A European data relay satellite system was defined after 

studymg user requirements and technological possibilities. The first 
generation system consists of 2 satellites in orbit (1 nominal, 1 
spare used for peak demands), at 10 W and 5 E. They are medium 
class spacecraft platforms (1500 to 1750 kg at launch on Ariane). 
The recommended payload configuration includes a feeder link to 
the control station (no dissemination to user), a large S + Ka 
antenna for S and K band single access (2 channels), 2 small 
(0.9 m) antennas for 5 band multiple access. A small Ka antenna 
for medium data rate users may be added, but its real need requires 
further investigation. The second generation consists of 3 
spacecraft in orbit located at 50 W, 5 E (spare used for peak 
loads) and 65 E. Author (ESA) 

(SATCOM-092/ PSA/AB/ 1 73184-VOL-2; ESA-CR(P)-2066-VOL-2) 

N86-20176# Committee of Conference (U. S. Congress). 
NATIONAL AERONAUTICS AND SPACE ADMINISTRATION 
AUTHORIZATION ACT, 1986 
Washington GPO 19 Nov. 1985 18 p Rept. to accompany 
H.R. 1714 presented by the Committee of Conference to the 99th 
Congression, 1 st Session, Nov. i 985 
(H-REPT-99-379; GPO-54-684) Avail: US Capitol, House 
Document Room 

Appropriations to NASA for research and development, space 
flight, control and data communications, construction of facilities, 
and research and program management are discussed. Shuttle 
pricing policies for commercial and foreign users are also 
described. B.G. 

N86-21420'# 
Washington, D.C. 

Aug. 1985 269 p 
(NASA-TM-87560; NAS 1.1 5:87560) Avail: NTlS HC A1 2/MF 
A01 CSCL05A 

For the years beyond FY 1986, the plan consists of activities 
that are technologically possible and considered to be in the 
national interest. Its implementation will ensure logical and 
continued progress in reaching the Nation's goals in aeronautics 
and space, consistent with the responsibilities assigned NASA by 
the National Aeronautics and Space Act of 1958, as amended. 
The major features of the programs are described in detail and 
the nature of the aeronautics and space programs beyond the 
year 2000 are projected. The abbreviations and acronyms that 
appear in this report are listed. The status of NASA's plans are 
summarized at the time of its preparation. Author 

N86-21453# Committee on Science and Technology (U. S. 
House). 
ASSURED ACCESS TO SPACE DURING THE 19WS 
Washington GPO 1986 187 p Joint Hearings on HASC-99-9 
before the Subcommittee on Space Science and Applications of 
the Committee on Science and Technology and the Subcommittee 
on Research and Development of the Committee on Armed 
Services, 99th Congress, 1 st Session, no. 51, 23-25 Jul. 1985 
(GPO-53-61 7) Avail: Subcommittee on Space Science and 
Applications 

The Subcommittees on Space Science and applications, and 
the subcommittee on research and development held joint hearings 
on assured access to space during the 1990's. Topics discussed 
include: space transportation systems, launch vehicle requirements 
of the Space Station Program during the 1990's. commercial 
payloads and satellite launches, strategic defense initiative, DOD 
launch plans through the 199O's, space launch vehicle capacity, 
complementary expendable launch vehicles (CELV), and adequacy 
of the orbiter fleet to meet the launch requirements through the 
1990's. E.A.K. 

N86-22435# Committee on Science and Technology (U. S. 
House). 
NASA'S LONG RANGE PLANS 
Washington GPO 1986 224 p Hearings before the 
Subcommittee on Space Science and Applications of the 
Committee on Science and Technology, 99th Congress, 1st 
Session, no. 57, 17, 19, 1985 
(GPO-55-035) Avail: Subcommittee on Space Science and 
Applications 

The long range planning schedule for NASA programs is 
reviewed. Objectives are summarized for programs in space flight, 
space science and applications, space stations, space technology, 
and Space tracking and Data Systems. B.G. 

National Aeronautics and Space Administration, 

NASA 1986 LONG-RANGE PROGRAM PLAN 

02 

ANALYSIS AND DESIGN TECHNIQUES 

Includes interactive techniques, computerized technology design 
and development programs, dynamic analysis techniques, 
environmental modeling, thermal modeling, and math modeling. 

A86-10936# 
REQUIREMENTS, DEVELOPMENT AND PARAMETRIC 
ANALYSIS FOR SPACE SYSTEMS DIVISION 
B. G. MORAIS (Lockheed Missiles and Space Co., Inc., Sunnyvale, 
CA) AIAA, AHS, and ASEE, Aircraft Design Systems and 
Operations Meeting, Colorado Springs, CO, Oct. 14-16, 1985. 7 p. 

This paper presents a titixiai on requirements development 
and parametric analysis. It provides an overview of the System 

(AIM PAPER 85-3078) 
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Engineering process and presents the approach and an example 
of parametric analysis as it relates to deriving requirements for 
large space systems. Author 

A86-11954 
SPACE STATION REDESIGNED FOR LARGER STRUCTURAL 
AREA 
C. COVAULT Aviation Week and Space Technology (ISSN 

The present article is concerned with a redesign of the US. 
Space Station by NASA. The redesign has the objective to provide 
a better zero-gravity platform for materials processing and to obtain 
more structure on which to mount experiments, telescopes, and 
upper-stage hardware. Instead of a long, tall station, the redesign 
will feature a wide, boxlike permanently manned structure. The 
changes were made in response to the concerns of science and 
commercial users, whose support is needed if the Space Station 
project is to succeed. Attention is given to the new US. Space 
Station dual keel design, safety considerations, an evaluation of 
development versus operating costs, station operations concepts, 
and operations management. G.R. 

0005-2175), VOI. 123, Oct. 14, 1985, p. 16-18. 

A86-13921 California Univ., Berkeley. 
ON THE DESIGN OF LARGE FLEXIBLE SPACE STRUCTURES 
( L F W  
A. BHAYA and C. A. DESOER (California, University, Berkeley) 
IEEE Transactions on Automatic Control (ISSN 001 8-9286), vol. 
AC-30, Nov. 1985, p. 11 18-1 120. refs 
(Contract NAG2-243) 

For a general finite-element model of an LFSS, a strictly passive 
compensator results in an exponentially stable feedback system 
when actuators and sensors are calculated. In the general case 
(no colocation), necessary and sufficient conditions are stated on 
the parameter Q for stabilizing a certain number of modes. 
Conditions for robust stability are given, and it is shown that 
feedback does not destabilize the unmodeled modes under certain 
conditions. Author 

A86-15615# 
SPACE CONSTRUCTION AND SERVICING SYSTEMS DESIGN 
FOR THE SPACE STATION ERA 
D. M. GOSSAIN, S. S. SACHDEV, P. KUMAR, and J. A. 
MIDDLETON (Spar Aerospace, Ltd., Toronto, Canada) IAF, 
International Astronautical Congress, 36th, Stockholm, Sweden, 

The Space Station will form the basis of a new space 
infrastructure planned to be in place by the mid-1990s. The 
infrastructure will provide a permanent human presence in space 
and add new dimensions to space operations, including extensive 
construction and servicing activities. These activities will require a 
number of manlmachine systems. This paper describes a Space 
Construction and Servicing Systems (SCSS) concept design which 
takes an integrated view of construction and servicing activities 
and the systems required for operations. Analysis of the activities 
to identify generic tasks and their hierarchy is described, as well 
as the options available for performing these tasks. Allocation of 
the tasks between man and machine and the role of manipulators 
is discussed, including the design approach to shifting more tasks 
from man to machine over time. The insights provided by the 
SCSS concept in aggregation of tasks for system definition, as 
well as commonality of Systems, subsystems, and assemblies within 
SCSS, are discussed. An architecture of SCSS for the Space 
Station era is presented, and a design for an Integrated Servicing 
and Test Facility on the Space Station is described. Author 

OCt. 7-12, 1985. 11 p. 
(IAF PAPER 85-23) 

A86-15618# 
THE EURECA DESIGN CONCEPT 
W. NELLESSEN (ESA, European Space Research and Technology 
Centre, Noordwijk, Netherlands) IAF, International Astronautical 
Congress, 36th, Stockholm, Sweden, Oct. 7-12, 1985. 17 p. 

The concept of EURECA (European Retrievable Carrier) is 
described, highlighting the most important design considerations 
for the sizing, development, operations, and utilization of the carrier. 
The structure, thermal control, electrical power, attitude and orbit 
control, communications and data handling, are discussed. The 
first EURECA mission is discussed, and planned future missions 
are briefly described. The EURECA system capabilities, launch 
configuration, functional schematic, communication system, and 
other facilities are diagrammed. C.D. 

A86-15659# 
IMPROVED DESIGN AND VERIFICATION CONCEPTS FOR 
SPACECRAFT STRUCTURES 
E. HORNUNG (ERN0 Raumfahrttechnik GmbH, Bremen, West 
Germany) and C. STAVRlNlDlS (ESA, European Space Research 
and Technology Centre, Noordwijk, Netherlands) IAF, International 
Astronautical Congress, 36th, Stockholm, Sweden, Oct. 7-1 2, 1985. 
73 p. INTELSAT-ESA-sponsored research. refs 

Significant advantages can be gained through the improvement 
of load definition in spacecraft design and test procedures. Dynamic 
qualification test methodologies can be improved through the use 
of an upgraded structure test model representing spacecraft 
assembly and representative transient loads for design and testing. 
This methodology may avoid qualification difficulties by means of 
an upgraded structural assembly model and the performance of 

O.C. 

(IAF PAPER 85-26) 

(IAF PAPER 85-82) 

worksmanship failure checks on the flight model. 

A86-15759# 
DEVELOPMENT AND TESTING OF MODULAR FRAME 
STRUCTURE FOR ADVANCED EARTH OBSERVATION 
SPACECRAFT 
H. MITSUMA and M. YAMAMOTO (National Space Development 
Agency of Japan, Tsukuba Space Center, Sakura, Japan) IAF, 
International Astronautical Congress, 36th. Stockholm, Sweden, 

A modular frame structure (MFS), fabricated of CFRP, was 
developed for the Japanese Earth Resources Satellite-1 (ERS-1) 
and future spacecraft structures, and the design was verified by 
performing modal survey, sinusoidal vibration, and acoustic tests. 
The developed MFS showed outstanding behavior under all 
environmental tests performed, and has the potential of easy 
handling. The modular system consists of the mission module 
(MM), bus module (BM), solar array, and synthetic aperture radar 
(SAR) antenna. The MM contains the SAR, visible and near-infrared 
radiometer, mission data (MD) transmitter, and MD recorder. The 
BM contains the reaction control subsystem, attitude control 
subsystem, and electronics for housekeeping functions. Detailed 
specifications and a series of explanatory diagrams are included. 

IS. 

Oct. 7-12, 1985. 10 p. 
(IAF PAPER 85-223) 

A86-17314# 
A SUMMARY OF POTENTIAL DESIGNS OF SPACE STATIONS 
AND PLATFORMS 
R. KLINE, R. MCCAFFREY, and D. B. STEIN (Grumman Aerospace 
Corp., Bethpage, NY) IN: Space stations and space platforms - 
Concepts, design, infrastructure and uses . New York, American 
Institute of Aeronautics and Astronautics, 1985, p. 267-351. 

This chapter discusses the potential designs and characteristics 
of space stations and space platforms, and describes the ability 
to fulfill currently defined objectives through the year 2000. A 
definition of mission requirements leads to the functional 
requirements of the unmanned platform and manned Space Station. 
The chapter also describes in detail the major design issues that 
drive the base configuration and its respective systems for crew 
habitation, berthing/docking and logistics, satellite and upper-stage 
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vehicle servicing, command, control, and communications, base 
resources, and platform commonality. Author 

A86-23549 
DESIGN AND TEST OF A SPACE DEPLOYABLE RADIATOR 
8. MOSCHETTI, M. AMlDlEU (Aerospatiale, Cannes, France), and 
B. TATRY (CNES, Toulouse, France) AIAA, SAE, ASME, AIChE, 
and ASMA, Intersociety Conference on Environmental Systems, 
15th, San Francisco, CA, July 15-17, 1985. 9 p. 
(SAE PAPER 851364) 

A space-deployable radiator concept has been developed to 
increase power dissipation through a variation of radiator area 
from fully stowed to fully deployed positions; it is also intended 
for use by existing spacecraft, without requiring extensive 
architectural redesign. The radiator configuration encompasses a 
deployable hinged panel, in which surface-embedded heat pipes 
dissipate the heat throughout, and a thermally loaded rotating 
joint that is coaxial with the panel hinge. The prototype unit is of 
800 x 600 mm, with five embedded heat pipes and two radiative 
faces. For the solstice conditions experienced by a geosynchronous 
satellite, dissipation capability is 160 W and unit internal 

O.C. 

A86-24790" National Aeronautics and Space Administration. 
Lewis Research Center, Cleveland, Ohio. 
DESIGN TRADEOFFS FOR A SPACE STATION 

J. L. KLANN and P. J. STAIGER (NASA, Lewis Research Center, 
Cleveland, OH) IN: lntersociety Energy Conversion Engineering 
Conference, 20th, Miami Beach, FL, August 18-23, 1985, 
Proceedings. Volume 1 . Warrendale, PA, Society of Automotive 
Engineers, Inc., 1985, p. 1.84-1.97. 

Mass, area, and station-keeping propellant needs have been 
estimated for a typical system. And, although important criteria 
such as cost, Shuttle packaging, and erectionIdeployment schemes 
were not considered, the documented trends should aid in many 
of the design choices to be made. Effects on system characteristics 
were examined for: three heat storage salts with melting 
temperatures from 743 to 1121 K parabolic and Cassegrainian 
mirrors; module power levels of 20 and 40 kW and, alternate 
pumped-loop, tube-and-fin radiator configurations, with and without 
micrometeoroid armoring. Author 

temperature is of the order of 30 C. 

SOLAR-BRAYTON POWER SYSTEM 

refs 

A86-26246 
ANALYSIS OF A FOLDED DIPOLE ANTENNA MOUNTED ON A 
CYLINDRICAL METALLIC MAST 
H. A. KALHOR (New Mexico, University, Albuquerque) and A. R. 
MALLAHZADEH (Iran Electronics Industries, Communication Div., 
Shiraz) IEEE Transactions on Antennas and Propagation (ISSN 
0018-926X), vol. AP-34, Jan. 1986, p. 99-103. 

A numerical technique has been presented for analysis of 
practical folded dipole antennas mounted on metallic masts. 
Results have been compared against experimental results and 
excellent agreement obtained demonstrates the capability of this 
method. Author 

A86-29625'# Martin Marietta Corp., Denver, Colo. 
INTEGRATED ANALYSIS SYSTEM FOR BOX TRUSS ANTENNA 
MESH PERFORMANCE 
E. E. BACHTELL, S. S. BETTADAPUR, and J. V. COYNER (Martin 
Marietta Corp., Denver, CO) IN: Communication Satellite Systems 
Conference, l l th,  San Diego, CA, March 17-20, 1986, Technical 
Papers . New York, American Institute of Aeronautics and 
Astronautics, 1986, p. 41 1-41 6. 
(Contract NASl-17551) 

An integrated analysis system has been developed to more 
efficiently design and analyze the mesh reflective surface and the 
mesh tie system of the box truss antenna. Six integrated computer 
programs using nonlinear finite-element, surface topography and 
interpolation, and RF aperture integration techniques, analyze the 
effects of manufacturing errors, mesh pillowing, and operating 
environment on antenna performance. The level of rigor of analysis 

(AIAA PAPER 86-0663) 

can be varied, providing the possibility of a lower cost preliminary 
study on various designs using a minimum number of reduced 
box section models. By including the random and systematic errors 
with the aperture integration of minimum rms reflector surface 
roughness, the RF Performance Solver determines the far-field 
pattern, including the beam efficiency, and thus the antenna 
performance of the mesh reflector antenna. R.R. 

A86-29626# 
THE MBB UNFURLABLE MESH ANTENNA (UMA) DESIGN AND 
DEVELOPMENT 
H. KELLERMEIER, H. VORBRUGG (ERN0 Raumfahrtechnik 
GmbH, Ottobrunn, West Germany), and K. PONTOPPIDAN (TICRA 
AIS, Copenhagen, Denmark) IN: Communication Satellite Systems 
Conference, l l th,  San Diego, CA, March 17-20, 1986, Technical 
Papers . New York, American Institute of Aeronautics and 
Astronautics, 1986, p. 41 7-425. refs 

An ESA unfurlable offset mesh antenna design for various 
communication satellite applications covering aperture diameters 
from 3.2 m (12 GHz) to 12 m (850 MHz) with surface errors 
between 0.1 and 1.4 mm rms is presented. Versatility is achieved 
by a radial rib concept where foldable main ribs and intermediate 
ribs tension a gold plated molybdenum mesh to the required surface 
contour; which contour is varied by the application of different 
numbers of ribs (e.g., 16 for 850 MHz or 30 for 12 GHz) and 
mesh fastening points. Acceptable mechanical tolerances were 
established by the electrical performance criteria that the level of 
the gore lobes generated by the ribs shall remain at least 30 dB 
below the main beam peak under all orbital conditions. Other 
features include small stowage volume double-folded carbon fiber 
ribs, and intermediate ribs unloaded during stowage and tensioned 
during deployment which reduce the structure weight. Applications 
include a 5 m C-band lntelsat design (3.4 to 4.8 GHz) and an 8 
m L-band multibeam design for Europe and coastal areas coverage. 
A full-scale technology demonstration model based on the M-SAT 
specifications will be tested in 1987. R.R. 

N86-11221'# National Aeronautics and Space Administration. 
Ames Research Center, Moffett Field, Calif. 
DESIGN AND PERFORMANCE ANALYSIS OF AN 

CONCEPT 
G. P. MENEES Oct. 1985 16 p refs 
(NASA-TM-86848; REPT-85398; NAS 1.1 5:86848) Avail: NTlS 
HC AO2IMF A01 CSCL 228 

Systems requirements for design-optimized, lateral-turn 
performance were determined for reusable, space-based 
applications and low-Earth orbits involving large multiple 
plane-inclination changes. The aerothermodynamic analysis is the 
most advanced available for rarefield-hypersonic flow over lifting 
surfaces at incidence. The effects of leading-edge bluntness, 
low-density viscous phenomena, and finite-rate flow-field chemistry 
and surface catalysis are accounted for. The predicted aerothermal 
heating characteristics are correlated with thermal-control and 
flight-performance capabilities. The mission payload capacity for 
delivery, retrieval, and combined operations was determined for 
round-trip sorties extending to polar orbits. Recommendations are 
given for future design refinements. The results help to identify 
technology issues required to develop prototype operational 
vehicles. Author 

N86-17418"# 
DESIGN OPTIMIZATION FOR A SPACE BASED, REUSABLE 
ORBIT TRANSFER VEHICLE 
L. REDD in johns Hopkins Univ. The 1985 JANNAF Propulsion 
Meeting, Volume 1 p 391-401 Apr. 1985 
(Contract NAS3-23858) 
Avail: Chemical Propulsion Information Agency, Johns Hopkins 
Rd., Laurel, Md. 20707 HC $78.98 CSCL 226 

Future NASA and DOD missions will benefit from high 
performance, reusable orbit transfer vehicles. With the advent of 
a space station, advanced engine technology. and various new 

(AIAA PAPER 86-0664) 

AERO-MANEUVERING ORBITAL-TRANSFER VEHICLE 

Martin Marietta Aerospace, Denver, Colo. 
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vehicle concepts, reusable orbit transfer vehicles that provide 
significant economic benefits and mission capability improvements 
will be realized. Engine and vehicle design criteria previously have 
lacked definition with regard to issues such as space basing and 
servicing, man-rating and reliability, performance, mission flexibility, 
and life cycle cost for a reusable vehicle. The design study 
described here has resulted in the definition of a reusable orbit 
transfer vehicle concept and subsequent recommendations for the 
design criteria of an advanced L02/LH2 engine. These design 
criteria include number of engines per vehicle, nozzle design, etc. 
The major characteristics of the vehicle preliminary design include 
low lift to drag aerocapture capability, a main propulsion system 
failure criteria of fail operational/fail safe, and either two main 
engines with a high performance attitude control system for back-up 
or three main engines with which to meet this failure criteria. In 
addition, a maintenance approach has been established for the 
advanced vehicle concept. Author 

N86-18340*# 
Langley Research Center, Hampton, Va. 
TELESCOPING SPACE STATION MODULES 
R. D. WITCOFSKI Jul. 1984 14 p 
(NASA-TM-86253; NAS 1.15:86253) Avail: NTIS HC AO2/MF 
A01 CSCL 228 

A design concept is described wherein telescoping space station 
modules would be utilized to nearly double the useful volume 
onboard a station. Methods for utilizing the concept to obtain 
enchanced protection from space debris and radiation are 
described. The amenability of the concept to variation in station 
configuration, assembly, and disassembly is discussed. A 
modification of the concept which could provide flexibility in the 
manner in which the Shuttle Orbiter is docked with the station 
and enhance collision avoidance during such maneuvers is 
described. Author 

National Aeronautics and Space Administration. 

N86-22129*# Allied Bendix Aerospace, Mishawaka, Ind. 
Guidance Systems Div. 
HARDWARE TEST PROGRAM FOR EVALUATION OF BASELINE 
RANGE/RANGE RATE SENSOR CONCEPT 
E. PERNIC Dec. 1985 127 p 
(Contract NAS8-36144) 
(NASA-CR-178710; NAS 1.26:178710; BGSD-MO-7078) Avail: 
NTIS HC A07/MF A01 

The test program Phase I1 effort provides additional design 
information in terms of range and range rate (R/R) sensor 
performance when observing and tracking a typical spacecraft 
target. The target used in the test program was a one-third scale 
model of the Hubble Space Telescope (HST) available at the 
MSFC test site where the tests were performed. A modified Bendix 
millimeter wave radar served as the R/R sensor test bed for 
evaluation of range and range rate tracking performance, and 
generation of radar signature characteristics of the spacecraft 
target. A summary of program test results and conclusions are 
presented along with detailed description of the Bendix test bed 
radar with accompaning instrumentation. The MSFC test site and 
facilities are described. The test procedures used to establish 
background levels, and the calibration procedures used in the 
range accuracy tests and RCS (radar cross section) signature 
measurements, are presented and a condensed version of the 
daily log kept during the 5 September through 17 September test 
period is also presented. The test program results are given starting 
with the RCS signature measurements, then continuing with range 
measurement accuracy test results and finally the range and range 
rate tracking accuracy test results. Author 

CSCL 09B 
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STRUCTURAL CONCEPTS 

Includes erectable structures (joints, struts, and columns), 
deployable platforms and booms, solar sail, deployable reflectors, 
space fabrication techniques, and protrusion processing. 

A86-10025'# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
EFFECTS OF RANDOM MEMBER LENGTH ERRORS ON THE 
ACCURACY AND INTERNAL LOADS OF TRUSS ANTENNAS 
W. H. GREENE (NASA, Langley Research Center, Hampton, VA) 
(Structures, Structural Dynamics and Materials Conference, 24th, 
Lake Tahoe, NV, May 2-4, 1983, Collection of Technical Papers. 
Part 1, p. 697-704) Journal of Spacecraft and Rockets (ISSN 
0022-4650), vol. 22, Sept.-Oct. 1985, p. 554-559. Previously cited 
in issue 12, p. 1741, Accession no. A83-29801. refs 

A86-13003 
INVESTIGATION OF THE POSSIBILITY OF BUILDING LARGE 
LIGHT-WEIGHT METAL MIRRORS FOR THE LONG-WAVE IR 
SPECTRUM 
E. A. VITRICHENKO, 0. A. EVSEEV, V. I. ISAEV, V. 1. LAPSHIN, 
V. N. LEONOV et ai. (Optiko-Mekhanicheskaia Promyshlennost', 
vol. 52, Mar. 1985, p. 13-16) Soviet Journal of Optical Technology 
(ISSN 0038-5514), vol. 52, March 1985, p. 140-143. Translation. 
refs 

The possibility of fabricating a light-weight main telescope mirror 
from a specially chosen aluminum alloy is investigated. The 
construction for such a mirror was developed, and two samples 
were fabricated and tested. A factor of 10 decrease in weight 
was achieved; a spherical surface having an aperture D/f-prime 
= 112 and an rms deviation of 0.65 microns was fabricated in 
120 hours of machining time. The mirror shape remained stable 
for a least a month. Author 

A86-14206 
OPTlMlSATlON OF CONTOURED BEAMS FOR SATELLITE 
ANTENNAS 
P. D. PATEL (Bell Aerospace Div., Buffalo, NY) and K. K. CHAN 
(Chan Technologies, Inc., Kirkland, Canada) IEE Proceedings, 
Part H - Microwaves, Antennas and Propagation (ISSN 0143-7097), 
vol. 132, pt. H, no. 6, Oct. 1985, p. 400-406. Sponsorship: 
Department of Communications. refs 
(Contract DCC-21 ST-361 00-3-031 4) 

One of the basic problems of realizing an optimum contoured 
beam, together with sidelobe suppression, is the determination of 
the excitation coefficients for the individual horns of a reflector 
and horn-array geometry. The Fletcher-Powell and the Minimax 
methods of optimizing an arbitrary coverage with sidelobe 
suppression have been studied. The paper presents the 
formulations applicable to the Fletcher-Powell and the Minimax 
methods. The Brasilsat antenna is used as the test case. Reslts 
obtained using the two methods, and also by manual optimization, 
are presented and compared. Author 

A86-15064' 
FRAMEWORKS FOR THE FUTURE 
T. MCMAHAN, A. SHIELDS, and V. NEAL Space World (ISSN 
0038-6332), vol. 5, Nov. 1985, p. 20-24. NASA-supported 
research. 

NASA is exploring the techniques and technologies which will 
permit the construction of large structures in space. EASE 
(Experimental Assembly of Structures in Extravehicular Activity) 
and ACCESS (Assembly Concept for Construction of Erectable 
Space Structures) are structures which are carried in the Atlantis 
bay and are assembled in space by astronauts. The experimental 
structures were designed to be durable and strong, easily 
assembled, have removable parts, and be amenable to alterations 
using specially-designed tools. All space activities are first 
rehearsed in detail on earth, mainly in the NASA Neutral Buoyancy 
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Facility. Thorough studies are also being done to examine the 
human factors of space assembly and to gather biomedical data 
to characterize the capabilities of humans doing construction work 
in space. M.S.K. 

A86-15640# 
TOWARDS AN EUROPEAN IN-ORBIT INFRASTRUCTURE 
J.-C. BOUILLOT and A. PERARD (CNES, Paris, France) IAF, 
International Astronautical Congress, 36th, Stockholm, Sweden, 

Attention is given to the prospective performance and design 
features of the Columbus space station, Ariane 5 booster, and 
Hermes reusable manned spacecraft, which will significantly 
enhance European capabilities in space. These three programs 
are envisioned as constituting a manned spaceflight infrastructure 
capable of long term development and expansion in the direction 
of space commercialization. The Ariane booster/Hermes orbiter 
system, in particular, is anticipated to be capable of yielding 

O.C. 

OCt. 7-12, 1985. 7 p. 
(IAF PAPER 85-55) 

significant reductions in costlkg to orbit. 

A86-15650# 
EXTENDABLE AND RETRACTABLE TELESCOPIC MAST FOR 
DEPLOYABLE STRUCTURES 
H. RIEGER, M. SCHMID (Dornier System GmbH, Friedrichshafen, 
West Germany), and M. AGUIRRE (ESA, European Space 
Research and Technology Centre, Noordwijk, Netherlands) IAF, 
International Astronautical Congress, 36th, Stockholm, Sweden, 

The principle of the Extendable and Retractable Mast (ERM), 
built originally for ground radio-link applications, is adapted for 
application in the deployment of a solar array and positioning of 
an unfurlable antenna. The proposed technical design concept of 
a space ERM establishes the basis for a mast family to cover a 
wide range of user demands. Application of carbon fiber reinforced 
plastics technology and telescopic tube sections in the design of 
the ERM results in high strength and stiffness of the mast at 
minimum mass. Good pointing accuracy can be reached with the 
ERM design by minimizing the number of tube sections and tube 

I S .  

OCt. 7-1 2, 1985. 11 p. 
(IAF PAPER 85-70) 

joints for a required deployed length. 

A86-15745# 
NEW CONCEPTS FOR PRECISION REFLECTOR SUPPORT 
STRUCTURES 
J. M. HEDGEPETH (Astro Aerospace Corp., Carpinteria, CA) IAF, 
International Astronautical Congress, 36th. Stockholm, Sweden, 

Recent work on various approaches for providing the required 
dimensional accuracy to space-based reflector structures is 
described. The class of reflectors considered includes those with 
diameters in the range of 10 to 50 meters and surface tolerances 
of less than one-ten-thousandth of the diameter. The duality of 
!he radin!requency-an!enna and optical-telescope approaches to 
assessing the effects of imperfections on performance is discussed. 
The implications of the two approaches on structural design 
requirements for the reflector surface and supporting structure 
are summarized. Concepts for establishing the reflector in earth 
orbit are described. Deployment and erection techniques are 
treated as well as combinations of both. Cost drivers of the various 
approaches are discussed and ?he attractiveness of simultaneous 
deployment, where feasible, is indicated. Author 

OCt. 7-1 2, 1985. 11 p. 
(IAF PAPER 85-208) 
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A86-15747# 

OF APPLICATIONS AND THEIR TECHNOLOGY IMPACT 
M. C. BERNASCONI (Contraves AG, Zurich, Switzerland) and G. 
G. RElBALDl (ESA, European Space Research and Technology 
Centre, Noordwijk, Netherlands) IAF, International Astronautical 
Congress, 36th, Stockholm, Sweden, Oct. 7-12, 1985. 16 p. refs 

The technology of inflatable, chemically-rigidized membranes 
for the realization of large space structures has been investigated 
in Europe during the last few years, with emphasis on antenna 
reflectors. The paper discusses the near-term applications, which 
can be covered by the present technology, or small modifications 
thereof. The discussion is subdivided into three parts. First, the 
application fields are surveyed. In the second part, the development 
status in the different areas is presented. Finally, the suitability of 
the available materials is discussed and the needed developments 
are summarized. Author 

INFLATABLE, SPACE-RIGIDIZED STRUCTURES - OVERVIEW 

(IAF PAPER 85-210) 

A86-15758# 
GSR3 - SOLAR ARRAY STRUCTURE CONCEPT 
A. PLAGNE, J. P. REAU, and J. L. BASTARD (Aerospatiale, Les 
Mureaux and Cannes-la-Bocca, France) IAF, International 
Astronautical Congress, 36th, Stockholm, Sweden, Oct. 7-12, 1985. 
7 P. 
(IAF PAPER 85-222) 

A third-generation rigid foldout solar array, designated GSR3, 
is under development for future telecommunications and TV 
satellites. The GSR3 concept has been projected to be able to 
furnish end-of-life solar array performance of the order of more 
than 35 W/kg, using state-of-the-art, mass-produced solar cells 
and GSRl recurring deployment mechanisms. Attention is presently 
given to the GSR3’s ultralightweight panel structure technology’s 
mechanical performance, and to the manufacturing procedures and 

O.C. development and qualification tests employed. 

A86-15765# 
ON THE ORBITER BASED DEPLOYMENT OF STRUCTURAL 
MEMBERS 
A. M. IBRAHIM and V. J. MODI (British Columbia, University, 
Vancouver, Canada) IAF, International Astronautical Congress, 
36th, Stockholm, Sweden, Oct. 7-1 2, 1985. 11 p. 
(Contract NSERC-G-1547) 

Using a rather general formulation of the problem representing 
a large class of space platforms with flexible, extensible members, 
the paper attempts to study complex interactions between 
deployment, attitude dynamics and flexural rigidity. The governing 
nonlinear, nonautonomous and coupled equations of motion are 
extremely difficult to solve even with the help of a computer, not 
to mention the cost involved. Effectiveness of the versatile 
formulation is demonstrated through its application to dynamical 
situations of practical interest involving beam type appendages. 
Response of the hybrid systems is obtained over a range of physical 
parameters and external disturbances. Both transient as well as 
post deployment phases are considered. Results suggest significant 
influence of flexibility, inertia, deployment time history and orbital 
parameters on the system stability. The presence of free molecular 
and solar radiation induced environmental forces may further 
accentuate this tendency. The study represents a necessary first 
step towards development of a suitable control strategy. Author 

A86-17156# 
DISPLACEMENT DEPENDENT FRICTION IN SPACE 
STRUCTURAL JOINTS 
T. J. HERTZ (USAF, Wright Aeronautical Laboratories, 
Wright-Patterson AFB, OH) and E. F. CRAWLEY (MIT, Cambridge, 
MA) AlAA Journal (ISSN 0001-1452), vol. 23, Dec. 1985, p. 

Energy dissipation due to frictional and impact losses in space 
structural joints was modeled for two representative types of joints: 
a trusslpin joint and beamlsleeve joint. It is concluded that in 
several common truss joints, in which the frictional forces are due 

(IAF PAPER 85-230) 

1998-2000. 
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to elastic deflection, displacement-dependent friction can be used 
to model the damping. In sleeve-stiffened beam joints a maximum 
damping is obtained when the relative rotational stiffness of the 
joint and beam are of the same order. For pin joints in multielement 
trusses a maximum frictional damping occurs for trusses of low 
length/bay-depth ratio. The losses increase as the coefficient of 
friction is increased. IS. 

A86-17323' Jet Propulsion Lab., California Inst. of Tech., 
Pasadena. 
APPLICATIONS OF SPHERICAL SHELLS 
T. G. WANG (California Institute of Technology, Jet Propulsion 
Laboratory, Pasadena) IN: Permanent presence - Making it work; 
Proceedings of the Twenty-second Goddard Memorial Symposium, 
Greenbelt, MD, March 15, 16, 1984 . San Diego, CA, Univelt, Inc., 
1985, p. 105-114. refs 
(Contract NAS7-918) 

A new technique of producing hollow spheres of many materials 
at a very rapid rate, at very low cost, and with high reproducibility 
of shell diameter and wall thickness has been developed. Shells 
formed of metal or of other solid materials are expected to find 
numerous technical and industrial applications. For example, metal 
shells might be used as inertial confinement fusion targets, or as 
the principal constituents in lightweight structural materials for 
NASA Space Stations or DOD large antennas and mirrors, or be 
employed as containers for phase-change heat-storage media, or 
serve as containers for hazardous materials, or be employed as 
catalytic surface agents. Author 

A86-19535' National Aeronautics and Space Administration. 
Ames Research Center, Moffett Field, Calif. 
THE LARGE DEPLOYABLE REFLECTOR - A TECHNOLOGY 
DEVELOPMENT CHALLENGE 
R. B. PITMAN (NASA, Ames Research Center, Moffett Field, 
CA) and R. GUALDONI (NASA, Washington, DC) IN: The National 
Symposium and Workshop on Optical Platforms, Huntsville, AL, 
June 12-14, 1984, Proceedings . Bellingham, WA, SPlE - The 
International Society for Optical Engineering, 1984, p. 106-1 13. 

The proposed Large Deployable Reflector (LDR) telescope is 
an astrophysical orbiting platform whose aperture is of the order 
of 20 m, and is dedicated to observations in the IR and sub-mm 
wavelengths. NASA is currently planning a 5-year technology 
development program that will allow the requisite hardware and 
software to reach the state required for economical and reliable 
implementation. A computer model simulation is envisioned toward 
this end that will encompass and integrate structural, thermal, 
control, optics, and systems program elements. Possession of the 

O.C. 

(AAS PAPER 84-123) 

enabling technology is foreseen for the early 1990s. 

A86-19733# 
CONTINUUM MODELING OF LATTICE STRUCTURES WITH 
APPLICATION TO VIBRATION CONTROL 
W. H. BENNETT, H. G. KWATNY, G. L. BLANKENSHIP, and N. 
BARKAKATI (Systems Engineering, Inc., Greenbelt, MD) AIAA, 
Aerospace Sciences Meeting, 24th, Reno, NV, Jan. 6-9, 1986. 13 
p. refs 
(Contract F49620-84-C-0115) 

The modelling problem for control of structures and their 
interactions with spacecraft is considered. Continuum models for 
active structural control are reviewed, highlighting the nature of 
abstract state space models for these systems. A method for the 
computation of a distributed control law for continuum dynamics 
is briefly summarized. The theoretical basis for computing effective 
distributed parameter models for large truss structures with random 
lattice infrastructure is discussed. The method considered leads 
to the well-known Timoshenko model for beam dynamics. The 
analysis provides formulas for effective beam parameters which 
are quite different from those suggested by other averaging 
schemes. Comprehensive models are constructed by first 
developing subsystem models and then combining them according 
to interconnection rules. Basic questions of causality and 

(AIAA PAPER 86-0173) 

well-posedness of certain standard models are reviewed, and the 
answers are applied to computation of hybrid state space models 
for an integrated space platform. C.D. 

A86-23964 
ORBITAL REPLACEMENT UNITS 
c. M. HEMPSELL (British Aerospace, PLC, Space and 
Communications Div., Stevenage, England) British Interplanetary 
Society, Journal (Space Stations) (ISSN 0007-084X). vol. 39, Feb. 

The design and functions of orbital replacement units (ORUs) 
are studied. The components of the 1.3 x 1.0 x 0.7 m, 87.9 kg 
ORUs, including cold plate and grapple points, are described. The 
application of ORUs on the Space Station, space platforms, and 
modules, which are structures designed for in-orbit maintenance 
and servicing, is investigated. Proposed transportation and servicing 
system designs for the in-orbit infrastructure are analyzed. The 
advantages and disadvantages of the function split and servicing 
split implementation procedures are examined. I.F. 

A86-23970 
STANDARDISATION OF INTERFACES WITHIN THE SPACE 
INFRASTRUCTURE 
C. M. HEMPSELL (British Aerospace, PLC, Space and 
Communications Div., Stevenage, England) British Interplanetary 
Society, Journal (Space Stations) (ISSN 0007-084X), vol. 39, Feb. 

Studies conducted into the Space Station program and general 
in-orbit infrastructure show the desirability of maximizing interface 
compatibility. The standards set should be as flexible and as 
universal as possible, ranging from grapple points to system/system 
docking/berthing ports with upwards compatibility between all 
levels. A common interface standard configuration is presented to 
show the feasibility of achieving these requirements. It suggests 
three levels of interface may be needed: (1) a grapple point; (2) 
an unmanned interface; and (3) a manned interface, with active 
and passive elements to each level, with the latter two having a 
combined active/passive alternative to give an androgynous port. 
The most important long-term features of the Space Station 
program are the interface standards that it will set. These will not 
only affect the Station and its associated systems but all 
subsequent spacecraft that are required to interact with the Space 
Station Infrastructure. Thus, these standards will effectively be fixed 
for all time. Because of this long-term consideration, it is felt 
desirable that these interfaces are agreed at the widest possible 
international level. Author 

1986, p. 63-70. 

1986, p. 92-96. 

A86-24106 
STRUCTURES IN SPACE - CONTRACTORS ADAPT 
EARTH-BASED CONSTRUCTION METHODS TO 
MICROGRAVITY 
S. W. KANDEBO Commercial Space (ISSN 8756-4831), vol. 1, 
Summer 1985, p. 52, 53. 

The development of construction techniques for the Space 
Station is briefly considered. Emphasis is given to the application 
of earth-based construction techniques and structural frameworks 
to the microgravity environment. A design concept for the modular 
Power Tower of the Space Station, which uses a repeating 
geometry network of interlocking struts and hubs, is described in 
detail. Color photographs of a typical hub-strut construction system 
are provided. I.H. 

A86-24175' National Aeronautics and Space Administration. 
Lyndon B. Johnson Space Center, Houston, Tex. 
ENGINEERING AND CONFIGURATIONS OF SPACE STATIONS 
AND PLATFORMS 
A. LOUVIERE, ED. (NASA, Johnson Space Center, Houston, TX) 
Research supported by NASA. Park Ridge, NJ, Noyes Publications, 
1985, 791 p. No individual items are abstracted in this volume; 
Previously announced in STAR as N85-31146. 

The data generated by the Space Station Program Skunk Works 
over a period of 4 months which supports the definition of a 
Space Station reference configuration is documented. The data 
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were generated to meet these objectives: (1) provide a focal point 
for the definition and assessment of program requirements; (2) 
establish a basis for estimating program cost; and (3) define a 
reference configuration in sufficient detail to allow its inclusion in 
the definition phase Request for Proposal (RFP). G.L.C. 

A86-26884# 
USING MODAL SUBSTRUCTURING TECHNIOUES IN 
MODELLING LARGE FLEXIBLE SPACECRAFT 
A. BERTRAM (DFVLR, lnstitut fuer Aeroelastik, Goettingen, West 
Germany) IN: Combined experimental/analytical modeling of 
dynamic structural systems; Proceedings of the Joint Mechanics 
Conference, Albuquerque, NM, June 24-26, 1985 . New York, 
American Society of Mechanical Engineers, 1985, p. 205-220. 
ESA-supported research. refs 

For reasons of safety and reliability, prior to the launch of a 
spacecraft, it must be demonstrated that the structure can withstand 
all loads to be expected during launch and throughout its life in 
orbit. In the case of large spacecraft for future space missions, 
an experimental investigation of the complete structure will be 
impossible, and the spacecraft will have to be separated into 
substructures. A modal description of structural dynamics is 
discussed, taking into account dynamic equations of a coupled 
system, coupling conditions, and structural modifications. Questions 
regarding the application of the substructuring techniques are also 
considered, giving attention to test data requirements, the selection 
of a suitable mode set, and a realistic description of the interface 
in the coupling approach. G.R. 

A86-28589 
A EUROPEAN SPACE IN-ORBIT INFRASTRUCTURE 
P. W. SHARP (ERN0 Raumfahrttechnik GmbH, Bremen, West 
Germany) IN: Europe/United States space activities . San Diego, 
CA, Univelt, Inc., 1985, p. 215-248. 

The results of the ESA Long-Term Preparatory Program (LTPP) 
to identify candidate designs for an in-orbit materials processing 
platform, the In-Orbit Infrastructure (IOI), are presented. Attention 
is given to several design issues associated with 101 architectures, 
mission scenarios, payload accommodations, and servicing and 
exchange requirements. The most probable areas of commercial 
space processing which would require an 101 platform are identified 
including crystal growth, electrophoresis, and metal alloy and 
composites processing. A Re-entry Vehicle (REV) system for 
returning processed materials to earth from the 101 platform is 
also described. Detailed line drawing of the principal 101 candidate 
configurations are provided. I.H. 

(AAS 85-128) 

A86-29053 
INSTABILITY ANALYSIS OF SPACE TRUSSES USING EXACT 
TANGENT-STIFFNESS MATRICES 
K. TANAKA, K. KONDOH, and S. N. ATLURI (Georgia Institute of 
Technology, Atlanta) Finite Elements in Analysis and Design 
(ISSN 0168-874X), vol. 1, Dec. 1985, p. 291-311. refs 
(Contract F33615-83-K-3205) 

A simple (exact) expression for the tangent-stiffness matrix of 
a space truss undergoing arbitrarily large deformation, as well as 
member buckling, is given. An arc-length method is used to solve 
the tangent-stiffness equations in the post-buckling range of the 
structural deformation. Several examp!es to illustrate :he viability 
of the present approaches in analyzing large space structures, 
simply, efficiently, and accurately, are given. Author 

N86-10274'# Lockheed Missiles and Space Co., Palo Alto, 
Calif. 
TEST AND EVALUATE PASSIVE ORBITAL DISCONNECT 
STRUTS (PODS 3) 
R. T. PARMLEY, W. C. HENNINGER, S. A. KATZ, and I. 
SPRADLEY Aug. 1985 83 p refs 
(Contract NAS2-11946) 
(NASA-CR-177368; NAS 1.261 77368) Avail: NTlS HC AO5/MF 
A01 CSCL226 

The objectives of the Passive Orbital Disconnect Struts (PODS) 
test are to evaluate modal resonance of the PODS-Ill supports to 
obtain engineering data required for use of PODS-Ill on flight 
systems; determine possible performance improvements in large 
L02/LH2 space applications. (1) Modal Vibration Tests. A modal 
resonance survey is performed on a set of six PODS-Ill struts 
assembled in a dewar simulator. The survey conditions simulate 
both launch and orbital loadings of the struts. The orbital load 
range spans a full to an empty tank. The frequencies surveyed 
cover the range consistent with Shuttle qualification requirements 
and the principal resonant modes of the strut system. (2) Benefit 
study. The benefit of using PODS-Ill supports on OTV and Space 
Station LO sub 2 and LH sub 2 reference tanks was compared to 
nondisconnect supports. Four LO sub 2 and LH sub 2 tanks were 
studied under various conditions: (1 ) holding the launch resonance 
at 35 Hz and varying the orbit resonance; (2) analyzing both full 
and emtpy tanks at launch; (3) varying orbit boundary temperaure; 
(4) varying the number of struts; (5) varying orbit times; and (6) 
using or not using vapor cooling. Author 

N86-10565 Iowa Univ., Iowa City. 
DESIGN SENSITIVITY ANALYSIS AND OPTIMIZATION OF 
BUILT-UP STRUCTURES Ph.D. Thesis 
H. G. LEE 1984 184 p 
Avail: Univ. Microfilms Order No. DA8507953 

Design sensitivity analysis and optimization of built-up structures 
are formulated, analyzed, and solved numerically. A variational 
approach is used to incorporate both finite dimensional and 
distributed state and design variables in the same energy equation. 
Kinematic and natural boundary conditions at the interfaces 
between structural components of built-up strucbres are defined. 
Variation of the energy equation with the material derivative idea 
from continuum mechanics and introduction of an adjoint variational 
equation yield design sensitivity vectors and functions with respect 
to conventional and shape design variables. A unified method of 
shape design sensitivity analysis for static and eigenvalue problems, 
to complement the finite element method of structural analysis is 
developed. Standard shape design sensitivity forms are derived 
for structural components and may be applied to various kinds of 
built-up structures to obtain design sensitivity forms at the interfaces 
between structural components of built-up structures. This method 
provides potential for shape optimization of complex built-up 
structures. Dissert. Abstr. 

N86-11246'# 
FEASIBILITY OF REMOTELY MANIPULATED WELDING IN 
SPACE: A STEP IN THE DEVELOPMENT OF NOVEL JOINING 
TECHNOLOGIES 
K. MASUBUCHI, J. E. AGAPAKIS, A. DEBICCARI, and C. 
VONALT In NASA. Langley Research Center Welding, Bonding 
and Fastening, 1984 p 271-296 Sep. 1985 refs 
Avail: NTlS HC A21/MF A01 CSCL 13M 

A six month research program entitled Feasibility of Remotely 
Manipulated Welding in Space - A Step in the Development of 
P 4 w d  Joining iechnoiogies is performed at the Massachusetts 
Institute of Technology for the Office of Space Science and 
Applications, NASA, under Contract No. NASW-3740. The work is 
performed as a part of the Innovative Utilization of the Space 
Station Program. The final report from M.I.T. was issued in 
September 1983. This paper presents a summary of the work 
performed under this contract. The objective of this research 
program is io initiate research for the development of packaged, 
remotely controlled welding systems for space construction and 
repair. The research effort includes the following tasks: (1) 

Massachusetts Inst. of Tech., Cambridge. 

13 



03 STRUCTURAL CONCEPTS 

identification of probable joining tasks in space; (2) identification 
of required levels of automation in space welding tasks; (3) 
development of novel space welding concepts; (4) development 
of recommended future studies; and (5) preparation of the final 
report. Author 

N86-11540'# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
COMPUTATIONAL STRUCTURAL MECHANICS A NEW 
ACTIVITY AT THE NASA LANGLEY RESEARCH CENTER 
N. F. KNIGHT, JR. and W. J. STROUD Sep. 1985 39 p refs 
Presented at 22nd Ann. Tech. Meeting of the SOC. of Eng. Sci., 
University Park, Pa., 7-9 Oct. 1985 
(NASA-TM-87612; NAS 1.1587612) Avail: NTlS HC AO3/MF 
A01 CSCL20K 

Complex structures considered for the late 1980's and early 
1990's include composite primary aircraft structures and the space 
station. These structures are much more difficult to analyze than 
today's structures and necessitate a major upgrade in computerized 
structural analysis technology. A major research activity in 
computational structural mechanics (CSM) was initiated. The 
objective of the CSM activity is develop advanced structural analysis 
technology that will exploit modern and emerging computers such 
as computers with vector and/or parallel processing capabilities. 
The three main research activities underway in CSM include: (1) 
structural analysis methods development; (2) a software testbed 
for evaluating the methods; and (3) numerical techniques for parallel 
processing computers. The motivation and objectives of the CSM 
activity are presented and CSM activity is described. The current 
CSM research thrusts, and near and long term CSM research 
thrusts are outlined. E.A.K. 

N86-13360# 
THERMAL VACUUM TESTS ON A HINGE ACTUATOR 
MECHANISM 
J. C. ANDERSON Paris ESA Jan. 1984 18 p refs 
(Contract ESA-5199/NL-PP) 
(ESA-ESTL-067; ESA-CR(P)-l921) Avail: NTlS HC AO2/MF 
A0 1 

A Hinge Actuator Mechanism (HAM) which provides a controlled 
rotary motion for deployment underwent tests in vacuum, over an 
isothermal range of temperatures from +82 to -68 C. The HAM 
always operates over this temperature range but the time taken 
for deployment (rotation through 90 deg) varies from 23.28 sec at 
+82C to 70.16 sec at -68C. The variation is due to the change in 
resistivity of the aluminum disk rotor in the eddy current brake 
used to control deployment speed. Also, at temperatures -40 C, 
the torque of the main bearings increases due to the different 
thermal contractions of the aluminum alloy housings and steel 
shafts which results in the elimination of radial clearance in the 
bearings. Author (ESA) 

European Space Tribology Lab., Risley (England). 

N86-13735'# Cincinnati Univ., Ohio. Dept. of Aerospace 
Engineering and Engineering Mechanics. 
KINEMATICS OF FOLDABLE DISCRETE SPACE CRANES Final 
Report 
A. H. NAYFEH 26 Nov. 1985 26 p 
(Contract NSG-1185) 
(NASA-CR-176360; NAS 1.26:176360) Avail: NTlS HC A03/MF 
A01 CSCL 131 

Exact kinematic description of a NASA proposed prototype 
foldable-deployable discrete space crane are presented. A 
computer program is developed which maps the geometry of the 
crane once controlling parameters are specified. The program uses 
a building block type approach in which it calculates the local 
coordinates of each repeating cell and then combines them with 
respect to a global coordinates system. Author 

N86-16413'# Astro Aerospace Corp., Carpinteria, Calif. 
HIGH-PERFORMANCE DEPLOYABLE STRUCTURES FOR THE 
SUPPORT OF HIGHGONCENTRATION RATIO SOLAR ARRAY 
MODULES Final Report 
M. MOBREM 31 Oct. 1985 79 p refs 
(Contract NAS8-36043) 
(NASA-CR-178753; NAS 1.26:178753) Avail: NTlS HC AO5/MF 
A01 CSCL 138 

A study conducted on high-performance deployable structures 
for the support of high-concentration ratio solar array modules is 
discussed. Serious consideration is being given to the use of 
high-concentration ratio solar array modules or applications such 
as space stations. These concentrator solar array designs offer 
the potential of reduced cost, reduced electrical complexity, higher 
power per unit area, and improved survivability. Arrays of 
concentrators, such as the miniaturized Cassegrainian concentrator 
modules, present a serious challenge to the structural design 
because their mass per unit area (5.7 kglsquare meters) is higher 
than that of flexible solar array blankets, and the requirement for 
accurate orientation towards the Sun (plus or minus 0.5 degree) 
requires structures with improved accuracy potentials. In addition, 
use on a space station requires relatively high structural natural 
frequencies to avoid deleterious interactions with control systems 
and other large structural components. The objective here is to 
identify and evaluate conceptual designs of structures suitable for 
deploying and accurately supporting high-concentration ratio solar 
array modules. R.J.F. 

N86-18347'# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
AN ANALYTICAL INVESTIGATION OF A CONCEPTUAL DESIGN 
FOR THE STATION TRANSVERSE BOOM ROTARY JOINT 
STRUCTURE 
M. S. LAKE and H. G. BUSH Jan. 1986 34 p refs 
(NASA-TM-87665; NAS 1.1 5:87665) Avail: NTlS HC AO3/MF 
A01 CSCL22B 

A study was conducted to define an annular ring, discrete 
roller assembly concept for the space station transverse boom 
rotary joint. The concept was analyzed using closed-form and finite 
element techniques, to size structural members for a range of 
joint diameters and to determine necessary equivalent stiffnesses 
for the roller assemblies. Also, a mass study of the system was 
conducted to determine its practicality, and maximum loads in the 
joint were identified. To obtain the optimum balance between high 
stiffness and low structural mass in the design of the rotary joint, 
it is necessary to maximize the diameter of the annular ring within 
operational constraints (i.e., shuttle cargo bay size). Further, a 
rotary joint designed with the largest possible ring diameter will 
result in minimum operational loads in both the roller assemblies 
and the transition truss members while also allowing minimum 
design stiff nesses for the roller assemblies. Author 

N86-19345# Air Force Inst. of Tech., Wright-Patterson AFB, 
Ohio. 
EQUIVALENT CONTINUUM FINITE ELEMENT MODELLING OF 

S. E. LAMBERSON Aug. 1985 140 p 
(AD-A160879; AFIT/CI/NR-85-111 D) Avail: NTlS HC A07/MF 
A01 CSCL22B 

A method involving finite element modelling of an equivalent 
continuum formulation based on matching the strain energy and 
kinetic energy is developed for truss type lattices with pinned 
joints. The method is shown to give modal results consistent with 
those obtained using detailed finite element modelling of the pin 
jointed space lattice structure, even for structures with fairly small 
numbers of repetitions of an identical unit cell. Feedback controllers 
using reduced system models derived from these modal results 
using Modal Cost Analysis are shown to perform as well as 
controllers designed using the detailed analysis results. A 
micropolar plate continuum model of large plate-like repetitive 
space lattice structures with rigid joints are derived. A plate finite 
element is based on this continuum model with micropolar rotations 
and transverse shear deformations included as nodal degrees of 

PLATE-LIKE SPACE LAlTlCE STRUCTURES Ph.D. Thesis 



freedom. The natural frequencies and mode shapes are calculated 
using this element for a free floating hexahedral plate-like space 
lattice structure. These natural frequencies and mode shapes are 
compared to those calculated using a detailed finite element model 
(with every structural member modelled by a beam-column element) 
for several sets of frame member cross sectional properties. The 
static deflections of a centrally loaded and corner supported 
rectangular plate-like space lattice structure are also obtained and 
compared these two types of structural models. GRA 

N86-19479' National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
SEQUENTIALLY DEPLOYABLE MANEUVERABLE 
TETRAHEDRAL BEAM Patent 
M. M. MIKULAS, JR. (General Research Corp., Santa Barbara, 
Calif.) and R. F. CRAWFORD, inventors (to NASA) (General 
Research Corp., Santa Barbara, Calif.) 10 Dec. 1985 9 p 
Filed 8 Sep. 1983 Sponsored by NASA 
(NASA-CASE-LAR- 1 3098-1 ; US-PATENT-4,557,097; 
US-PATENT-APPL-SN-530339; US-PATENT-CLASS-52-646; 
US-PATENT-CLASS-52-632; US-PATENT-CLASS-52-637; 
US-PATENT-CLASS-52-648; US-PATENT-CLASS-16-242; 
US-PATENT-CLASS-1 6-390; US-PATENT-CLASS-403-64; 
US-PATENT-CLASS-403-1 71) Avail: US Patent and Trademark 
Office CSCL 20K 

A tetrahedral beam that can be compactly stowed, sequentially 
deployed, and widely manipulated to provide a structurally sound 
yet highly maneuverable truss structure is comprised of a number 
of repeating units of tandem tetralhedral sharing common sides. 
Fixed length battens are jointed into equilateral triangles called 
batten frames. Apexes of adjacent triangles are interconnected 
by longerons having a mid-point folding hinge. Joints, comprised 
of gussets pivotabley connected by links, permit two independent 
degrees of rotational freedom between joined adjacent batten 
frames, and provide a stable structure from packaged configuration 
to complete deployment. The longerons and joints can be actuated 
in any sequence, independently of one another. The beam is suited 
to remote actuation. Longerons may be provided with powered 
mid-point hinges enabling beam erection and packaging under 
remote control. Providing one or more longerons with powered 
telescoping segments permits the shape of the beam central axis 
to be remotely manipulated so that the beam may function as a 
remote manipulator arm. 

Official Gazette of the U.S. Patent and Trademark Office 

N86-19605' National Aeronautics and Space Administration. 
Pasadena Office, Calif. 
JOINT FOR DEPLOYABLE STRUCTURES Patent 
N. D. CRAIGHEAD, I I  (JPL, Pasadena, Calif.), R. J. PRELIASCO 
(JPL, Pasadena, Calif.), and T. D. HULT, inventors (to NASA) 
(JPL, Pasadena, Calif.) 17 Dec. 1985 6 p Sponsored by 
NASA 
(NASA-CASE-NPO-16038-1; US-PATENT-4,558,967; 
US-PATENT-APPL-SN-469864; US-PATENT-CLASS-403-1 1 3; 
US-PATENT-CLASS-403-1 20; US-PATENT-CLASS-1 6-294) 
Avail: US Patent and Trademark Office 

A joint is described for connecting a pair of beams to pivot 
them between positions in alignment or beside one another, which 
is of light weight and which operates in a controlled manner. The 
joint includes a pair of fittings and at least one center link having 
opposite ends pivotally connected to opposite fittings and having 
axes that pass through centerplates of the fittings. A control link 
having opposite ends pivotally connected to the different fittings 
controls their relative orientations, and a toggle assemly holds the 
fittings in the deployed configuration wherein they are aligned. 
The fittings have stops that lie on one side of the centerplane 
opposite the toggle assembly. 

Official Gazette of the U.S. Patent and Trademark Office 
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N86-20492'# Essex Corp., Huntsville, Ala. 
DEVELOPMENT OF SPACE TELESCOPE NON-ORU 
HARDWARE Final Report 
K. B. ROBERTSON and D. E. HENDERSON 31 Dec. 1985 37 
P 
(Contract NAS8-36364) 
(NASA-CR-178713; NAS 1.26:178713; H-85-10) Avail: NTlS HC 
A03/MF A01 CSCL 03A 

Since 1979 work has progressed in the development of the 
Hubble Space Telescope (HST) mockup. Underwater simulations 
to evaluate proposed on-orbit servicing tasks have also been done. 
These tasks involve the planned changeout of scientific instruments 
and the unscheduled changeout of other orbital replacement units 
(ORUs) such as batteries and computers. The HST components 
and subsystems that originally were designated ORUs were the 
items that were mission critical and were designed for easy 
changeout. Mockups of 14 non-ORU items were designed and 
fabricated for the purpose of evaluating the EVA changetasks in 
the MSFC Neutral Buoyancy Simulator (NBS). The objectives of 
this design/fabrication/test activity were to design and fabricate 
the potential ORUs so they contained realistic interfaces and were 
compatible with the NBS environments. The attachment of the 
mockup hardware to the spacecraft mockup was similar to the 
flight version. Also, the hardware connectors were flight-like. 

B.W. 

N86-20789' National Aeronautics and Space Administration. 
Marshall Space Flight Center, Huntsville, Ala. 
SELF-LOCKING TELESCOPING MANIPULATOR ARM Patent 
M. F. NESMITH, inventor (to NASA) 15 Oct. 1985 8 p Filed 
30 Sep. 1983 
(NASA-CASE-MFS-25906-1; US-PATENT-4,547,121; 
US-PATENT-APPL-SN-537757; US-PATENT-CLASS-414-753; 
US-PATENT-CLASS-901 -31 ; US-PATENT-CLASS-901-25; 
US-PATENT-CLASS-41 4-71 8; US-PATENT-CLASS41 4-4; 
US-PATENT-CLASS-21 2-230) Avail: US Patent and Trademark 
Office CSCL 131 

A telescoping manipulator arm and pivotable finger assembly 
are disclosed. The telescoping arm assembly includes a generally 
T-shaped arm having three outwardly extending fingers guided on 
grooved roller guides to compensate for environmental variations. 
The pivotable finger assembly includes four pivoting fingers. Arcuate 
teeth are formed on the ends of the fingers. A rack having teeth 
on four sides meshes with each one of the fingers. One surface 
of the rack includes teeth along its entire surface which mesh 
with teeth of one of the fingers. The teeth at the remote end of 
the rack engage teeth of a gear wheel. The wheel includes a 
worm which meshes with a worn drive shaft of the drive motor 
providing a ninety degree self-locking drive for locking the fingers 
in a desired position. A similar drive provides a self-locking drive 
for positioning the telescoping arm. 

Official Gazette of the U.S. Patent and Trakemark Office 

N86-20799*# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
DEPLOYABLE M-BRACED TRUSS STRUCTURE Patent 
Application 
M. M. MIKULAS, JR. and M. D. RHODES, inventors (to NASA) 
30 Jul. 1985 12 p 

US-PATENT-APPL-SN-760378) Avail: NTlS HC AO2/MF A01 
CSCL 131 

A depioyabie M-braced truss structure, eff icientiy packaged into 
a compact stowed position and expandable to an operative position 
at the use site is described. The M-braced configuration effectively 
separates tension compression and shear in the structure and 
permits efficient structural design. Both diagonals and longerons 
telescope from an M-braced base unit and deployed either 
pneumatically, mechanically by springs or cables, or by powered 
reciprocating mechanisms. iipon fuii depioyment, the diagonais 
and longerons lock into place with a simple latch mechanism. 

NASA 

(NASA-CASE-LAR-13081-1; NAS 1.71 :LAR-13081-1; 
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N86-20803*# National Aeronautics and Space Administration. 
Lyndon B. Johnson Space Center, Houston, Tex. 
SUN SHIELD Patent Application 
A. FRANK, S. F. DERESPINIS, and J. MOCKOVCIAK. JR., inventors 
(to NASA) 12 Aug. 1985 12 p Prepared in cooperation with 
Grumann Aerospace Corp., Bethpage, N.Y. 

US-PATENT-APPL-SN-764805) Avail: NTlS HC AO2/MF A01 
CSCL 131 

A shading device which is capable of compactly storing a flexible 
shade on a biased, window-shade type spring roller and controlled 
to deliver the shade selectively to either its operative shading or 
compact storage orientation. NASA 

N86-21568 Stanford Univ., Calif. 
SIMULATION OF MOTIONS OF SATELLITES CARRYING A 
DEPLOYABLE FLEXIBLE LINKAGE Ph.D. Thesis 
S. DJERASSI 1985 143 p 
Avail: Univ. Microfilms Order No. DA8522130 

Numerical simulations based upon equations governing the 
motion of a rigid body supporting a deployable flexible linkage 
that carries a rigid load are used to study spacecraft control. 
However, since existing methods for the formulation of equations 
of motion do not lend themselves well for this purpose, one must 
extend these methods in order to come into position to undertake 
numerical simulations. The central idea underlying the extension 
is that equations of motion of a system of bodies subject to 
constraints can be obtained by temporarily disregarding the 
constraints, writing expressions for generalized inertia forces and 
for generalized active forces associated with the unconstrained 
system, and then using these together with coefficients appearing 
in the constraint equations to generate a set of equations of motion 
of the original system. Certain arrays, called 2 arrays, are introduced 
in connection with the derivation of constraint equations associated 
with elastic bodies arranged in closed kinematical loops. Use of 
these arrays makes it possible to let the linkage have any number 
of links. The legitimacy of modal representation of the elastic 
deformation of a typical link is discussed in view of the fact that 
the link is subjected to an unknown time-varying shear load. Several 
studies are performed to illustrate the behavior of the system with 
a variety of initial conditions, parameters, and number of modes 
used to describe elastic deflections. These studies indicate that 
in-orbit deployment can be obtained passively, and that, in certain 
applications, weight reduction of the links can be sustained without 
affecting the dynamic behavior of the system, as far as inplane 
motions are concerned. Dissert. Abstr. 

(NASA-CASE-MSC-20162-1; NAS 1.71 :MSC-20162-1; 
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STRUCTURAL AND THERMAL ANALYSIS 

Includes structural analysis and design, thermal analysis and 
design, analysis and design techniques, and thermal control 
systems. 

A86-15749# 
THERMAL DEFLECTION OF A DEPLOYABLE AND 
RETRACTABLE STRUCTURAL MAST 
R. W. CHOLVIBUL (Fairchild Space Co., Germantown, MD) IAF, 
International Astronautical Congress, 36th. Stockholm, Sweden, 

Solar deflection and thermal performance of a deployable 
structural mast are discussed. The problem is unique because of 
the triangular geometry and unusual edge locking technique. 
Mechanical design is described briefly along with thermal analysis 
and design. Thermal distortion occurs when the temperature 
distribution around the cross section is unsymmetrical. Preliminary 
temperatures are calculated by deriving closed form solutions based 
on radiative heat transfer. Conduction is then evaluated through 

OCt. 7-12, 1985. 10 p. 
(IAF PAPER 85-212) 
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thermal vacuum testing, and a thermal math model accounting for 
radiation and conduction is developed for more accurate prediction 
of deflections. By perforating surfaces of the mast and using 
appropriate surface coatings, thermal distortion can be maintained 
within acceptable design limits. Design requirements are defined, 
and deflection predictions are presented in dimensionless form 
for a variety of configurations. Author 

A86-15751# 

THERMAL-STRUCTURAL CONTROL PROBLEM OF SPACE 
INTERACTIVE ANALYTICAL FORMULATIONS IN THE 

STRUCTURES 
C. ARDUlNl (Roma, Universita, Rome, Italy) IAF, International 
Astronautical Congress, 36th, Stockholm, Sweden, Oct. 7-12, 1985. 
32 p. Sponsorship: European Space and Technology Centre. 
refs 
(Contract ESTEC-5485/83-NL-PB) 

The problem of thermostructural interaction is considered using 
a unified analytical modelling approach. The combined actions of 
heat fluxes, elastic and inertial forces, and control action are taken 
into account. A simple application example of a rectangular, flat 
plate with constant thickness cantilevered at one end which carries 
a flat, undeformable shade at the other end is considered. C.D. 

(IAF PAPER 85-214) 

A86-15757# 
OUT OF PLANE COEFFICIENT OF THERMAL EXPANSION AND 
ITS INFLUENCE ON REFLECTOR THERMAL DISTORTIONS 
G. G. REIBALDI, L. FANCHI (ESA, Mechanical Systems Div., 
Noordwijk, Netherlands), P. CORDER0 (Construcciones 
Aeronauticas, SA., Madrid, Spain), and M. MARCHElTI (Roma, 
Universita, Rome, Italy) IAF, International Astronautical Congress, 
36th, Stockholm, Sweden, Oct. 7-12, 1985. 11 p. refs 
(Contract ESA-5263/82-NL/GM) 
(IAF PAPER 85-221) 

Finite element techniques can be reliably used to predict the 
out-of-plane coefficient of thermal expansion of structural sandwich 
panels used in 300-3000 GHz reflector antenna construction. The 
influence of carbon fiber reinforced plastic laminate facings yields 
transverse effects greater than those produced by aluminum alone, 
due to Poisson's ratio-constraining effects. Simple models 
supporting preliminary design phases for these reflectors yield 
meaningful results, allowing configuration evaluation and interface 

O.C. impact analyses to be conducted. 

A86-15862# 
SPACECRAFT THERMAL CONTROL TECHNOLOGY - DESIGN 
CHALLENGES INTO THE 1990's 
P. C. WISE (RCA, Astro-Electronics Div., Princeton, NJ) IAF, 
International Astronautical Congress, 36th, Stockholm, Sweden, 
Oct. 7-12, 1985. 15 p. 

Factors that require advanced thermal technology in the design 
of the projected NASA missions, such as the high heat loads, the 
finite number of longitude slots in the geostationary orbital positions, 
the requirements to minimize the weight for the extended spacecraft 
life and to provide close temperature control, etc., are discussed. 
The main elements of the thermal design of the current 
communication satellites and of the advanced projected thermal 
technology are described. The operating principles of advanced 
thermal control elements, such as high-capacity heat pipes (a 
monogroove, an advanced trapezoidal axial groove, and the 
variable conductance heat pipes), the radiator panel coupling 
concept, capillary pumped loop technology of multiple parallel 
evaporators, pumped two-phase flow technology, and deployable 

IS. 

refs 
(IAF PAPER 85-373) 

radiators, are presented and illustrated with diagrams. 
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A86-15949# 
A DESIGN FOR FLUID MANAGEMENT IN SPACE 
N. E. SEARBY 
Stockholm, Sweden, Oct. 7-12, 1985. 9 p. refs 

IAF, International Astronautical Congress, 36th, 

(IAF PAPER ST-85-04) 
A fluid management system has been developed for space 

applications. The system design was based on three specific 
requirements of the microgravity environment in a manned space 
vehicle: solid-liquid-gas degassification; solid-liquid-gas separation; 
and algae growth and harvesting. Fluid separation is achieved 
using a divergent, truncated-cone separation chamber coupled with 
density-dependent valving. Degassification of fluids and separation 
of multi-level media is carried out at a high pressure level in 
order to move the separated media to storage areas. Operational 
tests of the system in a simulated low-g environment and on 
board Shuttle are described. A schematic diagram of the fluid 
management system is provided. I.H. 

A86-17324 
SPACE STATION/PLATFORM THERMAL CONTROL 
R. A. HASLETT (Grumman Aerospace Corp., Bethpage, NY) IN: 
Permanent presence - Making it work; Proceedings of the 
Twenty-second Goddard Memorial Symposium, Greenbelt, MD, 
March 15, 16, 1984 . San Diego, CA, Univelt, Inc., 1985, p. 
137-1 48. refs 

The thermal control requirements of the Space Station are 
discussed. Development of the Space Station/Platform Thermal 
Control System is considered, with emphasis given to five key 
technologies: heat pipe radiators; two-phase heat transport loops; 
stand-alone thermal control systems; system integration; and 
advanced thermal control concepts. Some of the advanced thermal 
control concepts discussed include: a transverse variable 
conductance flat plate heat pipe; a liquid droplet radiator; and a 
space-constructible radiator concept. Line drawings of the various 
thermal control system components are provided. I.H. 

(AAS PAPER 84-127) 

A86-19736# 
COMBINED STRUCTURAL AND CONTROL OPTIMIZATION FOR 
FLEXIBLE SYSTEMS USING GRADIENT BASED SEARCHES 
D. F. MILLER and J. SHIM (Wright State University, Dayton, OH) 
AIAA, Aerospace Sciences Meeting, 24th, Reno, NV, Jan. 6-9, 
1986. 16 p. refs 
(Contract F33615-844-3217) 

This paper considers the combined structural and control 
optimization problem for flexible systems. The sum of structural 
weight and controlled system energy terms is minimized 
simultaneously in structural and control parameters using gradient 
searches. The purpose of control is to effectively suppress 
structural vibrations due to initial excitations. Starting with a baseline 
structural design, the objective of the combined structural/control 
optimization is to produce a lighter weight structure with, when 
excited, reduced vibrational and control energy content. Control 
weighting matrix selection and dependence of optimal designs 
upon initial conditions are discussed. The ideas presented are 
illustrated through numerical simulations using a 1 0-bar cantilevered 
truss. Author 

A86-19848'# General Dynamics/Astronautics, San Diego, Calif. 
EVALUATION OF ACTIVE THERMAL CONTROL OPTIONS FOR 
SPACE STATION 
J. R. SCHUSTER, M. J. GRUSZCZYNSKI (General Dynamics Corp., 
Space Systems Div., San Diego, CA), and J. W. OWEN (NASA, 
Marshall Space Flight Center, Hunisville, AL) AIAA, Aerospace 
Sciences Meeting, 24th, Reno, NV, Jan. 6-9, 1986. 15 p. 

An analysis of various Space Station (MSS) active thermal 
control systems options under consideration because of their 
potential low weight, efficiency and reliability is reported. The study 
addressed ordinary and diode-action body mounted radiators, 
thermal storage, the area and pumping power requiieiiients for 
single-phase cooling of cold plates, and single-phase and 

(AIAA PAPER 86-0178) 

(AIAA PAPER 86-0383) 

two-phase active cooling loops. The base configuration considered 
was a core MSS formed by four habitable modules on which are 
mounted heat pipe radiators articulated to be always edge-on to 
the sun. A simulation was performed which accounted for the 
available heat sinks, several thermal loads and the heat rejection 
capability. No benefits were found with diode-action radiators if 
the solar absorption is 0.1 or less, although diode-action heat 
pipes will maintain a higher level of performance in the presence 
of coating degradation. Thermal storage becomes important only 
with radiator coating degradation. Water can be up to three times 
as efficient as Freon as a heat transfer medium. Finally, 
single-phase cooling offers a lower system mass than two-phase 
cooling if varying temperature heat loads can be accommodated. 

M.S.K. 

A86-20766' MRJ, Inc., Fairfax, Va. 
THERMAL MANAGEMENT OF HIGH POWER SPACE BASED 
SYSTEMS 
H. HWANGBO and W. S. MCEVER (MRJ, Inc., Fairfax, VA) IN: 
Space nuclear power systems 1984; Proceedings of the First 
Symposium, Albuquerque, NM, January 11-13, 1984. Volume 2 . 
Malabar, FL, Orbit Book Co., Inc., 1985, p. 465-471. 
NSF-NASA-supported research. refs 

Conventional techniques of using a portion of the spacecraft 
skin for radiation of waste heat will be inadequate for high powered 
payloads (50 to 100 kWe) due to the lack of sufficient area. A 
Shuttle type system using a pumped single phase fluid loop could 
be scaled up to higher power but this type of system would require 
excessive pump power and weight. A pumped two-phase heat 
transfer loop has a much lower pumping requirement due to the 
higher latent heat of vaporization of the fluid in comparison to the 
sensible heat it can absorb through a temperature change. 
Concepts for an evaporator and a condenser for a pumped 
two-phase system are described. The condenser uses capillary 
grooves and a separate pumped condensate return line to achieve 
high heat transfer coefficients and stable operation due to the 
separation of the vapor and liquid flows. The cold plate evaporator 
uses wicks to contain the liquid and transport it to the heated 
surface. It can also function as a condenser for warming 
components. Control concepts for the cold plate are discussed. 
Concepts for deployment or erection of large space radiators are 
also considered. Author 

A86-23512 
SPACE APPLICATIONS OF NITINOL HEAT ENGINES 
K. H. HAYASHIDA, JR. (Los Alamitos High School, CA), E. C. 
CADY, J. L. MCNICHOLS, JR., and B. R. GALIK, JR. (McDonnell 
Douglas Astronautics Co., Huntington Beach, CA) AIAA, SAE, 
ASME, AIChE, and ASMA, lntersociety Conference on 
Environmental Systems, 15th, San Francisco, CA, July 15-1 7, 1985. 
6 p. refs 
(SAE PAPER 851322) 

The Nitinol Heat Engine (NHE) uses a shape-memory alloy of 
nickel and titanium to convert thermal energy directly to mechanical 
power and through a generator, to electricity. An NHE was analyzed 
and designed to produce power from solar irradiation in space, 
with radiative cooling to a deep-space heat sink. A model NHE 
was built and tested in a space chamber simulating the radiation 
and space environment, and produced results agreeing with 
performance predictions. Other space NHE using Space Station 
waste heat are also discussed. Such space NHE are demonstrated 
to be cost-competitive with photovoltaic cells as a source for space 
power. Author 

A8633513 
A HEAT PIPE QUICK DISCONNECT 
J. P. ALARIO and P. J. OTTERSTEDT (Grumman Aerospace Corp., 
Bethpage, NY) AIAA, SAE, ASME, AIChE, and ASMA, Intersociety 
Conference on Environmental Systems, 15th, San Francisco, CA, 

(SAE PAPER 851323) 
This paper reports the proof of concept demonstration of a 

heat pipe quick disconnect being developed for the space 

July 15-17, 1985. 9 p. 
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constructible radiator system. The disconnect provides a 
maintainable coupling between the heat pipe evaporator, which is 
brazed to a mating heat exchanger, and the replaceable condenser 
section of a monogroove heat pipe radiator element. Test results, 
with pressurized nitrogen gas, confirm low leakage rates in both 
demated and mated configurations. Comparative thermal tests in 
a working 3 m (10 ft) test bed heat pipe using ammonia fluid 
revealed a 30 percent decrease in heat transport due to the 
additional minor pressure losses from the quick disconnect. The 
bulk of this loss is attributed to the transition section that joins 
the two adjacent heat pipe flow channels to the separated liquid 
and vapor passages within the disconnect coupling. It would be 
possible to decrease this overall loss in heat transport to under 
10 percent with a redesigned transition section. Author 

A86-23514 
SPACE CONSTRUCTIBLE RADIATOR SYSTEM OPTIMIZATION 
R. F. BROWN and J. P. ALARIO (Grumman Aerospace Corp., 
Bethpage, NY) AIAA, SAE, ASME, AIChE, and ASMA, Intersociety 
Conference on Environmental Systems, 15th. San Francisco, CA, 
July 15-17, 1985. 15 p. refs 
(SAE PAPER 851324) 

During the period from February 1984 to April 1985, test data 
have been obtained on several of the Space Constructible radiator 
(SCR) system components, such as the high capacity monogroove 
heat pipe, the contact heat exchanger, and the heat pipe 
disconnect. In light of both the performance data that are now 
available and the changes in Space Station requirements that 
have occurred since the inception of the SCR program in 1979, 
an optimization study of the entire SCR system is warranted. This 
paper reports the results of that study, which includes performance, 
weight, and reliability estimates. Author 

A86-23515 
THERMAL VERlFlCATlON FOR FUTURE LARGE 
TELECOMMUNICATIONS SATELLITES 
D. CHALMERS (RCA, Astro-Electronics Div., Princeton, NJ) AIAA, 
SAE, ASME, AIChE, and ASMA, lntersociety Conference on 
Environmental Systems, 15th. San Francisco, CA. July 15-1 7, 1985. 
9 P. 
(SAE PAPER 851325) 

The continued growth in demand for space-based 
telecommunications systems, coupled with the rapidly decreasing 
availability of orbital slots at geosynchronous altitude, brings closer 
the realization of advanced, very large communications satellites. 
This paper examines the impact that such large satellites will have 
on the thermal verification process, especially the degree to which 
present thermal testing and analytical modeling techniques must 
be adapted. In particular, the effects of satellite modularization 
and the use of advanced thermal technologies in the satellite’s 
Thermal Control Subsystem are investigated. Author 

A86-23536* # National Aeronautics and Space Administration. 
Lyndon B. Johnson Space Center, Houston, Tex. 
SPACE STATION THERMAL MANAGEMENT SYSTEM 
DEVELOPMENT STATUS AND PLANS 
J. G. RANKIN (NASA, Johnson Space Center, Houston, TX) AIAA, 
SAE, ASME, AIChE, and ASMA, lntersociety Conference on 
Environmental Systems, 15th. San Francisco, CA, July 15-1 7, 1985. 
18 p. refs 
(SAE PAPER 851350) 

The manned Space Station, as currently designed, contains a 
baseline thermal management system (TMS) which uses 
components and subsystems never before employed in manned 
spacecraft. The basis for the technology used in the TMS design 
is the result of a long-term TMS Technology Development Plan 
which was initiated in 1979. Rankin and Marshall (1983) have 
discussed the history and progress of that plan from its beginnings 
to early 1983. The present paper is concerned with the status of 
activities conducted at the NASA Lyndon B. Johnson Space Center 
(JSC) under this plan since 1983, taking into account also a 
summary of activities planned for the next several years. G.R. 

A8623537 

SPACECRAFT 
T. J. BLAND, R. S. DOWNING, and D. P. ROGERS (Sundstrand 
Corp., Advanced Technology Group, Rockford, IL) AIAA, SAE, 
ASME, AIChE, and ASMA, lntersociety Conference on 
Environmental Systems, 15th, San Francisco, CA, July 15-1 7, 1985. 
12 p. 
(SAE PAPER 851351) 

In the case of the NASA Space Station with its high thermal 
power levels and transport distances in excess of 50 meters, 
approaches used for thermal management in the case of low-power 
spacecraft or even the Space Transportation System are not 
feasible any longer. A novel approach to the two-phase thermal 
bus concept has, therefore, been developed for the Space Station. 
The thermal bus concept employs a two-phase fluid loop to 
transport heat by evaporation and condensation rather than by 
sensible heating and cooling. The new concept employs a rotary 
fluid management device (RFMD) which incorporates pitot pumps 
to preclude potential cavitation problems associated with centrifugal 
pumps. G.R. 

A TWO-PHASE THERMAL MANAGEMENT SYSTEM FOR LARGE 

A86-23539 
HEAT PIPE TECHNOLOGY FOR CURRENT SPACECRAFT AND 
HIGH POWER THERMAL MANAGEMENT 
E. KROLICZEK and P. BRENNAN (OAO Corp., Greenbelt, MD) 
AIAA, SAE, ASME, AIChE, and ASMA, lntersociety Conference 
on Environmental Systems, 15th, San Francisco, CA, July 15-1 7, 
1985. 13 p. refs 
(SAE PAPER 851353) 

The application of conventional axially grooved heat pipes to 
the thermal control of attached shuttle payloads, instruments on 
free flyers, communications satellites and body mounted radiators 
for space station common modules is discussed. Also presented 
is the evolution of an advanced axially grooved design for 
application to the space station’s space erectible radiators (SERS). 
Capillary Pumped Loop (CPL) development status and its 
application to high power thermal management for space station 
applications are also included. Author 

A86-23543 

SPACECRAFT THERMAL CONTROL 
A. DUWEU (Societe Europeenne de Propulsion, Paris, France) 
AIAA, SAE, ASME, AIChE, and ASMA, Intersociety Conference 
on Environmental Systems, 15th, San Francisco, CA, July 15-1 7, 
1985. 13 p. 
(SAE PAPER 851357) 

After the first flight of Spacelab, the European Space Agency 
(ESA) decided to develop the Eureca project. The project has the 
objective to provide a space platform with a guaranteed level of 
microgravity in the range from 0.0001 to 0.00001 g. The materials 
science experiments envisaged require, in addition to the 
microgravity environment, also servicing facilities. Thus, active 
cooling loops are needed for accurate thermal control. Such loops, 
based on operations involving forced circulation of Freon, water, 
or ammonia, are currently under development. The implementation 
of the circulation process requires the employmnent of a pump. 
Pumps can be sources of vibration and noise which can disturb 
the conditions required for the experiments. The present paper is 
concerned with the development of a pump with operational 
characteristics which will not interfere with the experimental 
conditions. Attention is given to the Freon Pump Package (FPP) 
design description, and the tradeoffs needed to obtain obtain a 
very silent pump unit. G.R. 

THE FREON PUMP PACKAGE - A NEW FACILITY FOR 
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A86-23546 
THERMAL DESIGN ASPECTS OF EURECA DURING SHUlTLE 
CARGO BAY PARKING PHASES 
U. LAUX and W. D. EBELING (ERN0 Raumfahrttechnik GmbH, 
Bremen, West Germany) AIAA, SAE, ASME, AIChE, and ASMA, 
lntersociety Conference on Environmental Systems, 15th, San 
Francisco, CA, July 15-17, 1985. 9 p. 
(SAE PAPER 851361) 

The object of thermal control design of ESA's EURECA carrier 
is to keep all spacecraft components within specified temperature 
limits and at the same time minimize the required heater power 
by defining particular attitude constraints of the Orbiter. The attitude 
sequences had to be selected where an overheating of the batteries 
is precluded (due to low T-sensitivity of hydrazine), which in turn 
implies a potentially too low hydrazine-T. To reduce computer 
calculations, a decision tool was developed, which allows the user 
to identify potentially favorable Orbiter attitude sequences without 
detailed thermal analyses. It was found, that even under very 
favorable Orbiter attitudes, there exists a heater-power demand of 
at least 100 W, in particular, for components with low thermal 
inertia. I.S. 

A86-23548 
THERMAL VACUUM TESTS OF OLYMPUS HEAT PIPE 
RADIATORS 
D. BOGGIATTO, E. COLIZZI, V. PEROTTO, and S. TAVERA 
(Aeritalia S.p.A., Naples, Italy) AIAA, SAE, ASME, AIChE, and 
ASMA, lntersociety Conference on Environmental Systems, 15th, 
San Francisco, CA, July 15-17, 1985. 10 p. Research sponsored 
by British Aerospace, PLC and ESA. 
(SAE PAPER 851363) 

The results of the thermal tests performed on the Olympus 
Large Telecommunication Satellite Heat Pipe Radiators are 
presented. The test set-up maintained the Heat Pipes horizontal, 
the dissipation and thermal characteristics of electronic units being 
simulated by thermal dummies. The tests were divided in three 
phases with different temperatures of the chamber cryogenic 
shrouds to simulate the worst steady (equinox) cold case and 
investigate a fictitious extreme cold case (end of eclipse steady 
state) and an equivalent hot case. The results testify the adequacy 
of the Radiator design and the agreement between analytical 
predictions and temperatures measured during the test. Author 

A86-23551 
ADVANCED THERMAL CONTROL TECHNOLOGIES FOR 
EUROPEAN SPACE STATION MODULES 
P. MOELLER and H. KREEB (Dornier System GmbH, 
Friedrichshafen, West Germany) AIAA, SAE, ASME, AIChE, and 
ASMA, lntersociety Conference on Environmental Systems, 15th, 
San Francisco, CA, July 15-1 7, 1985. 9 p. 
(SAE PAPER 851366) 

The European activities regarding the U.S. Space Station are 
currently mainly concerned with studies related to the Columbus 
program. The first step involves a pressurized module attached to 
the Space Station, and a free-flying platform. In future Space Station 
modules and platforms, the role of thermal management will 
become much more significant because o! the expected long 
duration of the missions. In addition, large quantities of waste 
heat will have to be dissipated. As current heat transport systems 
utilizing heat pipes or pumped liquid loops have severe limitations, 
more advanced thermal control technologies are needed. The 
present paper is concerned with such technologies. Attention is 
given to future thermal control requirements, the definition of a 
Europem !wo-phase mcde! system, aspec?s of space platfnn 
thermal control, an experimental program, a hybrid radiator concept, 
and maintenance aspects. G.R. 

refs 

A86-24040'# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
DYNAMIC RESPONSE AND COLLAPSE OF SLENDER GUYED 
BOOMS FOR SPACE APPLICATION 
J. M. HOUSNER and W. K. BELVIN (NASA, Langley Research 
Center, Hampton, VA) (Structures, Structural Dynamics and 
Materials Conference, 24th, Lake Tahoe, NV, May 2-4, 1983, 
Collection of Technical Papers. Part 2, p. 92-101) Journal of 
Spacecraft and Rockets (ISSN 0022-4650), vol. 23, Jan.-Feb. 1986, 
p. 88-95. Previously cited in issue 12, p. 1742, Accession no. 
A83-29818. refs 

A86-24796' National Aeronautics and Space Administration. 
Lyndon B. Johnson Space Center, Houston, Tex. 
DIRECT SOLAR HEATING FOR SPACE STATION 
APPLICATION 
W. E. SIMON (NASA, Johnson Space Center, Houston, TX) IN: 
lntersociety Energy Conversion Engineering Conference, 20th, 
Miami Beach, FL, August 18-23, 1985, Proceedings. Volume 1 . 
Warrendale, PA, Society of Automotive Engineers, Inc., 1985, p. 
1.125-1.131. refs 

Early investigations have shown that a large percentage of the 
power generated on the Space Station will be needed in the form 
of high-temperature thermal energy. The most efficient method of 
satisfying this requirement is through direct utilization of available 
solar energy. A system concept for the direct use of solar energy 
on the Space Station, including its benefits to customers, 
technologists, and designers of the station, is described. After a 
brief discussion of energy requirements and some possible 
applications, results of selective tradeoff studies are discussed, 
showing area reduction benefits and some possible configurations 
for the practical use of direct solar heating. Following this is a 
description of system elements and required technologies. Finally, 
an assessment of available contributive technologies is presented, 
and a Space Shuttle Orbiter flight experiment is proposed. 

Author 

A86-24611 National Aeronautics and Space Administration. 
Lewis Research Center, Cleveland, Ohio. 
PERFORMANCE ANALYSIS OF RADIATION COOLED DC 
TRANSMISSION LINES FOR HIGH POWER SPACE SYSTEMS 
G. E. SCHWARZE (NASA, Lewis Research Center, Cleveland, 
OH) IN: Intersociety Energy Conversion Engineering Conference, 
20th, Miami Beach, FL, August 18-23, 1985, Proceedings. Volume 
1 . Warrendale, PA, Society of Automotive Engineers, Inc., 1985, 
p. 1.252-1.269. Previously announced in STAR as N85-28222. 

As space power levels increase to meet mission objectives 
and also as the transmission distance between power source and 
load increases, the mass, volume, power loss, and operating 
voltage and temperature become important system design 
considerations. This analysis develops the dependence of the 
specific mass and percent power loss on the power and voltage 
levels, transmission distance, operating temperature and conductor 
material properties. Only radiation cooling is considered since the 
transmission line is assumed to operate in a space environment. 
The results show that the limiting conditions for achieving low 
specific mass, percent power loss, and volume for a space-type 
dc transmission line are the permissible transmission voltage and 
operating temperature. Other means to achieve low specific mass 
include the judicious choice of conductor materials. The results of 
!his analysis should be immediately applicable to power system 
trade-off studies including comparisons with ac transmission 
systems. Author 
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A86-24837 
DESIGN ASSISTANT FOR SPACECRAFT THERMAL 
MANAGEMENT SYSTEMS 
B. R. FOX, L. T. BREWSTER, R. P. KHER, J. W. SHEFFIELD 
(Missouri-Rolla, University, Rolla), and V. J. VAN GRIETHUYSEN 
(USAF, Wright Aeronautical Laboratories, Wright-Patterson AFB, 
OH) IN: lntersociety Energy Conversion Engineering Conference, 
20th, Miami Beach, FL, August 18-23, 1985, Proceedings. Volume 
1 . Warrendale, PA, Society of Automotive Engineers, Inc., 1985, 
p. 1.425-1.429. refs 

This paper primarily addresses the conceptual design of 
spacecraft thermal management systems and their components in 
order to provide a basis for the development and implementation 
of future technologies. The components of the spacecraft thermal 
management system include the following: heat pipes, latent 
thermal energy storage materials, radiators and other thermal 
structures. The design problem becomes one of selecting a 
combination of these components subject to both spacecraft 
mission and launch requirements. To facilitate this design process, 
a knowledge based design assistant is being developed in the 
artificial intelligence programming language, PROLOG. The goal 
has been to amplify the capabilities of an experienced designer 
by putting significant decision making, search and retreival facilities 
at his or her disposal. Author 

A86-26492'# National Aeronautics and Space Administration. 
Lewis Research Center, Cleveland, Ohio. 
HEAT TRANSFER IN SPACE POWER AND PROPULSION 
SYSTEMS 
R. C. HENDRICKS, R. J. SIMONEAU, and J. W. DUNNING, JR. 
(NASA, Lewis Research Center, Cleveland, OH) Mechanical 
Engineering (ISSN 0025-6501), vol. 108, Feb. 1986, p. 40-52. 

NASA's planned Space Station has projected power 
requirements in the 75-300 kW range; attention is presently given 
to the range of power system configurations thus far proposed. 
These are a silicon solar cell system incorporating regenerative 
fuel cell or battery storage, with a 10-year lifetime, a solar-dynamic 
power system with phase-change or regenerative fuel cell energy 
storage, and a combination of these two alternatives. A 
development status evaluation is also given for the propulsion 
systems that may be used by next-generation boosters. These 
include such novel airbreathing systems as turboramjets, air 
liquefaction cycle rockets, airturboramjet/rockets, and supersonic 
combustion ramjets. O.C. 

N86-13362# General Electric Co., Whetstone (England). 
Mechanical Engineering Lab. 
STUDY OF THERMAL ANALYSIS METHODS Final Report 
J. J. REBIS and P. S. WHITE Paris ESA Dec. 1984 133 p 
refs 
(Contract ESA-5653/83/NL-PB) 
(GEC-MEL12.0539; ESA-CR(P)-2045) Avail: NTlS HC A07/MF 
A0 1 

Lumped parameter and finite element methods were found to 
be suited to spacecraft thermal analysis after a study of and spatial 
discretization, temporal discretization, and solution of the equations 
resulting from these discretizations. Advantages of finite element 
methods over lumped parameter are: all quantities used in the 
analysis are systematically derived from the geometric model and 
material properties (this eliminates the preliminary calculation of 
conduction links and capacitance values necessary for lumped 
parameters); the nature of the approximation is well defined and 
convergence to the true solution can be demonstrated under certain 
conditions; explicit estimates of accuracy are possible; greater 
accuracy for a given number of nodes; interpolation of the results 
can be carried out systematically; and compatibility with mainstream 
stress analysis programs. Disadvantages linked to its inferior 
robustness, greater computer resource requirement for the same 
number of nodes; greater software effort required to obtain the 
same degree of flexibility, and lack of consistent radiation modeling 
can be overcome. Author (ESA) 

N86-13363# Dornier-Werke G.m.b.H., Friedrichshafen (West 
Germany). 

DEFINITION, VOLUME 1 Final Report 
H. KREEB, P. MOELLER, N. H. PENNINGS (Royal Netherlands 
Aircraft Factories Fokker), R. S. BHATTI (Societe Anonyme Belge 
de Constructions Aeronautiques), J. P. MATHIEU (Societe Anonyme 
Belge de Constructions Aeronautiques), and S. VANOOST (Societe 
Anonyme Belge de Constructions Aeronautiques) Paris ESA 
28 Jan. 1985 132 p refs 
(Contract ESA-5669/83/NL-PB(SC)) 
(ESA-CR(P)-2052) Avail: NTlS HC A07/MF A01 

A heat transport system for space stations (including Columbus) 
and platforms, with heat rejection capacity in the range 10 to 15 
kW per module/platform for a 10 yr mission is defined. A two-phase 
flow loop driven by an electrically powered liquid pump and with 
capillary assisted evaporators is selected. To fulfil the requirements 
of narrow temperature control limits, each two-phase flow concept 
requires a complex control device. A modular design solution 
dictates the parallel configuration of all evaporators and heat pipe 
based radiator panels. A program culminating in integration and 
test of a demonstration model of the complete system is 
proposed. Author (ESA) 

TWO-PHASE HEAT TRANSPORT SYSTEMS: SYSTEM 

N86-16254# Air Force Wright Aeronautical Labs., 
Wright-Patterson AFB, Ohio. 
SPACECRAFT, STRAIGHT-TUBE EVAPORATOR DESIGN Final 
Report, 1 Jul. 1983 - 31 Mar. 1985 
R. E. EASTMAN May 1985 85 p 
(Contract AF PROJ. 240-2) 
(AD-A1 58757; AFWAL-TR-85-3024) Avail: NTlS HC A05/MF 
A01 CSCL 13A 

Two-phase (liquid-vapor) heat transfer systems are being 
considered for use on future spacecraft cooling systems operating 
at high energy levels. The design of straight-tube evaporators was 
studied for this application. The forced convective boiling 
phenomenon was examined to determine the characteristics of 
boiling flow and possible effects of gravitational acceleration. 
Experiments with straight-tube evaporators indicated that pressure 
fluctuations caused by slug flow may hamper efforts to build 
two-phase cooling systems. Upstream orifices and twisted tape 
inserts were investigated to overcome this problem. A method 
was also developed to size an evaporator based on the best 
available correlation equations. Some errors were corrected for 
flow-boiling heat transfer equations found in the literature. GRA 

N86-17375# European Space Agency. European Space 
Research and Technology Center, ESTEC, Noordwijk 
(Netherlands). Product Assurance Div. 
MEASUREMENT OF THERMO-OPTICAL PROPERTIES OF 
THERMAL CONTROL MATERIALS 
Jul. 1984 28 p refs 
(ESA-PSS-01-709-ISSUE-1; ISSN-0379-4059) Avail: NTlS HC 
AO3/MF A01 

Equipment and procedure for determining the solar absorptance 
and total hemispherical emittance properties of thermal control 
materials are described. The size of samples required for 
measurements at ESTEC and the precautions to be taken are 
specified. Author (ESA) 

20 



04 STRUCTURAL AND THERMAL ANALYSIS 

N86-19164# New Mexico Univ., Albuquerque. Dept. of Chemical 
and Nuclear Engineering. 
HEAT PIPE SPACE NUCLEAR REACTOR DESIGN 
ASSESSMENT. VOLUME 1: DESIGN STATUS OF THE SP-100 
HEAT PIPE SPACE NUCLEAR REACTOR SYSTEM Final Report, 
5 May 1982 - 27 Mar. 1985 
V. F. DEAN, M. S. EL-GENK, D. L. Y. LOUIE, and D. M. 
WOODALL Aug. 1985 52 p 
(Contract F29601-82-K-0055) 

AFWL-TR-84-126-VOL-1) Avail: NTlS HC A04/MF A01 CSCL 
181 

This document reviews the design status of the SP-100, heat 
pipe space nuclear reactor system. It also identifies those systems 
and components requiring additional research to support continued 
SP-100 system development. The heat pipe reactor was designed 
to produce 100 UWe of continuous power in a space environment. 
The design constraints include an expected system operation time 
of 7 years and a maximum weight of approx. 3000 kg. The reactor, 
employing an unclad, highly enriched uranium dioxide core, 
operates as a fast reactor, and is cooled by high temperature 
molybdenum -- 13 percent rhenium, heat pipes with lithium working 
fluid. Electric power is generated by thermoelectric converters, 
with the bulk of the thermal energy rejected to space by a radiator 
panel system. GRA 

N86-19165# New Mexico Univ., Albuquerque. Dept. of Chemical 
and Nuclear Engineering. 
HEAT PIPE SPACE NUCLEAR REACTOR DESIGN 
ASSESSMENT. VOLUME 2 FEASIBILITY STUDY OF 

SYSTEM Final Report, 5 May 1982 - 27 Mar. 1985 
M. S. EL-GENK and J. T. SEO Aug. 1985 132 p 
(Contract F29601-82-K-0055) 

AWL-TR-84-126-VOL-2) Avail: NTlS HC A07/MF A01 CSCL 
181 

This report investigated the feasibility of upgrading the power 
of the Heat Pipe Space Nuclear Reactor (HPSNR) system design. 
The report has also discussed the four primary methods for power 
upgrading: Increasing the thermal power output to the reactor core, 
pulse-mode operation, improving the heat rejection, and improving 
the thermal-to-electric energy conversion. GRA 

N86-19347# Royal Netherlands Aircraft Factories Fokker, 
Amsterdam. 
DEPLOYABLE RADIATOR STUDY Final Report 
A. F. J. MORGOWNIK 18 Mar. 1983 195 p refs 2 Vol. 
(Contract ESTEC-4437/80-NL-AK(SC); NIVR-2326) 
(FOK-TR-R-85-0265-VOL-1; ESA-CR(P)-2109-VOL-l) Avail: 
NTlS HC AO9/MF A01 

A radiator for the space platform of the Columbus Space Station 
program is studied. A preliminary design of a 10 kW deployable 
radiator with two phase flow heat pipes feeder line is presented. 
A preference is found for a folding rigid panel concept, which has 
a lower mass for up to 20 kW. A strong preference for a parallel 
condenser network is shown. A flow performance analysis of the 
parallel feeder system gives a pressure drop of 0.1 bar, well within 
the specifications. The condensers are located on the heat pipe 
evaporators, in the middle of the heat pipes. In this way a four 
times higher capacity per heat pipe is obtained. The developed 
feeder system design requires no bends in the heat pipes. 

Author (ESA) 

N86-19348# Royal Netherlands Aircraft Factories Fokker, 
Amsterdam. 
SPACE STATION STUDY THERMAL CONTROL 
A. F. J. MORGOWNIK 27 Feb. 1985 99 p refs 2 Vol. 
(Contract ESTEC-4437/8O-NL-AK(SC); NIVR-2326) 
(FOK-TR-R-85-019-VOL-2; ESA-CR(P)-2109-VOL-2) Avail: NTlS 
HC AO5/MF A01 

The heat rejection of the space platform of the Columbus Space 
Station program is analyzed in order to establish guideline !3r 

(AD-A1 60279; NE-1 01 (85)AFWL-144-1 -VOL-l; 

UPGRADING THE SP-100 HEAT PIPE SPACE NUCLEAR POWER 

(AD-A1 60280; NE-1 08(85)AWL-144-VOL-2; 

further studies. A preliminary heat rejection capability of 125 W/sq 
m is determined. It is found that the integration of feeder lines in 
the radiator panels leads to a high reliability against meteoroid 
impact. Investigation of potential heat pipe layouts results in a 
preference for using low to moderate transport capacity heat pipes 
(1 0 to 100 Wm). A preliminary comparison of three types of coating 
shows that white silicate paint results in highest radiation efficiency, 
even when degrading is taken into account. Author (ESA) 

N86-20486# Harris Corp., Melbourne, Fla. Government 
Aerospace Systems Div. 
EXPLORATION OF THE MAXIMUM ENTROPY/OPTIMAL 
PROJECTION APPROACH TO CONTROL DESIGN SYNTHESIS 
FOR LARGE SPACE STRUCTURES Annual Report, 2 Jan. 1984 - 28 Feb. 1985 
D. C. HYLAND and D. S. BERNSTEIN Feb. 1985 243 p 
(Contract F49620-84-C-0015) 
(AD-A1 61 355; AFOSR-85-0966TR; AR-1) Avail: NTlS HC 
A1 1 /MF A01 

Increased interest in deploying large flexible spacecraft has 
focused attention on active structural control techniques to achieve 
crucial advances in vibration suppression, pointing accuracy and 
shape control. The extreme complexity of such systems, and the 
lack of accurate finite-element structural models present severe 
control-design challenges which were extensively documented by 
previous Government research Programs. Optimal 
Projection/Maximum Entropy Stochastic Modelling and 
Reduced-Order Design Synthesis is a rigorous new approach to 
this class of problems. Inspired by Statistical Energy Analysis, a 
branch of dynamic modal analysis developed for analyzing acoustic 
vibration problems, its present stage of development embodies a 
fundamental generalization of classical steady-state Kalman filter 
and linear-quadratic-Gaussian optimal control theory. GRA 

CSCL 13M 

N86-21598'# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
THERMALLY INDUCED STRESSES AND DEFORMATIONS IN 
LAYERED COMPOSITE TUBES 
D. E. COOPER (Virginia Polytechnic Inst. and State Univ., 
Blacksburg), D. COHEN (Virginia Polytechnic Inst. and State Univ., 
Blacksburg), C. Q. ROUSSEAU (Virginia Polytechnic Inst. and State 
Univ., Blacksburg), M. W. HYER (Virginia Polytechnic Inst. and 
State Univ., Blacksburg), and S. S. TOMPKINS ln Virginia 
Polytechnic Inst. and State Univ. Proceedings of the 2nd Annual 
Review of the Center for Composite Materials and Structures 37 
p Apr. 1985 Sponsored in part by NASA 
(Contract NAG1 -343) 
Avail: NTlS HC A15/MF A01 CSCL 11D 

The thermally induced stresses and deformations in layered, 
orthotropic tubes are studied. The motivation for studying tubes is 
their likely application for use in space structures. Tubes are a 
strong candidate for this application because of their high structural 
efficiency, as measured by stiffness per unit weight, and their 
relative ease of fabrication. Also, tubes have no free edges to 
deteriorate or delaminate. An anticipated thermal condition for tubes 
in space is a circumferential temperature gradient. This type of 
gradient will introduce dimensional changes into the structure and 
may cause stresses large enough to cause damage to the material. 
There are potentially large differences in tenperztms zt different 
ciriumfereniiai locations on the tube. Because of this, the effects 
of temperature dependent material properties on the stresses and 
deformations may be important. The study is composed of three 
parts: experiments to determine the functional form of the 
circumferential gradient and to measure tube deflections; an 
elasticity solution to compute the stresses and deformations; and 
an approximate approach to determine the e!kts d temperature 
dependent material properties. Author 
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N86-21887'# Massachusetts Inst. of Tech., Cambridge. Dept. 
of Aeronautics and Astronautics. 
EXPERIMENTAL MEASUREMENT OF MATERIAL DAMPING 
FOR SPACE STRUCTURES 
E. F. CRAWLEY and R. L. SHEEN ln AFWAL Vibration Damping 
1984 Workshop Proceedings 18 p Nov. 1984 refs Sponsored 
in part by US Air Force 
(Contract NAGW-21) 
Avail: NTlS HC A99/MF A01 CSCL 20K 

A procedure for the measurement of material damping is 
described. The free decay of free-free beams, when lofted into 
free fall in vacuum, was recorded. Tests were performed on 
aluminum, graphite/epoxy, and graphite/magnesium metal matrix 
materials. Specimens with a fundamental free-free frequency below 
the elaxation frequency showed a higher level of damping and of 
stress dependence than predicted. For 0 sub 8 laminates, a material 
damping ratio of 0.00055 was found for fequencies varying from 
45 Hz to 237 Hz. The damping was neither stress nor frequency 
dependent. For 90 sub 8 laminates, the damping ratio ranged 
from 0.0055 to 0.0066 as frequency ranged from 42 Hz to 143 
Hz. Damping ratios for 90 sub 8 specimens were independent of 
stress. Experimentally measured damping ratios for metal matrix 
specimens with unidirectional graphite fibers, magnesium matrix, 
and either titanium or magnesium foil, ranged from .00039 to 
.00099, depending upon the matrix material, frequency, and 
possibly the stress range involved. E.A.K. 
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Includes modeling, systems identification, attitude and control 
techniques and systems, surface accuracy measurement and 
control techniques and systems, sensors, and actuators. 

A86-11244# 
FREQUENCY CONTROL AND ITS EFFECT ON THE DYNAMIC 
RESPONSE OF FLEXIBLE STRUCTURES 
V. B. VENKAYYA and V. A. TISCHLER (USAF, Wright Aeronautical 
Laboratories, Wright-Patterson AFB, OH) (Structures, Structural 
Dynamics and Materials Conference, 25th, Palm Springs, CA, May 
14-16, 1984, and A I M  Dynamics Specialists Conference, Palm 
Springs, CA, May 17, 18, 1984, Technical Papers. Part 2, p. 
431-441) AlAA Journal (ISSN 0001-1452), vol. 23, Nov. 1985, p. 
1768-1774. Previously cited in issue 13, p. 1915, Accession no. 
A84-31731. refs 

A86-11344# 

DYNAMIC MOTION OF A PLATE 
S. N. ATLURI (Georgia Institute of Technology, Atlanta) and P. E. 
ODONOGHUE IN: 1984 advances in aerospace sciences and 
engineering: Structures, materials, dynamics, and space station 
propulsion; Proceedings of the Winter Annual Meeting, New 
Orleans, LA, December 9-14, 1984 . New York, ASME, 1984, p. 
139-1 47. refs 
(Contract AF-AFOSR-84-0020) 

The control of the transient dynamic response of an initially 
stressed flat plate representing the continuum model of a large 
space structure (LSS) is presented using a boundary-element 
approach. The discretization of the equation of motion of the plate, 
using a singular solution approach, the control of dynamic response, 
and the control spillover are discussed. The implementation of 
algorithms for an efficient solution of Ricatti equations is 
accomplished. F.J. 

SERVO-ELASTIC OSCILLATIONS - CONTROL OF TRANSIENT 

A86-11808 
AN APPROACH TO THE DYNAMICS OF MODULAR REPETITIVE 
STRUCTURES 
C. ARDUlNl (Roma, Universita, Rome, Italy) Acta Astronautica 
(ISSN 0094-5765), vol. 12, Sept. 1985, p. 661 -666. ESA-supported 
research. refs 

The dynamics of modular structures is approached in this paper 
by means of the discrete Fourier transform. This method, applied 
to a structure with N bays and ring type boundary conditions, 
leads to N uncoupled systems of the size of a single bay. For 
other boundary conditions, it leads to a 'spectrally resolved' 
eigenproblem, that is a form whose dominant terms in each field 
of frequency are evidenced. Approximate reduced models in narrow 
frequency fields can therefore be generated by using the 'spectral 
condensation' technique. The method can be applied with general 
boundary conditions, but the present paper deals mostly with the 
'clamped edges' boundary condition and shows that numerical 
advantages can be obtained, particularly for the large space 
structures. Author 

A86-11810' 
CONTROL OF AN ORBITING FLEXIBLE SQUARE PLATFORM 
IN THE PRESENCE OF SOLAR RADIATION 
P. M. BAINUM and R. KRISHNA (Howard University, Washington, 
DC) (International Symposium on Space Technology and Science, 
14th, Tokyo, Japan, May 27-June 2. 1984) Acta Astronautica (ISSN 
0094-5765), vol. 12, Sept. 1985, p. 699-704. refs 
(Contract NSG-1414) 

An analysis is made of the dynamics of a thin, homogeneous, 
flexible square plate exposed to solar radiation disturbance. It is 
shown that only the first three flexible modes of the plate generate 
a first order net moment about the center of mass and that the 
solar radiation pressure does not influence the flexible modes of 
the plate for small-amplitude vibrations. In the absence of control, 
for a symmetrical homogeneous square platform, the solar radiation 
induces a steady angular drift about one of the body principal 
axes. For extremely flexible platforms, nominally oriented in the 
local horizontal plane, appreciable rigid modal amplitudes can be 
induced due to solar radiation, even in the presence of both active 
and passive control. Optimal control law and feedback gain values 

V.L. 

Howard Univ., Washington, D. C. 

are obtained using linear quadratic Gaussian methods. 

A86-12442 
MODAL-SPACE ACTIVE DAMPING OF A BEAM-CABLE 
STRUCTURE - THEORY AND EXPERIMENT 
G. R. SKIDMORE and W. L. HALLAUER, JR. (Virginia Polytechnic 
Institute and State University, Blacksburg) Journal of Sound and 
Vibration (ISSN 0022-46OX). vd. 101, July 22, 1985, p. 149-160. 
refs 
(Contract AF-AFOSR-82-0217; NSF CME-80-14059) 

A theory of multiple-actuator modal-space active damping 
(control) of individual structural vibration modes is first reviewed; 
then an experiment is described in which the control technique 
was applied to a laboratory beam-cable structure. Active damping 
was produced in the three lowest modes (all under 10 Hz) of the 
structure by a feedback control system consisting of a single 
velocity sensor, an analog controller, and three force actuators. 
Both open-loop and closed-loop frequency response functions were 
measured. A theoretical frequency response analysis is developed, 
and experimental results are compared with theoretical 
predictions. Author 

A86-14227'# Jet Propulsion Lab., California Inst. of Tech., 
Pasadena. 
EFFECTS OF PAYLOAD MOTIONS ON THE NUTATIONAL 
STABILITY OF THE GALILEO SPACECRAFT 
G. K. MAN and F. 0. EKE (California Institute of Technology, Jet 
Propulsion Laboratory, Pasadena) Journal of Guidance, Control, 
and Dynamics (ISSN 0731-5090), vol. 8, Nov.-Dec. 1985. p. 
683-688. NASA-supported research. Previously cited in issue 20, 
p. 2861, Accession no. A84-41360. refs 
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A86-14228# 

LARGE, DAMPED SPACECRAFT MODELED AS ELASTIC 
CONTINUA 
S. K. SHRIVASTAVA and P. K. MAHARANA (Indian Institute of 
Science, Bangalore, India) Journal of Guidance, Control. and 
Dynamics (ISSN 0731-5090), vol. 8, Nov.-Dec. 1985, p. 689-696. 
Previously cited in issue 20, p. 2861, Accession no. A84-41366. 
refs 

LONGITUDINAL VIBRATION OF GRAVITY-STABILIZED, 

/ 

A86-14229# 
EIGENVALUE OPTIMIZATION ALGORITHMS FOR 
STRUCTURE/CONTROLLER DESIGN ITERATIONS 
D. S. BODDEN (Virginia Polytechnic Institute and State University, 
Blacksburg) and J. L. JUNKINS (Texas ABM University, College 
Station) Journal of Guidance, Control, and Dynamics (ISSN 
0731-5090), vol. 8, Nov.-Dec. 1985, p. 697-706. refs 
(Contract F4920-83-K-0032) 

An eigenspace optimization approach is proposed and 
demonstrated for the design of feedback controllers for the 
maneuvers/vibration arrests of flexible structures. The algorithm 
developed is shown to be equally useful in sequential or 
simultaneous design iterations that modify the structural 
parameters, sensor/actuator locations, and control feedback gains. 
The approach is demonstrated using a differential equation model 
for the ‘Draper/RPL configuration’. This model corresponds to the 
hardware used for experimental verification of large flexible 
spacecraft maneuver controls. A number of sensor/actuator 
configurations are studied vis-a-vis the degree of controllability. 
Linear output feedback gains are determined using a novel 
optimization strategy. The feasibility of the approach is established, 
but more research and numerical studies are required to extend 
these ideas to truly high-dimensioned systems. Author 

A86-14230’# Virginia Polytechnic Inst. and State Univ., 
Blacksburg. 
THE IMPLEMENTATION OF MODAL FILTERS FOR CONTROL 
OFSTRUCTURES 
L. MElROVlTCH and H. BARUH (Virginia Polytechnic Institute and 
State University, Blacksburg) (Guidance and Control Conference, 
Seattle, WA, August 20-22, 1984, Technical Papers, p. 624-636) 
Journal of Guidance, Control, and Dynamics (ISSN 0731 -5090), 
vol. 8, Nov.-Dec. 1985, p. 707-716. Previously cited in issue 21, 
p. 3105, Accession no. A84-43470. refs 
(Contract NAGl -225) 

A86-14231# 
ROBUST NATURAL CONTROL OF DISTRIBUTED SYSTEMS 
H. BARUH (Rutgers University, New Brunswick, NJ) and L. 
SILVERBERG (North Carolina State University, Raleigh) Journal 
of Guidance, Control, and Dynamics (ISSN 0731-5090), vol. 8, 
Nov.-Dec. 1985, p. 717-724. refs 

The effect of having both parameter uncertainties and errors 
arising from spatial discretization on the performance of control 
systems is analyzed for distributed structures. It is shown that 
having errors in the system parameters, as well as errors due to 
a finite element type of discretization, is the equivalent to 
implementing the control laws by a set of admissible functions 
instead of by the actual eigenfunctions. It is shown that if natural 
control is considered in conjunction with modal filters and an 
adequate number of sensors, implementation of the control action 
by admissible functions leads to a stable closed-loop system. Using 
Gerschgortn’s disks, the deviation of the desired ciosed-ioop 
eigenvalues is determined. Author 

A86-14233’# 
Va. 
TWO-TIME SCALE STABILIZATION OF SYSTEMS WITH 
OUTPUT FEEDBACK 
D. D. MOERDER (Information and Control Systems, Inc., Hampton, 
VA) and A. J. CALISE (Drexel University, Philadelphia, PA) 
(Guidance and Control Conference, Seattle, WA, August 20-22, 
1984, Technical Papers, p. 554-559) Journal of Guidance, Control, 
and Dynamics (ISSN 0731-5090), vol. 8, Nov.-Dec. 1985, p. 
731-736. Previously cited in issue 21, p. 3104, Accession no. 
A84-43462. refs 
(Contract NAGl -243) 

Information and Control Systems, Inc., Hampton, 

A86-14240# 
COLLABORATIVE TECHNIQUES IN MODAL ANALYSIS 
M. L. AMIROUCHE (Illinois, University, Chicago) and R. L. HUSTON 
(Cincinnati, University, OH) (Structures, Structural Dynamics, and 
Materials Conference, 26th, Orlando, FL, April 15-1 7, 1985, 
Technical Papers. Part 2, p. 161 -1 65) Journal of Guidance, Control, 
and Dynamics (ISSN 0731-5090), vol. 8, Nov.-Dec. 1985, p. 
782-785. Previously cited in issue 13, p. 1854, Accession no. 
A85-30338. refs 

A86-14381# 
COMBINED VIBROACOUSTIC AND TRANSIENT INDUCED 
LOAD 
V. N. ANDERSON and W. HENRICKS (Lockheed Missiles and 
Space Co., Inc., Sunnyvale, CA) IN: Shuttle Environment and 
Operations I I  Conference, Houston, TX, November 13-1 5, 1985, 
Technical Papers . New York, AIAA, 1985, p. 38-41. 

This paper presents a procedure for establishing combined 
acoustic/mechanically transmitted loads for subassemblies of 
Space Transportation System (STS) payloads. Prediction of the 
vibration environment is comprised of three parts: transient launch 
analysis, direct acoustic loading analysis, and random vibration 
base input analysis. Statistical combination of the loads is 
accomplished by the first-passage-failure criteria. The use of this 
procedure to determine loads for a large payload subassembly 
(solar array) is demonstrated. Author 

(AIAA PAPER 85-6077) 

A86-14440’# Jet Propulsion Lab., California Inst. of Tech., 
Pasadena. 
INSTRUMENT POINTING TECHNOLOGY FOR SPACEBORNE 
SCIENCE MISSIONS OF THE 1990’s 
R. A. LASKIN and S. W. SlRLlN (California Institute of Technology, 
Jet Propulsion Laboratory, Pasadena) AIAA and AAS, 
Astrodynamics Conference, Seattle, WA, Aug. 20-22, 1984. 11 p. 
NASA-supported research. refs 

The technologies which will permit sub-0.1 arcsec pointing 
accuracies on spacecraft in the 1990s are examined, along with 
the accuracies required and the current state of the art. Of particular 
interest are multi-mission spacecraft. Pointing accuracy can only 
be obtained by integrating ihe instrument (teiescope) as pari of 
the spacecraft, minimizing disturbances and using reaction wheels 
for pointing. The pointer could be isolated from complex spacecraft 
disturbances by soft mechanical mounts, e.g., inflatible tethers, 
guy-wire suspension and fluidic pointing systems. All design options 
are being explored for the Space Station, Earth Observing System, 
Co-orbiting platform and GEO platform spacecraft, and for 
near-term pianetary spacecraft which wiii employ nuclear electric 
propulsion. M.S.K. 

(AIAA PAPER 84-2021) 
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A86-14827 
UNCERTAINTY AND CONTROL - SOME ACTIVITIES AT 
DFVLR 
G. GRUEBEL (DFVLR, lnstitut fuer Dynamik der Flugsysteme, 
Oberpfaffenhofen, West Germany) IN: Uncertainty and control; 
Proceedings of the International Seminar, Bonn, West Germany, 
May 1985 . Berlin and New York, Springer-Verlag, 1985, p. 1-47. 
refs 

Some activities at DFVLR which deal with system modelling 
and performance evaluation under uncertainty, as weli as feedback 
control applications, are reported. Activities in applied nonlinear 
parameter identification, on-line wind measurement and prediction, 
stochastic simulation, and sensor diagnosis via analytic redundancy 
are briefly described. Applications of feedback control are 
examined, including model-following control for inflight simulation, 
robust stabilization of high-performance aircraft, aircraft flutter 
stability augmentation via active mode decoupling, and active 
damping of mechanical lightweight structures based on finite 
element modelling. C.D. 

A86-15277 
DIMENSIONAL/ANGULAR STABILITY MONITORING 
TECHNIQUES IN THERMAL VACUUM ENVIRONMENT 
R. D. REMPT (Martin Marietta Aerospace, Test Dept.. Denver, 
CO) IN: Optical alignment II; Proceedings of the Meeting, Arlington, 
VA, May 3, 4, 1984 , Bellingham, WA, SPlE - The International 
Society for Optical Engineering, 1984, p. 96-1 03. 

The present paper is concerned with the measurement and 
monitoring of two distinct varieties of thermally induced distortions 
experienced by space hardware subject to space environment. 
The first type of distortion can be represented by a change in the 
angle between reference lines, while the second type can be 
related to a change in the dimension defined by two points. A 
description is presented of techniques for the measurement of 
both types of distortion during a thermal vacuum test. The angular 
distortion measuring technique discussed makes use of two 
precision reflectors which are mounted on a space gimbal. The 
translational distortion measuring technique described is based on 
the employment of a Michelson interferometer. G.R. 

A86-15730'# Microwave Power Transmission Systems, Inc., 
Weston, Mass. 
STATUS OF THE USE OF MICROWAVE POWER 
TRANSMISSION TECHNOLOGY IN THE SOLAR POWER 
SATELLITE 
W. C. BROWN (Microwave Power Transmission Systems, Inc., 
Weston, MA) IAF, International Astronautical Congress, 36th, 
Stockholm, Sweden, Oct. 7-12, 1985. 8 p. Research supported by 
the Raytheon Co. and NASA. refs 

Attention is given to recent advances in the technologies needed 
to build and transport a Solar Power satellite. Among the areas of 
NASA sponsored SPS research are: the application of 
ground-based, electronically steerable arrays to the SPS 
space-based microwave transmitting antenna; and the application 
of microwave transmission technology to a low-cost LEO-to-GEO 
transportation system to build the SPS. A photograph of a thin-film 
etched circuit rectenna for powering the LEO-to-GEO transportation 
system is provided. I.H. 

(IAF PAPER 85-182) 

A86-15753# 
SPACECRAFT DESIGN FOR DAMPING 
E. HILBRANDT (Dornier System GmbH, Friedrichshafen, West 
Germany) IAF, International Astronautical Congress, 36th, 
Stockholm, Sweden, Oct. 7-12, 1985. 9 p. 

The integration of damping into the design cycle of spacecraft 
is discussed. Three passive techniques for load and response 
reduction, which are vibration isolation, vibration absorption, and 
vibration control by passive damping, are examined. The damping 
design must take into account the total spacecraft design, launch 
conditions, and mission requirements; engineering considerations 
for damping application are described. An example of damping 

(IAF PAPER 85-217) 

application for the Exosat structure is presented. The mathematical 
models applied for identification of damping effectiveness and for 
damping verification are given. The material representation, layer 
analysis, and global integration for layer damping is studied and 
diagrams are provided. I.F. 

A86-15754# 
DAMPING OF COMPOSITE PLATE FOR SPACE STRUCTURES - PREDICTION AND MEASUREMENT METHODS 
M. MARCHETTI (Roma, Universita, Rome, Italy), F. MORGANTI, 
L. MUCCIANTE, and C. BRUNO (Selenia Spazio S.p.A., Rome, 
Italy) IAF, International Astronautical Congress, 36th, Stockholm, 
Sweden, Oct. 7-12, 1985. 16 p. Research sponsored by the 
Minister0 della Pubblica Istruzione. refs 

Damping behavior of Gr/Ep, KevlarIEp, and glass fiber/Ep 
composites, used in spacecraft structures, was evaluated 
experimentally and analytically to correlate the energy dissipated 
in the composite to the lamination typology. The experimental 
results on the frequency response performed on samples of 
different materials and geometry were compared with the results 
of finite element analysis. The results suggest a way to extrapolate 
the method for the evaluation of damping of complex structures. 

I.S. 

(IAF PAPER 85-218) 

A86-15760# 
STRUCTURAL ANALYSIS AND DESIGN OF A POLARIZATION 
SENSITIVE REFLECTOR 
K. PFEIFER, R. LEITNER, and W. WEISS 
(Messerschmitt-Boelkow-Blohm GmbH, Munich, West Germany) 
IAF, International Astronautical Congress, 36th, Stockholm, 
Sweden, Oct. 7-12, 1985. 8 p. Sponsorship: European Space and 
Technology Centre. 
(Contract ESTEC-5494/84/NL-CM) 

For frequency reuse by orthogonal polarization, a suitable 
reflector configuration has been developed and built. The selected 
system with a diameter of about 1.1 m consists of two Kevlar 
fiber sandwich shells oriented one behind the other. To minimize 
thermal stresses the thermal expansion coefficients of all the 
laminates used were adjusted to the quasi-isotropic laminate of 
the reflector shells. A finite element analysis was performed. 
Calculations were done for an acceleration of 15 g and for the 
most critical sun irradiation conditions, where the surface of the 
antenna is partly shadowed. Even for the latter case only a small 
maximum deflection of less than 0.65 mm is obtained. All stresses 
are low and within the strength limits. Author 

(IAF PAPER 85-224) 

A86- 1576 1 # 
OPTIMAL CONTINUOUS CONTROL FOR REMOTE ORBITAL 
CAPTURE 
B. A. CONWAY (Illinois, University, Urbana) and J. W. WIDHALM 
(USAF, Institute of Technology, Wright-Patterson AFB, OH) IAF, 
International Astronautical Congress, 36th, Stockholm, Sweden, 
Oct. 7-12, 1985. 8 p. refs 

Conway et al. (1983) formulated a capture problem in which a 
1000 kg target spacecraft is to be retrieved from geosynchronous 
orbit to low earth orbit. In a continuation of that work, this paper 
introduces a translational degree of freedom in the joint on the 
orbital maneuvering vehicle (OMV) used to retrieve the target. 
The capture problem is formulated as a nonsingular two-point 
boundary value problem (TPBVP) using optimal control theory. 
The TPBVP is solved by a numerical method to yield the continuous 
optimal, open-loop passivation controls. To size the structural 
requirements of the joint on the OMV and the connecting device 
to the target, the constraint force and torque on the joint are 
determined. The component of the constraint force in the direction 
of the joint motion gives the control requirement for moving the 
joint during capture. The results show that detumbling of the target 
can be accomplished with control torques of very reasonable 
magnitudes. C.D. 

(IAF PAPER 85-226) 
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A86-15762# 
AN OPTIMAL SLEWING MANEUVER APPROACH FOR A CLASS 
OF SPACECRAFT WITH FLEXIBLE APPENDAGES 
T. KIDA, 1. YAMAGUCHI, Y. OHKAMI (National Aerospace 
Laboratory, Chofu, Japan), K. HIRAKO, and H. SOGA (Toshiba 
Corp., Kawasaki, Japan) IAF, International Astronautical Congress, 
36th, Stockholm, Sweden, Oct. 7-12, 1985. 10 p. refs 

The control problem encountered in the large angle attitude 
reorientation or slewing maneuver of flexible spacecraft is 
discussed, and some control algorithms for a class of spacecraft 
with elastic appendages are proposed. These algorithms have the 
advantages of both fast optimal attitude slewing, in the sense of 
Pontriagin’s maximum principle, and robustness against model 
uncertainties in the sense of the LQ optimal closed-loop regulator. 
The validity of the algorithms is demonstrated with ground-based 
hardware experiments using a flexible spacecraft laboratory model 
mounted on a single-axis air-bearing table. C.D. 

(IAF PAPER 85-227) 

A86-15763*# Howard Univ., Washington, D. C. 
ON THE ACCURACY OF MODELLING THE DYNAMICS OF 
LARGE SPACESTRUCTURES 
C. M. DIARRA and P. M. BAINUM (Howard University, Washington, 
DC) IAF, International Astronautical Congress, 36th, Stockholm, 
Sweden, Oct. 7-12, 1985. 10 p. Previously announced in STAR 
as N85-29995. refs 
(Contract NSG-1414) 

Proposed space missions will require large scale, light weight, 
space based structural systems. Large space structure technology 
(LSST) systems will have to accommodate (among others): ocean 
data systems; electronic mail systems; large multibeam antenna 
systems; and, space based solar power systems. The structures 
are to be delivered into orbit by the Space Shuttle. Because of 
their inherent size, modelling techniques and scaling algorithms 
must be developed so that system performance can be predicted 
accurately prior to launch and assembly. When the size and 
weight-to-area ratio of proposed LSST systems dictate that the 
entire system be considered flexible, there are two basic modelling 
methods which can be used. The first is a continuum approach, a 
mathematical formulation for predicting the motion of a general 
orbiting flexible body, in which elastic deformations are considered 
small compared with characteristic body dimensions. This approach 
is based on an a priori knowledge of the frequencies and shape 
functions of all modes included within the system model. 
Alternatively, finite element techniques can be used to model the 
entire structure as a system of lumped masses connected by a 
series of (restoring) springs and possibly dampers. In addition, a 
computational algorithm was developed to evaluate the coefficients 
of the various coupling terms in the equations of motion as applied 
to the finite element model of the Hoop/Column. F.M.R. 

(IAF PAPER 85-228) 

A86-15764# 
ATTITUDE CONTROL FOR A DATA RELAY SATELLITE - A 
DECENTRALIZED APPROACH 
L. PASSERON and CH. GARNIER (Aerospatiale, Cannes-la-Bocca, 
France) IAF, International Astronautical Congress, 36th, 
Stockholm, Sweden, Oct. 7-1 2, 1985. 13 p. 
(Contract CNES-83-0766) 

The design of an attitude control system for a large, flexible 
Data Relay Satellite is addressed. The derivation of symbolic 
formulation for the spacecraft’s equations of motion is considered, 
and the resulting model is interfaced with the NASTRAN program’s 
outputs. The decentralized two-layer attitude control law is 
described along with advances in the subservient control theory. 
The layout of the attitude control hardware is presented, and 
simulation results are displayed, in particular for the station-keeping 
mode. C.D. 

refs 

(IAF PAPER 85-229) 

A86-15766# 

CONTROLOFALARGESPACESTRUCTURE 
S. C. CUI and T. C. HUANG (Wisconsin, University, Madison) 
IAF, International Astronautical Congress, 36th, Stockholm, 
Sweden, Oct. 7-12, 1985. 10 p. refs 

The main objective of this paper is to apply the model-following 
method with assignable error dynamics for the control of a large 
flexible platform in orbit. Once the model dynamics are established 
for such a model-following system, the control law development 
is both mathematically simple and practically useful. Author 

APPLICATION OF MODEL-FOLLOWING TECHNIQUE TO THE 

(IAF PAPER 85-231) 

A86-15792# 
IMPLEMENTATION OF AN ADVANCED LASER RANGING 
CONCEPT 
R. SCHWARTE, V. BAUMARTEN, B. BUNDSCHUH, R. DAENEL, 
W. GRAF (Siegen, Universitaet-Gesamthochschule, West Germany) 
et al. IAF, International Astronautical Congress, 36th, Stockholm, 
Sweden, Oct. 7-12, 1985. 9 p. refs 

The design and performance features of a pulsed laser diode 
rangefinder (PLR) which has been operated with mm-accuracy in 
a prototype configuration are described. The device was developed 
of rendezvous and docking maneuvers, alignment, position control, 
contour and vibration monitoring of large space structures, in-flight 
control of free-flying platforms and for robotic vision for automated 
repair and service systems. Using a 5 nsec pulse and a 905 nm 
wavelength, the PLR system measures distance by the time-of-flight 
method. The laser pulses are fed to the sensor head through 
optic fibers. Return flashes are carried to an avalanche photodiode 
by optic fibers. Picosec tuning is achieved by applying a modified 
dual-slope interpolation procedure to quantize the time 
measurments with respect to a quartz clock. M.S.K. 

(IAF PAPER 85-266) 

A86-17660’# Jet Propulsion Lab., California Inst. of Tech., 
Pasadena. 
STATIC SHAPE DETERMINATION AND CONTROL FOR LARGE 

SPACE ANTENNA 
C. J. WEEKS (California Institute of Technology, Jet Propulsion 
Laboratory, Pasadena) ASME, Transactions, Journal of Dynamic 
Systems, Measurement, and Control (ISSN 0022-0434), vol. 106, 
Dec. 1984, p. 261 -272. NASA-supported research. 

A method for determining and controlling the shape of large, 
continuous space structures by means of discrete or pointwise 
observations and control devices is presented. The general linear 
boundary value problem satisfied by a one-dimensional shape 
function is defined, and the existence of solutions is studied. The 
static shape control problems for one-dimensional systems with 
and without rigid body modes and the static shape estimation 
problem are presented and solved. Eigenfunction expansions are 
presented which provide approximations to the algorithm terms 
when the associated Green’s function is not known. An integral 
operator approach is applied to the multidimensional static problem, 
and the results are illustrated with a finite element model of the 
disk of a large space antenna which assumes no rigid body modes. 
It is shown that the shape control algorithm must be modified for 
systems with rigid body modes. C.D. 

SPACE STRUCTURES. I - THE FLEXIBLE BEAM. II - A LARGE 

refs 

A86-18335 
ON THE NON-LINEAR STABILITY OF MOTIONS AROUND L5 
IN THE ELLIPTIC RESTRICTED PROBLEM OF THE THREE 
BODIES 
J. GYORGYEY (Eotvos Lorand Tudomanyegyetem, Budapest, 
Hungary) Celestial Mechanics (ISSN 0008-871 4), vol. 36, July 
1985, p. 281-385. refs 

Consideration is given to the nonlinear stability of motions 
around L(5) in the elliptic restricted three-body problem. The effect 
of the orbital eccentricity of the primaries on the shape of the 
established stability region is studied in detal. It is snown that the 
width of the stability regions decreases as the eccentricity of the 
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primaries increases. The arrangement of the primaries in the 
stability region is illustrated. I.H. 

A86-18355 
STABILITY OF LARGE DAMPED FLEXIBLE SPACECRAFT WITH 
STORED ANGULAR MOMENTUM 
P. K. MAHARANA and S. K. SHRIVASTAVA (Indian Institute of 
Science, Bangalore, India) Acta Astronadtica (ISSN 0094-5765), 
vol. 12, Nov. 1985, p. 889-898. refs 

The vibrational stability of large flexible structurally damped 
spacecraft carrying angular momentum and undergoing large rigid 
body rotations is studied theoretically. Analytical solutions to the 
motion of rigid gyrostats under torque free conditions are developed 
which serve as a generalization of existing solutions. Differential 
equations having constant or periodic coefficients for the structural 
vibration of the spacecraft, are obtained and Floquet theory is 
applied to determine the stability of the periodic differential 
equations. Analysis of a few beam-like and plate-like configurations 
indicate that the introduction of a single reaction wheel into an 
axisymmetric satellite does not alter the stability criterion. However, 
introduction of constant speed rotors deteriorates vibrational 
stability. I.H. 

A86-18898# 
PASSIVE DAMPING - HAS ITS TIME FINALLY COME? 
M. L. DRAKE (Dayton, University, OH) Mechanical Engineering 
(ISSN 0025-6501), vol. 107, Dec. 1985, p. 20-24. 

Techniques and materials being used for passive damping of 
dynamic structures are discussed. The goal is to dissipate 
resonance vibrational energy using properly designed dynamic 
absorbers. The methods employed can be a free-layer damping 
system, a constrained-layer damping system or a tuned, viscoelastic 
damper. Recent increases in computer power and quality control 
are supporting the capabilities of providing appropriate materials, 
analyzing the dynamic responses of structures early in the design 
stage, and devising the necessary damping configurations. The 
damping calculations are performed using finite element methods 
to characterize the modal strain energy in complicated structures. 
Damping materials, particularly polymers and ceramics, can now 
withstand temperatures ranging from -100 to 1600 F. Accurately 
designed damping systems are especially important for satellites, 
in which up to 40 percent of all electronic systems failures have 
been attributed to vibrations. The techniques are also vital to 
successful damping of large space structures. M.S.K. 

A86-19282' National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
CONTROLLER DESIGN AND PARAMETER IDENTIFIABILITY 
STUDIES FOR A LARGE SPACE ANTENNA 
S. M. JOSH1 (NASA, Langley Research Center, Hampton, VA) 
Canadian Society for Mechanical Engineering, Transactions (ISSN 
031514977), vol. 9, no. 3, 1985, p. 125-130. refs 

The problem of control systems synthesis and parameter 
identifiability are considered for a large, space-based antenna. Two 
methods are considered for control system synthesis, the first of 
which uses torque actuators and collocated attitude and rate 
sensors, and the second method is based on the 
linear-quadratic-Gaussian (LOG) control theory. The predicted 
performance obtained by computing variances of pointing, surface 
and feed misalignment errors in the presence of sensor noise 
indicates that the LQG-based controller yields superior results. 
Since controller design requires the knowledge of the system 
parameters, the identifiability of the structural parameters is 
investigated by obtaining Cramer-Rao lower bounds. The modal 
frequencies are found to have the best identifiability, followed by 
damping ratios, and mode-slopes. Author 

A86-19541 Jet Propulsion Lab., California Inst. of Tech., 
Pasadena. 
INERTIALLY REFERENCED INSTRUMENT POINTING 
PLATFORM WITH MOMENTUM COMPENSATED 
ARTICULATION 
C. E. BELL and R. H. STANTON (California Institute of Technology, 
Jet Propulsion Laboratory, Pasadena) IN: The National Symposium 
and Workshop on Optical Platforms, Huntsville, AL, June 12-14, 
1984, Proceedings . Bellingham, WA, SPlE - The International 
Society for Optica! Engineering, 1984, p. 165-! 75. 

The characteristics of the Mariner Mark I I  Integrated Platform 
Pointing and Attitude Control System (IPPACS) microstep actuator 
with momentum compensation and the IPPACS optical reference 
tracker are examined, and the advantages of this new technology 
are identified. The momentum-compensated articulation acts to 
prevent platform articulation activity from disturbing the spacecaft. 
This guarantees dynamic stability, ensures a quiescent pointing 
environment, and decouples the design of the platform from the 
design of the spacecraft. A microstep actuator with harmonic drive 
provides platform angular step resolution to 0.5 arcsec for precision 
pointing of instruments. An optical reference tracker boresighted 
with scientific instruments guarantees accurate target-referenced 
closed-loop pointing. An IPPACS star and target tracker with 1 to 
10 arcsec accuracy and wide 11 x 17 degrees field of view has 
been derived from Advanced Star and Target Reference Optical 
Sensor (ASTROS) CCD star tracker technology, greatly enhancing 
the optical referencing capabilities of future multimission 
interplanetary spacecraft. C.D. 

A86- 19734# 
EXPERIMENTS IN AUGMENTING ACTIVE CONTROL OF A 
FLEXIBLE STRUCTURE WITH PASSIVE DAMPING 
W. J. BOOK, S. L. DICKERSON (Georgia Institute of Technology, 
Atlanta), and T. E. ALBERTS AIAA, Aerospace Sciences Meeting, 
24th, Reno, NV, Jan. 6-9,1986.9 p. Research supported by Georgia 
Institute of Technology. refs 
(Contract NSF MEA-83-03539) 

An experimental study of feedback control of the motion of a 
single-link flexible arm is presented. The constrained viscoelastic 
layer method of passive damping is used to control the arm in 
this experiment. The relation between damping and the length of 
the constraining layer and frequency is examined. The effect of 
damping on the open loop response of the system is studied; 
damping improves the response of the system. The configuration 
of the arm used in the experiment is described. The arm is tested 
for colocated and modal feedback conditions; graphs of the 
system's response with and without passive damping are provided. 
The benefits of damping in the colocated control case are analyzed 
by the root locus technique. The results of the experiments and 
analysis reveal that supplementing the active control of a flexible 
structure with a simple passive damping technique is a practical 
method of control. I.F. 

(AIAA PAPER 86-01 76) 

A86-19735# 
CONSIDERATIONS IN THE DESIGN OF CONTROL SYSTEMS 
FOR FLEXIBLE SPACECRAFT 
L. SILVERBERG (North Carolina State University, Raleigh) AIAA, 
Aerospace Sciences Meeting, 24th, Reno, NV, Jan. 6-9, 1986. 9 
p. refs 

A control system design approach for flexible spacecraft is 
presented. The control system design is carried out in two steps. 
The first step consists of determining the 'ideal' control system in 
terms of a desirable dynamic performance. The second step 
consists of designing a control system using a limited number of 
actuators that possesses a dynamic performance that is close to 
the ideal dynamic performance. The effects of using a limited 
number of actuators is that the actual closed-loop eigenvalues 
differ from the ideal closed-loop eigenvalues. A method is presented 
to approximate the actual closed-loop eigenvalues so that the 
calculation of the actual closed-loop eigenvalues can be avoided. 
Depending on the application, it also may be desirable to apply 

(AIAA PAPER 86-0177) 
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the control forces as impulses. The effect of digitizing the control 
to produce the appropriate impulses is also examined. Author 

A86-19845'# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
SPACE STATION MOMENTUM CONTROL AND REBOOST 
REQUIREMENTS FOR TWO POWER GENERATION 
CONCEPTS 
J. T. FARMER, U. M. LOVELACE (NASA, Langley Research Center, 
Hampton, VA), D. M. BAD1 (New York, Polytechnic Institute, 
Brooklyn), and W. F. CUDDIHY (Bionetics Corp., Hampton, VA) 
AIAA, Aerospace Sciences Meeting, 24th, Reno, NV, Jan. 6-9, 
1986. 14 p. refs 

Results are presented of dynamic structural analyses of 75 
and 300 kW versions of a solar dynamic (SD) power supply for 
the Space Station (MSS). The SD is being seriously considered 
as an alternative to solar panels due to lower areal and mass 
requirements and higher efficiencies. The functioning principle is 
to use parabolic concentrators to focus sunlight on a heat engine 
to boil liquids to drive a turbine. Potential problems are foreseen 
in terms of the torques which would be experienced by the MSS 
and the subsequent orbital stability effects. The stability would be 
altered by- changing aerodynmaic drag, altered moment of inertia 
and angular momentum and the altered center of mass location. 
The problem is exacerbated by the need to first equip the MSS 
with solar panels while the SD technology is developed. The 
analysis shows that the attitude control system will need to be 
redesigned and resized to accommodate MSS growth with either 
power system. The effects of the rotating parts of the SD system 
can be minimized, but further studies are required to determine 
the effects on the pointing accuracy of the SD, which must be 10 
times as precise as that needed by a photovoltaic array. M.S.K. 

A86-20145'# Purdue Univ., West Lafayette, Ind. 
MODELING GLOBAL STRUCTURAL DAMPING IN TRUSSES 
USING SIMPLE CONTINUUM MODELS 
C. T. SUN (Purdue University, West Lafayette, IN) and J. N. JUANG 
(NASA, Langley Research Center, Hampton, VA) (Structures, 
Structural Dynamics and Materials Conference, 24th, Lake Tahoe, 
NV, May 2-4, 1983, Collection of Technical Papers. Part 1, p. 
722-729) AlAA Journal (ISSN 0001-1452), vol. 24, Jan. 1986, p. 
144-150. Previously cited in issue 12, p. 1741, Accession no. 
A83-29804. refs 

(A IM PAPER 86-0379) 

A86-20148'# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
NATURAL VIBRATION AND BUCKLING OF GENERAL 
PERIODIC LAlTlCE STRUCTURES 
M. S. ANDERSON (NASA, Langley Research Center, Hampton, 
VA) and F. W. WILLIAMS (University of Wales Institute of Science 
and Technology, Cardiff) (Structures, Structural Dynamics and 
Materials Conference, 25th, Palm Springs, CA, May 14-16, 1984, 
and AlAA Dynamics Specialists Conference, Palm Springs, CA, 
May 17, 18, 1984, Technical Papers. Part 2, p. 206-213) AlAA 
Journal (ISSN 0001-1452), vol. 24, Jan. 1986, p. 163-169. 
Previously cited in issue 13, p. 1914, Accession no. A84-31708. 
refs 

A86-20223" Houston Univ., Tex. 
CONTROL OF LARGE FLEXIBLE SYSTEMS VIA EIGENVALUE 
RELOCATION 
E. D. DENMAN (Houston, University, TX) and G. J. JEON 
(Kyungpook National University, Taegu, Republic of Korea) Finite 
Elements in Analysis and Design (ISSN 0168-874X), vol. 1, Nov. 
1985, p. 241 -253. refs 
(Contract NSG-1603; NAG1 -370) 

For the vibration control of large flexible systems, a control 
scheme by which the eigenvalues of the closed-loop systems are 
assigned to predetermined locations within the feasible region 
through velocity-only feedback is presented. Owing to the properties 
of second-order lambda-matrices and an efficient model decoupling 
techniqce, !he coniroi scheme makes it possible that selected 
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modes are damped with the rest of the modes unchanged. 
Author 

A86-20227# 
DYNAMICS OF A SUBSATELLITE SYSTEM SUPPORTED BY 
TWO TETHERS 
A. K. MlSAA and G. S. DIAMOND (McGill University, Montreal, 
Canada) Journal of Guidance, Control, and Dynamics (ISSN 
0731-5090), vol. 9, Jan.-Feb. 1986, p. 12-16. Previously cited in 
issue 06, p. 727, Accession no. A04-17854. refs 
(Contract NSERC-A0967) 

A86-20236'# Minnesota Univ., Minneapolis. 
DESIGN OF AN ACTIVE FLUTTER SUPPRESSION SYSTEM 
B. S. LIEBST, W. L. GARRARD (Minnesota, University, 
Minneapolis), and W. M. ADAMS (NASA, Langeley Research 
Center, Hampton, VA) (Guidance and Control Conference, Seattle, 
WA, August 20-22, 1984, Technical Papers, p. 222-232) Journal 
of Guidance, Control, and Dynamics (ISSN 0731-5090), vol. 9, 
Jan.-Feb. 1986, p. 64-71. Previously cited in issue 21, p. 2998, 
Accession no. A84-43425. refs 
(Contract NAG1-217) 

A86-20239'# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
ROBUSTNESS PROPERTIES OF COLLOCATED CONTROLLERS 
FOR FLEXIBLE SPACECRAFT 
S. M. JOSH1 (NASA, Langley Research Center, Hampton, VA) 
Journal of Guidance, Control, and Dynamics (ISSN 0731 -5090), 
vol. 9, Jan.-Feb. 1986, p. 85-91. Previously announced in STAR 
as N85-31201. refs 

Robustness properties are investigated for two types of 
controllers for large flexible space structures, which use collocated 
sensors and actuators. The first type is an attitude controller which 
uses negative definite feedback of measured attitude and rate, 
while the second type is a damping enhancement controller which 
uses only velocity (rate) feedback. It is proved that collocated 
attitude controllers preserve closed loop global asymptotic stability 
when linear actuator/sensor dynamics satisfying certain phase 
conditions are present, or monotonic increasing nonlinearities are 
present. For velocity feedback controllers, the global asymptotic 
stability is proved under much weaker conditions. In particular, 
they have 90 phase margin and can tolerate nonlinearities 
belonging to the (0, infinity) sector in the actuator/sensor 
characteristics. The results significantly enhance the viability of 
both types of collocated controllers, especially when the available 
information about the large space structure (LSS) parameters is 
inadequate or inaccurate. Author 

A86-20240'# Jet Propulsion Lab., California Inst. of Tech., 
Pasadena. 

FLEXIBLE MODE CHARACTERISTICS 
F. C. WANG (California Institute olf Technology, Jet Propulsion 
Laboratory, Pasadena) Journal of Guidance, Control, and 
Dynamics (ISSN 0731 -5090), vol. 9, Jan.-Feb. 1986, p. 92-98. 
NASA-supported research. refs 

The scan platform of the Galialan spacecraft is attached to a 
flexible stator structure that separates the actuator from the 
platform-mounted inartial sensor. A scheme to identify the flexible 
mode characteristics (frequency, damping, and modal coefficient) 
of the stator using !light da?a is preseritwd. A irequency aomain 
analysis approach is taken and the identified mode characteristics 
will be used for updating the scan platform controler parameters. 
The influence of structural flexibility to th s can controller design 
is explained and the constraints in experting the identification 
procedure in flight are discused. Computer simulation results of 
the identification scheme are presented. The scheme in further 
verified by DISCOS sir??u!ztior,s, ii; conjunction witha fuii spacecraft 
dynamics model and the scan platform controllers. Author 

IN-FLIGHT IDENTIFICATION OF THE GALILEO SPACECRAFT 

(AIAA PAPER 84-1965) 
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A86-20242# 

BODY-STABILIZED COMMUNICATION SPACECRAFT 
EVOLUTION OF AN ATTITUDE CONTROL SYSTEM FOR 

L. MUHLFELDER (RCA, Astro-Electronics Div., Princeton, NJ) 
(Guidance and Control Conference, Seattle, WA, August 20-22, 
1984, Technical Papers, p. 55-62) Journal of Guidance, Control, 
and Dynamics (ISSN 0731-5090), vol. 9, Jan.-Feb. 1986, p. 108-1 12. 
Previously cited in issue 21, p. 3008. Accession no. A84-43408. 
refs 

A86-20247# 
COMMENT ON ’A GENERAL FORMULATION FOR 
LIBRATIONAL DYNAMICS OF SPACECRAFT WITH DEPLOYING 
APPENDAGES’ 
K. W. LIPS (Department of Communications, Communications 
Research Centre, Ottawa, Canada) Journal of Guidance, Control, 
and Dynamics (ISSN 0731-5090), vol. 9, Jan.-Feb. 1986, p. 125, 
126; Authors’ Reply, p. 126, 127. refs 

A86-20734’ Space Power, Inc., Sunnyvale, Calif. 
REACTOR POWER SYSTEM DEPLOYMENT AND STARTUP 
J. R. WETCH, C. J. NELIN (Space Power, Inc., Sunnyvale, CA), 
E. J. BRITT (Rasor Associates, Inc., Sunnyvale, CA), and G. KLEIN 
(California Institute of Technology, Jet Propulsion Laboratory, 
Pasadena) IN: Space nuclear power systems 1984; Proceedings 
of the First Symposium, Albuquerque, NM, January 11-13, 1984. 
Volume 1 . Malabar, FL, Orbit Book Co., Inc., 1985, p. 93-108. 
refs 

This paper addresses issues that should receive further 
examination in the near-term as concept selection for development 
of a U.S. space reactor power system is approached. The issues 
include: the economics, practicality and system reliability associated 
with transfer of nuclear spacecraft from low earth shuttle orbits to 
operational orbits, via chemical propulsion versus nuclear electric 
propulsion; possible astronaut supervised reactor and nuclear 
electric propulsion startup in low altitude Shuttle orbit; potential 
deployment methods for nuclear powered spacecraft from Shuttle; 
the general public safety of low altitude startup and nuclear safe 
and disposal orbits; the question of preferred reactor power level; 
and the question of frozen versus molten alkali metal coolant 
during launch and deployment. These issues must be considered 
now because they impact the SP-100 concept selection, power 
level selection, weight and size limits, use of deployable radiators, 
reliability requirements, and economics, as well as the degree of 
need for and the urgency of developing space reactor power 
systems. Author 

A86-21382 
EVOLUTION OF THE ROTATIONS OF A SYMMETRIC 
SATELLITE WITH VISCOELASTIC RODS ABOUT THE CENTER 
OF MASS IN A CIRCULAR ORBIT [EVOLIUTSIIA VRASHCHENII 
SIMMETRICHNOGO SPUTNIKA S VlAZKOUPRUGlMl 
STERZHNIAMI VOKRUG TSENTRA MASS NA KRUGOVOI 
ORBITE] 
V. G. VILKE, V. G. DEMIN, and IU. G. MARKOV Kosmicheskie 
lssledovaniia (ISSN 0023-4206), vol. 23, Nov.-Dec. 1985, p. 
863-868. In Russian. 

An analysis is made of the motion of a symmetric satellite 
about the center of mass in the case when four flexible viscoelastic 
rods are attached to the equatorial plane of the ellipsoid of inertia 
of the satellite. It is assumed that the center of mass of the 
system moves in a circular orbit in a Newtonian force field. The 
averaging method in canonical variables is used to obtain 
approximate equations describing the evolution of the rotational 
motion of the system. B.J. 

A86-22695# 
MODULAR CONSTRUCTION OF SIX DEGREE-OF-FREEDOM 
SIMULATION FOR EVALUATION OF SPACE INTERCEPTOR 
DESIGN 
C. A. LIN and M. M. BRIGGS (Integrated Systms, Inc., Palo Alto, 
CA) AIAA, Aerospace Sciences Meeting, 24th. Reno, NV, Jan. 

This paper discusses a novel approach for rapidly creating 
and verifying 6-DOF space interceptor simulation that replaces 
the usual need for using programming languages to create 
simulations. Instead, symbols (icons) are menu-selected to define 
and screen-display user-designed functional block diagrams as an 
expert engineer would do to automatically create the intercept 
simulation. The result is a substantial reduction in manpower 
required to evaluate an compare space interceptor concept. The 
6-DOF simulation-building approach allows the user to define the 
interceptor to be simulated in a ’top-down’ manner employing the 
usual process of top-down functional analysis to define functional 
block diagrams of the system. Subsequently, ’bottom-up’ modular 
construction of the simulation can be accomplished, with design 
and verification at the I10 level of each subsystems. Author 

6-9, 1986. 7 p. 
(AIAA PAPER 86-0357) 

A86-23344# 
NONLINEAR CONTROL OF A DISTRIBUTED SYSTEM - 
SIMULATION AND EXPERIMENTAL RESULTS 
J. PLUMP, J. E. HUBBARD, JR. (MIT, Cambridge, MA), and T. 
BAILEY (Charles Stark Draper Laboratory, Inc., Cambridge, MA) 
IN: Dynamic systems: Modelling and control; Proceedings of the 
Winter Annual Meeting, Miami Beach, FL, November 17-22, 1985 
. New York, American Society of Mechanical Engineers, 1985, p. 
105-1 14. Research supported by the Charles Stark Draper 
Laboratory, Inc. refs 

A nonlinear control algorithm based on Lyapunov’s Second 
Method was implemented to achieve active vibration control of a 
cantilever beam. If the angular velocity of the tip of the beam is 
known, all models of the beam can be controlled simultaneously. 
A simulation algorithm was developed to predict the effect of the 
control on the free decay of a single mode. A parameter study 
for the first mode was performed and compared to experimental 
results. Experimental results were also obtained for the second 
and third mode of the beam. Author 

A86-24042# 
DYNAMIC ANALYSIS OF A DEPLOYABLE SPACE 
STRUCTURE 
G. E. WEEKS (Alabama, University, Tuscaloosa) (Structures, 
Structural Dynamics, and Materials Conference, 26th, Orlando, FL, 
April 15-17. 1985, Technical Papers. Part 2, p. 43-49) Journal of 
Spacecraft and Rockets (ISSN 0022-4650), vol. 23, Jan.-Feb. 1986, 
p. 102-107. Previously cited in issue 13, p. 1854, Accession no. 
A85-30324. refs 

A86-24807 
IMPACT OF POWER DISTRIBUTION ON THE SPACE STATION 
EM1 ENVIRONMENT 
C. 0. PISTOLE (Martin Marietta Corp., Denver, CO) IN: Intersociety 
Energy Conversion Engineering Conference, 20th, Miami Beach, 
FL, August 18-23, 1985, Proceedings. Volume 1 . Warrendale, 
PA, Society of Automotive Engineers, Inc., 1985, p. 1.204-1.209. 
refs 

The relationship between the Space Station common module 
power distribution and EM1 environment is investigated. Circuit cross 
coupling and radiated emissions at the various distribution voltages 
and frequencies are examined in order to clarify the EM1 tradeoffs 
involved in the selection of an approach to power distribution. It 
is concluded that it will be difficult to build high frequency power 
converters and buses which are compatible with the conducted 
susceptibility limits of the worst case transient, due to the lower 
limits at the higher frequencies. EM1 characteristics for dc systems 
are driven largely by switching and transients, and it is therefore 
highly desirable to use solid state or hybrid switches which can 
limit rise and fall times and eliminate arcing. The importance of 
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maintaining load balance in polyphase ac systems is shown, as is 
the importance of keeping circuits susceptible to magnetic circuit 
coupling in the far field. C.D. 

A86-24859’ National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
AN OVERVIEW OF INTEGRATED FLYWHEEL TECHNOLOGY 
FOR AEROSPACE APPLICATION 
C. R. KECKLER and N. J. GROOM (NASA, Langley Research 
Center, Hampton, VA) IN: lntersociety Energy Conversion 
Engineering Conference, 20th, Miami Beach, FL, August 18-23, 
1985, Proceedings. Volume 2 . Warrendale, PA, Society of 
Automotive Engineers, Inc., 1985, p. 2.331 -2.336. 

Space missions ranging from small scientific satellites to large 
manned spacecraft have, for many years, utilized systems of 
spinning flywheels to maintain vehicle attitude. These systems have 
included momentum and reaction wheels as well as control moment 
gyros. Extension of that technology to satisfy the additional tasks 
associated with energy storage has also been pursued. The 
combining of control and energy storage features into one system 
has been examined by NASA for space applications and 
demonstrated in the laboratory. The impact of technology advances 
in such areas as composite material rotors, magnetic suspensions, 
motorlgenerators, and electronics have prompted a re-evaluation 
of the viability of the flywheel storage system concept for aerospace 
applications. This paper summarizes the results of this 
re-examination and identifies shortfalls in the various technology 
areas. Author 

refs 

A86-24874 
FEASIBILITY OF FLYWHEEL ENERGY STORAGE IN 
SPACECRAFT APPLICATIONS 
D. R. OLMSTED (AiResearch Manufacturing Co., Torrance, CA) 
IN: lntersociety Energy Conversion Engineering Conference, 20th, 
Miami Beach, FL, August 18-23, 1985, Proceedings. Volume 2 . 
Warrendale, PA, Society of Automotive Engineers, Inc.. 1985, p. 
2.444-2.448. refs 

The Garrett Corporation has recently developed a large-scale, 
high-energy-density, composite flywheel energy storage unit for 
use in an electric vehicle propulsion system. This development 
makes composite flywheel technology a viable candidate for 
meeting the energy storage requirements of large spacecraft. The 
flywheel has a total energy storage capacity of 16 kWhr, of which 
12.5 kWhr are available as usable energy. This rating is suitable 
for use in multiple unit systems to meet the anticipated energy 
storage capacity requirements of the Space Station. With further 
enhancement fo flywheel energy storage capability, it will be 
technically feasible to use this unit design as the basis for a 
large-scale flywheel unit for spacecraft applications. Author 

A86-26883# 
EXPERIMENTAL SYSTEM IDENTIFICATION FOR 
EXPERIMENTAL/ANALYTICAL CORRELATION AND 
MODELLING 
N. NIEDBAL (DFVLR, lnstitut fuer Aeroelastik, Goettingen, West 
Germany) IN: Combined experimental/analytical modeling of 
dynamic structural systems; Proceedings of the Joint Mechanics 
Conference, Albuquerque, NM, June 24-26, 1985 . New York, 
American Society of Mechanical Engineers, 1985, p. 195-204. 
refs 

The dynamic qualification of spacecraft structures is considered, 
taking into account the use of modal survey tests to verify normal 
mode parameters. A survey is conducted of the state of the art 
of the classical sine-dwell methods and of some experimental 
modal analysis methods. The advantage of the new methods is 
that appropriated exciter fcrces, iil the sense of the sine-dwell 
method are unnecessary. It is pointed out that in Europe the 
classical sine-dwell method is preferred to measure the normal 
mode parameters of the undamped structure for correlation and 
modelling of experimental and analytical results. Because of its 
superior flexibility, the model survey test concept is expected to 
attract increasing interest for purposes of dynamic qualification of 
future spacecrsft structures. G.R. 

A86-28399 
LINEAR ACTUATOR FOR LARGE SPACE STRUCTURES 
G. D. JENNEY (Dynamic Controls, Inc., Dayton, OH) IN: NAECON 
1985; Proceedings of the National Aerospace and Electronics 
Conference, Dayton, OH, May 20-24, 1985. Volume 1 . New York, 
Institute of Electrical and Electronics Engineers, 1985, p. 

The success of the Space Shuttle program has provided an 
ability to construct large structures in space. A control of the 
mechanical alignment of the structures may represent a critical 
factor for their suitable operation. One approach for providing such 
a control is based on the insertion of linear actuators in selected 
positions within the structure. Structural control is accomplished 
by making the actuators extend or retract. A description is given 
of an actuator system which based on the use of a fluid pump to 
expand and contract two chambers enclosed by metal bellows. 
The materials used in the construction of the actuator include 
aluminum, stainless steel, Teflon, flurosilicone elastomers, copper, 
and samarium cobalt. Attention is given to the force motors used 
to drive the pump bellows, a pump hardware description, a 
controller description, actuator support bearings, and some test 
results. G.R. 

61 2-61 7. 

A86-28594 
TRANSIENT DYNAMICS DURING THE EXTENSION OF 
FLEXIBLE MEMBERS 
V. J. MODI (British Columbia, University, Vancouver, Canada) IN: 
EuropeIUnited States space activities . San Diego, CA, Univelt, 
Inc., 1985, p. 313-337. refs 
(Contract NSERC-67-1547) 

Complex interactions between flexibility, deployment and 
attitude dynamics are investigated for three distinct configurations 
involving beam, tether and plate type appendages. Both transient 
as well as steady state phases are explored. The study suggests 
that for critical combinations of parameters the systems can 
become unstable, however, suitable control strategies are available 
to restore stability. The results are applicable to the next generation 
of communications satellites with large flexible antennas and solar 
panels, deployment and retrieval of tethered subsatellite systems, 
and the Orbiter based manufacture of structural components aimed 
at construction of space-platforms. Author 

(AAS 85-137) 

A86-28728 
REDUCTION TECHNIQUES IN DYNAMIC SUBSTRUCTURES 
FOR LARGE PROBLEMS 
B. G. PRAKASH and M. S. S. PRABHU (Indian Space Research 
Organization, Satellite Centre, Bangalore, India) Computers and 
Structures (ISSN 0045-7949), vol. 22, no. 4, 1986, p. 539-552. 
refs 

Questions regarding the advantages of a use of dynamic 
substructuring concepts are considered. Dynamic substructuring 
using fixed interface modes is very attractive, but problems can 
arise in connection with the presence of a large number of interface 
degrees of freedom (dofs) at the system level. This is particularly 
true in the case of large and complex structures. In the conducted 
investigation, free vibrzticn of the Indian Fiemoie Sensing Satellite 
(IRS) forms the base for studying the effectiveness of different 
methods of reducing the number of interface dofs. The results 
show that the use of Ritz vectors is not feasible, while the 
employment of junction modes is uneconomical. Static 
condensation leads to erroneous results, even for frequencies, 
when applied to interface dofs in the substructure synthesis method. 
It is suggested tc use recuisive substruciuring to overcome this 
problem. G.R. 
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A86-29258 
EVOLUTION OF THE ROTATIONS OF A SYMMETRIC 
SATELLITE CARRYING A VISCOELASTIC ANTENNA ABOUT 
ITS CENTER OF MASS IN CIRCULAR ORBIT [ZVOLIUTSIIA 
VRASHCHENII SIMMETRICHNOGO SPUTNIKA, NESUSHCHEGO 
VIAZKOUPRUGUIU ANTENNU, VOKRUG TSENTRA MASS NA 
KRUGOVOI ORBITEI 
IU. G. MARKOV Kosmicheskie lssledovaniia (ISSN 0023-4206), 
vol. 24, Jan.-Feb. 1986, p. 3-8. In Russian. refs 

The averaging method is used to obtain approximate equations 
describing the evolution of the rotations of a symmetric rigid satellite 
with a homogeneous viscoelastic antenna. The system is 
represented as a ring onto which a viscoelastic film is stretched. 
Transverse deformations of the membrane accompanied by energy 
dissipation are responsible for the evolution of regular precession. 
Steady-state motions of the system are determined, and their 
stability is analyzed. The present study is of interest in connection 
with the design of satellite solar power stations. B.J. 

A86-29264 
REGIME OF GENERALIZED GRAVITY-GRADIENT ATTITUDE 
CONTROL ON THE SALYUT-6 - COSMOS1267 AND SALYUT-7 - COSMOS-1443 ORBITAL COMPLEXES [REZHIM 

ORBITAL'NYKH KOMPLEKSAKH 'SALIUT-6' - 'KOSYOS-1267' 
I 'SALIUT-7' - 'KOSMOS-1443'3 

OBOBSHCHENNOI GRAVITATSIONNOI ORlENTATSll NA 

1. K. KOSTENKO, V. I. VETLOV, A. G. NYRKOV, V. A. SARYCHEV, 
and V. V. SAZONOV Kosmicheskie lssledovaniia (ISSN 
0023-4206), vol. 24, Jan.-Feb. 1986, p. 46-51. In Russian. 

In the generalized gravity-gradient attitude control regime, the 
orbital complexes rotate about the longitudinal axis directed 
approximately along the local vertical. The mean power extraction 
from the solar arrays of the Cosmos satellites during the attitude 
stabilization is calculated. Also presented are telemetry data 
characterizing the motion of the complex with respect to the center 
of mass in this regime. B.J. 

A86-29485# 
FLEXIBILITY CONTROL OF SOLAR BAlTERY PADDLES. I - A 
METHOD OF VIBRATION AND AlTlTUDE CONTROL BASED 
ON OUTPUTS OF SOLAR INSTRUMENT SENSORS 
T. FUKUDA, H. HOSOKAI (Tokyo Science University, Japan), Y. 
KURIBAYASHI (Mitsubishi Electric Corp., Kamakura, Japan), and 
N. YAJIMA (Ministry of International Trade and Industry, Mechanical 
Engineering Laboratory, Sakura, Japan) JSME, Bulletin (ISSN 
0021 -3764), vol. 29, Jan. 1986, p. 208-21 3. 

Flexible solar battery paddles of spacecrafts have low frequency 
vibrational characteristics due to the stringent limitation of the 
weight of launched rockets. The basic problem dealt with here is 
how to estimate and control the vibrational modes of flexible booms 
of the arrays even in large angle attitude maneuvers. First a 
proposed mode estimation method using the outputs of solar cells 
is shown to give good estimates of the vibrational modes. Then, 
it is shown that even static output maximization control in a desired 
direction cannot work stably without flexibility control based on 
the mode estimation, and that the boom is controlled dynamically 
based on the feedback control theory so as to suppress the 
vibration of the arrays even in large angle attitude maneuvers. 

Author 

refs 

N86-10272*# University of Southern California, Los Angeles. 
EVALUATION OF A PULSE CONTROL LAW FOR FLEXIBLE 
SPACECRAFT Flnal Technical Report, 1 Jun. 1984 - 31 May 
1985 
Jun. 1985 40 p 
(Contract NAGl -471) 
(NASA-CR-176233; NAS 1.26176233) Avail: NTlS HC A03/MF 
A01 CSCL22B 

The following analytical and experimental studies were 
conducted: (1 ) A simple algorithm was developed to suppress the 
structural vibrations of 3-dimensional distributed parameter 
systems, subjected to interface motion and/or directly applied 
forces. The algorithm is designed to cope with structural oscillations 
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superposed on top of rigid-body motion: a situation identical to 
that encountered by the SCOLE components. A significant feature 
of the method is that only local measurements of the structural 
displacements and velocities relative to the moving frame of 
reference are needed. (2) A numerical simulation study was 
conducted on a simple linear finite element model of a cantilevered 
plate which was subjected to test excitations consisting of impulsive 
base motion and of nonstationary wide-band random excitation 
applied at its root. In each situation, the aim was to suppress the 
vibrations of the plate relative to the moving base. (3) A small 
mechanical model resembling an aircraft wing was designed and 
fabricated to investigate the control algorithm under realistic 
laboratory conditions. G.L.C. 

N86-10275# Air Force Inst. of Tech., Wright-Patterson AFB, 
Ohio. 
NONLINEAR METHODS FOR SPACECRAFT AlTlTUDE 
MANEUVERS Ph.D. Thesls 
A. L. BATTEN 1985 152 p 
(AD-A1 56956; AFIT/CI/NR-85-51 D) Avail: NTlS HC AO8/MF 
A01 CSCL22A 

Spacecraft attitude control is described by a nonlinear dynamic 
mathematical model. When Euler parameters are used to define 
the orientation of a spacecraft with respect to an inertial frame, 
the model takes a certain form where the components of one 
factor are quadratic or higher order functions of the state vehicles. 
Large-angle maneuvers have traditionally been accomplished as 
a succession of small-angle rotations from a sequence of defined 
operating points about which the model is linearized. Alternatively, 
a sequence of single axis rotations are performed. These processes 
are computationally burdensome and are unable to produce fast 
multi-axial rotational maneuvers. GRA 

N86-10577'# Old Dominion Univ., Norfolk, Va. Dept. of Civil 
Engineering. 
PASSIVE DAMPING CONCEPTS FOR SLENDER COLUMNS IN 
SPACE STRUCTURES Progress Report, 1 Feb. - 1 Jul. 1985 
2. RAZZAQ and R. K. EKHELIKAR May 1985 137 p refs 
(Contract NAGl -336) 
(NASA-CR-176234; NAS 1.26:176234) Avail: NTlS HC A07/MF 
A01 CSCL20K 

An experimental and theoretical study of three different passive 
damping concepts is conducted for a slender member with partial 
rotational end restraints. Over a hundred full-scale natural vibration 
experiments were conducted to evaluate the effectiveness of 
mass-string, polyethylene tubing, and chain damping concepts. The 
damping properties obtained from the experiments were used in 
the approximate analyses based on the partial differential equation 
of motion for the problem. The comparison of the experimental 
and the theoretical deflection-time relations shows that the 
velocity-dependent damping model used in the theory is adequate. 
From the experimental results, the effect of end connection friction 
and induced axial forces on damping is identified. The definition 
of an efficiency index is proposed based on the damping ratio 
and the mass of a given passive damping device. Using this 
definition, the efficiencies of the three damping devices are 
compared. The polyethylene tubing concept resulted into a low 
damping efficiency. B.W. 

N86-10580'# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 

BEAM WITH OFFSET INERTIAL MASSES AT THE ENDS 
D. K. ROBERTSON (Cincinnati Univ.) Sep. 1985 71 p refs 
(NASA-TM-86393; NAS 1.1~36393) Avail: NTlS HC A04/MF 
A01 CSCL20K 

Analysis of a flexible beam with displaced end-located inertial 
masses is presented. The resulting three-dimensional mode shape 
is shown to consist of two one-plane bending modes and one 
torsional mode. These three components of the mode shapes are 
shown to be linear combinations of trigonometric and hyperbolic 
sine and cosine functions. Boundary conditions are derived to 
obtain nonlinear algebraic equations through kinematic coupling 

THREE-DIMENSIONAL VIBRATION ANALYSIS OF A UNIFORM 



of the general solutions of the three governing partial differential 
equations. A method of solution which takes these boundary 
conditions into account is also presented. A computer program 
has been written to obtain unique solutions to the resulting nonlinear 
algebraic equations. This program, which calculates natural 
frequencies and three-dimensional mode shapes for any number 
of modes, is presented and discussed. Author 

N86-11215'# National Aeronautics and Space Administration. 
Marshall Space Flight Center, Huntsville, Ala. 
PROBLEMS EXPERIENCED AND ENVISIONED FOR 
DYNAMICAL PHYSICAL SYSTEMS 
R. S. RYAN Aug. 1985 148 p refs 
(NASA-TP-2508; M-494; NAS 1.60:2508) Avail: NTlS HC 
A07/MF A01 CSCL 228 

The use of high performance systems, which is the trend of 
future space systems, naturally leads to lower margins and a higher 
sensitivity to parameter variations and, therefore, more problems 
of dynamical physical systems. To circumvent dynamic problems 
of these systems, appropriate design, verification analysis, and 
tests must be planned and conducted. The basic design goal is 
to define the problem before it occurs. The primary approach for 
meeting this goal is a good understanding and reviewing of the 
problems experienced in the past in terms of the system under 
design. This paper reviews many of the dynamic problems 
experienced in space systems design and operation, categorizes 
them as to causes, and envisions future program implications, 
developing recommendations for analysis and test approaches. 

Author 

N86-11219 California Univ., Los Angeles. 
A DIRECT MODEL REFERENCE ADAPTIVE APPROACH TO THE 
CONTROL OF SPACE STATIONS Ph.D. Thesis 
C. H. C. IH 1985 306 p 
Avail: Univ. Microfilms Order No. DA8513126 

Of all large space structural systems, space stations present a 
unique challenge and requirement to advanced control technology. 
During shuttle docking the system mass may suddenly increase 
by more than 100% and during station assembly the mass may 
vary even more drastically. Large space structural systems require 
highly sophisticated control systems that can grow as the stations 
evolve and cope with the uncertainities and time-varying elements 
to maintain the stability and pointing of the space stations. This 
dissertation first deals with the aspects of space station operational 
properties including configurations, dynamic models, shuttle 
docking contact dynamics, solar panel interaction and load 
reduction to yield a set of system models and conditions. A model 
reference adaptive control algorithm along with the inner-loop plant 
augmentation design for controlling the space stations under severe 
operational conditions of shuttle docking, excessive model 
parameter errors, and model truncation are then investigated. 

DOE 

N86-11220'# Columbia Univ., New York. Dept. of Civil 
Engineering and Engineering Mechanics. 
VIBRATIONS AND STRUCTUREBORNE NOISE IN SPACE 
STATION Progress Report, 1 Jan. - 30 Jun. 1985 
R. VAlCAlTlS 30 Jur;. 1985 26 p rafs 
(Contract NAG1-541) 
(NASA-CR-176291; NAS 1.26:176291) Avail: NTlS HC AO3/MF 
A01 CSCL22B 

The related literature was reviewed and a preliminary analytical 
model was developed for simplified acoustic and structural 
geometries for pressurized and unpressurized space station 
modules. lii addition to the aneiytical work, an experimental program 
on structureborne noise generation and transmission was started. 
A brief review of those accomplishments is given. Author 
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N86-13358'# Old Dominion Univ., Norfolk, Va. Dept. of 
Mechanical Engineering and Mechanics. 
ADAPTIVE CONTROL OF LARGE SPACE STRUCTURES USING 
RECURSIVE LAlTICE FILTERS Final Report, period ending 
31 Dec. 1985 
G. L. GOGLIA Dec. 1985 80 p refs 
(Contract NAG1 -429) 
(NASA-CR-176402; NAS 1.26:176402) Avail: NTlS HC AO5/MF 
A01 CSCL22B 

The use of recursive lattice filters for identification and adaptive 
control of large space structures was studied. Lattice filters are 
used widely in the areas of speech and signal processing. Herein, 
they are used to identify the structural dynamics model of the 
flexible structures. This identified model is then used for adaptive 
control. Before the identified model and control laws are integrated, 
the identified model is passed through a series of validation 
procedures and only when the model passes these validation 
procedures control is engaged. This type of validation scheme 
prevents instability when the overall loop is closed. The results 
obtained from simulation were compared to those obtained from 
experiments. In this regard, the flexible beam and grid apparatus 
at the Aerospace Control Research Lab (ACRL) of NASA Langley 
Research Center were used as the principal candidates for carrying 
out the above tasks. Another important area of research, namely 
that of robust controller synthesis, was investigated using frequency 
domain multivariable controller synthesis methods. G.L.C. 

N86-13587'# Old Dominion Univ., Norfolk, Va. Dept. of 
Mechanical Engineering and Mechanics. 
DYNAMIC IDENTIFICATION FOR CONTROL OF LARGE SPACE 
STRUCTURES Final Report, period ending 1 May 1983 
S. R. IBRAHIM Nov. 1985 64 p refs 
(Contract NSG-1649) 
(NASA-CR-176380; NAS 1.26:176380) Avail: NTlS HC A04/MF 
A01 CSCL 13B 

This is a compilation of reports by the one author on one 
subject. It consists of the following five journal articles: (1) A 
Parametric Study of the lbrahim Time Domain Modal Identification 
Algorithm; (2) Large Modal Survey Testing Using the lbrahim Time 
Domain Identification Technique; (3) Computation of Normal Modes 
from Identified Complex Modes; (4) Dynamic Modeling of Structural 
from Measured Complex Modes; and (5) Time Domain Quasi-Linear 
Identification of Nonlinear Dynamic Systems. 

N86-14085'# American Univ., Beirut (Lebanon). 
A STUDY OF SOME FEATURES OF AC AND DC ELECTRIC 
POWER SYSTEMS FOR A SPACE STATION Final Report 
J. 1. HANANIA ln NASA. Johnson (Lyndon B.) Space Center 
The 1983 NASAIASEE Summer Faculty Fellowship Research 
Program Research Reports 15 p Sep. 1983 refs 
Avail: NTlS HC A18/MF A01 CSCL 228 

This study analyzes certain selected topics in rival dc and high 
frequency ac electric power systems for a Space Station. The 
interaction between the Space Station and the plasma environment 
is analyzed, leading to a limit on the voltage for the solar array 
and a potential problem with resonance coupling at high 
frequencies. Certain problems are pointed out in the concept of a 
rotary transformer, and further development work is indicated in 
tonnettiel? with dc circuit switching, special design of a 
transmission conductor for the ac system, and electric motors. 
The question of electric shock hazards, particularly at high 
frequency, is also explored. and a problem with reduced skin 
resistance and therefore increased hazard with high frequency ac 
is pointed out. The study concludes with a comparison of the 
main advantages and disadvantages of the two rival systems, and 
it is siiggesiad that the choice between the two shouid be made 
after further studies and development work are completed. 

Author 
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N86-14090'# Houston Univ.. Tex. Dept. of Electrical 
Engineering. 
CONTROL OF SPACE STATIONS Final Report 
K. Y. LEE ln NASA. Johnson (Lyndon B.) Space Center The 
1983 NASAIASEE Summer Faculty Fellowship Research Program 
Research Reports 8 p Sep. 1983 refs 
Avail: NTlS HC A18/MF A01 CSCL 228 

A study is made to develop controllers for the NASA-JSC 
Triangular Space Station and evaluate their performances to make 
recommendations for structural design and/or control alternatives. 
The control system design assumes the rigid body of the Space 
Station and developes the lumped parameter control system by 
using the Inverse Optimal Control Theory. In order to evaluate 
the performance of the control system, a Parameter Estimation 
algorithm is being developed which will be used in modeling an 
equivalent but simpler Space Station model. Finally, a scaled 
version of the Space Station is being built for the purpose of 
physical experiments to evaluate the control system performance. 

Author 

N86-14133# Joint Publications Research Service, Arlington, Va. 
MATHEMATICAL MODELS OF NONSTATIONARY EDDY 
CURRENTS AND EDDY MOTIONS OF FLUID IN SPACECRAFT 
ORIENTATION AND STABILIZATION PROBLEMS 1 Abstract 
Only 
B. I. RABlNOVlCH and V. M. ROGOVOY ln its USSR Rept.: 
Space (JPRS-USP-85-005) p 41 30 Sep. 1985 Transl. into 
ENGLISH from Kosmich. Issled. (Moscow), v. 22, no. 5, Sep. - 
Oct. 1984 p 678-692 Original language document announced 
in IAA as A85-15255 
Avail: NTlS HC A08 

The paper examines the development of an adequate 
mathematical model for eddy currents in a conducting 
ferromagnetic, valid for the frequency band which characterizes 
spacecraft attitude and stabilization problems. The model is 
synthesized on the basis of the asymptotic solution of the 
appropriate boundary layer equations. This approach is illustrated 
by the model of an electromagnetic actuator for spacecraft attitude 
and stabilization systems. B.J.(IAA) 

N86-14163# Joint Publications Research Service, Arlington, Va. 
STABILITY OF STATIONARY MOTIONS OF TWO TETHERED 
BODIES IN ORBIT UNDER INFLUENCE OF GRAVITATIONAL 
AND AERODYNAMIC FORCES Abstract Only 
Y. M. LEVIN ln its USSR Rept.: Space (JPRS-USP-85-005) p 
81 30 Sep. 1985 Transl. into ENGLISH from Kosmich. Issled. 
(Moscow), v. 22, no. 5, Sep. - Oct. 1984 p 675-682 Original 
language document announced in IAA as A85-1 5254 
Avail: NTlS HC A08 

The motion of a tethered system of two satellites in geometric 
orbit is examined. The main satellite is assumed to move in circular 
orbit at a height of 200 to 250 km above the Earth's surface, 
while the subsatellite-probe, attached to the main satellite by a 
thin tether, is assumed to orbit the Earth at a height of 100 to 
150 km. In the dynamic analysis the subsatellite is considered as 
a material point, while the tether is considered as an extensible 
and ponderable flexible filament. Aerodynamic forces acting on 
the probe and tether are considered, and it is noted that the 
stationary motions of the system consist in its uniform revolution 
as a rigid body about the Earth. The stability of these stationary 
motions is analyzed, and it is shown that constraints imposed on 
the tether parameters by the stability requirement are more rigorous 

IAA than constraints on tether strength. 

N86-14638# Technische Hogeschool, Delft (Netherlands). Dept. 
of Mechanical Engineering. 
DYNAMICS OF SPATIAL MECHANISMS WITH FLEXIBLE 
LINKS 
J. B. JONKER Dec. 1984 59 p refs Presented at 16th 
Theoretical and Applied Mechanics International Congression, 
Lingby, Denmark, Aug. 1984 
(WTHD-171) Avail: NTlS HC A04/MF A01 

A finite element procedure for the formulation of nonlinezr 
differential equations of motion for spatial mechanisms with flexible 
links is presented. A (slider) truss element, (slider) beam element, 
and a hinge element are described. Methods for the calculation 
of transfer functions of multidegree of freedom mechanisms are 
presented. The theory is completed with the formulation of 
dynamics. Due to the approach with finite element notions, the 
method includes the description of the mechanical behavior of 
flexible link mechanisms. The equations derived are applicable to 
rigid link mechanism dynamics and to flexible link mechanisms as 
well. Author (ESA) 

N86-15338'# 
ADVANCED INTEGRATED POWER AND AlTlTUDE CONTROL 
SYSTEM (IPACS) STUDY Final Report 
R. E. OGLEVIE and D. 6. EISENHAURE (Draper (Charles Stark) 
Lab., Cambridge, Mass.) Washington NASA Nov. 1985 170 
p refs 
(Contract NASl-17633) 
(NASA-CR-3912; NAS 1.263912; SSS85-0025) Avail: NTlS HC 
AO8/MF A01 CSCL 22B 

Integrated Power and Attitude Control System (IPACS) studies 
performed over a decade ago established the feasibility of 
simultaneously satisfying the demands of energy storage and 
attitude control through the use of rotating flywheels. It was 
demonstrated that, for a wide spectrum of applications, such a 
system possessed many advantages over contemporary energy 
storage and attitude control approaches. More recent technology 
advances in composite material rotors, magnetic suspension 
systems, and power control electronics have triggered new 
optimism regarding the applicability and merits of this concept. 
This study is undertaken to define an advanced IPACS and to 
evaluate its merits for a space station application. System and 
component designs are developed to establish the performance 
of this concept and system trade studies conducted to examine 
the viability of this approach relative to conventional candidate 
systems. It is clearly demonstrated that an advanced IPACS 
concept is not only feasible, but also offers substantial savings in 
mass and life-cycle cost for the space station mission. Author 

Rockwell International Corp., Downey, Calif. 

N86-16250'# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
DECOUPLED AND LINEAR QUADRATIC REGULATOR 
CONTROL OF A LARGE, FLEXIBLE SPACE ANTENNA WITH 
AN OBSERVER IN THE CONTROL LOOP 
H. A. HAMER, K. G. JOHNSON, and J. W. YOUNG Nov. 1985 
74 p refs 
(NASA-TP-2484; L-15913; NAS 1.60:2484) Avail: NTlS HC 
A04/MF A01 CSCL 228 

An analysis is performed to compare decoupled and linear 
quadratic regulator (LQR) procedures for the control of a large, 
flexible space antenna. Control objectives involve: (1) commanding 
changes in the rigid-body modes, (2) nulling initial disturbances in 
the rigid-body modes, or (3) nulling initial disturbances in the first 
three flexible modes. Control is achieved with two three-axis 
control-moment gyros located on the antenna column. Results 
are presented to illustrate various effects on control requirements 
for the two procedures. These effects include errors in the initial 
estimates of state variables, variations in the type, number, and 
location of sensors, and deletions of state-variable estimates for 
certain flexible modes after control activation. The advantages of 
incorporating a time lag in the control feedback are also illustrated. 
In addition, the effects of inoperative-control situations are analyzed 
with regard to control requirements and resultant modal responses. 
Comparisons are included which show the effects of perfect state 
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feedback with no residual modes (ideal case). Time-history 
responses are presented to illustrate the various effects on the 
control procedures. Author 

N86-16251'# Jet Propulsion Lab., California Inst. of Tech., 
Pasadena. 
DYNAMIC MODELING AND ADAPTIVE CONTROL FOR SPACE 
STATIONS 
C. H. C. IH and S. J. WANG 15 Jul. 1985 301 p refs 
(Contract NAS7-918) 
(NASA-CR-176442; JPL-PUB-85-57; NAS 1.26:176442) Avail: 
NTlS HC A14/MF A01 

Of all large space structural systems, space stations present a 
unique challenge and requirement to advanced control technology. 
Their operations require control system stability over an extremely 
broad range of parameter changes and high level of disturbances. 
During shuttle docking the system mass may suddenly increase 
by more than 100% and during station assembly the mass may 
vary even more drastically. These coupled with the inherent 
dynamic model uncertainties associated with large space structural 
systems require highly sophisticated control systems that can grow 
as the stations evolve and cope with the uncertainties and 
time-varying elements to maintain the stability and pointing of the 
space stations. The aspects of space station operational properties 
are first examined, including configurations, dynamic models, shuttle 
docking contact dynamics, solar panel interaction, and load 
reduction to yield a set of system models and conditions. A model 
reference adaptive control algorithm along with the inner-loop plant 
augmentation design for controlling the space stations under severe 
operational conditions of shuttle docking, excessive model 
parameter errors, and model truncation are then investigated. The 
instability problem caused by the zero-frequency rigid body modes 
and a proposed solution using plant augmentation are addressed. 
Two sets of sufficient conditions which guarantee the globablly 
asymptotic stability for the space station systems are obtained. 

Author 

CSCL 228 

N86-16626# General Electric Co., Philadelphia, Pa. Space 
Systems Div. 
DESIGN OF INTEGRALLY DAMPED SPACECRAFT PANELS 
C. V. STAHLE and J. A. STALEY In Shock and Vibration 
Information Center The Shock and Vibration Bulletin 55, Part 1 
p 103-107 Jun. 1985 refs 
Avail: SVIC, Code 5804, Naval Research Lab., Washington, D.C. 
20375 CSCL 20K 

The results of preliminary design and analysis studies of damped 
spacecraft equipment mounting panels is presented. Increased 
vibroacoustic reliability and reduced program development costs 
can be achieved by controlling spacecraft equipment vibration 
during launch. To reduce the significant number of anomalies which 
occur shortly after launch, component vibration requirements have 
been increased to provide larger margins. This has resulted in a 
large number of vibroacoustic test failures during qualification and 
acceptance tests. A $40 million cost saving is estimated using 
the OCTAVE code if the equipment vibration environment is 
reduced 50 percent for an operational satellite system using a 
NIL-STD-1540 test program. To realize this high payoff, the 
RELSAT project was initiated to develop and demonstrate damping 
control of satellite launch vibration. A typical satellite equipment 
panel was selected and analyzed. Author 

N86-16628# Martin Marietta Aerospace, Denver, Colo. 
ANALYSIS OF DAMPED TWIN TOWERS 
C. W. WHITE In Shock and Vibration Information Center The 
Shock and Vibration Bulletin 55, Part 1 p 119-129 Jun. 1985 
refs 
(Contract F33615-83-C-3222) 
Avail: SVIC, Code 5804, Naval Research Lab., Washington, D.C. 
20375 CSCL 20K 

The procedure used to design two viscoelastically damped 60-ft 
tall generic test towers is presented. How the Modal Strain Energy 
(MSE) approach was used to identify favorable locations in these 
towers fo: viscoelastic st i i ic i i i id members and for discrete 

viscoelastic damper mechanisms is described. The use of standard 
viscoelastic material (VEM) property data to design the discrete 
dampers is illustrated. Testing procedures and data reduction 
required for theoretical experimental correlation are described at 
both the VEM element and truss system levels. Author 

N86-17371# lnstituto de Pesquisas Espaciais, Sao Jose dos 
Campos (Brazil). 
COMPENSATING STRUCTURE AND PARAMETER 
OPTIMIZATION FOR AITITUDE CONTROL OF A FLEXIBLE 
SPACECRAFT 
D. C. CEBALLOS Jun. 1985 24 p refs Submitted for 
publication 
(INPE-3564-PRE/770) Avail: NTlS HC A02/MF A01 

A Feedback Double Path Compensating (FDPC) control 
structure is considered for the attitude control of a flexible 
spacecraft, where vibration modes and modelling errors are 
present. Parameter optimization is applied for finding the controller, 
so as to have optimized behavior for a high order model. The 
second-order FDPC controller was tested for the one axis attitude 
control of a space-craft with flexible appendages, whose dynamics 
was approximated by a fourteenth-order linear invariant model. 
The results are found to be satisfactory. Author 

N86-17373'# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
A CONTROL SYSTEM DESIGN APPROACH FOR FLEXIBLE 
SPACECRAFT 
L. M. SILVERBERG (North Carolina State Univ., Raleigh) Nov. 
1985 41 p refs 
(NASA-TM-87599; NAS 1.1587599) Avail: NTlS HC AOWMF 
A01 CSCL22B 

A control system design approach for flexible spacecraft is 
presented. The control system design is carried out in two steps. 
The first step consists of determining the ideal control system in 
terms of a desirable dynamic performance. The second step 
consists of designing a control system using a limited number of 
actuators that possess a dynamic performance that is close to 
the ideal dynamic performance. The effects of using a limited 
number of actuators is that the actual closed-loop eigenvalues 
differ from the ideal closed-loop eigenvalues. A method is presented 
to approximate the actual closed-loop eigenvalues so that the 
calculation of the actual closed-loop eigenvalues can be avoided. 
Depending on the application, it also may be desirable to apply 
the control forces as impulses. The effect of digitizing the control 
to produce the appropriate impulses is also examined. Author 

N86-17840'# Air Force Wright Aeronautical Labs., 
Wright-Patterson AFB, Ohio. Aero Propulsion Lab. 
FUTURE AIR FORCE SPACE POWER NEEDS 
J. F. WISE In NASA. Lewis Research Center Space Photovoltaic 
Research and Technology 1985 p 17-21 1985 refs 
Avail: NTlS HC Al3/MF A01 CSCL 1OB 

The requirements for future power for AF satellite mission 
vehicles, fall into two categories. The first category is in the 1 to 
50 kW range for missions of a continuous nature such as 
communication, navigation, surveillance, data relay and 
meteorology. The second category is in the multi-megawatt range 
for either continuous or burst power durations and are for other 
than solar power sources. Requirements for longer life and 
siriv.i.dability in varying degrees are there for all systems. While 
the power levels do not appear difficult to achieve in view of the 
large array developments pursued by NASA Space Station 
technology, the other military requirements are very challenging 
and continue to be system drivers. The development of solar cells 
arrays should be in conjunction with other power supply 
technologies such as regulation and control components and 
energy storage subsystems. Author 
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N86-19336'# Smithsonian Astrophysical Observatory, Cambridge, 
Mass. 
ANALYTICAL INVESTIGATION OF THE DYNAMICS OF 
TETHERED CONSTELLATIONS IN EARTH ORBIT (PHASE 2) 
Quarterly Report, 22 Jun. - 21 Sep. 1985 
E. LORENZINI, D. A. ARNOLD, M. D. GROSSI, and G. E. 
GULLSHORN Oct. 1985 36 p refs 
(Contract NAS8-36606) 
(NASA-CR-178607; NAS 1.26:178607; QR-2) Avail: NTlS HC 
AO3/MF A01 CSCL 22A 

The deployment maneuver of three axis vertical constellations 
with elastic tethers is analyzed. The depioyment strategy devised 
previously was improved. Dampers were added to the system. 
Effective algorithms for damping out the fundamental vibrational 
modes of the system were implemented. Simulations of a complete 
deployment and a subsequent station keeping phase of a three 
mass constellation is shown. Author 

N86-19343 Washington Univ., Seattle. 
ROBUST CONTROL DESIGN METHODOLOGY WITH 
APPLICATION TO LARGE SPACE STRUCTURES Ph.D. Thesis 
W. L. EASTMAN 1985 199 p 
Avail: Univ. Microfilms Order No. DA8521582 

The development of compensators for large space structures 
is posed as a problem in robust control system design. A 
methodology is developed for the design of compensators which 
shape the system loop gain singular values. The frequency-shaped 
control and estimation theory of Gupta, as reformulated by Kim 
for measurement frequency-shaping, has been extended to include 
frequency-shaping of the control law. It is shown that zeroes of 
the control law shaping filter become transmission zeroes of the 
compensator, and this result completes the duality of the 
frequency-shaped regulator and estimator. To design control 
systems with desired loop gain characteristics, a recursive 
eigenstructure assignment procedure was developed. By use of 
this algorithm, optimal regulators and estimators with assigned 
eigenvalues can be designed. With a modification of the usual 
regulator-estimator design method, the compensator can be 
designed with specific eigenvalues. When frequency-shaping is 
incorporated into the compensator, this eigenvalue assignment 
feature allows the compensator to retain both the poles and the 
zeroes of the shaping filter. Eigenstructure assignment of the 
compensator specifically shapes the loop gains and can be used 
for robustness enhancement. This capability is demonstrated for 
sevsral control systems, including one for a large space structure. 

Dissert. Abstr. 

N86-19346# Dynamic Controls, Inc., Dayton, Ohio. 
LINEAR ACTUATOR FOR LARGE SPACE STRUCTURE Final 
Report, Mar. 1983 - May 1984 
G. D. JENNEY and J. A. ANDERSON 
(Contract F33615-83-C-3601) 

A01 CSCL22B 
The impending use of large structures in space has created a 

requirement controlling their alignment. Structures used for energy 
gathering, such as antennas or solar energy concentrators, must 
maintain accurate mechanical alignment in order to operate at 
maximum efficiency. This paper describes a linear actuation 
approach designed to meet the alignment requirements of space 
structures. The approach is based upon using a fluid pump to 
expand and contract two chambers enclosed by metal bellows. 
The general configuration is valid for a wide range of force, rate 
and stroke requirements required for different structure designs. 

GRA 

11 Sep. 1985 31 p 

(AD-A1 61227; AFWAL-TR-85-3078) Avail: NTlS HC AO3/MF 

N86-20482'# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
CONSTRUCTION AND CONTROL OF LARGE SPACE 
STRUCTURES 
M. F. CARD, W. L. HEARD, JR., and D. L. AKIN (MIT, 
Cambridge) Feb. 1986 21 p refs 
(NASA-TM-87689; NAS 1.1 5:87689) Avail: NTlS HC A02/MF 
A01 CSCL22B 

Recent NASA research efforts on space construction are 
reviewed. Preliminary results of the EASE/ACCESS Shuttle 
experiments are discussed. A 45-foot beam was constructed on 
orbit in 30 minutes using a manual assembiy technique at a wori 
station. A large tetrahedron was constructed several times using 
a free floating technique. The capability of repair, utilities installation, 
and handling the structures using a mobile foot restraint on the 
RMS was also demonstrated. Implications of the experiments for 
space station are presented. Models of 5-meter space station 
structure toget her with neutral buoyancy simulations suggest 
manual assembly techniques are feasible. Selected research on 
control of flexible structures is discussed. Author 

N86-20485'# Columbia Univ., New York. Dept. of Civil 
Engineering and Engineering Mechanics. 
VIBRATIONS AND STRUCTUREBORNE NOISE IN SPACE 
STATION Progress Report, 1 Jul. - 31 Dec. 1985 
R. VAlCAlTlS 31 Dec. 1985 119 p refs 
(Contract NAG1-541) 
(NASA-CR-176520; NAS 1.26:176520) Avail: NTlS HC AO6/MF 
A01 CSCL22B 

Theoretical models were developed capable of predicting 
structural response and noise transmission to random point 
mechanical loads. Fiber reinforced composite and aluminum 
materials were considered. Cylindrical shells and circular plates 
were taken as typical representatives of structural components 
for space station habitability modules. Analytical formulations 
include double wall and single wall constructions. Pressurized and 
unpressurized models were considered. Parametric studies were 
conducted to determine the effect on structural response and noise 
transmission due to fiber orientation, point load location, damping 
in the core and the main load carrying structure, pressurization, 
interior acoustic absorption, etc. These analytical models could 
serve as preliminary tools for assessing noise related problems, 
for space station applications. Author 

N86-20487# Alphatech, Inc., Burlington, Mass. 
ROBUST DECENTRALIZED CONTROL Final Report, 20 Jul. 
1984 - 20 May 1985 
D. P. LOOZE, G. C. GOODMAN, J. S. ETERNO, and M. ATHANS 
Aug. 1985 155 p 
(Contract F33615-84-C-3618) 
(AD-A1 61 626; AFWAL-TR-85-3042) Avail: NTlS HC AOB/MF 
A01 CSCL22B 

This report considers the problem of designing decentralized 
control systems for Large Space Structures to satisfy robustness 
and performance requirements for multiple system configurations. 
The problem is motivated by the fact that such structures will 
have to be assembled in space. A partially assembled structure 
will need some real-time control so that it maintains its station, 
performs partial functions, and damps oscillations during assembly. 
Completely reprogramming the control computers each time a 
subassembly is incorporated in the structure is likely to be 
impractical. A more sound engineering approach would be to require 
the same control system design to satisfy performance 
requirements for the partial assemblies and to maintain stability 
for the completely assembled structure. Performance can then be 
restored for the full assembly by applying an outer loop 
(hierarchical) control or adjusting the decentralized design 
parameters. GRA 
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N86-20488# WEA, Cambridge, Mass. 
WAVE MEASUREMENTS ON TRUSS MODEL Technical Report, 
1 Jan. 1984 - 1 Sep. 1985 
J. H. WILLIAMS, JR., H. L. OU, and S. S. LEE 1 Sep. 1985 72 
P 
(Contract F49620-83-C-0092) 
(AD-A1 62433; AFOSR-85-1077TR) Avail: NTlS HC AOUMF 
A01 CSCL22B 

Large space structures (LSS) are large periodic lattice structures 
being considered for space applications in Earth orbit. The vibration 
and wave propagation characteristics of these structures can affect 
their performance, integrity and the ability to nondestructively 
assess that integrity. In this preliminary study, the wave propagation 
characteristics of a tetrahedral truss model consisting of fiberglass 
reinforced composite rods and aluminum joints are observed 
experimentally. Longitudinal ultrasonic transducers are coupled to 
the joints of the truss model. The input signal consists of a gated 
sinusoid having a center frequency of 280 kHz. Because a 
tetrahedral truss, a commonly proposed LSS configuration can be 
constructed from basic repeating units of tetrahedrons and 
pyramids, only tetrahedrons and pyramids are considered. 
Tetrahedrons and pyramids are constructed by inserting fiberglass 
reinforced polyester rods 0.193 cm (0.076 in) in diameter and 
18.72 cm (7.37 in) in length into machined 2024-T4 aluminum 
joints. Because a tetrahedral truss requires only two types of joints, 
the tetrahedrons and pyramids are constructed using the two types 
of joints. The cutting of the fiberglass rods, the machining of the 
aluminum joints and the final assembly of tetrahedrons and 
pyramids are done with great care to minimize structure 
variability. GRA 

N86-20489# National Aerospace Lab., Amsterdam (Netherlands). 
Spaceflight Div. 
TESTING OF SPACECRAFT AlTlTUDE AND ORBIT CONTROL 
SYSTEMS Final Report 
J. J. M. PRINS Paris ESA 18 May 1984 267 p refs 
(Contract ESA-5262182) 
(NLR-TR-84133-L; ESA-CR(P)-2100) Avail: NTlS HC A1 2/MF 
A01 

The testing of spacecraft Attitude and Orbit Control Subsystems 
(AOCS) from the early design up to in-flight is described. Three 
generic AOCS test classes, model philosophy, standardization, 
subsystem static test methods, subsystem dynamic test methods, 
generic test equipment, and test facilities are covered. It is 
suggested that test scheduling should aim to find problems and 
errors as early as possible. System level tests should be delayed 
in favor of detailed testing of the AOCS (unit level) and in particular 
subsystem level testing. Onboard AOCS software poses testing 
problems, especially when RAM located. There is a shift from 
airbearing-type dynamic tests to servotable-type dynamic tests, 
mainly due to increasing spacecraft size, structural flexibility, and 
multibody dynamics concepts. Author (ESA) 

N86-21249# 
APPROXIMATE FINITE ELEMENT MODELS FOR STRUCTURAL 
CONTROL 
K. D. YOUNG 27 Aug. 1985 21 p Presented at the 24th 
IEEE Conference on Decision end Control, Fort Lauderdale, Fla., 
11 Dec. 1985 
(Contract W-7405-ENG-48) 
(DE86-001582; UCRL-93310; CONF-851209-5) Avail: NTlS HC 
AO2/MF A01 

Approximate finite element models are developed for the 
purpose of preserving the tridiagonality of the mass and stiffness 
matrices in !he state space mcldel matrices. These approximate 
models are utilized in the design of active structural control laws 
for large flexible structures. DOE 

Lawrence Livermore National Lab., Calif. 

N86-21274# 
Campos (Brazil). Space Mechanics and Control Dept. 

CONTROL OF AN UNDAMPED HARMONIC OSCILLATOR 
M. LOPESDEOLIVEIRAESOUZA Jan. 1986 31 p refs Submitted 
for publication 
(INPE-3750-PRE/874) Avail: NTlS HC A03/MF A01 

The exact solution to weighted timelfuel optimal control of an 
undamped harmonic oscillator is presented. Its motivation is the 
possibility of improvements on the final behavior of trajectories 
produced by Vander Velde's design for on/off controls of large 
space structures, by replacing the approximate solution by the 
exact one. First order necessary conditions. The existence, 
normality, unicity, and determination of its externals and its solution 
were investigated. Numerical comparisons between those solutions 
were made according to three criteria. Author 

N86-21569'# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
DYNAMIC CHARACTERISTICS OF TWO 300 KW CLASS DUAL 
KEEL SPACE STATION CONCEPTS 
J. T. DORSEY, T. R. SUTTER, M. S. LAKE, and P. A. COOPER 
Feb. 1986 50 p refs 
(NASA-TM-87680; NAS 1.15:87680) Avail: NTlS HC AO3/MF 
A01 CSCL22B 

Results from an investigation of the dynamic behavior of a 
300 kW class solar dynamic powered, dual kell space station are 
presented. The purpose of the investigation was to determine and 
assess the influence of space station truss bay size on station 
controllability during rigid body attitude adjustment and orbit reboost 
maneuvers. The dual keel space station concept is defined and 
two finite element models (one which has a truss bay size of 5m 
and another with a truss bay size of 9 feet) are described. Rigid 
and flexible body characteristics of the two space station models 
are also presented. Finally, results from a transient response 
analysis, where the stations are subjected to an orbit reboost 
maneuver, are summarized. Author 

lnstituto de Pesquisas Espaciais, Sao Jose dos 

EXACTLY SOLVING THE WEIGHTED TIME-FUEL OPTIMAL 

N86-21572# lnstituto de Pesquisas Espaciais, Sao Jose dos 
Campos (Brazil). 
PARAMETER OPTIMIZATION AND AlTlTUDE STABILIZATION 
OF A FLEXIBLE SPACECRAFT 
D. C. CEBALLOS Oct. 1985 10 p refs Presented at the 
International Conference Space Dynamics for Geostationary 
Satellites, Toulouse, France, 28-30 Oct. 1985 
(INPE-3680-PRE/830) Avail: NTlS HC AO2/MF A01 

This paper describes the synthesis and analysis of a control 
law for a flexible spacecraft. The control law is considered a simple 
proportional, integral, and derivative law together with a second 
order structural filter. Parameter optimization is applied for finding 
the controller parameters, so as to have an optimized behavior 
when applied to the high order model. Frequency and Laplace 
domain analysis are shown, which indicate the satisfactory behavior 
of the proposed controller. Author 

N86-21853 Virginia Polytechnic Inst. and State Univ.. 
Blacksburg. 

FEEDBACK DAMPING OF STRUCTURAL VIBRATIONS Ph.D. 
Thesls 
G. R. SKIDMORE 1985 109 p 
Avail: Univ. Microfilms Order No. DA8521353 

The active damping of structural vibrations through the 
application of various forms of velocity feedback control is studied. 
Active damping will be required for large space structures which 
are performance-sensitive to motion or inaccurate pointing. Several 
control forms, including modal-space active damping and direct 
rate feedback are analyzed theoretically, and three laboratory 
models are described. A previous, unsuccessful attempt at control 
is reviewed and explained. The remaining control forms developed 
in the theoretical section were implemented successfully and the 
results compare favorably with theoretical predictions. Each control 
form is analyzed relative to its own merits and in comparison with 

EXPERIMENTAL-THEORETICAL STUDY OF VELOCITY 
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other methods. An important point is the stability assured by a 
dual (colocated) configuration of velocity sensors and control force 
actuators. Modal-space active damping is shown to be an effective 
control method with predictable performance in controlled modes 
and beneficial spillover into residual (noncontrolled) modes. 

Dissert. Abstr. 

N86-21920# 
DAMPING APPLICATION TO SPACECRAFT 
T. S. NlSHlMOTO ln AFWAL Vibration Damping 1984 Workshop 
Proceedings 7 p Nov. 1984 
Avail: NTlS HC A99/MF A01 CSCL 20K 

Various cases of design application of damping technology to 
spacecraft development are presented. Various vibration problems 
for which damping was used as a design tool are illustrated. The 
examples of damping applications are a succession of spacecraft 
hardware design problems from the component level to the 
spacecraft system. Typical confining constraints which work to 
the detriment of the engineering effort are illustrated. Late fixes 
to equal vibration failure necessarily loads to less than desirable 
design solutions. The example of integrating damping into the 
preliminary design process for system solutions points to the 
technology requirements necessary. E.A.K. 

Rockwell International Gorp., Seal Beach, Calif. 

N86-21925# TRW, Inc., Redondo Beach, Calif. Engineering 
Mechanics Lab. 
AN EXPERIMENTAL STUDY OF PASSIVE DAMPING AND 
ACTIVE CONTROL OF LARGE SPACE STRUCTURES 
S. S. SIMONIAN, C. S. MAJOR, and R. GLUCK ln AFWAL 
Vibration Damping 1984 Workshop Proceedings 40 p Nov. 
1984 refs 
Avail: NTlS HC A99/MF A01 CSCL 20K 

A methodology for incorporating passive dampers in large space 
systems (LSS) design is presented. The methodology focuses on 
modular, discrete viscoelastic dampers which are integrally 
designed into the structure. The application of the methodology 
to the LSS experiment, a laboratory demonstration of a structure 
supporting a simulated optical mirror and subject to active and 
passive vibration control is described. Performance evaluation of 
the damped structure design was obtained by the modal strain 
energy technique, based on finite element models in Program 
NASTRAN. A parameter variation study of the damper’s 
performance was conducted, yielding, for the first three modes of 
a nominal damper configuration, an augmented modal damping 
ratio of 9% of critical damping. This amount of passive damping, 
which is an order of magnitude larger than the residual damping 
present in the original structure, is obtained with a mere 8% penalty 
in structural weight. E.A.K. 

N86-21926# Martin Marietta Aerospace, Denver, Colo. Guidance 
and Control Section. 
SIZING OF DISCRETE VISCOUS DAMPERS ON A FLEXIBLE 
BODY IN THE PRESENCE OF A FIXED CONTROLLER 
G. R. RAPACKI and R. B. RICE ln AFWAL Vibration Damping 
1984 Workshop Proceedings 27 p Nov. 1984 refs 
Avail: NTlS HC A99/MF A01 CSCL 20K 

The effects of discrete viscous dampers on a spacecraft‘s rigid 
body control loop were investigated. The damper’s affect on the 
open loop gain and phase margins, the shape of the open loop 
gain-phase plot and the flexible body dynamics were determined 
as a function of the viscous damper’s strength and the mass 
connected to the damper. The damper is sized for those 
configurations where the added damper improves the system 
robustness. E.A.K. 
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N86-21928# Martin Marietta Aerospace, Denver, Colo. 
AN APPROACH TO THE SIZING OF DISCRETE VISCOUS 
STRUCTURAL DAMPERS USING AN EXTENSION OF THE 
FINITE ELEMENT APPROACH AND MODAL STRAIN ENERGY 
R. B. RICE and E. C. DALTON (Teledyne Brown Engineering, 
Huntsville, Ala.) ln AFWAL Vibration Damping 1984 Workshop 
Proceedings 20 p Nov. 1984 refs 
Avail: NTlS HC A99/Mf A01 CSCL 20K 

A method to determine viscous damper values and damper 
locations for a structure which has particular damping requirements 
is presented. The method is intended as a starting point in a 
design process. The finite element approach and concept of modal 
strain energy are relied upon. The method was applied to a large 
space-based telescope in which damping of optical support 
structures is critical for tracking and pointing accuracy. It is indicated 
that the method will yield the desired amount of damping a structure 
provided that the complex mode shapes do not significantly deviate 
from the classical shapes. The characterization of nonviscous 
dampers is considerably more complicated than viscous dampers, 
it is suggested that the method be used in the early phases of 
design. If viscous damping values are known, the range of other 
candidate dampers may be narrowed. E.A.K. 

N86-21929# General Electric Co., Philadelphia, Pa. Control 
Systems Design. 
FLEXIBLE STRUCTURE CONTROL IN THE FREQUENCY 
DOMAIN 
R. HARDING and A. DAS ln AFWAL Vibration Damping 1984 
Workshop Proceedings 20 p Nov. 1984 refs 
Avail: NTlS HC A99/MF A01 CSCL 20K 

Techniques to analyze structure and controller interaction in 
the frequency domain are defined and used to determine the modal 
damping requirements of the spacecrat structure to assure control 
system stability and performance. Gain and phase versus frequency 
techniques are described which predict system stability in the 
presence of uncontrolled structural modes and errors in a priori 
natural frequencies and quantify control system margin for these 
modes. The techniques are applied to an optimally controlled single 
axis satellite with very large solar arrays. Control system actuator 
and sensor configurations are based upon system controllability 
and observability of four dominant structural modes. E.A.K. 

N86-21930# McDonnell-Douglas Astronautics Go., Huntington 
Beach, Calif. 
PASSIVELY DAMPED JOINTS FOR ADVANCED SPACE 
STRUCTURES 
R. W. TRUDELL, L. W. REHFIELD (Georgia Inst. of Tech., Atlanta), 
A. D. REDDY (Georgia Inst. of Tech., Atlanta), J. PRUCZ (Georgia 
Inst. of Tech., Atlanta), and J. PEEBLES ln AFWAL Vibration 
Damping 1984 Workshop Proceedings 28 p Nov. 1984 refs 
Avail: NTlS HC A99/MF A01 CSCL 20K 

The benefits to be gained by designing damping into the joints 
of large space structure are described. A typical joint is developed 
and two new nonresonant test techniques are outlined. The joints 
are double-lap shear joints that dissipate energy when worked in 
an axial direction. To better understand the relationship between 
structural stiffness and structural damping as a function of important 
physical parameters, a one-dimensional analysis of a typical joint 
was dveloped. Two new nonresonant forced vibration test methods 
(steady state and transient) were developed that are particularly 
well suited for obtaining the damping characteristics of joints in 
large space structures. The steady state method does not require 
measurement of relative displacements. The transient sine-pulse 
approach frees the specimen from fixture/joint interaction effects. 

E.A.K. 
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N86-21931# 
PASSIVE AND ACTIVE CONTROL OF SPACE STRUCTURES 
(PACOSS) Abstract Only 
C. WHITE In AFWAL Vibration Damping 1984 Workshop 
Proceedings 1 p Nov. 1984 
Avail: NTlS HC A99/MF A01 CSCL 20K 

An early objective of the PACOSS program was to 
experimentally verify that substantial passive damping was practical 
in test articles generally representative of large space structure in 
arrangement, dimensional size, and frequency range. Two go-foot, 
truss-type test articles were designed, fabricated, and tested. For 
one large generic test article (LGTA) in one plane, The diagonal 
members are Lexan;l in the other plane, the five lower bays have 
included discrete link dampers in the diagonals. The other LGTA 
has only Plexiglas diagonals in one plane, and also includes the 
five bays of link dampers in the other plane. E.A.K. 

N86-22113'# Jet Propulsion Lab., California Inst. of Tech., 
Pasadena. 
DIRECT MODEL REFERENCE ADAPTIVE CONTROL OF A 
FLEXIBLE ROBOTIC MANIPULATOR 
D. R. MELDRUM 15 Dec. 1985 90 p refs 
(Contract NAS7-918) 
(NASA-CR-176659; JPL-PUB-85-100; NAS 1.26:176659) Avail: 
NTlS HC A05/MF A01 

Quick, precise control of a flexible manipulator in a space 
environment is essential for future Space Station repair and satellite 
servicing. Numerous control algorithms have proven successful in 
controlling rigid manipulators wih colocated sensors and actuators; 
however, few have been tested on a flexible manipulator with 
noncolocated sensors and actuators. In this thesis, a model 
reference adaptive control (MRAC) scheme based on command 
generator tracker theory is designed for a flexible manipulator. 
Quicker, more precise tracking results are expected over 
nonadaptive control laws for this MRAC approach. Equations of 
motion in modal coordinates are derived for a single-link, flexible 
manipulator with an actuator at the pinned-end and a sensor at 
the free end. An MRAC is designed with the objective of controlling 
the torquing actuator so that the tip position follows a trajectory 
that is prescribed by the reference model. An appealing feature 
of this direct MRAC law is that it allows the reference model to 
have fewer states than the plant itself. Direct adaptive control 
also adjusts the controller parameters directly with knowledge of 
only the plant output and input signals. Author 

Martin Marietta Aerospace, Denver, Colo. 
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Includes techniques for power and data distribution, antenna RF 
performance analysis, communications systems, and spacecraft 
charging effects. 

A86-11759 
SATELLITE POWER SUPPLY USING SOLAR ARRAYS 
[ENERGIEVERSORGUNG VON SATELLITEN MI1 
SOLARGENERATOREN] 
J. RATH (Telefunken AG, Wedel, West Germany) Zeitschrift 
fuer Flugwissenschaften und Weltraumforschung (ISSN 
0342-068X), vol. 9, July-Aug. 1985, p. 224-229. In German. 

The use of solar arrays as the power supply system for satellites 
is discussed. The structure and characteristics of silicon solar cells, 
commonly used in space app!icetions, are described. Tne current 
and voltage characteristics of a solar cell are examined, and the 
operating conditions which influence the electrical data are 
explained, noting advances in solar array technology. Advantages 
of the flexible array design are discussed giving examples of 
satellites utilizing these various array types. Future advances in 
flexible solar arrays, which involve increasing efficiency and voltage, 
and reduce mass and cost, 3re presented. I.F. 

A8644391 # 
MEASUREMENT OF PARTICLE CONTAMINATION 
J. G. KELLEY (Rockwell International Corp., Seal Beach, CA) IN: 
Shuttle Environment and Operations l l  Conference, Houston, TX, 
November 13-15, 1985, Technical Papers. New York, AIAA, 1985, 

The impact of particle contamination on spacecraft surfaces is 
frequently proportional to the surface area obscured. The degree 
of obscuration is calculated for the levels of cleanliness as defined 
in MIL-STD-1246A after clarifying the meaning of the size frequency 
distribution used there. However, it is found that shocks, vibration, 
and scrubbing can distort the distribution and introduce serious 
error if small particles are not included in the measurement. Visual 
appearance of a surface seems to be proportional to reflectivity 
which is proportional to surface obscuration. Thus, visual 
appearance seems a more direct measure of the effect of particle 
contamination than the quantitative measurements of 
MIL-STD-1246A. Author 

A86-14403'# Communications Research Centre, Ottawa 
(Ontario). 
RESULTS OF APPARENT ATOMIC OXYGEN REACTIONS WITH 
SPACECRAFT MATERIALS DURING SHUlTLE FLIGHT 
STS41G 
D. G. ZlMClK (Department of Communications, Communications 
Research Centre, Ottawa, Canada) and C. R. MAAG (California 
Institute of Technology, Jet Propulsion Laboratory, Pasadena) IN: 
Shuttle Environment and Operations I1 Conference, Houston, TX, 
November 13-1 5, 1985, Technical Papers . New York, A I M ,  1985, 
p. 181-189. NASA-supported research. refs 

The effect of atomic oxygen interaction experienced by 
polymeric-based spacecraft materials is described. An experimental 
package (ACOMEX) flown on shuttle mission STS-41G carried 
out the investigation of advanced composite specimens such as 
carbon-epoxy and Kevlar-epoxy both with and without protective 
coatings added to thermal protective paints and films. Information 
on the exposure environment of the specimens was provided by 
a carbon coated atomic oxygen fluence monitor together with a 
photographic record. Mass loss measurements and 
photomicrographs made possible the analysis of the effect of 
interaction. After a total of about 38 hours of equivalent normal 
exposure at 225 km altitude the results showed that unprotected 
exposed surfaces exhibited severe erosion and mass loss with 
the possibility of seriously degrading structural and thermal 
performance. However, the specimens with a thin fluorocarbon 
overcoat showed promise of providing a protective barrier to the 
attack without altering the base properties of the material. F.J. 

p. 99-103. 
(AIAA PAPER 85-7003) 

(AIAA PAPER 85-7020) 

A86-15098 
HIGH-LEVEL SPACECRAFT CHARGING IN THE 
LOW-ALTITUDE POLAR AURORAL ENVIRONMENT 
M. S. GUSSENHOVEN, D. A. HARDY, F. RICH, W. J. BURKE 
(USAF, Geophysics Laboratory, Bedford, MA), and H.-C. YEH 
(Boston College, Chestnut Hill, MA) Journal of Geophysical 
Research (ISSN 0148-0227), vol. 90, Nov. 1, 1985, p. 
11,009-1 1,023. refs 
(Contract F19628-82-K-0011) 

Regions of intense keV electron precipitation, such as inverted-V 
structures, at times colocate with ionospheric plasma depletion 
regions in the high-latitude polar ionosphere. When Defense 
Meteorological Satellite Program (DMSP) F6 and F7 satellites, at 
840 km, enter these regions in darkness, ior! signatwss sf high 
spacecraft-to-ambient plasma potential differences (several 
hundred volts negative) are observed with the new SSJM ion 
detectors. A systematic survey of charging events and the 
environment in which they occur was made using the DMSP F6 
and F7 precipitating ion and electron detectors, the SSlE thermal 
plasma probes, and the SSM (F7 only) vector magnetometer. The 
charging events of November 28, !O!E, zre analyzed in detail 
since they occurred on both satellites. Critical levels of number 

(AD-A1 621 45; AFGL-TR-85-0291) 
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flux and average energy for the precipitating electrons, and the 
threshold density of the thermal ionospheric ions are defined for 
different levels of spacecraft charging. Author 

A86-15331' 
RETROREFLECTOR FIELD TRACKER 
F. E. WARGOCKI, A. J. RAY (Ball Corp., Ball Aerospace Systems 
Div., Boulder, GO), and G. E. HALL (NASA, Marshal! Space Flight 
Center, Huntsville, AL) IN: State-of-the-art imaging arrays and 
their applications; Proceedings of the Meeting, San Diego, CA, 
August 21-23, 1984 . Bellingham, WA, SPlE - The International 
Society for Optical Engineering, 1984, p. 283-291. refs 
(Contract NAS8-34795) 

An electrooptical position-measuring instrument, the 
Retroreflector Field Tracker or RFT, is described. It is part of the 
Dynamic Augmentation Experiment - a part of the payload of Space 
Shuttle flight 41-D in Summer 1984. The tracker measures and 
outputs the position of 23 reflective targets placed on a 32-m 
solar array to provide data for determination of the dynamics of 
the lightweight structure. The sensor uses a 256 x 256 pixel CID 
detector; the processor electronics include three Z-80 
microprocessors. A pulsed laser diode illuminator is used. D.H. 

Ball Aerospace Systems Div., Boulder, Colo. 

A8615338 
DEVELOPMENT OF THE STARLAB LARGE FORMAT 
DETECTORS 
E. ROBERTS, T. STAPINSKI, A. RODGERS, and D. GARDEN 
(Mount Stromlo and Siding Spring Observatories, Canberra, 
Australia) IN: State-of-the-art imaging arrays and their applications; 
Proceedings of the Meeting, San Diego, CA, August 21-23, 1984 . 
Bellingham, WA, SPlE - The International Society for Optical 
Engineering, 1984, p. 344-352. refs 

The Starlab satellite telescope will use four advanced high 
performance detectors, operating on the Intensified Photon 
Counting CCD Array principle. The operation of the detectors is 
summarized. The baseline design is presented. This design has 
to meet stringent electro-optic performance specifications while 
addressing the electronic and mechanical requirements of a large 
unit operating in space. The tasks being undertaken to develop 
the detector are outlined, including design, construction and test 
of prototype detectors, the development of a computer simulation 
of the detector and supporting technology studies. The detector 
has the flexibility to be applied to a variety of ground-based and 
space projects. Author 

A86-15352 
ON-ORBIT SERVICING OF CRYOGENICALLY COOLED 
OPTICAL SYSTEMS AND INSTRUMENTS 
R. T. PARMLEY and E. HUBER (Lockheed Research Laboratories, 
Palo Alto, CA) IN: Cryogenic optical systems and instruments; 
Proceedings of the Meeting, San Diego, CA, August 23, 24, 1984 
. Bellingham, WA, SPlE - The International Society for Optical 
Engineering, 1985, p. 70-75. 

The first designs for the Space Infrared Telescope Facility 
(SIRTF) were based on a conduction of sortie missions involving 
the use of an STS-borne system. However, new developments 
have indicated that the SIRTF mission could be better 
accomplished in connection with the utilization of a free-flyer 
spacecraft. It is pointed out that such an approach could extend 
the mission life from days to years. An important factor in the 
extension of useful orbital life involves the replenishment of the 
cryogen expendables by making use of on-orbit servicing. In order 
to service the SIRTF free flyer, it must be retrieved from its orbit 
and placed on the servicing cradle on the Orbiter or Space 
Station. G.R. 

A861 5624# 
COMPARISON OF SOLAR PHOTOVOLTAIC AND SOLAR 
DYNAMIC POWER PLANTS FOR SPACE STATION/COLUMBUS 
APPLICATION 
W. WESTPHAL (Telefunken AG, Wedel, West Germany) IAF, 
International Astronautical Congress, 36th, Stockholm, Sweden, 

A comparative evaluation is made of photovoltaic solar arrays 
and several alternative primary power systems for space station 
application which generally use solar collectors and thermodynamic 
converters (solar dynamic) as main power plant components. 
Results of the study show that the planar photovoltaic array remains 
the Primary candidate for space stations in the initial operating 
capability, considering its highly matured state and short time to 
implementation. However, as the station size grows, the solar array 
may become inoperable due to a large area increase, and then 
solar dynamic primary power will complement the existing solar 
arrays and replace them beyond the 300-kW user load threshold. 
When the power demand surpasses the 450-500-kW user load, a 
nuclear heat source will be substituted for the solar 
collector/absorber. V.L. 

A86-15708# 
DYNAMIC POWER GENERATION FOR SPACE APPLICATIONS 
J. P. MULLIN and R. F. MCKENNA (Sundstrand Corp., Rockford, 
IL) IAF, International Astronautical Congress, 36th, Stockholm, 
Sweden, Oct. 7-12, 1985. 13 p. refs 

Dynamic power generation can provide the large power needs 
of future space applications as evidenced by the serious 
consideration of its use for NASA's Space Station. A review of 
the dynamic options is presented with a detailed look at the dynamic 
organic Rankine system. Direct distribution of 400 Hz ac power is 
explained, including the significant benefits realized compared to 
both dc and high frequency ac. Finally, a two-phase thermal 
management system is defined that is capable of managing the 
thermal loads of a spacecraft and controlling a liquid-vapor fluid 
mixture in zero gravity. Author 

A86-15709# 

MISSION BEYOND 2000 
M. NAGATOMO (Tokyo, University, Japan) IAF, International 
Astronautical Congress, 36th, Stockholm, Sweden, Oct. 7-1 2, 1985. 
8 P. 
(IAF PAPER 85-152) 

The use of the 10 MW Satellite Power System (SPS) to develop 
Space Station missions is proposed. The main structures and 
subsystems of the 10 MW SPS, which are solar arrays, antennas, 
a microwave system, cryogenic power distribution system, and 
the robotics, are described. The electrical propulsion of the 10 
MW SPS from LEO to GEO is studied. The operation testing of 
the 10 MW SPS includes: (1) a LEO experiment phase, (2) an 
orbit transfer phase, and (3) a GEO experiment phase. The 
adaptation of the 10 MW SPS for a Space Station is analyzed. 
The potential advantages to be provided by the Space Station 
project are examined. I.F. 

A8&15710# 
A LOGISTICS MODEL FOR LARGE SPACE POWER SYSTEMS 
H. H. KOELLE (Berlin, Technische Universitaet, West Germany) 
IAF, International Astronautical Congress, 36th, Stockholm, 
Sweden, Oct. 7-12, 1985. 15 p. refs 

A logistics model of a typical space power system (SPS) that 
may exist in the first half of the next century is described. The 
primary inputs for this model are life cycle duration, power level 
of the SPS at the end of the life cycle, availability of space power 
units, specific mass of the SPS as a function of time, and power 
level for a single SPS unit. The model comprises 60 equations 
describing the interrelationships between the system variables and 
parameters. This study shows that the use of lunar resources and 

OCt. 7-12, 1985. 17 p. 
(IAF PAPER 85-33) 

(IAF PAPER 85-151) 

10 MW SATELLITE POWER SYSTEM - A SPACE STATION 

(IAF PAPER 85-153) 
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available chemical propulsion technology can lead to a substantial 
reduction of the logistics cost to build and operate a fleet of 
space power systems. The analysis shows that construction activity 
could commence early in the next century and lead to about 100 
space units of 5 GW power, providing about 15 percent of the 
world energy demand by the middle of the next century. C.D. 

A86-15711# 
TECHNOLOGICAL DEVELOPMENTS FOR SDDEPLOYABLE 
SOLAR CELL ARRAY 
K. MIURA, M. NATORI, and M. SAKAMAKI (Tokyo, University, 
Japan) IAF, International Astronautical Congress, 36th, Stockholm, 
Sweden, Oct. 7-12, 1985. 10 p. refs 

The purpose of this paper is to report technological 
developments for 2D-deployable, planar, tension-stabilized large 
membrane space structures, such as the solar cell array, the space 
radar, and the solar sail vessel. The major efforts of the 
developments are focused on the design of blankets and the 
design of systems including the deployment mechanisms. Marked 
progress has been made in regard to the fabrication method of 
large blankets. The method provides that the blanket can be 
fabricated in a small facility, that the blanket is made in a folded 
state, and that the resulting package is a 2D-deployable structure. 
In order to promote the development of the 2D-array system, an 
experimental mission on board a space flyer unit is planned and 
the outline of the mission is presented. Author 

(IAF PAPER 85-154) 

A86- 1571 3# 
A NEW APPROACH TO OPTIMUM SIZING AND IN-ORBIT 
UTILIZATION OF SPACECRAFT PHOTOVOLTAIC POWER 
SYSTEM 
M. S. IMAMURA and B. H. KHOSHAIM (Midwest Research Institute, 
Riyadh, Saudi Arabia) IAF, International Astronautical Congress, 
36th, Stockholm, Sweden, Oct. 7-12, 1985. 13 p. 

This paper presents a systems approach to optimization of the 
size and orbital life of photovoltaic systems via minimizing the 
nighttime energy demand while maximizing the daytime energy 
consumption. The Day-Night Management of Load (DANMOE) 
strategy calls for sizing the system to a pre-selected dayhight 
average load power ratio and operating the spacecraft in orbit 
within the day and night capacity capability, rather than the 
conventional single orbital average power capability. Examples for 
the Space Station and the telecommunication satellites show that 
the reduction in their specific masses can be substantial using 
any of the photovoltaic system technologies. The DANMOE scheme 
may also be used effectively to extend the life of batteries on 
currently orbiting satellites, and hence prolong their lifetime. The 
paper also discusses other benefits at the spacecraft level and 
the method of implementing the DANMOE approach. Author 

(IAF PAPER 85-156) 

A86-15856# 

OPTIONS 
G. BERRETTA (ESA, Paris, France) and C. SOPRANO (ESA, 
European Space Research and Technology Centre, Noordwijk, 
Netherlands) IAF, International Astronautical Conaress, 36th. 

FUTURE EUROPEAN DATA RELAY SYSTEM - TECHNICAL 

- 
Stockholm, Sweden, Oct. 7-12, 1985. 21 p. refs 
IiAF PAPER 85-362) . 

The purpose o f  this paper is to present and compare the 
technical options for a future Data Relay Satellite (DRS) system 
which should satisfy the European needs in the 90's. The mission 
requirements, as known at present, are listed, and a summary of 
system options is given, complemented by an analysis of alternative 
payload technologies, one of these technologies being related to 
opticai laser iinks. Preparatory sitidies and developments are alsc 
outlined. Finally an initial reference concept and an indicative DRS 
programme schedule are briefly presented. Author 
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A86-16749 
THE USE OF PHOTOVOLTAIC POWER GENERATORS WITH 
SOLAR CONCENTRATORS IN THE POWER SUPPLY SYSTEMS 
OF SPACE VEHICLES [ ISPOL'ZOVANIE 
FOTOELEKTRICHESKIKH GENERATOROV S 
KONTSENTRATORAMI SOLNECHNOGO IZLUCHENIIA V 
SISTEMAKH ENERGOPlTANllA KOSMICHESKIKH 
APPAR ATOV] 
M. B. KAGAN and V. A. LETIN (Vsesoiuznyi 
Nauchno-lssledovatel'skii lnstitut lstochnikov Toka, Moscow, 
USSR) Geliotekhnika (ISSN 0130-0997), no. 3, 1985, p. 12-16. 
In Russian. 

An attempt is made to optimize the extent of concentration 
and the temperature of a solar array with respect to the minimum 
specific power per unit mass. With reference to experimental results 
for Si, GaAs, and GaAIAs-GaAs solar arrays, it is shown that the 
degree of concentration and the optimum temperature are largely 
determined by the temperature gradient of the power. Thus, as 
the power temperature gradient is reduced by a factor of about 3, 
from 0.5 for Si to 0.15 for GaAIAs, the optimum degree of 

V.L. concentration increases by a factor of about 15. 

A86-17311# 
THE NEXT STEPS IN SATELLITE COMMUNICATIONS 
W. L. MORGAN (Clarksburg, Communications Center, MD) IN: 
Space stations and space platforms - Concepts, design, 
infrastructure and uses . New York, American Institute of 
Aeronautics and Astronautics, 1985, p. 150-1 66. 

The role of the Space Station and space platforms in 
communications is studied. The function of the Space Station as 
an assembly area for space platforms, a storage area for 
replacement satellite, as a satellite testing area, and as a base 
for a series of communication links is examined. Continued growth 
in telecommunications will evolve toward the demand for space 
platforms. The development of multiple networks on the same 
space frame, and the orbit locations of space platforms are 
described. The design and use of a multiminibeam satellite and 
distribution satellites are analyzed. The need for redundancy and 
absolute program continuity in order to refurbish and update 
satellites, and the ownership of satellites are discussed. I.F. 

A86-17443' Hughes Aircraft Co., El Segundo, Calif. 
ON AN ALGORITHM FOR ANALYSIS OF THE RADIATION 
PAlTERNS OF DUAL REFLECTOR AND SEGMENTED 
REFLECTOR ANTENNAS 
C. G. CHRISTODOULOU (Central Florida, University, Orlando), A. 
B. BOTUIA (Hughes Aircraft Co., Space and Communications 
Group, El Segundo, CA), and J. F. KAUFFMAN (North Carolina 
State University, Raleigh) IEEE Transactions on Antennas and 
Propagation (ISSN 0018-926X), vol. AP-33, Oct. 1985, p. 
1101-1108. refs 
(Contract NSG-1588) 

An algorithm has been developed to calculate the radiation 
patterns of a large reflector antenna for space applications. The 
algorithm treats each panel in the reflector array as an analytic 
surface having n-sided polygonal boundaries. The radiation fields 
?or individua! panels are computed and stored separately, and 
then added to yield a uniform radiation pattern for the entire 
reflector. Numerical methods developed to reduce the overlap of 
the aperture fields of adjacent panels are described in detail. 
Calculations of the tangential field components of the aperture 
plane are carried out based on the principles of geometric optics 
(GO). Some radiation patterns calculated with the algorithm are 
cornpired with patterns produced by other methods, together with 
measured data for a classical Cassegrain antenna and the 
calculated patterns are illustrated. I.H. 
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A86-18042*# Colorado State Univ., Fort Collins. 
CURRENT COLLECTION FROM THE SPACE PLASMA 
THROUGH DEFECTS IN SOLAR ARRAY INSULATION 
R. S. ROBINSON (Colorado State University, Fort Collins), R. P. 
STILLWELL, and H. R. KAUFMAN Journal of Spacecraft and 
Rockets (ISSN 0022-4650), vol. 22, Nov.-Dec. 1985, p. 631-641. 
refs 
(Contract NSG-3196) 

Operating high-voltage solar arrays in the space environment 
can result in anomalously large currents being collected through 
small insulation defects. Tests simulating the electron collection 
have shown that there are two major collection modes. The first 
involves current enhancement by means of a surface phenomenon 
involving secondary electron emission from the surrounding 
insulator. In the second mode, the current collection is enhanced 
by vaporization and ionization of the insulator material, in addition 
to the surface enhancement of the first mode. The electron 
collection due to surface enhancement (first mode) has been 
modeled. Using this model, simple calculations yield realistic 
predictions. Author 

A86-20728 
ACCOMPLISHMENTS AND PLANS OF SP-100 PROGRAM 
W. E. WRIGHT (DARPA. Arlington, VA) IN: Space nuclear power 
systems 1984; Proceedings of the First Symposium, Albuquerque, 
NM, January 11-13, 1984. Volume 1 . Malabar, FL, Orbit Book 
Co., Inc., 1985, p. 37-39. 

The SP-100 program is proceeding toward concept definitions 
for a space nuclear reactor which is safe and suitable for civilian 
and military applications. The selection of a specific design and 
demonstration of the base technologies was scheduled for the 
end of 1985, to be followed by engineering development and 
ground testing in 1986. The main current useshsers thus far 
anticipated are communications satellites, both military and civilian, 
radar (and possibly laser) surveillance and remote sensing systems, 
and manufacturing and other extensions of a space station growth 
scenario. The reactor will weigh no more than 3000 kg and must 
fit into the Orbiter bay with a payload and OTV. Three concepts 
are still under evaluation: a lithium-cooled reactor with 
thermoelectrics; an in-core thermionic system with pumped 
sodium-potassium coolant; and a configuration with a Stirling engine 
to convert reactor heat into electricity. If the engineering analyses 
and base tests are successful, it is expected that the flight 
application phase can be reached by 1991 at the latest. M.S.K. 

A86-21388 
DISSIPATION OF HIGH-POWER MICROWAVE RADIATION 
ENERGY IN THE IONOSPHERE [O DlSSlPATSll ENERGll 
MOSHCHNOGO SVCH-IZLUCHENIIA V IONOSFERE] 
A. M. VASIUTKIN, V. L. KRASOVSKII, and V. N. ORAEVSKII 
Kosmicheskie lssledovaniia (ISSN 0023-4206), vol. 23, Nov.-Dec. 
1985, p. 909-91 1. In Russian. refs 

The anomalous absorption of the energy of intense microwave 
radiation in the ionosphere connected with the excitation of plasma 
oscillations as a consequence of decay processes is analyzed 
with reference to the development of satellite solar power stations. 
It is shown that, for sufficiently high energy fluxes, the anomalous 
dissipation can exceed Joule losses. B.J. 

A86-21525 
POWER FOR PROGRESS 
R. L. S. TAYLOR Space (ISSN 0267-954X), vol. 1, June 1985, 
p. 62, 63, 65, 66. 

A feasibility and technological requirements assessment is made 
for orbital solar energy platforms, or Solar Power Satellites' (SPSs), 
based on photovoltaic conversion of sunlight and microwave 
beaming electrical power to earth for distribution. An alternative 
conversion system would concentrate sunlight to generate closed 
cycle steam turbine furnance heat. Much of the prospective 
technology development and economic feasibility work on SPSs 
was done in the wake of the 1973 and 1979 energy crises. Attention 
is presently given to launch-to-orbit tonnage and cost requirements 
for the implementation of an SPS. O.C. 
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A86-22272 
DYNAMIC POWER FOR SPACE 
W. MISKELL Space (ISSN 0267-954X), vol. 1, Dec. 1985-Feb. 

The development of energy generation systems for space 
applications is discussed. Consideration is given to solar dynamics 
systems, including photovoltaic cells; dielectric solar converters; 
and a solar dynamic power system using a heated working fluid 
to drive a steam turbine. Non-solar energy generation systems 
currently being developed include: nucler reactors for deep space 
probes; the SNAP-1OA reactor; and the Dynamic Isotope Power 
System (DIPS). The components of a solar dynamic power system 
for the Space Station are illustrated in graphic form. I.H. 

A86-24779" National Aeronautics and Space Administration, 
Washington, D.C. 

A. D. SCHNYER (NASA, Washington, DC), J. A. SHOLTIS, JR., 
E. J. WAHLQUIST (DOE, Washington, DC), R. L. VERGA, and R. 
L. WILEY (DOD, Strategic Defense Initiative Organization, 
Washington, DC) IN: lntersociety Energy Conversion Engineering 
Conference, 20th, Miami Beach, FL, August 18-23, 1985, 
Proceedings. Volume 1 . Warrendale, PA, Society of Automotive 
Engineers, Inc., 1985, p. 1.17-1.25. 

An update is provided on the status of the Sp-100 Space 
Reactor Power Program. The historical background that led to the 
program is reviewed and the overall program objectives and 
development approach are discussed. The results of the mission 
studies identify applications for which space nuclear power is 
desirable and even essential. Results of a series of technology 
feasibility experiments are expected to significantly improve the 
earlier technology data base for engineering development. The 
conclusion is reached that a nuclear reactor space power system 
can be developed by the early 1990s to meet emerging mission 
performance requirements. Author 

1986, p. 34-37, 44-46. 

SP-100 PROGRAM DEVELOPMENTS 

A86-24787 
SPACE STATION POWER SYSTEM CHALLENGES 
G. M. REPPUCCI and A. A. SORENSEN (TRW, Inc., TRW 
Electronics and Defense Sector, Redondo Beach, CA) IN: 
lntersociety Energy Conversion Engineering Conference, 20th, 
Miami Beach, FL, August 18-23, 1985, Proceedings. Volume 1 . 
Warrendale, PA, Society of Automotive Engineers, Inc., 1985, p. 
1.66-1.73. 

The Space Station will be the largest space system ever 
launched, and the power to be provided on the station is to grow 
from an estimated 75 kW initially to 300 kW or more. A number 
of options have been considered for the design of the electrical 
power system. Once the basic power and safety requirements are 
met, cost will be the primary determinant of the choices made. 
The electrical power system considered consists of three 
subsystems, including power generation, energy storage, and power 
management and distribution. Various options available for the 
design of the Space Station power system are discussed, taking 
into account power modules, power module sizing, photovoltaic 
systems, and solar dynamic systems. With respect to nuclear 
energy, it is assumed that a suitable low-risk power system will 
not be available by 1987-88, when the technology choices will 
have to be made. For this reason, this option is not further 
discussed in this paper. G.R. 

A86-24788 
A NUCLEAR REACTOR ELECTRICAL POWER SYSTEM FOR A 
MANNED SPACE STATION IN LOW EARTH ORBIT 
S. W. SILVERMAN (Boeing Aerospace Co., Seattle, WA) IN: 
lntersociety Energy Conversion Engineering Conference, 20th, 
Miami Beach, FL, August 18-23, 1985, Proceedings. Volume 1 . 
Warrendale, PA, Society of Automotive Engineers, Inc., 1985, p. 
1.74-1.78. refs 

A study was made of the system effects and interactions of a 
nuclear reactor power system for the space Station operating at 
500 km altitude. The reactor is considered in several positions - 
at the center of gravity; on a rigid boom; on a flexible tether; and 
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on a free flyer coorbiting with the Space Station at the same 
altitude, or at a higher altitude. Each concept is analyzed to 
determine weight, volume, and effects on the Space Station and 
the Space Transportation System for a 10-year operational period. 
Safety requirements for the reactor and shield are examined. The 
analysis includes the concept for disposing of a shutdown reactor 
and traffic around the Space Station. Author 

A86-24789' National Aeronautics and Space Administration. 
Marshall Space Flight Center, Huntsville, Ala. 
SPACE STATION POWER SYSTEM ISSUES 
R. J. GlUDlCl (NASA, Marshall Space Flight Center, Huntsville, 
AL) IN: lntersociety Energy Conversion Engineering Conference, 
20th, Miami Beach, FL, August 18-23, 1985, Proceedings. Volume 
1 . Warrendale, PA, Society of Automotive Engineers, Inc., 1985, 

Issues governing the selection of power systems for long-term 
manned Space Stations intended solely for earth orbital missions 
are covered briefly, drawing on trade study results from both 
in-house and contracted studies that have been conducted over 
nearly two decades. An involvement, from the Program 
Development Office at MSFC, with current Space Station concepts 
began in late 1982 with the NASA-wide Systems Definition Working 
Group and continued throughout 1984 in support of various planning 
activities. The premise for this discussion is that, within the confines 
of the current Space Station concept, there is good reason to 
consider photovoltaic power systems to be a venerable technology 
option for both the initial 75 kW and 300 kW (or much greater) 
growth stations. The issue of large physical size required by 
photovoltaic power systems is presented considering mass, 
atmospheric drag, launch packaging and power transmission 
voltage as being possible practicality limitations. The validity of 
searching for a cross-over point necessitating the introduction of 
solar thermal or nuclear power system options as enabling 
technologies is considered with reference to programs ranging 
from the 4.8 kW Skylab to the 9.5 gW Space Power Satellite. 

Author 

p. 1.79-1.83. 

A86-24795 
SPACE STATION BRAYTON POWER SYSTEM 
A. PIETSCH and S. TRIMBLE (Garrett Corp., Los Angeles, CA) 
IN: lntersociety Energy Conversion Engineering Conference, 20th, 
Miami Beach, FL, August 18-23, 1985, Proceedings. Volume 1 . 
Warrendale, PA, Society of Automotive Engineers, Inc., 1985, p. 

A unique solution to the challenges of providing electrical power 
for the Space Station is represented by the closed Brayton cycle 
(CBC) power system. It is pointed out that with current technology, 
the CBC system can achieve solar intercept-to-electrical-bus-bar 
efficiencies approaching 30 percent. This value compares to 
efficiencies of about four percent for a photovoltaic system. The 
high efficiency leads to a reduced collector surface area. It is, 
thus, possible to reduce drag in the rarefied atmosphere of the 
low earth orbit. The solar CBC system incorporates a recuperator 
between the turbine and the compressor. The generator is 
integrated with the compressor/turbine rotor. A component 
description is presented, taking into account details regarding the 
collector, the receiver/thermal storage device, the Brayton rotating 
unit, the generator, the recuperator, the radiator, and the controls. 

G.R. 

1.1 19-1.124. 

A86-24797' National Aeronautics and Space Administration. 
Marshall Space Flight Center, Huntsville, Ala. 
AUTONOMOUSLY MANAGED HIGH POWER SYSTEMS 
D. J. WEEKS and R. T. BECHTEL (NASA, Marshall Space Flight 
Center, Huntsville, AL) IN: lntersociety Energy Conversior; 
Engineering Conference, 20th, Miami Beach, FL, August 18-23, 
1985, Proceedings. Volume 1 . Warrendale, PA, Society of 
Automotive Engineers, Inc., 1985, p. 1.132-1.138. 

The need for autonomous power management capabilities will 
increase as the power levels of spacecraft increase into the 
multi-100 kW range. The quantity of labor intensive ground and 
crew support consumed by the 9 kW Skylab canno! be sf?.ffo:dad 

in support of a 75-300 kW Space Station or high power earth 
orbital and interplanetary spacecraft. Marshall Space Flight Center 
is managing a program to develop necessary technologies for 
high power system autonomous management. To date a reference 
electrical power system and automation approaches have been 
defined. A test facility for evaluation and verification of management 
algorithms and hardware has been designed with the first of the 
three power channel capability nearing completion. Author 

A86-24798' National Aeronautics and Space Administration. 
Lewis Research Center, Cleveland, Ohio. 
DEVELOPMENT OF THE POWER SYSTEM FOR THE UNITED 
STATES MANNED SPACE STATION 
E. E. KEMPKE, JR. (NASA, Lewis Research Center, Cleveland, 
OH) IN: lntersociety Energy Conversion Engineering Conference, 
20th, Miami Beach, FL, August 18-23, 1985, Proceedings. Volume 
1 . Warrendale, PA, Society of Automotive Engineers, Inc., 1985, 

The definition and preliminary design study effort for the Space 
Station Electric Power System is described. The requirements to 
be met by the Power System, the characteristics of the major 
technology options being considered, and the approach to be taken 
in the definition studies are considered. The role of advanced 
development in the definition process and the specific tasks to 
be performed in the preliminary design study are reviewed. The 
NASA approach to managing the complex Power System interfaces 
across the Space Station is also discussed. C.D. 

A86-24805 
SPACE STATION ELECTRICAL POWER DISTRIBUTION 
SYSTEM DEVELOPMENT 
W. E. MURRAY (Douglas Aircraft Co., Long Beach, CA) IN: 
lntersociety Energy Conversion Engineering Conference, 20th, 
Miami Beach, FL, August 18-23, 1985, Proceedings. Volume 1 . 
Warrendale, PA, Society of Automotive Engineers, Inc., 1985, p. 
1.179-1.196. refs 

The planning and organization of the design tasks necessary 
to develop and optimize an electrical power distribution system 
for a manned space station are described, including the technical 
management of major issues relevant to the Space Station program. 
These issues include 20 kHz distribution technology problems to 
be addressed, distribution system architecture and development 
with related full-power, and partial-power performance and reliability 
considerations. The trade studies conducted to resolve such issues 
as modularity benefits versus double-voltage benefits are also 
discussed. The special considerations and testing required to 
develop and demonstrate a viable Space Station buildup capability 
with a minimum of extravehicular activity are treated. Additionally, 
the user interface requirements, the power source interface 
requirements, and the data base development are addressed and 
commonality benefits are assessed. Author 

A86-24809 
RECEIVER FOR SOLAR DYNAMIC ORGANIC RANKINE CYCLE 
(ORC) POWERED SPACE STATION 
G. HEIDENREICH, T. BLAND, and R. NIGGEMANN (Sundstrand 
Corp., Sundstrand Energy Systems, Rockford, IL) IN: Intersociety 
Energy Conversion Engineering Conference, 20th, Miami Beach, 
FL, August 18-23, 1985, Proceedings. Volume 1 . Warrendale, 
PA, Society of Automotive Engineers, Inc., 1985, p. 1.228-1.245. 
refs 

The employment of a Solar Dynamic Power Generation 
Subsystem (PGS) for the Space Station has significant advantages 
over the use of photovoltaic arrays. The three types of PGS 
considered include an Organic Rankine Cycle (ORC) syster!?, a 
dosed Grayton cycle system, and a Stirling cycle system. The 
ORG system consists of four subsystems related to the 
concentrator or mirror, the receiver, the Power Conversion Unit 
(PCU), and the space radiator. A description is given of the receiver 
in which the energy is both stored and transferred to the Rankine 
cycle working fluid. Attention is given to receiver considerations, 
configuration options, a steam Rankine cycle receiver, a Stirling 
heai pipe receiver concept, a solar collector thermal power system, 

p. 1.139-1.144. 
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solar receiver isoflux surfaces, and a heat pipe receiver with 
circumferential heat pipe. G.R. 

A8624822 
SOME INITIAL TESTS CARRIED OUT ON NICKEL HYDROGEN 
CELLS WITH REGARD TO THEIR USAGE ON THE OLYMPUS 
SPACECRAFT 
P. LEGGETT and A. SEPERS (ESA, European Space Research 
and Technology Centre, Noordwijk, Netherlands) IN: lntersociety 
Energy Conversion Engineering Conference, 20th. Miami Beach, 
FL, August 18-23, 1985, Proceedings. Volume 1 . Warrendale, 
PA, Society of Automotive Engineers, Inc., 1985, p. 1.331 -1.338. 

The paper briefly describes the Olympus satellite power 
subsystem with special attention to the battery configuration and 
discusses the in-orbit battery management facilities on board the 
spacecraft. Some initial testing is described in which some basic 
nickel hydrogen parameters were measured in order to check that 
the on-board facilities were sufficient to maintain the battery for a 
10 year lifetime. Author 

A86-24823' Ford Aerospace and Communications Corp., Palo 
Alto, Calif. 

C. W. KOEHLER, A. Z. APPLEWHITE (Ford Aerospace and 
Communications Corp., Palo Alto, CA), A. M. HALL, and P. G. 
RUSSELL (Yardney Corp., Battery Div., Pawcatuck, CT) IN: 
lntersociety Energy Conversion Engineering Conference, 20th, 
Miami Beach, FL, August 18-23, 1985, Proceedings. Volume 1 . 
Warrendale, PA, Society of Automotive Engineers, Inc., 1985, p. 

(Contract NAS3-23879) 
A comparison of the bipolar Ni-H2 battery with other energy 

systems to be used in future high-power space systems is 
presented. The initial design for the battery under the 
NASA-sponsored program is described and the candidate stack 
components are evaluated, including electrodes, separator, 
electrolyte reservoir plate, and recombination sites. The 
compressibility of the cell elements, electrolyte activation, and 
thermal design are discussed. Manufacturing and prototype test 
results are summarized. C.D. 

BIPOLAR NICKEL-HYDROGEN BAlTERY DEVELOPMENT 

1.339-1.345. 

A86-24835 
HUBBLE SPACE TELESCOPE ELECTRICAL POWER 
SUBSYSTEM 
J. KAPLAN (Lockheed Missiles and Space Co., Inc., Space Systems 
Div., Sunnyvale, CA) IN: lntersociety Energy Conversion 
Engineering Conference, 20th, Miami Beach, FL, August 18-23, 
1985, Proceedings. Volume 1 . Warrendale, PA, Society of 
Automotive Engineers, Inc., 1985, p. 1.416-1.421. 

The Hubble Space Telescope Electrical Power Subsystem is 
designed to supply all spacecraft power during the 15-year design 
life of the telescope with provisions for planned on-orbit 
maintenance every 5 years or at shorter intervals if required. In 
addition to automatic charge control, the power subsystem clears 
load faults and through use of the on-board computer and Safe 
Mode equipment, isolates major faults and maintains power to all 
critical loads during emergency conditions. To backup the 
autonomous capability, sufficient subsystem monitoring and 
controls are provided to enable ground control of solar array power, 
loads and battery charging and reconditioning. Author 

A86-24836' National Aeronautics and Space Administration. 
Lewis Research Center, Cleveland, Ohio. 
SPACE POWER SYSTEMS - 'SPACECRAFT 2000' 
K. A. FAYMON (NASA, Lewis Research Center, Cleveland, OH) 
IN: lntersociety Energy Conversion Engineering Conference, 20th, 
Miami Beach, FL, August 18-23, 1985, Proceedings. Volume 1 . 
Warrendale, PA, Society of Automotive Engineers, Inc., 1985, p. 

The program 'Spacecraft 2000' has the objective to identify 
critical, high-payoff, potential spacecraft technologies, taking into 
account the formulation, advocation, and the management of the 
requisite technology development programs. This program 

1.422-1.424. 

represents a joint NASA-industry program. The technology areas 
addressed by 'Spacecraft 2000' are related to spacecraft 
powerlenergy storage, thermal controVthermal management, 
power management and distribution, autonomous operation-control, 
on-board system integration, spacecraft environmental interactions, 
secondary propulsion, communications technologies, a total system 
response approach, and system-subsystem technology verification. 
The expected benefits of a development of advanced technologies 
include decreased spacecraft bus system weights, decreased 
mission costs, increased reliability/lifetimes, and increased 
operational flexibility. G.R. 

A86-24857' National Aeronautics and Space Administration. 
Lewis Research Center, Cleveland, Ohio. 
DESIGN OF A REGENERATIVE FUEL CELL SYSTEM FOR 
SPACE STATION 
M. A. HOBERECHT and L. L. RIEKER (NASA, Lewis Research 
Center, Cleveland, OH) IN: lntersociety Energy Conversion 
Engineering Conference, 20th, Miami Beach, FL, August 18-23, 
1985, proceedings. Volume 2 . Warrendale, PA, Society of 
Automotive Engineers, Inc., 1985, p. 2.202-2.207. 

The NASA Space Station will employ alkaline regenerative fuel 
cells (RFCs) as its sole electrochemical energy storage system, 
in virtue of demonstrated technology readiness and a high degree 
of system-level design flexibility. NASA Johnson and NASA Lewis 
are currently engaged in the development of a IO-kW alkaline 
engineering model system, for 1987 delivery, which will encompass 
a fully autonomous 1204 system with 55 percent overall electrical 

O.C. efficiency and a 20,000-hr service life. 

A86-24860' National Aeronautics and Space Administration. 
Lyndon B. Johnson Space Center, Houston, Tex. 
INERTIAL ENERGY STORAGE FOR ADVANCED SPACE 
STATION APPLICATIONS 
K. E. VAN TASSEL and W. E. SIMON (NASA, Johnson Space 
Center, Houston, TX) IN: lntersociety Energy Conversion 
Engineering Conference, 20th, Miami Beach, FL, August 18-23, 
1985, Proceedings. Volume 2 . Warrendale, PA, Society of 
Automotive Engineers, Inc., 1985, p. 2.337-2.342. refs 

Because the NASA Space Station will spend approximately 
one-third of its orbital time in the earth's shadow, depriving it of 
solar energy and requiring an energy storage system to meet 
system demands, attention has been given to flywheel energy 
storage systems. These systems promise high mechanical 
efficiency, long life, light weight, flexible design, and easily 
monitored depth of discharge. An assessment is presently made 
of three critical technology areas: rotor materials, magnetic 
suspension bearings, and motor-generators for energy conversion. 
Conclusions are presented regarding the viability of inertial energy 
storage systems and of problem areas requiring further technology 
development efforts. O.C. 

A86-24868 
A NUMERICAL STUDY OF THE PERFORMANCE OF LATENT 
HEAT STORAGE FOR SOLAR DYNAMIC POWER SYSTEMS 
A. D. SOLOMON (Oak Ridge National Laboratory, TN) IN: 
lntersociety Energy Conversion Engineering Conference, 20th, 
Miami Beach, FL, August 18-23, 1985, Proceedings. Volume 2 . 
Warrendale, PA, Society of Automotive Engineers, Inc., 1985, p. 
2.392-2.396. refs 

The structure and theoretical foundation of a simulation code 
for heat transfer and storage in an idealized storage module which 
forms part of a Brayton cycle solar power system are described. 
The underlying physical system is shown, and the advantages, 
drawbacks, and possible pitfalls of latent heat thermal energy 
storage are discussed. Some possible designs of a latent heat 
thermal energy storage module are examined. Preliminary results 
obtained by using analytical approximations which are crucial to 
'homing in' on potential system configurations are reported and 
examined using the simulation code. C.D. 
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A86-25524 
A SURFACE DISCHARGE MODEL FOR SPACECRAFT 
DIELECTRICS 
R. STETTNER (Mission Research Corp., Santa Barbara, CA) and 
A. B. DEWALD (Corium Industries, Inc., Atlanta, GA) (IEEE, 
DNA, Sandia National Laboratories, and NASA, 1985 Annual 
Conference on Nuclear and Space Radiation Effects, 22nd, 
Monterey, CA, July 22-24, 1985) IEEE Transactions on Nuclear 
Science (ISSN 0018-9499), vol. NS-32, Dec. 1985, p. 4079-4086. 
refs 

A discharge propagation model which is consistent with charge 
conservation, energy conservation and existing data is proposed. 
The essential idea in the model is that ions accelerated by the 
large fields at the edge of the discharge cause the emission of 
electrons, further ion production and the consequent propagation 
and discharge of the surface. This paper develops the consistency 
arguments for three related models and compares the implications 
of the models with existing data. Only one of the models survives 
the comparison. Author 

A86-25525' Systems Science and Software, La Jolla, Calif. 
THE ROLE OF UNNEUTRALIZED SURFACE IONS IN NEGATIVE 
POTENTIAL ARCING 
G. A. JONGEWARD, 1. KATZ, M. J. MANDELL, and D. E. PARKS 
(Systems Science and Software, La Jolla, CA) (IEEE, DNA, 
Sandia National Laboratories, and NASA, 1985 Annual Conference 
on Nuclear and Space Radiation Effects, 22nd, Monterey, CA, 
July 22-24, 1985) IEEE Transactions on Nuclear Science (ISSN 
0018-9499), vol. NS-32, Dec. 1985, p. 4087-4091. refs 
(Contract NAS3-23881) 

The observed arcing on negatively biased solar arrays exposed 
to plasma environments is shown to be due to an effective charge 
layer on the interconnect formed by ion collection from the plasma. 
Time scales to form this layer are shown to be in agreement with 
experimental observations. A quantitative theory is presented which 
predicts arcing threshold dependence on plasma density and 
external potentials. After breakdown, the discharge process is 
modeled as space charge limited transport to nearby coverslips. 
Peak currents and decay times predicted by this model are 
compared with experimental observations. Author 

A86-25562 
SPACECRAFT FIBERGLASS STRUT CHARGINWDIS 
CHARGING AND EM1 
K. G. BALMAIN, M. GOSSLAND (Toronto, University, Canada), 
and K. KARlA (Spar Aerospace, Ltd., Toronto, Canada) (IEEE, 
DNA, Sandia National Laboratories, and NASA, 1985 Annual 
Conference on Nuclear and Space Radiation Effects, 22nd, 
Monterey, CA, July 22-24, 1985) IEEE Transactions on Nuclear 
Science (ISSN 001 8-9499), vol. NS-32, Dec. 1985, p. 4438-4440. 
Research supported by Spar Aerospace, Ltd. 
(Contract NSERC-A-4140) 

Glass-fiber-epoxy struts used in spacecraft extendable masts 
were exposed to a 20 keV electron beam. Discharges were 
observed, and near-field measurements used to deduce the 
radiated emission spectrum for comparison with spacecraft 
specifications. Author 

A86-25697' Air Force Geophysics Lab., Hanscom AFB, Mass. 
SCATHA SURVEY OF HIGH-LEVEL SPACECRAFT CHARGING 
IN SUNLIGHT 
E. G. MULLEN, M. S. GUSSENHOVEN, D. A. HARDY (USAF, 
Geophysics Laboratory, Bedford, MA), T. A. AGGSON, B. G. 
LEDLEY (NASA, Goddard Space Flight Center, Greenbelt, MD) et 
al. Journal of Geophysical Research (ISSN 0148-0227), vol. 91, 
Feb. 1, 1986, p. 1474-1490. refs 

The statistical occurrence of spacecraft charging at 
near-geosynchronous orbit in daylight is studied with reference to 
results of an experiment conducted on the SCATHA satellite. In 
particular, it is found that: (1) the external current that creates 
high negative satellite frame potentials is the high-energy electron 
current from the electron population with energies greater than 

(AD-A1 65444; AFGL-TR-86-0057) 
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about 30 key  (2) the electron current to the satellite from particles 
with energies less than about 30 keV neither drives the frame 
potential nor provides the current to balance the high-energy 
populations; and (3) the ion current provided from the entire range 
of measured ions is also not the primary source of the balancing 
current. V.L. 

A86-26626# 

ORBIT 
N. J. STEVENS (TRW System Integration Laboratory, Redondo 
Beach, CA) AIAA, Aerospace Sciences Meeting, 24th, Reno, 
NV, Jan. 6-9, 1986. 12 p. 
(Contract F19628-84-C-0038) 

The second Plasma Interaction Experiment (PIX-2) was 
launched into a 870 km., circular, polar orbit in January, 1983. 
This was an auxiliary payload experiment designed to investigate 
high voltage solar array interactions with the space plasma 
environment. Since this as a low-cost experiment, the package 
did not contain extensive diagnostic instrumentation. Hence, 
interpretation of the data has proceeded at a slow pace. In this 
paper the data obtained in the first orbit for both positive and 
negative bias sequences has been compared to simple, empirical 
analytical models to evaluate array performance and to compare 
to ground test results. It has been found that the flight behavior 
was in general agreement with the trends found in the laboratory 
for the thermal and wake environment. In the ram environment, 
the behavior was different than that expected in that there was 
suppression of current collection at voltages greater than 100 V. 
The comparison between the deduced plasma density for the flight 
data and the available environmental information indicates that 
the procedure used is reasonable. Author 

SUMMARY OF PIX-2 FLIGHT RESULTS OVER THE FIRST 

refs 

(AIAA PAPER 86-0360) 

A86-27140 
ELECTROSTATIC CHARGING CHARACTERISTICS OF 
SILVERIZED TEFLON TAPE AND CARBON LOADED KAPTON 
SPIRAL WRAP THERMAL BLANKET MATERIALS 
K. J. DEGRAFFENREID (ESL, Inc., Sunnyvale, CA) IN: 
International Symposium on Electromagnetic Compatibility, 
Wakefield, MA, August 20-22, 1985, Record . New York, Institute 
of Electrical and Electronics Engineers, 1985, p. 273, 274. 

This paper presents results of electron vacuum chamber testing 
of five mil perforated silverized Teflon tape and one mil carbon 
loaded Kapton spiral wrap thermal blanket materials. 
Characterization of the electrostatic charging and discharging 
behavior of the ungrounded materials in the simulated 
geosynchronous orbit substorm environment is presented. The 
relative effectiveness of various grounding techniques in mitigating 
charging effects is also discussed. Author 

A86-27777' National Aeronautics and Space Administration. 
Lyndon B. Johnson Space Center, Houston, Tex. 
REVIEW OF LASER AND RF SYSTEMS FOR SPACE PROXIMITY 
OPERATIONS 
K. KRISHEN and H. 0. ERWIN (NASA, Johnson Space Center, 
Houston, TX) IN: ITC/USA/'85; Proceedings of the International 
Telemetering Conference, Las Vegas, NV, October 28-31, 1985 . 
Research Triangle Park, NC, Instrument Society of America, 1985, 
p. 1-25. refs 

The development of ranging and tracking systems for NASA 
space missions is discussed. Among the systems described are: 
rendezvous and docking (RAD) radar systems for the Gemini and 
Apollo programs; the Shuttle Rendezvous Ku-band radar system; 
and laser and TV docking systems RAD sensors systems for the 
Space Station. A multi-target microwave tracking system for Shuttle 
applications in the future is also described. I.H. 
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A86-29209 
OPTIMIZATION OF THE QUANTIZED DISTRIBUTION FUNCTION 
OF THE FIELD OVER THE TRANSMITTING ANTENNA 
APERTURE OF A SATELLITE SOLAR POWER STATION [OB 
OPTlMlZATSll DlSKRETNOl FUNKTSll RASPREDELENIIA 
POLIA PO APERTURE PEREDAIUSHCHEI ANTENNY SKES] 
V. A. VANKE, S. K. LESOTA, and A. V. RACHNIKOV 
Radiotekhnika i Elektronika (ISSN 0033-8494), vol. 31, Feb. 1986, 
p. 286-291. In Russian. refs 

Consideration is given to a 10-step amplitude distribution of 
the field over an SPS transmitting-antenna aperture. The form of 
the distribution is optimized for the maximum efficiency of power 
transmission for transmitting and receiving antenna radii of 500 
and 5000 m, respectively. It is shown that a quantized amplitude 
distribution can be obtained for which the level of all the sidelobes 
at the receiving end does not exceed 5 microwatts/sq cm in the 
case of tolerances on the rms deviations of the radii and amplitudes 
of the steps equal to 1 and 8 percent, respectively. B.J. 

A86-29646# 
GEOSTATIONARY COMMUNICATIONS PLATFORM PAYLOAD 
CONCEPTS 
W. CLOPP, JR., T. A. HAWKES, C. R. BERTLES (RCA, 
Astro-Electronics Div., Princeton, NJ), B. A. PONTANO, and T. 
KAO (COMSAT Laboratories, Clarksburg, MD) IN: Communication 
Satellite Systems Conference, 11 th, San Diego, CA, March 17-20, 
1986. Technical Papers . New York, American Institute of 
Aeronautics and Astronautics, 1986, p. 577-585. 

The commercial feasibility of various communications platform 
payload concepts for use in about 1998 are addressed. The 
concepts are defined, their recurring costs are estimated, and 
critical technologies needed to enable eventual commercialization 
are identified. Four communications service aggregation scenarios 
describing potential groupings of voice, video, and data services 
are considered. C.D. 

refs 
(AIAA PAPER 86-0697) 

A86-29654'# Ford Aerospace and Communications Corp., Palo 
Alto, Calif. 
DESIGN SUMMARY OF A GEOSTATIONARY FACILITY 
UTILIZED AS A COMMUNICATIONS PLATFORM 
N. J. BARBERIS and J. V. BROWN (Ford Aerospace and 
Communications Corp., Western Development Laboratories Div., 
Palo Alto, CA) IN: Communication Satellite Systems Conference, 
11 th, San Diego, CA, March 17-20, 1986, Technical Papers . New 
York, American Institute of Aeronautics and Astronautics, 1986, p. 
627-638. NASA-supported research. 

This paper describes the technical aspects of a geostationary 
platform facility that makes maximum use of the planned NASA 
space station and its elements, mainly the orbital maneuvering 
vehicle (OMV) and the orbital transfer vehicles (OTV). The platform 
design concept is described, with emphasis on the key technologies 
utilized to configure the platform. Key systems aspects include a 
design summary with discussion of the controls, telemetry, 
command and ranging, power, propulsion, control electronics, 
thermal control subsystems, and space station interfaces. The use 
of the facility as a communications platform is developed to 
demonstrate the attractiveness of the concept. The economic 
benefits are discussed, as well as the concept of servicing for 
payload upgrade. Author 

N86-12248# Aerospace Corp., El Segundo. Calif. Lab. 
Operations. 
THE AEROSPACE SPACECRAFT CHARGING DOCUMENT 
A. L. VAMPOLA, P. F. MIZERA, H. C. KOONS, J. F. FENNELL, 
and D. F. HALL 3 Jun. 1985 52 p 
(Contract FO4701-83-C-0084) 
(AD-A1 57664; TR-0084A(5940-05)-10; SD-TR-85-26) Avail: 
NTlS HC A04/MF A01 CSCL 22A 

This document presents basic information on spacecraft 
charging in the Earth's magnetosphere, documents principal results 
from the engineering experiments on the USAF P78-2 satellite 

(AIAA PAPER 86-0714) 

which was flown as part of the joint USAF-NASA spacecraft 
charging program (SCATHA), and makes recommendations for 
methods for alleviating the deleterious effects of spacecraft 
charging. It is intended as a primer for spacecraft designers and 
spacecraft program managers. GRA 

N86-12249# Los Alamos National Lab., N. Mex. 

INTERACTIONS WITH SPACE STATION SURFACES 
J. 8. CROSS, D. A. CREMERS, and D. F. TUCKER 1985 12 p 
Presented at the AIAA Thermophys. Conf., Williamsburg, Va., 18 
Jun. 1985 
(Contract W-7405-ENG-36) 
(DE85-014082; IA-UR-85-2220; CONF-850607-4) Avail: NTlS 
HC A02/MF A01 

Ground-based simulation and testing facilities were developed 
to investigate atomic oxygen interactions with space station 
surfaces which include a high kinetic energy 0-atom source, a 
sample exposure chamber and a high sensitivity molecular beam 
apparatus. The sample exposure chamber is suited for surveying 
materials for their 0-atom reactivity through weight loss 
measurements. The high sensitivity molecular beam apparatus will 
be used to determine reaction mechanisms through measurements 
of reaction product identity, translational and internal state of 
products, and angular distribution of reaction products. The 0-atom 
source, based on the use of a laser sustained discharge, 
demonstrated 0-atom translational temperatures of 8 to 9000 K 
and is presently operating with 50% oxygen in argon using 500 
watts of C02 laser power which is expected to produce velocities 
of 4 to 5 km/s. One hour exposures of kapton, two types of fiber 
glass epoxy materials, and MgF2 coated optics were accomplished 
and preliminary results indicate that the coated aluminum optics 
have very low reaction rates while kapton has the highest rate. 

DOE 

GROUND-BASED INVESTIGATIONS OF ATOMIC OXYGEN 

N86-13267'# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
SPACE SHUTTLE MECHANISTIC STUDIES TO CHARACTERIZE 
ATOMIC OXYGEN INTERACTIONS WITH SURFACES 
L. J. LEGER and J. T. VlSENTlNE In NASA. Marshall Space 
Flight Center 2d Workshop on Spacecraft Glow p 270-273 Sep. 
1985 
Avail: NTlS HC A13/MF A01 CSCL 03B 

A materials interaction experiment has been approved to study 
atomic oxygen interaction mechanisms and develop coatings for 
Space Station elements requiring long-lived operation in the LEO 
environment. A brief summary of this experiment is presented and 
the required exposure conditions are reviewed. Author 

N86-13350# MATRA Espace, Toulouse (France). 
REVIEW OF IMPLICATIONS AND USEFULNESS OF 
SPACECRAFT SERVICING IN LOW EARTH ORBIT (LEO) Flnal 
Report 
C. COUGNET, G. BERGER, P. LEBOUAR, L. KERSTEIN (MBB, 
Ottobrunn, West Germany), H. WARTENBERG (MBB, Ottobrunn, 
West Germany), M. SPIES (MBB, Ottobrunn, West Germany), 
WIDJAJA (SENER), and J. DELTORO Paris ESA 22 Oct. 
1984 709 p refs 
(Contract ESA-5610/83/NL) 
(MATRA-092/CC/AB/225-84; ESA-CR(P)-2013) Avail: NTlS HC 
A99/MF A01 

The usefulness, technical and operational implications, and cost 
effectiveness of the orbital servicing of a spacecraft performed 
on-board the Space Station, with a direct involvement of man, 
and automatically in spacecraft orbit with a servicer vehicle were 
investigated. Mission analysis; and identification and analysis of 
servicing functions and operations, and of the impacts of servicing 
requirements on spacecraft design are outlined. Design evolution 
of a EURECA type platform is discussed. A philosophy and 
definition of elements required by the servicing functions on board 
the space station are established. Servicing elements for automatic 
orbital servicing are defined. Orbital servicing supporting 
technologies are reviewed. Economic aspects of a platform mission 
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performed with and without orbital servicing are compared. 
Author (ESA) 

N86-14102'# Prairie View Agricultural and Mechanical Coll., 
Tex. 
SOLAR CONCENTRATOR DEGRADATION IN LOW EARTH 
ORBIT (LEO) Final Report 
R. G. THOMAS ln NASA. Johnson (Lyndon B.) Space Center 
The 1983 NASA/ASEE Summer Faculty Fellowship Research 
Program Research Reports 12 p Sep. 1983 refs 
Avail: NTlS HC A18/MF A01 CSCL 12A 

The use of parabolically or spherically-shaped mirrors is being 
considered in order to increase the solar energy intensity on solar 
cells. Their use will significantly decrease the size and number of 
the cells needed for a particular application, hence the total array 
cost. Questions arise, however, regarding the long-term (five to 
ten years) efficiency of these devices. Performance degradation 
of the mirror surfaces might result from known hostile elements in 
the low earth orbit (LEO) environment (1 50-350 nautical miles). 
The degradation issue is addressed in light of present knowledge 
of this environment. The following characteristics of the LEO 
environment are identified for study: (1) the vacuum of space; (2) 
sputtering by the residual atoms and particles in space; (3) solar 
electromagnetic radiation; (4) contamination of the mirror surface; 
(5) atomic oxygen interactions with the surface; (6) bombardment 
of the surface by meteoroids; and (7) irradiation of the surface by 
ionizing particles (protons). Using the best available information 
for the magnitudes of the necessary quantities, a mathematical 
analysis was carried out, where possible, to determine the 
degradation in reflectance or other loss caused by each 
characteristic. Otherwise, reasonable estimates are made of 
corresponding losses, based on already published data. Author 

N86-14298# Aerospace Corp., El Segundo, Calif. Space Sciences 
Lab. 
A REVIEW OF SCATHA (SPACECRAFT CHARGING AT HIGH 
ALTITUDES) SATELLITE RESULTS CHARGING AND 
DISCHARGING 
J. F. FENNELL, H. C. KOONS, M. S. LEUNG, and P. F. MIZERA 
12 Aug. 1985 37 p 
(Contract FO4701-83-C-0084) 
(AD-A1 58680; TR-0084A(5940-05)-7; SD-TR-85-27) Avail: NTlS 
HC A03/MF A01 CSCL 22B 

This report summarizes the major results from the SCATHA 
(P78-2) satellite charging monitors and discharge detectors. The 
data show that surface charging, near synchronous altitudes, occurs 
preferentially in the midnight to local morning sectors, as expected. 
Evidence for bulk charging by energetic electrons is also observed. 
The material-charging data show that there was a marked increase 
in bulk conductivity of solar-illuminated Kapton with exposure time 
in the space vacuum. Teflon accumulated a permanent charge 
that slowly increased with time, and a quartz cloth material charged 
to higher than expected levels; some of these material effects 
have now been simulated in the laboratory. The statistical picture 
of the surface charging and the resultant discharges and noise 
generation show a close association with each other. Some of 
the discharges are ascribed to possible bulk charging. The signal 
amplitudes of the discharges are discussed and the temporal 
character of the discharge signal is shown for a few cases. The 
results represent a new baseline in our understanding of satellite 
charging and its effects. GRA 

N86-14766# Technische Univ., Berlin (West Germany). Inst. 
fuer Luft- und Raumfahrt. 
A LOGISTICS MODEL FOR LARGE SPACE POWER SYSTEMS 
H. H. KOELLE and A. JACOBS 1985 48 p refs 
(ILR-MITT-149) Avail: NTlS HC AO3/MF A01 

A logistics model for spaceborne power plants which would 
send solar generated electricity to Earth from geostationary orbit 
was developed. If a space manufacturing facility, a maintenance 
ana repair faciiity for operationai units, and a space iogisfics 
operation center are included in the GEO complex, 17 Mg mass 
per Mw power in the 1st year and 7.1 Mg/Mw in the 50th year is 

predicted. Personnel requirements in GEO are 245 (1st) and 600 
in the 50th year. The average mass flow from the Moon to GEO 
is 55,000 Mg p.a.; from the Earth come 42,000 Mg p.a. These 
flows require 500 lunar bus launches and 540 heavy lift launches 
p.a. The use of lunar resources reduces the logistic cost to 67% 
compared to an all Earth resources scenario. The model assumes 
111 units each producing 5 GW, with 90% availiability, i.e., 500 
GW, for a 50 yr life cycle. Author (ESA) 

N86-16726'# TRW, Inc., Redondo Beach, Calif. Engineering 
and Test Div. 
DESIGN, PERFORMANCE INVESTIGATION AND DELIVERY OF 
A MINIATURIZED CASSEGRAINIAN CONCENTRATOR SOLAR 
ARRAY Final Technical Report 
R. E. PATTERSON May 1985 86 p 
(Contract NAS8-35635) 

Avail: NTlS HC A05/MF A01 CSCL 10A 
A miniaturized Cassegrainian concentrator (MCC) solar array 

concept is being developed with the objective of significantly 
reducing the recurring cost of multikilowatt solar arrays. The desired 
cost reduction is obtained as a result of using very small high 
efficiency solar cells in conjunction with low-cost optics. In the 
MCC single element concept and panel concept, incident solar 
radiation is reflected from a primary parabolic reflector to a 
secondary hyperbolic reflector and finally to a 4-millimetr diameter 
solar cell. A light catcher cone is used to improve off-axis 
performance. An element is approximately 13-millimeters thick 
which permits efficient launch stowage of the concentrator system 
panels without complex optical component deployments or 
retractions. The MCC elements are packed in bays within graphite 
epoxy frames and are electrically connected into appropriate 
series-parallel circuits. A MCC single element with a 21 sq cm 
entrance aperture and a 20 percent efficient, 0.25 sq cm gallium 
arsenide solar cell has the same power output as 30-sq cm of 
1 1-percent efficiency (at 68 C) silicon solar cells. The MCC concept 
provides the potential for a significant reduction in array cost due 
to a 99 percent reduction in required cell area and a 30 percent 
reduction in array area relative to planar array of equivalent 
power. Author 

(NASA-CR-178571; NAS 1,261 78571; REPT-42977-6002-UT-00) 

N86-17436# Fabrica ltaliana ADparecchi Radio S.D.A., Milan . .  
(Italy). Space Div. 
THE GlOlTO POWER SUPPLY SUBSYSTEM 
E. RE In ESA- Proceedings of ESA Sessions at the 16th IEEE 
Annual Power Electronics Specialists Conference p 27-37 May 
1985 refs 
Avail: NTlS HC A15/MF A01 

The requirements and components of the Giotto power supply 
subsystem are described. Requirements are: transfer of electrical 
power between the solar array, the batteries, and spacecraft loads 
(including each experiment); main bus voltage control using shunt 
and battery discharge regulation; switching and protection 
eleeironics for the expeiiments, the heaters, and other spacecraft 
systems; transfer of power to the AOCMS, data handling 
subsystems, and the despin motor control electronics from 
dedicated converters; and provision of telecommand and telemetry 
functions to operate and monitor the system configuration and 
functioning. The major components are: power control unit; power 
distribution unit; four batteries; battery regulator units containing a 
baiier-y discharga regliialor and a battery charge iegulstor; data 
handling converter; service converter; and external power dumpers 
(dissipative elements of the shunt regulator). Author (ESA) 
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N86-17468# MATRA Espace, Toulouse (France). 
A COMPUTER ANALYSIS TOOL FOR EVALUATION OF SOLAR 
ARRAY DESIGN 
B. FIEUX and J. MASSON (ESAIESTEC, Noordwijk, Netherlands) 
In ESA Proceedings of ESA Sessions at the 16th IEEE Annual 
Power Electronics Specialists Conference p 31 9-323 May 
1985 refs 
Avail: NTlS HC A1 5/MF A01 

A computer tool for evaluating solar array desigr. through 
definition and/or recall of input design parameters, and output of 
partial or final results of performances of the simulated solar array 
was developed. Simulation capabilities include: modeling of a solar 
cell as a function of physical parameters, temperature and radiation 
fluxes (Si or Ga As); identification of solar cell parameters from a 
set of measured experimental curves; evaluation of the solar array 
curve as a function of cell assembly, orbital environment; evaluation 
of solar array mean power versus life time; and evaluation of 
operating point with respect to the load characteristic and orbital 
position. Author (ESA) 

N86-17868'# Communications Satellite Corp., Clarksburq, Md. 

CATIONS SPACECRAFT 
W. J. BILLERBECK ln NASA. Lewis Research Center Space 
Photovoltaic Research and Technology 1985 p 257-278 1985 
refs 
Avail: NTlS HC A13/MF A01 CSCL 1OB 

Historical data on commercial spacecraft power systems are 
presented and their power requirements to the growth of satellite 
communications channel usage are related. Some approaches for 
estimating future power requirements of this class of spacecraft 
through the year 2000 are proposed. The key technology drivers 
in satellite power systems are addressed. Several technological 
trends in such systems are described, focusing on the most useful 
areas for research and development of major subsystems, including 
solar arrays, energy storage, and power electronics equipment. 

E.A.K. 

POWER REQUIREMENTS FOR COMMERCIAL COMMUNI- 

N86-17869'# National Aeronautics and Space Administration. 
Lewis Research Center, Cleveland, Ohio. 
SPACE STATION POWER MANAGEMENT AND DISTRIBUTION 
F. TEREN ln its Space Photovoltaic Research and Technology 

Avail: NTlS HC Al3/MF A01 CSCL 1OB 
The power system architecture is presented by a series of 

schematics which illustrate the power management and distribution 
(PMAD) system at the component level, including converters, 
controllers, switchgear, rotary power transfer devices, power and 
data cables, remote power controllers, and load converters. Power 
distribution options, reference power management, and control 
strategy are also outlined. A summary of advanced development 
status and plans and an overview of system test plans are 
presented. E.A.K. 

N86-18348'# Martin Marietta Aerospace, Denver, Colo. 
SPACE STATION COMMON MODULE POWER SYSTEM 
NETWORK TOPOLOGY AND HARDWARE DEVELOPMENT 
D. M. LANDIS Apr. 1985 21 p 
(Contract NAS8-36583) 
(NASA-CR-178587; NAS 1.26:178587; MCR-85-621-000) Avail: 
NTlS HC AO2/MF A01 

Candidate power system newtork topologies for the space 
station common module are defined and developed and the 
necessary hardware for test and evaluation is provided. Martin 
Marietta's approach to performing the proposed program is 
presented. Performance of the tasks described will assure 
systematic development and evaluation of program results, and 
will provide the necessary management tools, visibility, and control 
techniques for performance assessment. The plan is submitted in 
accordance with the data requirements given and includes a 
comprehensive task logic flow diagram, time phased manpower 
requirements, a program milestone schedule, and detailed 
descriptions of each program task. Author 

1985 p 279-285 1985 

CSCL 228 

N86-18349# Hughes Research Labs., Malibu, Calif. 
FLIGHT MODEL DISCHARGE SYSTEM Report, Sep. 1983 - Oct. 
1984 
R. R. ROBSON and W. S. WILLIAMSON Mar. 1985 
(Contract F19628-83-C-0143) 
(AD-A1 60434; AFGL-TR-85-0044; SR-1) Avail: NTlS HC 
AOWMF A01 CSCL 20C 

A breadboard design for a Flight Model Discharge System 
(FMDS) to prevent charging of spacecraft in geosynchronous orbit 
has been performed. Operational characteristics of the entire 
system are presented, including the electrostatic analyzer, surface 
potential monitor, transient pulse monitor, plasma source, and 
microprocessor-based controller. Design considerations that led 
to the final system configuration are also presented. GRA 

N86-18375# University Coll., London (England). Dept. of 
Electrical Engineering. 
GEOPHYSICAL RADAR ALTIMETERS FOR THE 1990's 
H. D. GRlFFlTHS and C. G. RAPLEY ln ESA Proceedings of 
EARSeLIESA Symposium on European Remote Sensing 
Opportunities: Systems, Sensors, and Applications p 157-1 65 
Jun. 1985 refs Sponsored by ESA 
Avail: NTlS HC Al2/MF A01 

Satellite-borne altimeter concepts for altimetric mission are 
described. These include developments in on-board adaptive 
processing algorithms and advances in radar hardware technology, 
which allow significantly-increased coverage of land and land ice 
surfaces. Beam-limited altimeters overcome the fundamental 
disadvantages of pulse-limited instruments over these surfaces, 
and allow considerably lower transmitter powers, though at the 
expense of large antenna structures and severe spacecraft pointing 
constraints. Concepts for antenna signal processing utilizing 
multiple antenna beams to give increased spatial coverage as 
well as improved performance over nonocean surfaces are 
presented. Author (ESA) 

N86-18844# European Space Agency. European Space 
Research and Technology Center, ESTEC, Noordwijk 
(Netherlands). Space Science Dept. 
LABORATORY SIMULATION OF THE ELECTRODYNAMIC 
INTERACTION OF THE TETHERED SATELLITE WITH THE 
IONOSPHERE 
J. P. LEBRETON, C. BONlFAZl (CNR, Frascati, Italy), H. ARENDS, 
M. HAMELIN (CNRS, Orleans, France), R. DEBRIE (CNRS, 
Orleans, France), and M. DOBROWOLNY (CNR, Frascati, Italy) 
ln its The Seventh ESA Symposium on European Rocket and 
Balloon Programs and Related Research p 221-225 1985 
refs 
Avail: NTlS HC A18/MF A01 

The I-V characteristics of a spherical body of 10 cm diameter 
were investiated in a large plasma chamber in which the plasma 
environment of the electrodynamic tethered satellite is well 
reproduced. The relative velocity of the plasma with respect to 
the test body is 8 km/sec. Floating potential profiles are measured 
upstream and downstream of the test body. The measurements 
are made for a range of normalized body potential between -1000 
and +400. The influence of an axial magnetic field on the sheath 
potential profile and on the current collecting capability of the 
body is investigated. The experimental results, compared to 
theoretical models, indicate a key role of the Earth's magnetic 
field in the interaction of the tethered satelite with ionospheric 
plasma. Author (ESA) 

N86-19355'# TRW, Inc., Redondo Beach, Calif. 
WAVES IN SPACE PLASMAS (WISP) 
W. W. L. TAYLOR In NASA. George C. Marshall Space Flight 
Center Solar Terrestrial Observatory Space Station Workshop 
Report p 8-9 Jan. 1986 Previously announced as N85-34164 
Avail: NTlS HC AOS/MF A01 CSCL 148 

Waves in space plasmas (WISP) utilizes powerful radio 
transmitters and sensitive receivers to probe the secrets of the 
magnetosphere, ionosphere and atmosphere. The scientific 
objective is to achieve a better understanding of the physical 

100 p 
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processes occurring in these regions. For example, audio frequency 
radio waves will be radiated from the long WISP antenna, will 
travel to the outer reaches of the magnetosphere, and will interact 
with Van Allen belt particles, releasing some of their energy which 
amplifies the waves. Study of this interaction will give a better 
understanding of a major magnetospheric process, wave-particle 
interactions. Radio waves from WISP at higher frequencies (AM 
radio and beyond) will be reflected by the ionosphere and will, for 
example, advance our understanding of bubbles in the equatorial 
ionosphere which affect satellite communications. Author 

N86-19740*# Jet Propulsion Lab., California Inst. of Tech., 
Pasadena. 
CHARACTERIZATION OF EM1 GENERATED BY THE 
DISCHARGE OF A VOLT SOLAR ARRAY Final Report 
P. LEUNG 1 Nov. 1985 24 p refs 
(Contract NAS7-918) 
(NASA-CR-176537; JPL-PUB-85-82; NAS 1.261 76537) Avail: 
NTlS HC A03/MF A01 

The interaction of a high-voltage solar array with the space 
plasma environment is investigated in a laboratory simulation 
experiment. Discharges are observed to occur when the solar 
array is at a sufficiently high negative bias with respect to the 
plasma. The frequency of occurrence of discharge is found to 
depend critically on the plasma density and on the geometry of 
the array. The electromagnetic interference (EMI) associated with 
a discharge is also measured. The amplitude of EM1 increases 
with the magnitude of the high voltage. Since the 
discharge-generated EM1 is of significant amplitude, its effect on 
the performance of systems in space must be evaluated. Author 

N86-20682'# National Aeronautics and Space Administration. 
Marshall Space Flight Center, Huntsville, Ala. 
FOUR QUADRANT CONTROL CIRCUIT FOR A BRUSHLESS 
THREE PHASE DC MOTOR Patent Application 
F. NOLA, inventor (to NASA) 13 Sep. 1985 30 p 

US-PATENT-APPL-SN-775548) Avail: NTlS HC AO3/MF A01 
CSCL 09A 

A control circuit is provided for a brushless three-phase dc 
motor which afforts four quadrant control a single command. The 
control circuit probes acceleration of the motor in both clockwise 
and counterclockwise directions and braking and generation in 
both clockwise and counterclockwise directions. In addition to 
turning on individual transistors of the transistor pairs connected 
to the phase windings of the motor for 120 deg periods while the 
other transistor of that pair is off, the control circuit also provides, 
in a further mode of operation, turning the two transistors of each 
pair on and off alternately at a phase modulation frequency during 
such a 120 deg period. A feedback signal is derived which is 
proportional to the motor current and which has a polarity consistent 
with the command signal, such that negative feedback results. 

NASA 

N86-21577'# National Aeronautics and Space Administration. 
Lewis Research Center, Cleveland, Ohio. 
TECHNOLOGY FOR BAYTON-CYCLE POWERPLANTS USING 
SOLARANDNUCLEARENERGY 
R. E. ENGLISH Feb. 1986 15 p refs 
(NASA-TP-2558; E-2761 ; NAS 1.60:2558) Avail: NTlS HC 
AO2/MF A01 CSCL 1OB 

Brayton cycle gas turbines have the potential to use either 
solar heat or nuclear reactors for generating from tens of kilowatts 
to tens of megawatts of power in space, all this from a single 
iechnoiogy for the power generating system. Their development 
for solar energy dynamic power generation for the space station 
could be the first step in an evolution of such powerplants for a 
very wide range of applications. At the low power level of only 10 
kWe, a power generating system has already demonstrated overall 
efficiency of 0.29 and operated 38 000 hr. Tests of improved 
components show that these components would raise that 
efficiency to 0.32, a value twice that demonstrated by any alternate 
concept. Because of this high efficiency, solar Brayton cycle power 

CSCL 10A 

(NASA-CASE-MFS-28080-1; NAS 1.71 :MFS-28080-1; 

generators offer the potential to increase power per unit of solar 
collector area to levels exceeding four times that from photovoltaic 
powerplants using present technology for silicon solar cells. The 
technologies for solar mirrors and heat receivers are reviewed 
and assessed. This Brayton technology for solar powerplants is 
equally suitable for use with the nuclear reactors. The available 
long time creep data on the tantalum alloy ASTAR-811C show 
that such Brayton cycles can evolve to cycle peak temperatures 
of 1500 K (2240 F). And this same technology can be extended 
to generate 10 to 100 MW in space by exploiting existing technology 
for terrestrial gas turbines in the fields of both aircraft propulsion 
and stationary power generation. Author 
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Includes matrix composites, polyimide films, thermal control 
coatings, bonding agents, antenna components, manufacturing 
techniques, and space environmental effects on materials. 

A86-10 145# 
NEW WORLD FOR AEROSPACE COMPOSITES 
W. F. DEMARIO (Northrop Corp., Materials and Process 
Engineering Section, Ventura, CA) Aerospace America (ISSN 

The applications of composites in aerospace designs are 
discussed. A description and an explanation of the organic and 
metal-matrix composites and the reinforcements used in the 
spacecraft industry are presented. The structural applications for 
organic and metal-matrix composites for spacecraft are described. 
Examples of their use in a primary truss assembly, upper and 
lower cradle assemblies, tubular struts, forward adapter and the 
engine support of the structure of the Shuttle are provided. The 
composition and function of the forward adapters of the 
ShuttleKentaur and the booms of the Shutttle's remote 
manipulator system are described. The advantages, applications, 
and design improvements of thin-ply carbon-carbon are examined. 
The characteristics of thermoplastic polymers are explained. The 
development of a new composite which combines aramid and 
aluminum in a laminate is discussed. I.F. 

0740-722X), VOI. 24, OCt. 1985, p. 36-40, 42. 

A86-13083 
PARABOLIC ANTENNA REFLECTOR THERMAL DISTORTION 
DUE TO ANGULAR DISTORTION OF FABRIC COMPOSITES 
B. T. RODINI, JR. (General Electric Co., Space Systems Dv., 
Philadelphia, PA) and J. T. QUI" (General Electric Co., Aircraft 
Engine Business Group, Lynn, MA) IN: National SAMPE 
Symposium and Exhibition, 30th. Anaheim, CA. March 19-21, 1985, 
Proceedings . Covina, CA, Society for the Advancement of Material 
and Process Engineering, 1985, p. 120-128. 

Graphite and Kevlar fiber-reinforced epoxy composites furnish 
the bases for lightweight and dimensionally stable high frequency 
antennas for spacecraft; attention is presently given to the problems 
encountered in ine fabric-reinforced forms of these composites, 
since the bidirectional mold curvature produces a degree of fabric 
distortion which affects reflector thermal distortions. A method is 
developed for the prediction of angular change between fabric 
warp and fill fibers as a function of position in a parabolic reflector, 
assuming inextensible deformation of the fibers. Angular skewing 
is caused by fiber scissoring or rotation. Since the distorted fibers 
foilow parabolic trajectories, the mesh angie can be calcuiated 
accordingly. O.C. 
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A86-13085 
DEVELOPMENT OF DESIGN DATA ON AN ULTRA-HIGH 
MODULUS GRAPHITE/EPOXY COMPOSITE FOR SPACE 
APPLICATION 
J. MAIDEN, R. GOUNDER, S. SEEHRA (RCA, Astro-Electronics 
Div., Princeton, NJ), and H. DORTH (Composite Optics, Inc., San 
Diego, CA) IN: National SAMPE Symposium and Exhibition, 30th, 
Anaheim, CA, March 19-21, 1985, Proceedings . Covina, CA, 
Society for the Advancement of Material and Process Engineering, 

This paper presents a summary of the work that has been 
completed at RCA-Astro Electronics to develop design data on a 
lightweight structural material used in the design of advanced 
communication satellite hardware. The design data developed 
includes elastic constants, strength allowables, physical and 
thermal properties. Data have been developed on RCA-26061 14 
ultra high modulus graphitelepoxy material system. The mechanical 
and physical properties were measured at three temperature levels 
to simulate anticipated geosynchronous operational environments. 
Design data were also generated on this material conditioned to 
simulate the end-of-life (EOL) properties. End-of-life properties after 
exposing to the simulated geosynchronous environment showed, 
in general, a slight decrease in tensile strength, modulus and shear 
strength. This degradation in properties is not expected to affect 
the performance of the ultra high modulus material proposed for 
use in the spacecraft structures. Author 

1985, p. 135-149. 

A86-13096 
DEVELOPMENT OF NON-HEAT-CURE COMPOSITES FOR 
LARGE STRUCTURES 
P. JUNEAU, E. MUZIANI, J. KREITZ, and F. P. CURTIS (General 
Electric Co., Space Div., Philadelphia, PA) IN: National SAMPE 
Symposium and Exhibition, 30th, Anaheim, CA, March 19-21, 1985, 
Proceedings . Covina, CA, Society for the Advancement of Material 
and Process Engineering, 1985, p. 31 5-329. 

Development of resin systems and composites that do not 
require elevated temperature curing processes is desirable. These 
systems were developed in order to provide a convenient way to 
fabricate large reinforced structures without the necessity of using 
tooling that is resistant to elevated temperatures, and thus making 
it possible to use low cost mold materials. In addition, since the 
curing process takes place at room temperature (70-80 F), 
essentially no strains are introduced into the composite structure, 
and distortions caused by mismatches in coefficient of thermal 
expansion of the tool and composite are absent. Mechanical 
properties. thermal expansivity, and sandwich beam structural data 
were obtained on the composite. Details of the fabrication process 
are also described. Author 

A86-13134 
MULTIPLE DAMPING MATERIALS. I - POLYSILOXANE-POLY- 
ARYLESTER BLOCK COPOLYMERS: SYNTHESIS AND CHAR- 
ACTERIZATION 
P. J. A. BRANDT, D. C. WEBSTER, and J. E. MCGRATH (Virginia 
Polytechnic Institute and State University, Blacksburg) IN: National 
SAMPE Symposium and Exhibition, 30th. Anaheim, CA, March 
19-21, 1985, Proceedings . Covina, CA, Society for the 
Advancement of Material and Process Engineering, 1985, p. 
959-970. refs 
(Contract AF-AFOSR-83-0201) 

Relatively high molecular weight siloxane-ester block 
copolymers were prepared by two different synthetic routes. A 
solution technique was used to prepare well-defined, perfectly 
alternating block copolymers while an interfacial, phase-transfer 
technique was used to prepare 'random' block or segmented 
copolymers. The siloxane block in both types of copolymers 
contained either dimethyl or dimethyl and diphenyl units. Structure 
analysis by proton NMR and FTlR verified that the desired starting 
oligomers and block copolymers were prepared. Due to the high 
degree of incompatibility of the 'soft' siloxane segments and the 
'hard' ester segments in the block copolymers, a two-phase 
microstructure developed at relatively low block molecular weights. 
This phenomena was confirmed by preliminary TEM and XPS 

results. A multi-phase system was also suggested by DSC and 
DMTA studies where two thermal transitions were observed and 
attributed to the components of the block copolymers. The DMTA 
results also showed that several of the copolymer samples may 
be potential multiple damping materials. Author 

A86-13167' 
Langley Research Center, Hampton, Va. 

G. F. SYKES and W. S. SLEMP (NASA, Langley Research Center, 
Hampton, VA) IN: National SAMPE Symposium and Exhibition, 
30th, Anaheim, CA, March 19-21, 1985, Proceedings . Covina, 
CA, Society for the Advancement of Material and Process 
Engineering, 1985, p. 1356-1368. refs 

An elastomer-toughened epoxy-graphite composite system 
(CE339/T300) was evaluated for its potential durability in the space 
radiation environment. The physical and chemical response of this 
system was characterized following exposure to radiation doses 
equivalent to 20 to 30 years in geosynchronous orbit using 1 
MeV electrons. The results show that electrons generate extensive 
crosslinking and embrittlement of the matrix. This embrittlement 
results in chemical and mechanical property changes that would 
limit the service life of this epoxy system in some space structure 
applications. Author 

National Aeronautics and Space Administration. 

SPACE RADIATION EFFECTS ON AN ELASTOMER-TOUGH- 
ENED EPOXY-GRAPHITE COMPOSITE 

A86-14379'# Perkin-Elmer Corp., Danbury, Conn. 
MOISTURE LOSS FROM GRAPHITE STRUCTURES FOR THE 
HUBBLE SPACE TELESCOPE 
T. A. FACEY, N. A. DEFILIPPIS, and P. J. YOUNG (Perkin-Elmer 
Corp., Space Science Div., Danbury, CT) IN: Shuttle Environment 
and Operations II Conference, Houston, TX, November 13-1 5, 1985, 
Technical Papers . New York, AIAA, 1985, p. 13-17. 
(Contract NAS8-32700) 

The construction and telescope assembly of the NASA's Hubble 
Space Telescope (HST) is described with particular reference to 
the features of its construction material. Due to the hygroscopic 
nature of the graphite-fiber reinforced epoxy, used for much of 
the structure of the HST, the telescope, when in orbit, suffers 
losses of water, absorbed during on-ground procedures, 
accompanied by shrinkage of the epoxy matrix, and needs periodic 
realignment. Using a combination of analytic, laboratory measured, 
and in-space measured data, an operational plan for adjusting the 
alignment of the HST is presented. The refocusing plan must 
take into account the preceding ground environment, as well as 
the prelaunch, lift-off, and predeployment environments of the 

(AIAA PAPER 85-6057) 

HST-bearing Space Shuttle. IS. 

A86-14400'# National Aeronautics and Space Administration. 
Marshall Space Flight Center, Huntsville, Ala. 
PROTECTIVE COATINGS FOR ATOMIC OXYGEN SUSCEPTIBLE 

A. F. WHITAKER, J. A. BURKA, J. E. COSTON, 1. DALINS, S. A. 
LllTLE (NASA, Marshall Space Flight Center, Huntsville, AL) et 
at. IN: Shuttle Environment and Operations II Conference, 
Houston, TX, November 13-15, 1985, Technical Papers . New 
York, AIAA, 1985, p. 160-168. 

Sixteen materials consisting of metallizations, silicones, and 
FEP Teflon were applied as protective coatings to selected 
spacecraft material surfaces and exposed on STS-41 G to the LEO 
atomic oxygen environment. Evaluations of their protective 
effectiveness were made through assessing their mass loss/gain 
characteristics, maintenance of base material optical properties, 
and imperviousness to atomic oxygen attack. Generally, all coatings 
provided some degree of protection for the underlying material. In 
some cases the overcoat appeared to be too thin thereby providing 
inadequate protection. Author 

SPACECRAFT MATERIALS - STS41G RESULTS 

(AIAA PAPER 85-7017) 
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A86-14402'# National Aeronautics and Space Administration. 
Lyndon B. Johnson Space Center, Houston, Tex. 
MATERIAL INTERACTIONS WITH THE LOW EARTH ORBITAL 

MENTS 
J. T. VlSENTlNE and L. J. LEGER (NASA, Johnson Space Center, 
Houston, TX) IN: Shuttle Environment and Operations II 
Conference, Houston, TX, November 13-15, 1985, Technical 
Papers . New York, AIAA, 1985, p. 175-180. 

Interactions between spacecraft surfaces and atomic oxygen 
within the low earth orbital (LEO) environment have been observed 
and measured during Space Shuttle flights over the past 3 yr. 
The results of these experiments have demonstrated that 
interaction rates for many materials proposed for spacecraft 
applications are high and that protective coatings must be 
developed to enable long-lived operation of spacecraft structures 
in the LEO environment. A flight experiment discussed herein uses 
the Space Shuttle as an orbiting exposure laboratory to obtain 
accurate reaction rate measurements for materials typically used 
in spacecraft construction. An ion-neutral mass spectrometer, 
installed in the Orbiter cargo bay, will measure diurnal ambient 
oxygen densities while material samples are exposed at low altitude 
(222 km) to the orbital environment. From in situ atomic oxygen 
density information and postflight material recession 
measurements, accurate reaction rates can be derived to update 
the Space Station materials interaction data base. Additionally, 
gases evolved from a limited number of material surfaces subjected 
to direct oxygen impingement will be identified using the mass 
spectrometer. These measurements will aid in mechanistic 
definitions of chemical reactions which cause atom-surface 
interactions and in validating results of upcoming degradation 
studies conducted in ground-based neutral beam laboratories. 

Author 

ENVIRONMENT ACCURATE REACTION RATE MEASURE- 

refs 
(AIAA PAPER 85-7019) 

A86-14404# 
EVALUATION OF OXYGEN INTERACTION WITH MATERIALS 

K. A. SMITH (TRW, Inc., TRW Electronics and Defense Sector, 
Redondo Beach, CA) IN: Shuttle Environment and Operations II 
Conference, Houston, TX, November 13-1 5, 1985, Technical 
Papers . New York, AIAA, 1985, p. 190-197. refs 

Six test samples were flown on STS-8. Unprotected Kapton 
and Kapton overcoated with 400 A of sputtered indium tin oxide 
were exposed to ram neutral atomic oxygen impingement and 
unprotected Kapton and Kapton overcoated with 11 00 A of vacuum 
deposited SiO(x) were exposed to reflected oxygen impingement. 
The unprotected Kapton exposed to ram impingement exhibited 
significant increase in spectral absorptance while sources of silicon 
oxides and aluminum oxides formed a protective layer on the 
Kapton surface providing partial protection from oxygen attack. 
The unprotected Kapton exposed to reflected impingement and 
both protected Kapton samples exhibited little degradation. Capture 
of small alumina particles suspected to be from solid rocket exhaust 
occurred on the surfaces of the test specimens. Two contaminated 
samples with oxygen inert substrates were exposed to ram atomic 
oxygen flux; certain classes of outgassed contaminants may be 
cleaned off critical spacecraft surfaces. Author 

A86-14428'# National Aeronautics and Space Administration. 
Lewis Research Center, Cleveland, Ohio. 

PROTECTION OF SPACECRAFT POLYMERS IN LOW EARTH 
ORBIT 
B. A. BANKS, M. J. MIRTICH, S. K. RUTLEDGE, D. M. SWEC 
(NASA, Lewis Research Center, Cleveland, OH), and H. K. NAHRA 
(Cleveland State University, OH) AIAA, Aerospace Sciences 
Meeting, 23rd, Reno, NV, Jan. 14-17, 1985. 17 p. Previously 
announced in STAR as N85-30137. refs 

Ion beam sputter-deposited thin films at A1203, Si02, and a 
codeposited mixture of predominantly Si02 with small amounts of 

(EOIM) - STS-8 ATOMIC OXYGEN EFFECTS 

(AIAA PAPER 85-7021) 

ION BEAM SPUTTER-DEPOSITED THIN FILM COATINGS FOR 

(AIAA PAPER 85-0420) 
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fluoropolymer were evaluated both in laboratory plasma ashing 
tests and in space on board Shuttle flight STS-8 for effectiveness 
in preventing oxidation of polyimide Kapton. Measurements of mass 
loss and optical performance of coated and uncoated polyimide 
samples exposed to the low earth orbital environment are 
presented. Optical techniques were used to measure loss rates of 
protective films exposed to atomic oxygen. Results of the analysis 
of the space flight exposed samples indicate that thin film metal 
oxide coatings are very effective in protecting the polyimide. Metal 
oxide coatings with a small amount of fluoropolymer codeposited 
have the additional benefit of great flexibility. Author 

A86-17312# 
THE POTENTIAL OF MATERIALS PROCESSING USING THE 
SPACE ENVIRONMENT 
J. T. ROSE and T. D. FITZPATRICK (McDonnell Douglas 
Astronautics Co., St. Louis, MO) IN: Space stations and space 
platforms - Concepts, design, infrastructure and uses . New York, 
American Institute of Aeronautics and Astronautics, 1985, p. 
167-200. refs 

The scientific, economic, structural, and political problems and 
advantages of material processing in space (MPS) are discussed. 
The microgravity environment provides the setting for new 
developments in biological materials, metal alloys and composites, 
and semiconductor crystals and glasses. The benefits of the Space 
Shuttle for MPS are described. A review of the history of MPS in 
the U.S. and abroad is presented. The electrophoresis operations 
in space (EOS) project is examined; the problems encountered 
with static electrophoresis and continuous flow elelctrophoresis 
on earth, and the increases in concentration, flow rate, and purity 
provided by EOS are studied. The economic and commercial 
advantages possible by conducting EOS and MPS within the Space 
Station are investigated. I.F. 

A86-21751 
DESIGN AND MANUFACTURING OF ADVANCED COMPOSITE 
TUBES FOR A COMMUNICATIONS SPACECRAFT 
H. HILLESLAND and D. SMITH (Ford Aerospace and 
Communications Corp., WDL Div., Palo Alto, CA) IN: National 
SAMPE Technical Conference, 17th. Kiamesha Lake, NY, October 
22-24, 1985, Proceedings . Covina, CA, Society for the 
Advancement of Material and Process Engineering, 1985, p. 

Advanced composite tubular components have been utilized in 
a number of structural applications in communications spacecraft. 
Design tradeoff studies that include a variety of structural 
parameters, thermal stability, low coefficient of expansion, ease 
of manufacturing, and spacecraft component assembly indicate 
advanced composite tubular components to be one of the most 
efficient techniques for meeting these critical requirements. The 
basic design parameter, materials selection, manufacturing 
methods of a typical spacecraft tubular truss structure are 
illustrated. Author 

604-609. 

A86-21757 
METAL CLAD TUBULAR STRUCTURES FOR ATOMIC OXYGEN 
ENVIRONMENTS 
D. M. MAZENKO, B. C. PETRIE. and R. M. BLUCK (Lockheed 
Missiles and Space Co., Inc., Sunnyvale, CA) IN: National SAMPE 
Technical Conference, 17th, Kiamesha Lake, NY, October 22-24, 
1985, Proceedings . Covina, CA, Society for the Advancement of 
Material and Process Engineering, 1985, p. 677-687. 

The attractive potential attributes of aluminum clad graphite 
epoxy tubes are enumerated. Effects of atomic oxygen on organic 
spacecraft materials in low earth orbit are evaluated. Some effects 
on graphite epoxy structures are described. Several promising 
approaches for providing protection such as metallic and inorganic 
coatings are discussed. Development of aluminum clad graphite 
epoxy tubes is described and ancillary benefits are noted. Some 
very preliminary test results are presented. Author 

refs 
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A86-22999# 
ADVANCED COMPOSITE MATERIALS EXPOSURE TO SPACE 
EXPERIMENT (ACOMEX) ON STS 41-6 
D. G. ZlMClK (Department of Communications, Communications 
Research Centre, Ottawa, Canada) (CASI, Canadian Conference 
on Astronautics, 3rd, Ottawa, Canada, Apr. 23, 24, 1985) Canadian 
Aeronautics and Space Journal (ISSN 0008-2821), vol. 31, Sept. 

The Advanced Composite Materials Exposure to Space 
Experiment, designated ’ACOMEX’, flew aboard Space Shuttle 
mission STS 41-G to investigate the effect of atomic oxygen in 
low earth orbit on polymerically based composite materials 
(carbon-epoxy and kevlar-epoxy) with and without protective 
surface coatings, in addition to a number of thermal protective 
paints and films. Analyses of the exposed surfaces indicate 
significant change, representing serious degradation of both 
structural and thermal performance. SEM photomicrographs are 
presented, together with mass-loss measurements, to identify the 
surface morphology of the exposed specimens and the magnitude 
of the effect. Atention is given to a carbon-coated atomic oxygen 
fluence monitor which furnishes detailed data on the environment 

O.C. 

1985, p. 249-255. 

experienced by the exposed specimens. 

A86-23550 
ANALYZER FOR OUTGASSING EFFECTS OF SPACECRAFT 
SURFACES 
H. P. HAFKEMEYER (ERN0 Raumfahrttechnik GmbH, Bremen, 
West Germany) AIAA, SAE, ASME, AIChE, and ASMA. lntersociety 
Conference on Environmental Systems, 15th, San Francisco, CA, 
July 15-17, 1985. 12 p. refs 
(SAE PAPER 851365) 

An analyzer program package has been developed as an 
extension of an exiting plume impingement model analyzer. Particle 
fluxes impinging on the preselected surfaces are determined and 
summed up on the basis of all the surface elements involved, 
together with the appropriate view factors and shading factors. 
The method is also used to calculate the local particle flux density 
at any location, if that location is contained as a checkpoint surface 
in the geometrical model. A simple case is computed, yielding 
outgassing-induced local mass flow densities and mass fluxes on 
selected surfaces. O.C. 

A86-25672* National Aeronautics and Space Administration. 
Goddard Space Flight Center, Greenbelt, Md. 
SCREENING AND TESTS OF MATERIALS FOR SPACE 
APPLICATIONS 
J. J. SCIALDONE (NASA, Goddard Space Flight Center, Greenbelt, 
MD) Journal of Environmental Sciences (ISSN 0022-0906). vol. 
29, Jan.-Feb. 1986, p. 24-26. refs 

The outgassing properties of materials and other considerations 
on materials acceptance for space applications are discussed. 
The uses of the outgassing data for the evaluation of important 
performance characteristics of a space system are indicated. The 
deficiencies and advantages of the ASTM-E595-77 test method 
and materials acceptance criteria are discussed. Also discussed 
are the advantages for the selection of the materials and the 
uses of the data provided by the long-term measurements of the 
outgassing rates and surface re-emission of materials. The paper 
concludes that the results of the ASTM method with additional 
derived data on the material properties can be used for the initial 
evaluation of a space system’s characteristics. Materials data on 
outgassing and re-emission rates at various temperatures obtained 
from the more expensive, long-term QCM and TGA measurements 
should be obtained when a detailed analysis of a system is 
suggested based on the various considerations discussed in the 
paper. Author 

A86-27700 
DEVELOPMENT OF THE GRAPHITE EPOXY SATELLITE 
STRUCTURE 
T. KATOH and K. YAMADA (Toshiba Corp., Space Program Div., 
Kawasaki, Japan) IN: ICCM - V; Proceedings of the Fifth 
International Conference on Composite Materials, San Diego, CA, 
July 29-August 1, 1985 . Warrendale, PA, Metallurgical Society, 
Inc., 1985, p. 409-418. 

Developmental work carried out on the application of 
graphite-epoxy composites to the primary structure of the future 
high-power geosynchronous communication satellite to be launched 
by the H-1 launch vehicle is reported. The design, analysis, 
fabrication, and tests of the satellite primary structure and its 
components are described. Using composites made with Toray 
M40 type and Toray T300 type unidirectional prepregs or woven 
cloth, a satellite structure weight of 59 kg was achieved. A full-scale 
satellite structure assembly has been fabricated and subjected to 
static load test and modal survey test. The structure meets both 
strength and stiffness requirements of the H-1 launch vehicle 
interface. I.S. 

A86-29655# 
GRAPHITE EPOXY STRUCTURE AND GAAS SOLAR ARRAY 
FOR CS3 DOMESTIC COMMUNICATION SATELLITE 
T. KAWASHIMA, N. TAKATA (National Space Development Agency 
of Japan, Tokyo, Japan), and T. MUKAl (Mitsubishi Electric Corp., 
Kamakura Works, Japan) IN: Communication Satellite Systems 
Conference, l l th ,  San Diego, CA, March 17-20, 1986, Technical 
Papers . New York, American Institute of Aeronautics and 
Astronautics, 1986, p. 639-643. refs 

The key features of the Japanese domestic communications 
satellite CS-3 are described. The configurations of the overall 
structure and the solar array are described, and the design and 
development of the CS-3 are reviewed, including the design 
requirements, structural analysis, thermal stress analysis of the 
solar cell module, the laminate design of components, and the 
electrical design of the solar array. The results of development 
and coupon tests are discussed. C.D. 

(AIAA PAPER 86-0715) 

N86-11300# 
METALLURGICAL CHARACTERIZATION OF THE INTERFACES 
AND THE DAMPING MECHANISMS IN METAL MATRIX 
COMPOSITES Progress Report, 4 Feb. 1984 - 12 Jun. 1985 
M. S. MISRA 12 Jun. 1985 11 p 
(Contract NO001 4-84-C-0413) 
(AD-A1 56507; MCR-85-605-ISSUE-1; PR-1) Avail: NTlS HC 
AO2IMF A01 CSCL 11 D 

Metal matrix composites are candidate structural materials for 
space applications. Large structures in space encounter natural 
and hostile disturbances, which introduce vibrations of a broad 
spectrum of frequencies. These vibrations must be damped fast 
enough for effective maneuverability and dynamic dimensional 
precision. In the vibrational control designs of such structures, 
damping capacity of the structural material is a significant 
parameter. If metal matrix composites are to be used for space 
structures; their intrinsic damping behavior needs to be clearly 
understood and improved if necessary, through metallurgical 
modifications. In this report, a graphite-aluminum composite has 
been selected to study the microstructural features and 
mechanisms responsible for dissipating vibrational energy. The 
objectives of this program were to develop a reliable test technique 
to accurately measure the damping capacity of metal matrix 
composites; perform metallurgical characterization of the interface 
structures; investigate the damping mechanism in metal matrix 
composites; and recommend microstructural modifications to 
enhance damping in metal matrix composites. GRA 

Martin Marietta Aerospace, Denver, Colo. 
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N86-15391*# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
STUDIES OF MOLECULAR PROPERTIES OF POLYMERIC 
MATERIALS: AEROSPACE ENVIRONMENTAL EFFECTS ON 
THREE LINEAR POLYMERS Final Technical Report, 1 Nov. 

W. L. HARRIES (Old Dominion Univ., Norfolk, Va.), H. R. RlES 
(Old Dominion Univ., Norfolk, Va.), C. A. BRADBURY (Old Dominion 
Univ., Norfolk, Va.), S. L. GRAY (Old Dominion Univ., Norfolk, 
Va.), W. D. COLLINS (Old Dominion Univ., Norfolk, Va.), S. A. T. 
LONG, and E. R. LONG, JR. Dec. 1985 42 p refs 
(Contract NCCl-90) 
(NASA-TM-87532; NAS 1.15:87532) Avail: NTlS HC A03/MF 
A01 CSCL 11B 

The development of crystal handling techniques for reflection 
infrared spectroscopy and methods for the fabrication and testing 
of tensile specimens are discussed. Data from mechanical, ac 
and dc electrical, and electron paramagnetic resonance studies 
conducted to determine the effects of 0.1-MeV and 1.0-MeV 
electron radiation on Mylar, Kapton, Ultem, and metal-doped Ultem 
are presented. Total doses ranging from 1 X 10 to the 8 rads to 
1 X 10 to the 10 rads and dose rates from 5 X 10 to the 7 
radslhr to 1 X 10 to the 9 radslhr were employed. The results of 
a study on the effects of aircraft service-environment fluids on 
Ultem are also reported. The weights and mechanical properties 
of Ultem were evaluated before and after exposure to water, JP4, 
Skydrol, an antifreeze, and a paint stripper. 

1984 - 31 Oct. 1985 

1 

N86-15392'# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 

MATERIALS: AEROSPACE ENVIRONMENTAL EFFECTS ON 
THREE LINEAR POLYMERS (POLYMER DURABILITY) 
ln its Studies of Molecular Properties of Polymeric Materials: 
Aerospace Environmental Effects on Three Linear Polymers p 
1-34 Dec. 1985 refs 
Avail: NTlS HC A03/MF A01 CSCL 11 B 

Aerospace environmental effects on polymeric materials were 
studied. The polymers under study are being considered for use 
as structural materials for spacecraft and advanced aircraft. It is 
necessary to understand the durability of these polymers to the 
environment in which they are to be used. G.L.C. 

N86-18550# SRI International Corp., Menlo Park, Calif. 
NEW POLYMERIC MATERIALS EXPECTED TO HAVE 
SUPERIOR PROPERTIES FOR SPACE-BASED USE Final Report, 
Apr. 1981 - Jun. 1983 
D. B. COTTS and Z. REYES Jul. 1985 222 p 
(Contract F19628-81-(2-0075) 
(AD-A160285; RADC-TR-85-129) Avail: NTlS HC A1 O/MF A01 
CSCL 111 

The properties of electrically conducting, semiconducting and 
semiinsulating polymers were surveyed and their conduction 
mechanism, mechanical properties, and suitability for spacebased 
use evaluated. Correlations between molecular structure, 
conductivity, and mechanical properties were drawn, and a 
comprehensive model of electrical conductivity in organic polymers 
was formulated. Although the most widely studied electrically 
conducting polymers are not robust enough for most space-based 
uses, several commercial materials, including pyrolyzed Kapton 
and polyvinyl carbazole, appear to have the necessary combination 
of electrical, thermal, and mechanical properties. The main obstacle 
to the selection of new or modified materials for spacecraft use is 
the lack of strength, thermal stability, and radiation resistance--not 
their conductivity. Several synthesis procedures are identified that 
would raise the value of these properties to acceptable levels for 
materials that have the required electrical properties. The wide 
range of data reported in the literature can be reconciled by a 
theory of conductivity in which the limiting feature is the rate at 
which elec!rons are transferred between localized charges states. 
Some of the new polymers identified by this model have been 
prepared. They possess relatively high electrical conductivities and, 

unlike the majority of electrically conducting polymers, are 
processable in organic solvents. GRA 

N86-21573# General Electric Co., Schenectady, N. Y. 
DEVELOPMENT OF SPACECRAFT MATERIALS AND 
STRUCTURES FUNDAMENTALS Final Sclentlflc Report, 1 Jun. 
1984 - 31 May 1985 
S. PROCHAZKA and S. L. DOLE Aug. 1985 87 p 
(Contract F49620-83-C-0101) 
(AD-A1 61 338; SRD-85-021; AFOSR-85-0974TR) Avail: NTlS 
HC AO5/MF A01 CSCL 11B 

Compacts of boron carbide powders with specific surface area 
= or 8 sq m/g were sintered in argon at temperatures near 
2200C. Several of these powders were prepared by attrition milling 
of abrasive grade boron carbide. Densification to 95+% of 
theoretical density could be obtained only with compositions that 
had appropriate amounts of excess carbon. The microstructures 
were fine grained and uniform but underwent abnormal grain growth 
above 223% accompanied by transgranular microcracking. This 
grain growth could be inhibited by increasing the carbon content. 
Mechanical damping capacity was measured by the free beam 
and cantilevered beam techniques on boron carbide and other 
materials. Methods to enhance the damping capacity in a beam 
structure were analyzed. The flexural strength of sintered boron 
carbide was evaluated and related to powder processing and 
sintering parameters. Author (GRA) 

N86-21894# Martin Marietta Aerospace, Denver, Colo. Aerospace 
Div. 
A DERIVATION OF EQUIVALENT LINEAR VISCOUS AND 
ELASTIC CONSTANT FOR VISCOELASTIC MATERIALS 
S. R. DAHL and R. B. RICE ln AFWAL Vibration Damping 
1984 Workshop Proceedings 8 p Nov. 1984 
Avail: NTlS HC A99/MF A01 CSCL 20K 

A testing method to directly measure the hysteresis 
characteristics of a viscoelastic material for shear displacement 
was devised. Three commonly available materials were tested over 
a frequency range of 0.1 to 100 Hz. Though the materials are 
essentially nonlinear, linear elastic and viscous damping parameters 
were approximated using an equivalent energy approach valid for 
specific frequencies and amplitudes. The linearized parameters 
can be used in linear structural and control systems analysis 
programs for the analysis of structures with distributed discrete 
passive damping mechanisms. E.A.K. 

N86-22460'# Auburn Univ., Ala. Dept. of Physics. 
SURFACE ANALYSIS OF SPACE TELESCOPE MATERIAL 
SPECIMENS Final Report 
A. T. FROMHOLD and K. DANESHVAR 15 Jun. 1985 
(Contract NASA ORDER H-781848) 
(NASA-CR-178712 NAS 1.26:178712) Avail: NTlS HC AO6/MF 
A01 CSCL03A 

Qualitative and quantitative data on Space Telescope materials 
which were exposed to low Earth orbital atomic oxygen in a 
controlled experiment during the 41-G (STS-17) mission were 
obtained utilizing the experimental techniques of Rutherford 
backscattering (RBS), particle induced X-ray emission (PIXE), and 
ellipsometry (ELL). The techniques employed were chosen with a 
view towards appropriateness for the sampie in question, after 
consultation with NASA scientific personnel who provided the 
material specimens. A group of eight samples and their controls 
selected by NASA scientists were measured before and after flight. 
Information reported herein include specimen surface 
characterization by ellipsometry techniques, a determination of the 
thickness of the evaporated metal specimens by RBS, and a 
determination of trace impurity species present on and within the 
surface by PIXE. Author 

120 p 
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Includes automated manipulator techniques, EVA, robot assembly, 
teleoperators, and equipment installation. 

A86-10200# 
AUTOMATION AND ROBOTICS FOR THE SPACE STATION - 
RECOMMENDATIONS 
IEEE Transactions on Aerospace and Electronic Systems (ISSN 
0018-9251), vol. AES-21, Sept. 1985, p. 735-743. 

An executive summary is given of the recommendations of the 
NASA advisory panel on robotics and automation technologies for 
the Space Station. Consideration is given to the technologies 
needed for the Initial Operational Capability (IOC) Space Station, 
including efficient manhachine interfaces for supervisory control 
of robots; problem oriented computer languages; integrated 
computer-aided engineering, and an on-site fabrication capability. 
A hypothetical time-line is given which describes the recommended 
funding guidelines of the Automation And Robotics Technology 
Advancement Program for the period 1985-1 992. Some ways in 
which NASA can lead, leverage, and exploit the development of 
automation and robotics technologies for the IOC Space Station 
are briefly reviewed. I.H. 

A86-11122' California Univ., Los Angeles. 

RENDEZVOUS 
P. K. C. WANG (California, University, Los Angeles) International 
Journal of Control (ISSN 0020-7179). vol. 42, Sept. 1985, p. 
651 -670. NASA-supported research. refs 

In the automatic assembly of space stations or the automatic 
rendezvous and docking of a space-shuttle vehicle with a space 
station, it is of interest to determine suitable guidance laws for 
orbital rendezvous which are amenable to on-board implementation. 
In this paper, various forms of nonlinear guidance laws for automatic 
orbital rendezvous of two bodies represented by point masses in 
a central Newtonian gravitational field are derived. A basic 
requirement is that the approach be smooth and nonoscillatory. 
The global dynamic behavior of each of the resulting feedback 
systems is determined analytically and/or by computer simulation. 

Author 

NON-LINEAR GUIDANCE LAWS FOR AUTOMATIC ORBITAL 

A86-15623'# National Aeronautics and Space Administration. 
Lyndon B. Johnson Space Center, Houston, Tex. 

A. COHEN (NASA, Johnson Space Center, Houston, TX) IAF, 
International Astronautical Congress, 36th, Stockholm, Sweden, 

The automated and robotic systems requirements of the NASA 
Space Station are prompted by maintenance, repair, servicing and 
assembly requirements. Trend analyses, fault diagnoses, and 
subsystem status assessments for the Station's electrical power, 
guidance, navigation, control, data management and environmental 
control subsystems will be undertaken by cybernetic expert 
systems; this will reduce or eliminate on-board or ground facility 
activities that would otherwise be essential, enhancing system 
productivity. Additional capabilities may also be obtained through 
the incorporation of even a limited amount of artificial intelligence 
in the controllers of the various Space Station systems. O.C. 

AUTOMATION AND ROBOTICS - KEY TO PRODUCTIVITY 

Oct. 7-12, 1985. 7 p. 
(IAF PAPER 85-32) 

A86-15628# 
LAUNCH, RETRIEVAL, AND STAGE ASSEMBLY OPERATIONS 
ON A SPACE STATION 
W. F. RECTOR, 111 and 0. STEINBRONN (General Dynamics Corp., 
Space Systems Div.. San Diego, CA) IAF, International 
Astronautical Congress, 36th, Stockholm, Sweden, Oct. 7-1 2, 1985. 
10 p. 
(IAF PAPER 85-39) 

Some of the major activities associated with operations and 
maintenance of the space-based Orbital Transfer Vehicles (OTVs) 
on the Space Station are discussed. Checkout and launch of large 
communications satellites from the Station and retrieval of satellites 
for servicing on the Station are addressed. Economic and 
performance benefits that can be derived from these activities 
are considered. The requirements that must be met by the Space 
Station and by OTVs to allow the required operations to take 
place efficiently are examined, and the potential Space Station 
servicing facility and OTV concepts that would fulfill these 
requirements are illustrated. Methods of carrying out the tasks 
related to OTV maintenance and servicing and spacecraft launch 
are discussed. The benefits of these types of space-based 
operations in terms of economics, improved mission assurance, 
and launch capabilities are discussed. C.D. 

A86-15835# 
USE OF THE MANNED MANEUVERING UNIT FOR ON-ORBIT 
RESCUE OPERATIONS 
L. J. A. ROGERS (Martin Marietta Aerospace, Denver, CO) IAF, 
International Astronautical Congress, 36th, Stockholm, Sweden, 

The Manned Maneuvering Unit (MMU) was designed for 
untethered astronaut extravehicular activity (EVA). The MMU is a 
self-contained vehicle, which contains all the equipment needed 
for flight operations. By enabling the EVA crewmember to fly beyond 
the Orbiter payload bay, the MMU provides the capability to 
rendezvous with rotating satellites and stabilize them. Ground 
simulations have shown that the MMU can also be used to rescue 
disabled crewmembers in the vicinity of the Orbiter. The present 
paper is concerned with three potential rescue scenarios involving 
an employment of the MMU. The first scenario involves a utilization 
of the Personnel Rescue Sphere to transfer crewmembers from a 
disabled vehicle to a rescuing Orbiter. In the second rescue 
scenario, the event is considered that an EVA crewmember became 
untethered and drifted off into space. Attention is also given to 
the rescue of an MMU crewmember, taking into account the event 
that either the pilot became incapacitated or the MMU experienced 
a disabling failure. G.R. 

Oct. 7-1 2, 1985. 12 p. 
(IAF PAPER 85-332) 

A86-1 7321 
EVA OPERATIONS 
T. W. HERRAIA (United Technologies Corp., Hamilton Standard 
Div., Windsor Locks, CT) IN: Permanent presence - Making it 
work; Proceedings of the Twenty-second Goddard Memorial 
Symposium, Greenbelt, MD, March 15, 16, 1984 . San Diego, CA, 
Univelt, Inc., 1985, p. 71-80. 

The applications of EVA on board the Space Station are 
considered. The history of EVA operations in space is reviewed, 
with emphasis given to the Gemini, Apollo, and Shuttle missions. 
Some improvements in extravehicular mobility unit (EMU) 
technology are discussed, including: nonvent thermal control and 
C02 control; heads-up audiovisual logistics displays; and radiation 
protection. The operational requirements of EVA on board Space 
Station are discussed, with attention given to: platform 
maintenance; satellite servicing; and scientific operations. An 
exploded-view diagram of a prototype EMU for Space Station is 
provided. I.H. 

(AAS PAPER 84-1 19) 

52 



08 ASSEMBLY CONCEPTS 

A86-17589 
SHUTTLE MISSION EVAS TO DEMONSTRATE SPACE STATION 
ASSEMBLY TECHNIQUES 
C.- COVAULT Aviation Week and Space Technology (ISSN 

Space Shuttle Mission 61-B set aside two 6-hr EVA exercises 
for Space Station assembly technique demonstration, using two 
different types of large structures. Also demonstrated was a novel 
Orbiter flight control system software package applicable to any 
advanced spacecraft, such as the orbital maneuvering vehicle being 
designed to retrieve spacecraft within range of the projected Space 
Station. The structures assembled during EVA are of the 

0005-2175), VOI. 123, NOV. 25, 1985, p. 63-65, 67-69. 

tubular-member space frame type. O.C. 

A86-20426' National Aeronautics and Space Administration. 
Lyndon B. Johnson Space Center, Houston, Tex. 
FUTURE USES OF MACHINE INTELLIGENCE AND ROBOTICS 
FOR THE SPACE STATION AND IMPLICATIONS FOR THE U.S. 
ECONOMY 
A. COHEN and J. D. ERICKSON (NASA, Johnson Space Center, 
Houston, TX) (IEEE, International Conference on Robotics and 
Automation, St. Louis, MO, Mar. 25-28, 1985) IEEE Journal of 
Robotics and Automation (ISSN 0882-4967), vol. RA-1, Sept. 1985, 
p. 117-123. refs 

The exciting possibilities for advancing the technologies of 
artificial intelligence, robotics, and automation on the Space Station 
is summarized. How these possibilities will be realized and how 
their realization can benefit the U.S. economy are described. Plans, 
research programs and preliminary designs that will lead to the 
realization of many of these possibilities are being formulated. 

Author 

A86-20507 
ROBOTICS AND THE SPACE STATION 
J. N. GOWDY (Clemson University, SC) and R. S. WALLACE 
(Carnegie-Mellon University, Pittsburgh, PA) IN: SOUTHEASTCON 
'84; Proceedings of the Conference, Louisville, KY, April 8-1 1, 
1984 . New York, Institute of Electrical and Electronics Engineers, 

This paper is based on the authors' activities associated with 
the NASAIASEE summer study 'Autonomy and the Human Element 
in Space' at Stanford University in 1983. The paper considers 
proposed tasks for robots in connection with space station 
activities. Generic capabilities needed to execute these tasks are 
also discussed. It is argued that NASA should sponsor robotics 
research which is directly connected with space activities. 

Author 

1984, p. 173-176. 

A86-21068' National Aeronautics and Space Administration. 
Lyndon 6. Johnson Space Center, Houston, Tex. 
ORBITAL FLIGHT TEST OF THE MANNED MANEUVERING 
UNIT 
R. L. STEWART (NASA, Johnson Space Center, Houston, TX) 
IN: Society of Experimental Test Pilots, Symposium, 28th, Beverly 
Hills, CA, September 26-28, 1984, Proceedings . Lancaster. CA, 
Society of Experimental Test Pilots, 1984, p. 282-312. 

Based on the experience provided by the first astronaut 
maneuvering unit used in the early extravehicular activities missions, 
a manned maneuvering unit (MMU) was developed that culminated 
in emergence of the M509 unit. The M509 unit, flown on the 
STS41-B, is a self-contained propulsive backpack. A flight support 
station (FSS) provides cargo bay stowage far the MMU, serves 
as a donning/doffing station, and provides an interface with the 
Orbiter gaseous nitrogen system for propellant refueling, electrical 
power for heaters, and temperature instrumentation. The MMU 
propulsion system, its control system, the electrical system and 
the flight displays are described. The orbital flight test has 
demonstrated superior handling and flying qualities of the MMU. 

I.S. 

A86-23504" National Aeronautics and Space Administration. 
Lyndon B. Johnson Space Center, Houston, Tex. 
PHYSIOLOGICAL CONSIDERATIONS FOR EVA IN THE SPACE 
STATION ERA 
D. J. HORRIGAN, JR., J. M. WALIGORA, and D. S. NACHTWEY 
(NASA, Johnson Space Center, Houston, TX) AIAA, SAE, ASME, 
AIChE, and ASMA, Intersociety Conference on Environmental 
Systems, 15th, San Francisco, CA, July 15-17, 1985. 7 p. refs 
(SAE PAPER 851313) 

The physiological parameters that will affect EMU design and 
operational scheduling for the Space Station Program are 
discussed. The system must be designed to safely and effectively 
handle the increased frequency of extravehicular activity projected 
for longer flight periods than in the past. In order to minimize the 
risk of decompression sickness a proper combination of 
equilibration time to cabin pressure, suit pressure, and prebreathing 
denitrogenation, is necessary. Effective thermal exchange is 
projected to be automatically controlled and to have an 8-hr 1000 
BTU/hr capability. Physiological changes due to adaptation to 
weightlessness must be considered in scheduling for their impact 
on performance/fatigue and in coping with motion sickness. 
Radiation protection to the limit of 80 radlquarter must be achieved 
by scheduling to avoid periodic proton and solar flare exposure, 
and by additional EMU shielding. Additional EMU considerations 
are the control of microorganisms and the higher pressure 
requirement for emergency 0 2  purge. R.R. 

A86-23518' Martin Marietta Corp., Denver, Colo. 
RECENT SHUTTLE EVA OPERATIONS AND EXPERIENCE 
L. J. A. ROGERS (Martin Marietta Corp., Denver, CO), C. E. 
WHITSElT, and M. RODRIOUEZ (NASA, Johnson Space Center, 
Houston, TX) AIAA, SAE, ASME, AIChE, and ASMA, Intersociety 
Conference on Environmental Systems, 15th, San Francisco, CA, 

(SAE PAPER 851328) 
This paper describes the hardware used and the experience 

gained during the Space Shuttle extravehicular activities (EVAs) 
or 'spacewalks' of 1984. Seven EVAs on four missions were 
conducted with objectives including hardware verification, satellite 
repair, hydrazine transfer, and satellite retrieval. The hardware used 
on these flights fall into two categories - general EVA hardware 
(e.g. the Manned Maneuvering Unit) and mission-unique hardware 
(e.g. apogee kick motor capture device, used to retrieve the 
WESTAR VI and PALAPA 8-2 satellites). The successful completion 
of the mission objectives resulted in an increased knowledge of 
EVA operations and a broader base of Space Shuttle capabilities 
which are applicable to future operations. Author 

July 15-17, 1985. 11 p. 

A86-23520 
WHY MANNED EVA? 
J. F. RAYFIELD (ILC Industries, Inc., ILC Dover Div., Frederica, 
DE) and H. T. FISHER (Lockheed Missiles and Space Co., Inc., 
Sunnyvale, CA) AIAA, SAE, ASME, AIChE, and ASMA, Intersociety 
Conference on Environmental Systems, 15th, San Francisco, CA, 
July 15-17, 1985. 7 p. refs 
(SAE PAPER 851331) 

The importance of manned extravehicular activity (EVA) in 
Space Transportation System (STS) missions and for the Space 
Station is discussed. The need for space vehicle servicing is 
examined including reliability/MTBF, preventive maintenance, 
wear-out and degradation, damage, updating, and replacement. 
Also considered are projected maintenance needs such as actual 
repair, modification, 3nd :e-configuration of the on-orbit space 
element. Present EVA functions such as inspectlassess, 
reconfigure, repair, replace components, debris capture, checkout, 
and verify are discussed along with new tasks projected for 
advanced Shuttle support such as extensive glove-tool 
repair-maintenance. Advantages of EVA over remote operation are 
pointed out as in engageldisengage, manipulate small objects, 
remove/replace, a!ign apply discrete forces and torques, fasten, 
override, and MLI manipulation. R.R. 
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A86-23522 
EVOLUTION OF THE SHUlTLE EXTRAVEHICULAR MOBILITY 
UNIT'S LIFE SUPPORT SYSTEM 
F. H. GREENWOOD and R. J. BALINSKAS (United Technologies 
Corp., Hamilton Standard Div., Windsor Locus, CT) AIAA, SAE, 
ASME, AIChE, and ASMA, lntersociety Conference on 
Environmental Systems, 15th, San Francisco, CA, July 15-1 7, 1985. 
11 p. 
(SAE PAPER 851333) 

The philosophy, design, and operation of the Shuttle 
Extravehicular Mobility Unit (EMU) Block I and Block I I  are 
discussed, stressing details of the life support system (LSS). 
Besides the need to meet performance requirements in 
environmental extremes, the major design considerations of the 
LSS were size and weight restrictions, and maintainability. The 
liquid cooling and ventilation garment (LCVG) contains tubes of 
cooling water and has ventilation ducting to return 02, C02, and 
humidity to the LSS for purification, cooling, and recirculation. The 
primary life support subsystem (PLSS) mounted on the back of 
the hard upper torso (HUT) of the space suit assembly (SSA) 
includes the primary oxygen bottles, three storage tanks of water 
for heat rejection, the fan/separator/pump assembly, the heat 
rejection sublimator, the contaminant control cartridge, and a 
caution and warning system computer to monitor the LSS. A display 
and control module gives the computer readout and has manual 
control of the LCVG water temperature. Innovations in the Block 
II design resulted in reduced maintenance and a fourteen-fold 
increase in the mean time between failures. Detailed schematics 
are included. R.R. 

A86-26493# 
TELEROBOTICS FOR THE SPACE STATION 
M. M. CLARKE and M. A. BRONEZ (Rockwell International Corp., 
Space Station Systems Div., Downey, CA) Mechanical Engineering 
(ISSN 0025-6501), vol. 108, Feb. 1986, p. 66-72. 

An evaluation is made of the configurational possibilities of 
the NASA Space Station, with a view to the range of EVA efforts 
that will have to be undertaken by Space Shuttle-based construction 
crews, and with emphasis on the character and effectiveness of 
the remote operation, or 'teleoperator' and robotic systems that 
such construction crews may employ to more effectively conduct 
Space Station assembly. Teleoperators are dexterous, general 
purpose madmachine systems that project human vision and 
manipulation capabilities across distances and through physical 
barriers. Telerobots are teleoperators to which cybernetic sensor 
and control systems have imparted a degree of autonomy from 
human direction. Attention is given to the sensor and actuation 
systems proposed for implementation of teleoperators and 
telerobots. O.C. 

A86-28073' California Univ., La Jolla. 
ROBOTICS FOR THE UNITED STATES SPACE STATION 
J. R. ARNOLD, D. R. CRISWELL (California, University, La Jolla), 
R. CANNON (Stanford University, CA), R. CLIFF (DARPA, Arlington, 
VA), A. WHEN (NASA, Johnson Space Center, Houston, TX) et 
al. Robotics (ISSN 01 67-8493), vol. 1, Dec. 1985, p. 205-222. 

Advances in robotics technology that will be necessary for the 
NASA Space Station to achieve its optimal level of automation 
are examined. The present state and emerging trends in 
teleoperator systems, hybrid teleoperated robots, and autonomous 
robots are reviewed, and scenarios of assembly, inspection, satellite 
servicing, and manufacturing are presented in order to illustrate 
potential uses of automation and robotics on the Space Station. 
Individual important technology development areas for Space 
Station robotics are surveyed, including end effectors and 
mechanization, control systems, telepresence and human factors, 
preception, manipulation in space, operation planning and data 
bases, and hardware maintenance. C.D. 

A86-28074 
DESIGN TECHNIQUES FOR ROBOTS - SPACE APPLICATIONS 
R. J. HAMANN (Fokker, Schiphol, Netherlands) Robotics (ISSN 
0167-8493), vol. 1. Dec. 1985, p. 223-250. 

Analytical techniques and technologies required for the design 
and development of robotic manipulators in space are defined 
and investigated. A space manipulator system is defined and 
described, and manipulator kinematics and dynamics, methods for 
path construction, obstacle avoidance techniques, and robot 
languages are discussed. Control aspects are investigated, 
including robot control methods, the selection of a Manipulator 
Arm control system, and the definition of simulation cases. 
Manipulator Arm functions to be performed and their requirements 
in terms of processing power, memory size, and data flows are 
listed and used to define the electrical architecture, bus 
requirements, and software organization. A program for future 
design studies for the Manipulator Arm is briefly discussed. C.D. 

N86-13234# Committee on Appropriations (U. S. Senate). 
NATIONAL AERONAUTICS AND SPACE ADMINISTRATION 
In its Dept. of HUD, and Certain Independent Agencies 
Appropriations for Fiscal Year 1986, Pt. 1 p 1-407 1985 refs 
Avail: Subcommittee of the Committee on Appropriations 

In response to Public Law 98-371, dated July 18, 1984, the 
NASA Advanced Technology Advisory Committee (ATAC) has 
studied automation and robotics for use in the Space Station and 
prepared this report to the House and Senate Committees on 
Appropriations. The report is divided into two volumes: the 
Executive Overview, Volume 1, presents the major findings of the 
study and recommends to NASA principles for advancing 
automation and robotics technologies for the benefit of the Space 
Station and of the U.S. economy in general; the Technical Report, 
Volume 2, provides background information on automation and 
robotics technologies and their potential. As a result of its study, 
the Advanced Technology Advisory Committee believes that a key 
element of technology for the Space Station is extensive use of 
advanced general-purpose automation and robotics. This could 
include many systems and devices (such as computer vision, expert 
systems, and dexterous manipulators) that have been made 
possible by recent advances in artificial intelligence, robotics, 
computer science, and microelectronics. Author 

N86-13902# Royal Netherlands Aircraft Factories Fokker, 
Schiphol-Oost. Space Div. 
STUDY ON DESIGN TECHNIQUES FOR ROBOTS (SPACE 
APPLICATIONS). VOLUME 1, PART A TECHNICAL RESULTS 
Final Report 
R. J. HAMANN, comp. and W. VANLEEUWEN, comp. Paris 
ESA Feb. 1985 138 p 4 Vol. 
(Contract ESA-5718/83/NL-AN(SC)) 
(FOK-TR-R-84-110-VOL-1-PT-A ESA-CR(P)-2048-VOL-l) Avail: 
NTlS HC A07/MF A01 

A space manipulator system is defined, and the kinematics 
and dynamics of the system are outlined. A system with seven 
degrees of freedom, rotating joints, electrical actuation, a toroidal 
work area, and planar/rotational maneuvering is advocated. Its 
basic application is servicing and maintenance of low Earth orbit 
platforms for materials processing. The fully extended arm must 
be able to move a 750 kg payload at 0.02 m/Sec. A dedicated 
programming system must be defined for collision and obstacle 
avoidance. Author (ESA) 
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N86-13903# Royal Netherlands Aircraft Factories Fokker, 
Schiphol-Oost. Space Div. 
STUDY ON DESIGN TECHNIQUES FOR ROBOTS (SPACE 
APPLICATIONS). VOLUME 1, PART B: TECHNICAL RESULTS 
Final Report 
R. J. HAMANN, comp. and W. VANLEEUWEN, comp. Paris 
ESA Feb. 1985 247 p refs 4 Vol. 
(Contract ESA-57 1 8/83/ NL-AN(SC)) 
(FOK-TR-R-84-110-VOL-1 -PT-6; ESA-CR(P)-2048-VOL-2) Avail: 
NTIS HC A1 1 /MF A01 

Control aspects of robots for maintenance and servicing of 
low Earth orbit materials processing platforms were studied. 
Electrical architecture and software organization were analyzed. 
Work required to develop the robot was identified. Active force 
feedback control is advocated. Author (ESA) 

N86-13904# Royal Netherlands Aircraft Factories Fokker, 
Schiphol-Oost. Space Div. 
STUDY ON DESIGN TECHNIQUES FOR ROBOTS (SPACE 
APPLICATIONS). VOLUME 2 TECHNICAL APPENDICES Final 
Report 
R. J. HAMANN, comp. and W. VANLEEUWEN, comp. Paris 
ESA Feb. 1985 121 p 4 Vol. 
(Contract ESA-5718/83/NL-AN(SC)) 
(FOK-TR-R-84-110-VOL-2; ESA-CR(P)-2048-VOL-3) Avail: NTlS 
HC AO6/MF A01 

Forward and inverse kinematics of a robot manipulator system 
for maintenance and servicing of space platforms; software 
availability; robot languages; control models and plots; coupling 
and decoupling; and modeling errors are summarized. 

Author (ESA) 

N86-13905# Royal Netherlands Aircraft Factories Fokker, 
Schiphol-Oost. Space Div. 
STUDY ON DESIGN TECHNIQUES FOR ROBOTS (SPACE 
APPLICATIONS). VOLUME 3: EXECUTIVE SUMMARY Final 
Report 
R. J. HAMANN, comp. and W. VANLEEUWEN, comp. Paris 
ESA Feb. 1985 44 p refs 4 Vol. 
(Contract ESA-5718/83/NL-AN(SC)) 
(FOK-TR-R-84-110-VOL-3; €SA-CR(P)-2048-VOL-4) Avail: NTIS 
HC A03/MF A01 

A space manipulator system is defined, and the kinematics 
and dynamics of the system are outlined. A system with seven 
degrees of freedom, rotating joints, electrical actuation, a toroidal 
work area, and planar/rotational maneuvering is advocated. Its 
basic application is servicing and maintenance of low Earth Orbit 
platforms for materials processing. The fully extended arm must 
be able to move a 750 kg payload at 0.02 m/sec. A dedicated 
programming system must be defined for collision and obstacle 
avoidance. Control aspects; electrical architecture; and software 
organization were analyzed. Work required to develop the robot 
was identified. Active force feedback control is advocated. 

Author (ESA) 

N86-14281n# National Aeronautics and Space Administration. 
Lyndon 6. Johnson Space Center, Houston, Tex. 
ADVANCING AUTOMATION AND ROBOTICS TECHNOLOGY 
FOR THE SPACE STATION AND THE US ECONOMY Progress 
Report, Apr. - Sep. 1985 
A. COHEN Sep. 1985 54 p refs Previously announced as 
N85-22460 and N85-22461 2 Vol. 
(NASA-TM-87772; NAS 1.15:87772; PR-1) Avail: NTlS HC 
AD4/MF A01 CSCL 228 

In response to Public Law 98-371, dated July 18, 1984, the 
NASA Advanced Technology Advisory Committee has studied 
automation and rebotics for use in the space station. The Executive 
Overview, Volume 1 presents the major findings of the study and 
recommends to NASA principles for advancing automation and 
robotics technologies for the benefit of the space station and of 
the U.S. economy in geneid. As a resiit of its study, the Advanced 
Technology Advisory Committee believes that a key element of 
technology for the space station is extensive use of advanced 

general-purpose automation and robotics. These systems could 
provide the United States with important new methods of generating 
and exploiting space knowledge in commercial enterprises and 
thereby help preserve US. leadership in space. Author 

N86-15070'# Institute for Scientific Research, Winchester, 
Mass. 
MOLECULAR PROCESSES IN A HIGH TEMPERATURE SHOCK 
LAYER Semiannual Status Report, 1 May - 31 Oct. 1984 
S. L. GUBERMAN 1984 8 p refs 
(Contract NCC2-308) 
(NASA-CR-176383; NAS 1.26:176383) Avail: NTlS HC AO2/MF 
A01 CSCL20H 

Models of the shock layer encountered by an Aeroassisted 
Orbital Transfer Vehicle require as input accurate cross sections 
and rate constants for the atomic and molecular processes that 
characterize the shock radiation. From the estimated atomic and 
molecular densities in the shock layer and the expected residence 
time of 1 m/s, it can be expected that electron-ion collision 
processes will be important in the shock model. Electron capture 
by molecular ions followed by dissociation, e.g., 02(+) + e(-) 
yields 0 + 0, can be expected to be of major importance since 
these processes are known to have high rates (e.g., 10 to the 
-7th power cu/cm/sec) at room temperature. However, there have 
been no experimental measurements of dissociative recombination 
(DR) at temperatures ( 12000K) that are expected to characterize 
the shock layer. Indeed, even at room temperature, it is often 
difficult to perform experiments that determine the dependence of 
the translational energy and quantum yields of the product atoms 
on the electronic and vibrational state of the reactant molecular 
ions. Presented are ab initio quantum chemical studies of DR for 
molecular ions that are likely to be important in the atmospheric 
shock layer. Author 

N86-21147"# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
MOBILE REMOTE MANIPULATOR VEHICLE SYSTEM Patent 
Appllcatlon 
H. G. BUSH, M. M. MIKULAS, JR., R. E. WALLSOM, and J. K. 
JENSEN, inventors (to NASA) 31 Jul. 1985 27 p 

US-PATENT-APPL-SN-760799) Avail: NTlS HC A03/MF A01 
CSCL 05H 

A mobile remote manipulator system is disclosed for assembly, 
repair and logistics transport on, around and about a space station 
square bay truss structure. The vehicle is supported by a square 
track arrangement supported by guide pins integral with the space 
station tmss strdctdre and k a t e d  at each ~NSS node. Propulsior; 
is provided by a central push-pull drive mechanism that extends 
out from the vehicle one full structural bay over the truss and 
locks drive rods into the guide pins. The track switches allow the 
vehicle to travel in two (2) orthogonal directions over the truss 
structure which coupled with the bi-directional drive, allow 
movement in four (4) directions on one plane. The top layer of 
this tri-layered vehicle is a lqistics pktform. This platform is 
capable of 360 degrees of rotation and will have two (2) astronaut 
foot restraint platforms 18 and a space crane integral. NASA 

(NASA-CASE-IAR-13393-1; NAS 1.71 :LAR-13393-1; 
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Includes propulsion concepts and designs utilizing solar sailing, 
solar electric, ion, and low thrust chemical concepts. 

A86-10999kt 
HIGH VOLTAGE SOLAR ARRAY FOR MPD PROPULSION 
SYSTEM 
K. IJICHI, T. GOHNAI, M. GOTOH (Mitsubishi Electric Corp., 
Kamakura, Japan), H. FUJI1 (Mitsubishi Electric Corp., 
Manufacturing Development Laboratory, Amagasaki, Japan), and 
K. KURlKl (Tokyo, University, Japan) AIAA, DGLR, and JSASS, 
International Electric Propulsion Conference, lath, Alexandria, VA, 
Sept. 30-Oct. 2, 1985. 8 p. 

Series-parallel switching of solar arrays has been demonstrated 
to provide high voltage power to charge capacitors using ground 
use solar arrays. To prevent arcing on solar arrays, conductive 
coating of solar cell cover glass is proposed based on the analysis 
of space plasma interactions. The arrangement of solar array 
modules to supply high voltage is studied, and it is found that at 
least twice as much voltage difference as that of an array module 
is unavoidable between solar array modules, and they should be 
taken into the design. The concept of high power bus system is 
proposed as an application of this high voltage solar array 
system. Author 

(AIAA PAPER 85-2047) 

A86-11347# 
HEALTH MONITORING FOR AN ORBIT TRANSFER VEHICLE 
PROPULSION SYSTEM 
D. M. JASSOWSKI and F. N. COLLAMORE (Aerojet Techsystems 
Co., Sacramento, CA) IN: 1984 advances in aerospace sciences 
and engineering: Structures, materials, dynamics, and space station 
propulsion; Proceedings of the Winter Annual Meeting, New 
Orleans, LA, December 9-14, 1984 . New York, ASME, 1984, p. 
185-1 90. refs 

The extent to which health monitoring can be applied to 
advanced rocket propulsion systems is discussed. The equipment 
and functions of a rocket propulsion health monitoring system are 
described considering sensors, electronics, and software. The 
rocket system reliability, extent of life, and reduction of life cycle 
costs is to be enhanced. The health monitor provides a continuous 
evaluation of current parameters to determine the condition of 
the system. The conversion of physical parameters into electrical 
signals, the signals analysis, the data verification, and the data 
storage are reviewed. NASA's advanced cryogenic orbit transfer 
vehicle (OTV) for the late 1990's is used for this study. A schematic 
representation of the OTV propulsion is provided. F.J. 

A86-14429'# National Aeronautics and Space Administration. 
Lewis Research Center, Cleveland, Ohio. 
MANRATING ORBITAL TRANSFER VEHICLE PROPULSION 
L. P. COOPER (NASA, Lewis Research Center, Cleveland, OH) 
AIAA, SAE, and ASME, Joint Propulsion Conference, 21st, 
Monterey, CA, July 8-10, 1985. 13 p. Previously announced in 
STAR as N85-25385. refs 

The expended capabilities for Orbital Transfer Vehicles (OTV) 
which will be needed to meet increased payload requirements for 
transporting materials and men to geosynchronous orbit are 
discussed. The requirement to provide manrating offers challenges 
and opportunities to the propulsion system designers. The 
propulsion approaches utilized in previous manned space vehicles 
of the United States are reviewed. The principals of reliability 
analysis are applied to the Orbit Transfer Vehicle. Propulsion system 
options are characterized in terms of the test requirements to 
demonstrate reliability goals and are compared to earlier vehicle 
approaches. E.A.K. 

(AIAA PAPER 85-1226) 

A86-14447*# 
Lewis Research Center, Cleveland, Ohio. 

THE SPACE STATION 
P. F. PENKO, P. J. STAIGER, and M. J. BUR (NASA, Lewis 
Research Center, Cleveland, OH) AIAA, DGLR, and JSASS, 
International Electric Propulsion Conference, 1 Eth, Alexandria, VA, 
Sept. 30-Oct. 2, 1985. 7 p. 

This paper presents results of an analysis of low-thrust orbit 
maintenance of the Space Station. Propellant requirements and 
transfer times are given for reboost of the station through various 
altitude increments. The reboost can readily be accomplished with 
thrust levels that subject the station to an acceleration of less 
than the desired upper limit of 10 to the -5th g's. The variation in 
time and the probabilistic aspect of the predicted upper-atmospheric 
density as well as the variation in time of sun-pointing drag areas 
were taken into account. Estimates of the propellant requirements 
at different times during an 11-year solar cycle are given. It is 
shown that the amount of C02 available from the station 
life-support system is sufficient, over most of the solar cycle, to 
provide the propellant for a resistojet orbit-maintenance system. 

Author 

National Aeronautics and Space Administration. 

AN ANALYSIS OF LOW-THRUST, RESISTOJET REBOOST FOR 

refs 
(AIAA PAPER 85-2042) 

A86-15652# 
AN ELECTRIC PUMP FEED SYSTEM FOR APOGEE 
PROPULSION OF GEOSTATIONARY SPACECRAFT 
R. SUNDEN (Volvo Flygmotor AB, Trollhattan, Sweden) and W. 
BERRY (ESA, Technical Directorate, Noordwijk, Netherlands) IAF, 
International Astronautical Congress, 36th, Stockholm, Sweden, 
OCt. 7-12, 1985. 17 p. 
(IAF PAPER 85-72) 

To define the best pump-fed propulsion system for the apogee 
transfer maneuver of a geostationary spacecraft, a definition study 
was performed on electric pumps deriving their power from the 
solar arrays and secondary batteries of the spacecraft. The 
propellants to be pumped were nitrogen tetroxide and monomethyl 
hydrazine. The engines used in the study were the 400 N and 
3000 N bipropellant engines, and the spacecraft used for 
comparison purposes was Olympus-1. As a result of detailed 
studies of the selected candidate pump and electric motor types, 
the shrouded centrifugal pump, driven by an electronically 
commutated electric motor, was selected for both reference 
engines. A mass and cost analysis comparison with the 
conventionally used pressure-fed propulsion systems revealed 
about 10 percent savings of the real telecommunications payloads 
of the Ariane-type spacecraft at the same production cost as the 
conventional systems. A preliminary design analysis of the selected 
pump system is presented. IS. 

A86-15706# 

GENERATION SPACE TRANSPORTATION SYSTEM 
T. TANABE (Tokyo, University, Japan), S. NAKASUKA, and T. 
IWATA IAF, International Astronautical Congress, 36th, Stockholm, 
Sweden, Oct. 7-12, 1985. 13 p. 

The Orbit Transfer Vehicle (OTV) Network is proposed as a 
new concept for the next generation space transportation system. 
The proposed system is an integration of space based unmanned 
reusable OTVs and fuel stations. The OTVs, dropping into fuel 
stations for fuel supply on their way, cany out various missions, 
such as satellite delivery, recovery. or other satellite servicing. 
This system has some notable characteristics such that (1) a 
single OTV capability can be greatly enhanced; (2) the expendable 
part is very small; and (3) OTVs, fuel, and spacecraft can be 
launched separately. These characteristics yield transportation 
flexibility and cost effectiveness in the future large demand 
environments. Cost analyses based on reasonable future mission 
models, as well as vehicle cost models, are carried out. It is 
shown that for a demand level larger than 25 missions/year, the 
OTV Network is less expensive than current typical space 
transportation systems. A new type scheduler which manages OTV 

OTV NETWORK - NEW CONCEPT FOR THE NEXT 

refs 
(IAF PAPER 85-148) 
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Network operations is also proposed. Computer simulations 
including this scheduler's operations are carried out, and the 
performance of this scheduler and the results of cost analyses 
are verified. Author 

A86-15707# 
PROPELLANT SUPPLY FOR SPACE OPERATIONS 
D. A. FESTER (Martin Marietta Aerospace, Denver, CO) and W. 
L. GILMORE (Martin Marietta Aerospace, Michoud Div., New 
Orleans, LA) IAF, International Astronautical Congress, 36th, 
Stockholm, Sweden, Oct. 7-12, 1985. 12 p. 

The use of two dedicated tankers of 25 K and 50 K Ib or the 
scavenging of surplus or residual LO2 and LH2 at the end of a 
mission, in order to supply propellants to space and earth, is 
studied. Emphasis is placed on cryogenic propellant scavenging 
because of the cost effectiveness of this technique. A definition 
of surplus and residual cryogenic propellants is provided. The two 
basic scavenging system concepts, one using propellant tanks 
carried in the aft cargo carrier (ACC) and the second with tankers 
carried in the orbiter, are examined. A diagram of the preferred 
system with ET/ACC scavenging and an example of a typical 
scavenging mission scenario are presented. The cost of a cryogenic 
propellant scavenging system is investigated. An orbiter payload 
bay scavenging system is described and its potential use with the 
ET/ACC scavenging system is analyzed. I.F. 

refs 
(IAF PAPER 85-149) 

A86-15733# 
PROSPECTS AND PROBLEMS OF HEAVY LIFT 
ELECTROMAGNETIC THRUSTERS FOR SOLAR POWER 
SATELLITE (SPS) DEVELOPMENT 
C. RIOUX, F. RIOUX-DAMIDAU (Paris VI, Universite; Paris XI, 
Universite, Orsay, France), and L. DESCHAMPS (Electricite de 
France, Direction des Etudes et Recherches, Clamart, France) 
IAF, International Astronautical Congress, 36th, Stockholm, 
Sweden, Oct. 7-12, 1985. 10 p. 

The prospects for electromagnetic propulsion as a means for 
launching from earth are considered. The loss of speed due to 
the braking action of the atmosphere on the projectile is briefly 
analyzed, along with the selection of the electromagnetic beam 
inclination. The needed characteristics of an electromagnetic 
launcher are summarized, and the subsystems of a typical 
propulsion system are outlined, including the energy storage, the 
shaping system, the propulsion tube, and installed electric power. 
It is concluded that ballistic propulsion of heavy payloads using 
electromagnetic devices is probably feasible without using 
advanced technologies. C.D. 

(IAF PAPER 85-187) 

A86-15742# 
A REVIEW AND ASSESSMENT OF THE PERFORMANCE OF 
ADVANCED ION THRUSTERS 
A. R. MARTIN and A. BOND (U.K. Atomic Energy Authority, Culham 
Laboratory, Abingdon, England) IAF, International Astronautical 
Congress, 36th, Stockholm, Sweden, Oct. 7-12, 1985. 11 p. refs 
(IAF PAPER 85-202) . 

This paper is a review and updating of advanced ion thruster 
concepts concerned with the use of electric propulsion for orbit 
raising and on-orbit control of large space structures. The work 
done in increasing the performance of existing thrusters is 
examined, in an attempt to derive scaling laws for use in 
extrapoiation to larger systems. These are coupled with some 
aspects of an alternative design approach, where techniques 
developed for high current ion source and accelerator systems, 
used to produce beams of energetic particles for heating plasmas 
in controlled thermonuclear fusion experiments, are applied to 
thruster extrapolation. The future performance levels, in terms of 
beam current and voltage, thrust and power requirements, are 
indicated. The applicability of such advanced thrusters to missions 
beyond earth orbit is discussed. Author 

A86-15775'# Michigan Univ., Ann Arbor. 
OPTIMAL AEROASSISTED TRANSFER BETWEEN COPLANAR 
ELLIPTICAL ORBITS 
N. X. VlNH and J. R. JCHANNESEN (Michigan, University, Ann 
Arbor) IAF, International Astronautical Congress, 36th, Stockholm, 
Sweden, Oct. 7-12, 1985. 15 p. 
(Contract JPL-956416) 

An attempt is made to solve the problem of orbital transfer 
between coplanar elliptical orbits. Pure propulsive transfer is 
analyzed with the restriction of two impulses for the transfer. The 
optimal switching conditions are reviewed, and it is shown that 
the solution is obtained by solving a set of three nonlinear equations 
for three unknowns. A semianalytical solution is obtained to the 
problem of planar rotation of an orbit for the pure propulsive 
maneuver, and it is shown that, for high eccentricity and rotation 
angle, aeroassisted transfer is a fuel-saving maneuver. It is 
demonstrated that complete circularization of the intermediate orbit 
is not necessary in the optimal aeroassisted transfer. An analytical 
proof is presented, giving an explicit condition for noncircularization. 
A complete numerical solution is presented for a case of optimal 
aeroassisted transfer from a low-energy orbit to a high-energy 
orbit. C.D. 

refs 

(IAF PAPER 85-242) 

A86-15837# 
ENVIRONMENTAL IMPLICATIONS OF THE SOLAR POWER 
SATELLITE CONCEPT 
P. E. GLASER (Arthur D. Little, Inc., Cambridge, MA) IAF, 
International Astronautical Congress, 36th, Stockholm, Sweden, 

The effects on the earth environment of the Solar Power 
Satellite are assessed. Among the issues addressed are: microwave 
exposure effects on humans and ecosystems; nonmicrowave 
effects on human and ecosystems; and the effects of microwave 
exposure on the atmosphere. Consideration is also given to 
atmospheric heating effects due to Heavy Lifting Launch Vehicles 
(HHLVs); and the effects of large microwave exposures on 
communications networks. Some of the legal and political 
implications of a large-scale SPS development program are also 
discussed. I.H. 

Oct. 7-12, 1985. 8 p. 
(IAF PAPER 85-334) 

A86-17835'# 
Lewis Research Center, Cleveland, Ohio. 
COMPATIBILITY OF GRAIN-STABILIZED PLATINUM WITH 
CANDIDATE PROPELLANTS FOR RESISTOJETS 
M. V. WHALEN and S. P. GRlSNlK (NASA, Lewis Research Center, 
Cleveland, OH) AIAA, JSASS, and DGLR, International Electric 
Propulsion Conference, 18th, Alexandria, VA, Sept. 30-Oct. 2, 1985. 
21 p. Previously announced in STAR as N86-10279. refs 

An examination is conducted into the suitability of 
grain-stabilized Pt as a resistojet thruster material for Space Station 
auxiliary propulsion. A series of 1 000-hour tests was conducted in 
C02, H2, and NH3 at 1400 C; another series was conducted at 
500 C in CH4 for the same duration. SEM, Auger electron 
microscopy, and depth profiling analysis were used to determine 
the effects of propellants on the material surface as well as to 
evaluate possible material contamination and possible grain growth. 
Carbon deposition is noted on the surface of Pt/Y203 and PtlZrO2 
in both the C02 and CH4 environments. O.C. 

National Aeronautics and Space Administration. 

(AIAA PAPER 85-2014) 

A86-17850'# National Aeronautics and Space Administration. 
Lewis Research Center, Cleveland, Ohio. 
STATUS OF ADVANCED ORBITAL TRANSFER PROPULSION 
L. P. COOPER (NASA, Lewis Research Center, Cleveland, OH) 
IAF, International Astronautical Congress, 36th, Stockholm, 
Sweden, Oct. 7-12, 1985. 25 p. Previously announced in STAR 
as N85-35225. refs 

A new Orbital Transfer Vehicle (OTV) propulsion system that 
will be used in conjunction with the Space Shuttle, Space Station 
and Orbit Maneuvering Vehicle is discussed. The OTV will transfer 

(IAF PAPER 85-164) 
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men, large space structures and conventional payloads between 
low earth and higher energy orbits. Space probes carried by the 
O N  will continue the exploration of the solar system. When lunar 
bases are established, the OTV will be their transportation link to 
earth. Critical engine design considerations based upon the need 
for low cost payload delivery, space basing, reusability, aeroassist 
maneuvering, low g transfers of large space structures and man 
rating are described. The importance of each of these to propulsion 
design is addressed. Specific propulsion requirements discussed 
are: (1) high performance H2!02 engine; (2) mu!tiple engine 
configurations totalling no more than 15,000 Ibf thrust 15 to 20 hr 
life; (3) space maintainable modular design; (4) health monitoring 
capability; and (5) safety and mission success with backup auxiliary 
propulsion. E.A.K. 

A86-18369 
TAKE ME TO GEO 
A. WARD Space (ISSN 0267-954X), vol. 1, Sept. 1985, p. 24-26, 

The development and use of upper stages to transport satellites 
from the LEO of the Space Shuttle to other orbits, and to boost 
interplanetary probes are discussed. The basic design of upper 
stages focusing on the type of propulsion system, the number of 
stages, how the payload will be carried, and the cost factor is 
examined. The design and function of a spinning solid upper stage 
and the payload assist module are described. Variations on the 
basic PAM design are tailored to the needs of specific users and 
can place from 2750-4400 Ib of payload into GTO. The development 
and utilization of inertial upper stages are explained. The application 
of the Centaur, a cryogenic upper stage for interplanetary missions, 
is described. Private development of space transportation vehicles 
has increased due to the availability of uncommitted missions. 
Examples of designs being developed by private companies and 
their estimated costs are provided. I.F. 

28-31, 33. 

A86-19812# 
AN EXPERT SYSTEM FOR FAULT DIAGNOSIS IN ORBITAL 
REFUELING OPERATIONS 
G. A. BOY (ONERA, Centre d’Etudes et de Recherches de 
Toulouse, France) AIAA, Aerospace Sciences Meeting, 24th, 
Reno, NV, Jan. 6-9, 1986. 10 p. Research supported by the 
Delegation Generale pour I’Armement and ONERA. refs 
(Contract DRET-84-1396) 

Operator Assistants (OA) are on-line expert systems which are 
evaluated iteratively using human factors methods to validate the 
level of automation. The OA is applied where there is a triangular 
interaction between operator, the expert system, and the system 
being controlled. A simulator (HORSES) is described which involves 
the human operator, the orbital refueling system (ORs), and the 
expert system. The OA in this case is being configured using a 
fuzzy set approaoch for the situation recognition process and a 
canonical structure of the knowledge base. HORSES is being 
developed through experimental trials, verification of a human 
operator model and the expert system, and analyses of the system 
logic relative to user logic and human as opposed to automated 
diagnosis. Details of the process being implemented to define the 
requirements and operational form of the expert system are 
discussed, with emphasis on the presence of the human operator 
in the loop to aid in identifying when the expert system might fail 
and require intervention by the operator. The simulator is designed 
to aid astronauts in the diagnoses of problems on an ORs. 

M.S.K. 

(AIAA PAPER 86-0322) 

A86-19844*# 
DESIGN DRIVERS OF THE SPACE STATION PROPULSION 
SYSTEM 
J. GRAETCH (Rockwell International Corp., Rocketdyne Div., 
Canoga Park, CA) AIAA, Aerospace Sciences Meeting, 24th, 
Reno, NV, Jan. 6-9, 1986. 5 p. 
(Contract NAS8-36418) 

The objective of this paper is to describe some of the factors 
that are being considered by NASA in the selection of the Space 
Station Propulsion System. The paper describes briefly several 
design alternatives under consideration. The emphasis of this paper 
is on understanding the criteria being used by NASA, rather than 
a quantitative evaluation of the design alternatives. Four system 
evaluation criteria are suggested: cost, safety, technical readiness, 
and opportunities for station evolution. Within the cost criteria, the 
impact of the design alternatives on maintenance and resupply 
costs is discussed. Safety is suggested to be determined more by 
the nature of the propellants than the possible loss of the propulsion 
function. Technical readiness is primarily an evaluation of the risk 
of schedule delay, more than a concern over a showstopper in 
the development of any of the systems. Finally, the opportunity 
for station evolution is described in terms of the development of 
an oxygen/hydrogen economy for the Space Station. Author 

Rockwell International Corp., Canoga Park, Calif. 

(AIAA PAPER 86-0378) 

A86-19846# 
SOLAR POWERED ELECTRIC PROPULSION ORBIT TRANSFER 
VEHICLE DESIGN AND OPERATIONAL EFFECTIVENESS 
M. M. MAKARU (USAF, Institute of Technology, Wright-Patterson 
AFB, OH) and D. P. BOYARSKI (USAF, Space Command, Peterson 
AFB, CO) AIAA, Aerospace Sciences Meeting, 24th, Reno, NV, 
Jan. 6-9, 1986. 12 p. refs 

The feasibility and cost effectiveness for using solar powered 
electric propulsion orbit transfer vehicles (EOTV) to move Block 3 
NAVSTAR Global Positioning System (GPS) satellites from LEO 
to a 10,900 nm orbit were determined. The electric propulsion 
systems considered were present and 1990’s technology ion 
engines using mercury, xenon or argon for a propellant. A systems 
cost model which combines payload, power sources, trajectory, 
and earth-to-LEO launch parameters with algorithms characterizing 
the electric propulsion system was used. The least costly systems 
which had a triptime equal to or less than 90 days were determined. 
These systems were then compared with the PAM D-11, Centaur-G, 
and IUS in terms of total deployment costs for 28 GPS satellites 
launched at a rate of four per year for seven years. The study 
found that a reusable EOTV with 12 mercury ion engines powered 
by gallium arsenide concentrator arrays could perform the mission 
for 57 percent of the cost of the cheapest chemical system. 

Author 

(AIAA PAPER 86-0381) 

A86-20229# 
AN ENERGY APPROACH FOR ORBITAL TRANSFERS 
D. H. MAY (USAF, Aerospace Test Group, Cape Canaveral Air 
Force Station, FL) Journal of Guidance, Control, and Dynamics 
(ISSN 0731 -5090), vol. 9, Jan.-Feb. 1986, p. 23-26. Previously 
cited in issue 20, p. 2858, Accession no. A84-41385. refs 

A86-25185# 
STUDY OF ELECTROTHERMAL HYDRAZINE THRUSTER FOR 
LARGESPACECRAFT 
R. SEKITA, N. SAITO, C. IIDA, R. NAGASHIMA, S. KITAMURA et 
al. Japan Society for Aeronautical and Space Sciences, Journal 
(ISSN 0021-4663), vol. 33, no. 373, 1985, p. 82-89. In Japanese. 

An electrothermal hydrazine thruster (EHT) system for large 
spacecraft is investigated. The EHT system developed provides a 
propulsion of 250mN and a lower electric power consumption (e.g., 
250w) as compared with HiPEHT and ACT, and slighter than the 
ACT, and in addition to these it offers a high reliability in its 
performance when compared with HiPEHT. The EHT is applied to 
the reaction control system (RCS) of engineering Testing Satellite 
V for the testing. It is found that the EHT is very useful as the 
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RCS for the satellite. Further investigation for the commercialization 
of the EHT is in progress. S.H. 

A86-25187# 

LARGE GEOSYNCHRONOUS SATELLITES WITH LONG 
MISSION LIFE 
S. KITAMURA, N. SAITO, Y. NAKAMURA, and H. AZUMA Japan 
Society for Aeronautical and Space Sciences, Journal (ISSN 
0021-4663), vol. 33, no. 373, 1985, p. 100-107. In Japanese. 
refs 

The ion engine system for the north-south stationkeeping of 
two-ton geosynchronous satellites with 10-year mission life is 
described. The ion engine system proposed consists of four 
thrusters, four power processing units, and xenon tank, and 
provides a specific impulse of 3400 seconds, a power consumption 
of 1.5 kW, and has a total weight of 162 kg. The mercury ion 
engine with a specific impulse of 2200 seconds developed in Japan 
was tested with the Engineering Test Satellite 111 in 1982. The 
development schedule of the ion engine for the Engineering Testing 
Satellite VI Japan is described. S.H. 

ION ENGINE FOR NORTH-SOUTH STATIONKEEPING OF 

A86-29667# 
STATUS AND CAPABILITY OF THE TOS AND AMS UPPER 
STAGE FAMILY 
R. C. WHITE (Orbital Sciences Corp., Vienna, VA) AIAA, 
Communication Satellite Systems Conference and Exhibits, 11 th, 
San Diego, CA, Mar. 16-20, 1986. 18 p. 

In May 1986, the development of the Transfer Orbit Stage 
(TOS) is to be completed. TOS represents a new upper stage for 
the Space Transportation System (STS). It can place payloads in 
the weight range from 2.490 to 6,080 kg into Geostationary Transfer 
Orbit (GTO) and deliver spacecraft to planetary and other 
high-energy trajectories. Aspects of design approach and reliability 
are considered along with structures and mechanisms, the main 
propulsion system with its solid rocket motor, the reaction control 
system, the avionics system, the airborne support equipment, 
performance capabilities, qualification testing, production schedule, 
acceptance testing, the Apogee and Maneuvering Stage (AMS) 
capabilities, and an AMS system description. Attention is also given 
to TOSIAMS capabilities, a TOS/AMS system description, and 
Expendable Launch Vehicle (ELV) application. G.R. 

N86-10279'# National Aeronautics and Space Administration. 
Lewis Research Center, Cleveland, Ohio. 

CANDIDATE PROPELLANTS FOR RESISTOJETS 
M. V. WHALEN and S. P. GRlSNlK 1985 21 p refs Presented 
at the 18th Intern. Elec. Propulsion Conf., Alexandria, Va., 30 Sep. - 2 Oct. 1985; cosponsored by AIAA, DGLR and JSASS 

Avail: NTlS HC A02/MF A01 CSCL 211 
Resistojets are candidates for space station auxiliary propulsion, 

and should be characterized by both long life and multipropellant 
operations, requirements limited by available materials. Grain 
stabilized platinum is examined for use as a resistojet thruster 
material. Use of platinum in other applications indicates it can be 
used at moderately high temperatures for extended periods of 
time. Past results indicate that grain-stabilized platinum should be 
sufficiently inert in candidate propellant environments. Therefore, 
compatibility of platinum-yttria (PlY203) and platinum-zirconia 
(Pt/ZrO2) with carbon dioxide, methane, hydrogen and ammonia 
is examined. A series of 1000 hr tests in C02, H2, and NH3 is 
ccnducted at 1400 C and a series of io00 hr tests in CH4 is 
conducted at about 500 C. Scanning electron microscopy, Auger 
electron spectroscopy and depth profiling analysis are then used 
to determine the effects of propellants on the material surface, to 
evaluate possible material contamination and to evaluate grain 
growth. The results indicate that there is carbon deposition on 
the surface of the Pt/Y203 and PtIZrO2 in both the C02 and 
CH4 environments. In the H2 environment, the Pt/Y203 ana 
Pt/ZrO2 specimen surfaces are roughened. After exposure to the 

(AIAA PAPER 86-0670) 

COMPATIBILITY OF GRAIN-STABILIZED PLATINUM WITH 

(NASA-TM-87118; E-2725; NAS 1.1 5871 18; AIM-85-2014) 

NH3 environment, the Pt/Y203 and Pt/ZrO2 are roughened and 
pitted over the entire heated area with some pitted areas along 
the grain boundaries. SEM photos show grain growth in 
cross-sectional views of all the Pt/Y203 samples and the Pt/ZrO2 
samples, except that tested in methane. Mass loss measurements 
indicate that Pt/Y203 and Pt/ZrO2 would last in excess of 200,000 
hr in each propellant environment. However, in NH3 both Pt/Y203 
and Pt/ZrO2 are severely pitted, with voids up to 50 percent into 
the material. Pt/Y203 and Pt/ZrO2 are not recommended for 
high temperature service in "3. Author 

N86-11102# Centre #Etudes et de Recherches Geodynamques 
et Astronomiques, St. Vallier de Thiey (France). 
TRIO A KILOMETRIC ARRAY STABILIZED BY SOLAR SAILS 
A. LABEYRIE, B. AUTHIER, T. DEGRAAUW, E. KIBBLEWHITE, 
and G. WEIGELT ln ESA Colloq. on Kilometric Opt. Arrays in 
Space p 27-33 Apr. 1985 refs 
Avail: NTlS HC AOS/MF A01 

A spaceborne optical array (TRIO) consisting of 2 to 4 
telescopes spaced up to 1000 m apart, at Lagrange point 5 of 
the Earth-Moon trajectory is described. For kilometric baselines 
and variable aperture patterns allowing image reconstructions, TRIO 
has free flying telescopes and a focal station. Small solar sails 
point and stabilize the system. Electrostatic mounts support the 
telescopes. Many apertures can be utilized in later versions. 

Author (ESA) 

N86-14135# Joint Publications Research Service, Arlington, Va. 
OPTIMUM CONTROL PROGRAMS IN PROBLEM OF 
INTERORBITAL FLIGHT WITH CONTINUOUS THRUST Ab8trad 
Only 
S. A. ISHKOV and V. V. SALMIN ln its USSR Rept.: Space 
(JPRS-USP-85-005) p 42 30 Sep. 1985 Transl. into ENGLISH 
from Kosmich. Issled. (Moscow), v. 22, no. 5, Sep. - Oct. 1984 p 
702-711 Original language document announced in IAA as 

Avail: NTlS HC A08 
Various thrust-vector-control programs are examined for the 

transfer of a spacecraft with a low-thrust engine between 
noncoplanar circular Keplerian orbits. The averaging method is 
used to obtain the model of spacecraft motion; and the optimal 
control program is determined which minimizes fuel consumption 
with allowance for constraints connected with spacecraft rotation. 
Calculations are made of the energy characteristics of interorbit 
transfers from a low geocentric orbit to a stationary satellite orbit. 

B.J.(IAA) 

A85-1 5257 

N86-14550# Ern0 Raumfahrttechnik G.m.b.H., Bremen (West 
Germany). 
FLUID SLOSH STUDIES. VOLUME 2 STUDY OF SLOSH 
DYNAMICS OF FLUID FILLED CONTAINERS ON SLOWLY 
ROTATING SPACECRAFT Final Report 
K. EBERT Paris ESA 29 Nov. 1984 103 p refs 2 Vol. 
(Contract ESA-5328/83/NL-Bl(SC)) 
(ESA-CR(P)-2077-VOL-2) Avail: NTlS HC AO6/MF A01 

Fuel sloshing during slow rotation of spacecraft is discussed. 
The theory for slowly rotating spacecraft is developed completely 
for the three-dimensional case with no rotational symmetry. 
Expressions for the axisymmetric case are also derived. The 
three-dimensional problem (tanks with offset from the spin axis) is 
solved numerically only for spherical tanks. Tanks on the spin 
axis can have an arbitrary axisymmetric shape. The stability of 
the system is analyzed. Two cases are distinguished: dynamic 
irisiabiiity caused by parameter combinations; and instability caused 
by liquid viscosity. In the dynamically instable region, the 
eigenfrequency of the satellite motion and of the internal rotational 
motion of the liquid coincide. The time constant of the dynamic 
instability is much smaller than the time constant for the instability 
caused by the energy dissipation in the boundary layer of the 
liquid. The control of the attitude motion of rotating systems is 
easier for siow spin rate because time constants of the rotational 
motion of the liquid depend directly on the spin rate and are 

I 
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large for slow rotations; and the motion of the free surface is 
stabilized by surface tension effects. Author (ESA) 

N86-15339*# Boeing Aerospace Co., Seattle, Wash. 
SPACE STATION PROPULSION REQUIREMENTS STUDY Final 
Report 
C. L. WlLKlNSON and S. M. BRENNAN Aug. 1985 484 p 
(Contract NAS3-23353) 
(NASA-CR-174934; NAS 1.26:174934; D180-28264-1) Avail: 
NTlS HC A21/MF A01 CSCL 21H 

Propulsion system requirements to support Low Earth Orbit 
(LEO) manned space station development and evolution over a 
wide range of potential capabilities and for a variety of STS servicing 
and space station operating strategies are described. The term 
space station and the overall space station configuration refers, 
for the purpose of this report, to a group of potential LEO spacecraft 
that support the overall space station mission. The group consisted 
of the central space station at 28.5 deg or 90 deg inclinations, 
unmanned free-flying spacecraft that are both tethered and 
untethered, a short-range servicing vehicle, and a longer range 
servicing vehicle capable of GEO payload transfer. The time 
phasing for preferred propulsion technology approaches is also 
investigated, as well as the high-leverage, state-of-the-art 
advancements needed, and the qualitative and quantitative benefits 
of these advancements on STS/space station operations. The 
time frame of propulsion technologies applicable to this study is 
the early 1990's to approximately the year 2000. Author 

N86-16940*# Software and Engineering Associates, lnc., Carson 
City, Nev. 
ENGINEERING AND PROGRAMMING MANUAL: 

PROGRAM (TDK) Final Report 
G. R. NICKERSON, L. D. DANG, and D. E. COATS 
480 p refs 
(Contract NAS8-35931) 
(NASA-CR-178628; NAS 1.26:168628; SN-63) Avail: NTlS HC 
A21 /MF A01 CSCL 09B 

The Two Dimensional Kinetics (TDK) computer program is a 
primary tool in applying the JANNAF liquid rocket thrust chamber 
performance prediction methodology. The development of a 
methodology that includes all aspects of rocket engine performance 
from analytical calculation to test measurements, that is physically 
accurate and consistent, and that serves as an industry and 
government reference is presented. Recent interest in rocket 
engines that operate at high expansion ratio, such as most Orbit 
Transfer Vehicle (OTV) engine designs, has required an extension 
of the analytical methods used by the TDK computer program. 
Thus, the version of TDK that is described in this manual is in 
many respects different from the 1973 version of the program. 
This new material reflects the new capabilities of the TDK computer 
program, the most important of which are described. Author 

N86-17386'# National Aeronautics and Space Administration. 
Lewis Research Center, Cleveland, Ohio. 

R. F. SUTTON (Rockwell International Corp., Canoga Park, Calif.), 
J. L. BOYNTON (Rockwell International Corp., Canoga Park, Calif.), 
and D. SCHEER ln Johns Hopkins Univ. The 1985 JANNAF 
Propulsion Meeting, Volume 1 p 55-62 Apr. 1985 Sponsored 
in part by NASA 
Avail: Chemical Propulsion Information Agency, Johns Hopkins 
Rd., Laurel, Md. 20707 HC $78.98 CSCL 21H 

The Rocketdyne Orbital Transfer Vehicle (OW) cryogenic, 
rocket engine system, high pressure, liquid hydrogen turbopump 
was designed with a two-stage, partial-admission axial turbine. The 
turbine is basically two single-stage, partial-admission, subsonic 
impulse stages designed so the kinetic energy leaving the first-stage 
rotor is discharged directly into the second-stage nozzle at nominal 
operation to minimize staging losses. Very little data were available 
in the literature for this type of turbine design. Therefore, it was 
decided to test a full-size model of the turbine design using 
ambient-temperature gaseous nitrogen as the working fluid.' The 

TWO-DIMENSIONAL KINETIC REFERENCE COMPUTER 

Apr. 1985 

SMALL, TWO-STAGE, PARTIAL-ADMISSION TURBINE 

tester design features a variable orientation second-stage nozzle 
to determine the optimum circumferential location for highest 
performance. The tester also features the capability to vary the 
nozzle arcs of admission and incorporates quartz windows to study 
the flowfield upstream of the second-stage nozzle using a laser 
velocimeter. The test operations will probe the efficiency and flow 
characteristics for three arcs of admission and the effects of 
second-stage nozzle circumferential orientations over wide ranges 
of speed and pressure ratios as well as the interstage pressure 
distributions. Author 

N86-17420*# National Aeronautics and Space Administration. 
Marshall Space Flight Center, Huntsville, Ala. 
SPACE STATION ADVANCED PROPULSION AND FLUID 
MANAGEMENT PROGRAM 
R. J. RICHMOND and L. W. JONES ln Johns Hopkins Univ. 
The 1985 JANNAF Propulsion Meeting, Volume 1 p 413-421 
Apr. 1985 refs Sponsored in part by NASA 
Avail: Chemical Propulsion Information Agency, Johns Hopkins 
Rd., Laurel, Md. 20707 HC $78.98 CSCL 21H 

In preparation for the development of a manned space station 
program of advanced technology and development to make new 
advanced propulsion options available for the initial space station 
in the 1990's is described. This paper reviews the objectives of 
the advanced technology and development program in propulsion, 
describes its origin and how it relates to the forthcoming 
development program. The advanced propulsion and fluid 
management systems to be investigated in the program are 
discussed along with the rationale for their selection. Finally, the 
systems test program is discussed. Author 

N86-17421# Rockwell International Corp., Canoga Park, Calif. 
Rocketdyne Div. 
SPACE STATION PROPULSION APPROACHES AND 
TECHNOLOGY STATUS 
S. A. EVANS, J. M. SHOJI, W. R. BISSELL, K. N. WATTS, and J. 
GRAETCH ln Johns Hopkins Univ. The 1985 JANNAF Propulsion 
Meeting, Volume 1 p 423-433 Apr. 1985 
Avail: Chemical Propulsion Information Agency, Johns Hopkins 
Rd., Laurel, Md. 20707 HC $78.98 CSCL 21H 

The space station places new demands upon propulsion in 
terms of component life times, maintenance ease, refill, reuse, 
and potential interaction with other on-board systems. Interaction 
with other systems can be active such as integration with the 
environmental control/life support system for fluid supply or passive 
such as the contamination created by thruster exhausts. The wide 
range of potential candidate approaches to space station propulsion 
are discussed from monopropellants to oxygen/hydrogen. 
Component requirements and technology status are evaluated for 
key components such as pumps, motor, thermal beds, and 
resistojets. Major issues such as in-space refill are summarized. 

Author 

N86-17422'# Jet Propulsion Lab., California Inst. of Tech., 
Pasadena. 
THE 0 SUB 2lH SUB 2 PROPULSION MODULE FOR 
PLANETARY SPACECRAFT INJECTION ENERGY 
AUGMENTATION 
B. A. PALASZEWSKI ln Johns Hopkins Univ. The 1985 JANNAF 
Propulsion Meeting, Volume 1 p 435-443 Apr. 1985 refs 
Sponsored in part by NASA 
Avail: Chemical Propulsion Information Agency, Johns Hopkins 
Rd., Laurel, Md. 20707 HC $78.98 CSCL 21H 

A propulsion module to augment the Centaur G-Prime and the 
Aerobraked O W  (AOTV) injection energy (C sub 3) was studied. 
The characteristics and performance of a variety of Earth-storable 
and cryogenic propulsion systems are presented. A pump-fed, 
cryogenic 02/H2 propulsion system enables the elimination of a 
three-year delta V Earth gravity assist (delta VEGA) maneuver for 
several planetary missions currently under consideration by the 
NASA. This trip time reduction can significantly reduce mission 
support costs, reduce spacecraft (S/C) life requirements and 
potentially increase the probability of mission success. This study 
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also shows that an 02/H2 propulsion module, developed for 
Centaur C sub 3 augmentation can be used with a space-based 
AOTV in the return mode, allowing the reuse of the high-value 
AOTV while still delivering the required high-injection energy for 
direct planetary missions. The propulsion module performance was 
estimated for a space shuttle delivery capability to LEO of 65,000 
Ib sub m and 75,000 Ib sub m. The required minimum thrust level 
to minimize gravity losses was also determined. For several 
currently planned NASA planetary missions, the Centaur G-Prime 
injection energy is augmented by a delta VEGA maneuver. For 
these missions, direct injection by the Centaur cannot provide a 
shorter trip time than the delta VEGA injection trip time. Author 

N86-17423'# Jet Propulsion Lab., California Inst. of Tech., 
Pasadena. 
SOLAR THERMAL PROPULSION FOR PLANETARY 
SPACECRAFT 
J. C. SERCEL In Johns Hopkins Univ. The 1985 JANNAF 
Propulsion Meeting, Volume 1 p 445-456 Apr. 1985 refs 
Sponsored in part by NASA 
Avail: Chemical Propulsion Information Agency, Johns Hopkins 
Rd., Laurel, Md. 20707 HC $78.98 CSCL 21C 

Previous studies have shown that many desirable planetary 
exploration missions require large injection delta-V. Solar Thermal 
Rocket (STR) propulsion, under study for orbit-raising applications 
may enhance or enable such high-energy missions. The required 
technology of thermal control for liquid hydrogen propellant is 
available for the required storage duration. Self-deploying, inflatable 
solar concentrators are under study. The mass penalty for passive 
cryogenic thermal control, liquid hydrogen tanks and solar 
concentrators does not compromise the specific impulse advantage 
afforded by the STR as compared to chemical propulsion systems. 
An STR injection module is characterized and performance is 
evaluated by comparison to electric propulsion options for the 
Saturn Orbiter Titan Probe (SOTP) and Uranus Flyby Uranus Probe 
(UFUP) missions. Author 

N86-17424# Rocket Research Corp., Redmond, Wash. 
ANALYSIS OF ELECTRIC PROPULSION CONCEPTS FOR 
NEAR-TERM MISSION APPLICATION 
W. W. SMITH and S. C. KNOWLES In Johns Hopkins Univ. 
The 1985 JANNAF Propulsion Meeting, Volume 1 p 457-467 
Apr. 1985 refs 
Avail: Chemical Propulsion Information Agency, Johns Hopkins 
Rd., Laurel, Md. 20707 HC $78.98 CSCL 21C 

A study of near-term mission application of three electric 
propulsion technologies has been conducted. S U N ~ S  of existing 
and projected electric propulsion capabilities including system 
mass, power level, Isp and efficiency were utilized. Space system 
requirements for the next 10 years for stationkeeping, orbit transfer 
and orbit maneuvering were used to support mission analysis 
comparison. The three systems considered were the arcjet, inert 
gas ion and pulsed plasma thrusters. Propellants considered for 
arcjet systems included H2, NH3 and N2H4. Stationkeeping 
applications were compared on the bases of system mass, power 
requirements, duty cycles, and thruster lifetime. Orbit transfer 
applications comparison included STS lift capability and trip-time 
requirements. The results showed that arcjet systems provided 
the most effective means of meeting near-term low to moderate 
thruster requirements. Pulsed plasma thruster systems must be 
increased in thrust from the existing 1 -mlbf thrust level to a minimum 
of lo-mlbf thrust level to perform stationkeeping of 5,000 Ibm + 
satellites. Ion systems were found to have several limitations 
including high inert mass, very low thrust density and long lifetime 
requirements. Author 

N86-17427'# Jet Propulsion Lab., California Inst. of Tech., 
Pasadena. 
THERMAL ARCJET TECHNOLOGY FOR SPACE PROPULSION 
T. J. PlVlROTTO and D. Q. KING In Johns Hopkins Univ. The 
1985 JANNAF Propulsion Meeting, Volume 1 p 485-494 Apr. 
1985 refs Sponsored in part by NASA 
Avail: Chemical Propulsion Information Agency, Johns Hopkins 
Rd., Laurel, Md. 20707 HC $78.98 CSCL 21C 

Advanced space propulsion systems are required to meet 
projected Air Force needs through the year 2000. Most of these 
missions require a large, on-orbit impulse capability. High specific 
impulse (I sub sp) electric engines can provide this impulse while 
consuming relatively little propellant. An arcjet engine system, which 
operates in the range of 800 to 2000 s I sub sp, is a promising 
candidate to meet these projected Air Force mission needs. This 
electric propulsion system is ideally suited to missions currently 
under consideration, such as the Space-based Radar and other 
space platforms, because sufficient power is already installed for 
other functions on the spacecraft. Also, arcjet systems are attractive 
for NASA near-term, low-cost Mariner Mark II missions to Saturn 
and Uranus. Development of arcjet engines was an Air Force and 
NASA-sponsored activity that proceeded vigorously from its 
inception during the late 1950's up to the mid-1960's when the 
programs were terminated. This paper describes thermal arcjet 
technology as it was developed over two decades ago and points 
to the direction this technology development should proceed in 
the future. In particular, operation with storable propellants such 
as ammonia and hydrazine are considered. The performance, 
applicability and advantages of these systems in terms of increased 
payload and/or decreased trip times are discussed. Author 

N86-17429'# Jet Propulsion Lab., California Inst. of Tech., 
Pasadena. 
MICROWAVE ELECTRIC PROPULSION FOR ORBIT TRANSFER 
APPLICATIONS 
J. C. SERCEL In Johns Hopkins Univ. The 1985 JANNAF 
Propulsion Meeting, Volume 1 p 509-518 Apr. 1985 refs 
Sponsored in part by NASA 
Avail: Chemical Propulsion Information Agency, Johns Hopkins 
Rd., Laurel, Md. 20707 HC $78.98 CSCL 21C 

A Microwave Electric Propulsion (MEP) concept is developed 
for an unmanned Orbit Transfer Vehicle (OTV). The concept is 
based on the use of beamed microwave power and on an 
extrapolation of ion thruster technology. Beamed microwave power 
transmission is discussed in terms of its relationship to spacecraft 
propulsion. Characteristics of an MEP OTV are determined and 
performance is evaluated by comparison to a variety of alternative 
propulsion systems for the completion of a ten-year mission 
model. Author 

N86-18990*# California Univ., San Diego. Space Inst. 
INDEPENDENT STUDY OF AUTOMATION AND ROBOTICS FOR 
THE NATIONAL SPACE PROGRAM BY THE AUTOMATION AND 
ROBOTICS PANEL 
25 Feb. 1985 138 p 
(Contract NAGW-629) 

Avail: NTlS HC A07/MF A01 CSCL 05H 
Methods are suggested for promoting continual growth in space 

station automation and robotics. Initial operation capability (IOC) 
space station design criteria are emphasized that will allow for 
ever-increasing levels of automation. The required technology 
advancement in robotics are described. The need is explained ?or 
improved human-machine interfaces, manipulators and sensors, 
and their combination with Earth developed robot technology into 
hybrid systems. The needed research base in computer science, 
artificial intelligence, and applied mathematics is discussed. Effects 
on private and Government Sectors are explained. It is shown 
that the Station will provide broader opportunities in time, space 
and society. Organizational recommendations are giver! R r  rnseting 
Congressional goals for space station automation and robotics. 

DOE 

(NASA-CR-176523; NAS 1.26:176523; DE85-902185; CSI-85-01) 
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Includes either state-of-the-art or advanced technology which may 
apply to Large Space Systems and does not fit within the previous 
categories. Publications of conferences, seminars, and workshops 
are covered in this area. 

A8524108 
INTERSTELLAR CLOUD PHASE TRANSITIONS - EFFECTS OF 
METAL ABUNDANCES, GRAINS, AND X-RAYS 
J. M. SHULL and D. T. WOODS (Joint Institute for Laboratory 
Astrophysics; Colorado, University, Boulder, CO) Astrophysical 
Journal, Part 1 (ISSN 0004-637X), vol. 288, Jan. 1, 1985, p. 
50-57. refs 
(Contract NSF AST-82-16481) 

The cloud-intercloud phase transition of interstellar gas in 
pressure equilibrium is investigated, including effects of metal 
abundance variations, grain heating, and X-ray fluxes from the 
Galactic halo. Equilibrium solutions for the gas pressure P and 
hydrogen density nH obey fairly universal scaling laws, plotted as 
(PD/zeta) versus (nHD/zeta), where zeta is the cosmic-ray 
ionization rate and D is the metal-abundance enhancement factor. 
Both grain and X-ray heating enhance the susceptibility of intercloud 
gas to thermal instability, possibly resulting in the conversion of 
intercloud gas to clouds in the inner disks of spiral galaxies. X-ray 
ionization may be responsible for a class of C IV - Si IV absorption 
lines seen above the Galactic disk and in quasar absorption 
systems. Author 

A86-10024# 
PATH-CONSTRAINED MANEUVERING NEAR LARGE SPACE 
STRUCTURES 
S. A. STERN (Colorado, University, Boulder) and W. T. FOWLER 
(Texas, University, Austin) Journal of Spacecraft and Rockets 
(ISSN 0022-4650), vol. 22, Sept.-Oct. 1985, p. 548-553. refs 

Spacecraft and personnel maneuvering in the vicinity of large 
space structures must take path constraints imposed by the 
structure itself into account. In this paper, the restricted 
path-constrained transfer problem is introduced and discussed. 
Further, the results are presented of numerical simulations in which 
the merits of a variety of techniques are developed and evaluated 
for the circumnavigation of large orbital structures of varying size 
and geometry. Also discussed are several aspects of the 
generalized path-constrained transfer problem in which large space 
structures of unspecified shape and rotational characteristic are 
permitted; this area of research pertains to operations near 
asteroidal, as well as man-made, objects. Author 

A86-10494 
NEW LIVES FOR ET 
B. NOLLEY Space World (ISSN 0038-6332), vol. V-9-261, Sept. 

Proposed in-orbit uses for the Space Shuttle External Tanks 
(ETs) are discussed. The idea of using the ETs for living quarters 
or laboratories is suggested; however, the cleanup and outfitting 
of the ETs would be too difficult to accomplish in space. The 
melting of ETs for use as fuel for orbital transfer vehicles (OTVs) 
or attaching the unpressurized tanks to the Space Shuttle to serve 
as hangars for OTVs are described. The necessary requirements 
and problems encountered in using the ETs as living modules for 
a lunar base are explained. Adding an aft cargo compartment to 
the tanks to carry lightweight payloads is another use examined. 
A tether system which would transfer the momentum of the ETs 
to the Shuttle, thereby saving orbital maneuvering system 
propellant, is described. The breakup of the ETs is described, 
and a proposed technique for keeping the tanks intact for a 
complete revolution is considered. I.F. 

1985, p. 13-16. 

A86-10567 
WILL COLUMBUS FIND ENOUGH USERS? 
R. JAQUES lnteravia (ISSN 0020-5168). vol. 40, Sept. 1985, p. 
986, 987. 

Current plans for the ESA Columbus Space Station (SS) 
co-orbiter are reviewed. A manned laboratory pressure module is 
intended to be attached to the SS to share power and living 
quarters. A Resource Module will be added 10 yr later and permit 
autonomy in co-orbit. The configuration would be accompanied by 
free-iiying platiorms, either co-orbiting or poiar-orbiting, and a 
service vehicle. Initiatives are under way to generate commercial 
and scientific participation in the Columbus project by providing 
access to low-g laboratories and documentation, and by developing 
expert systems to assist payload users. Materials science and 
pharmaceuticals experiments are receiving the greatest industrial 
attention at present. It is not yet known whether the ownership of 
the SS will be in the form of a condominium or a commune. 

M.S.K. 

A86-11327 
1984 ADVANCES IN AEROSPACE SCIENCES AND 
ENGINEERING STRUCTURES, MATERIALS, DYNAMICS, AND 
SPACE STATION PROPULSION; PROCEEDINGS OF THE 
WINTER ANNUAL MEETING, NEW ORLEANS, LA, DECEMBER 
9-14, 1984 
U. YUCEOGLU, ED. (Florida International University, Miami) and 
R. HESSER, ED. (TRW, Inc., TRW Defense and Space Systems 
Group, Redondo Beach, CA) Meeting sponsored by ASME. New 
York, ASME , 1984, 196 p. For individual items see A86-11328 to 

A collection of papers on recent advances and developments 
in aerospace sciences and engineering is presented. The papers 
are mostly concerned with advanced composites and cover 
subjects such as dynamics, vibrations, wave propagation, impact 
resistance, materials, stress analysis, stress concentrations, fatigue 
and fracture, strength theories, and numerical, analytical, and 
experimental techniques. Space station propulsion systems and 
environments are also considered. C.D. 

A86-11347. 

A86-11401' 
COMPUTERS IN AEROSPACE CONFERENCE, STH, LONG 
BEACH, CA, OCTOBER 21-23, 1985, TECHNICAL PAPERS 
Conference sponsored by AIAA, Association for Computing 
Machinery, NASA, and IEEE. New York, AIAA, 1985, 519 p. For 
individual items see A86-11402 to A86-11470. 

Among the topics discussed are: access control models for a 
distributed CAIS-conforming system; a knowledge-based advisory 
system for casualty procedures; and automated interactive 
simulation modeling system. Consideration is also given to: reusable 
software concepts and software development methodologies; the 
electronic device aspects of neutral network memories; an expert 
system for automated satellite anomaly resolution; and the use of 
automatic programming techniques for fault-tolerant computing 
systems. Among additional topics discussed are: systems 
approaches to software fault tolerance; a Space Shuttle navigation 
validation system; and a vision-based road following system for 
an autonomous land vehicle. I.H. 

A86-11404# 
AN ACCESS CONTROL MODEL FOR A DISTRIBUTED, 
CAIECONFORMING SYSTEM 
S. LEGRAND (Ford Aerospace and Communications Corp., Detroit, 
MI) IN: Computers in Aerospace Conference, 5th, Long Beach, 
CA, October 21-23, 1985, Technical Papers . New York, A I M ,  
1985, p. 18-21. refs 

A 'superset' access control model for enforcing multilevel 
security in a distributed target environment is presented. This model 
contains attributes about the subjects and objects and is believed 
to conform to the proposed Military Standard Common APSE 
Interface Set (CAS). Possible applications of such access control 
are subsystems of the Space Station Program and the Strategic 
Defense Initiative Program. B.J. 

(A IM PAPER 85-50441) 
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A86-11414'# National Aeronautics and Space Administration. 
Goddard Space Flight Center, Greenbelt, Md. 
STANDARDS FOR SPACE DATA SYSTEMS 
E. B. CONNELL (NASA, Goddard Space Flight Center, Greenbelt, 
MD) IN: Computers in Aerospace Conference, 5th, Long Beach, 
CA, October 21-23, 1985, Technical Papers . New York, A I M ,  

NASA has chaired the Consultative Committee for Space Data 
Systems (CCSDS) for the past four years. During that time, a 
top-level, end-to-end reference model for space data sytems has 
been developed that identifies the functions anad services which 
must be provided by space data systems, and defines the interfaces 
between major functional elements. A group of definitions for 
standard protocols has been derived by analyzing these interfaces, 
and a set of detailed guidelines for space data system standards 
is in the final stages of negotiation among member CCSDS 
agencies. Two guidelines that address packet telemetry and 
channel coding have been approved and are being incorporated 
into the internal standards of member agencies. Others (packet 
telecommand, time code, standards data format unit) are in review 
within CCSDS technical panels and will soon be submitted for 
approval. These guidelines provide a mechanism for significant 
cost savings in the implementation of space data systems by 
allowing reuse of hardware and software for different payloads 
and for missions, and by enabling the substitution of new 
technology/higher performance elements at key points in the data 
system without causing major perturbations in the remainder of 
the system. Author 

1985, p. 100-102. 
(AIAA PAPER 85-5061) 

A86-11807 
FORCE ON A COIL MOVING ABOVE A GRID STRUCTURE 
E. H. LEMKE Acta Astronautica (ISSN 0094-5765), vol. 12, Sept. 
1985, p. 647-659. refs 

The lift and drag forces on a coil moving above a plane periodic 
grid structure are analyzed, with particular reference made to 
transport system applications for large space structures. The coil 
is approximated by two parallel wires moving parallel to the grid 
tubes; the corresponding two-dimensional electrodynamic problem 
is solved using expansions in terms of Bessel functions. 
Expressions are derived for the lift and drag force as well as the 
heat generated in the tubes in the limit of strong skin effect. The 
varying magnetic flux threading the coil is considered, and the 
thermal load of the coil is estimated. V.L. 

A86-12243 
SPACE TETHERS DANGLE THE FUTURE ON A THREAD 
G. R. GRAF Space World (ISSN 0038-6332). vol. V-10-262, Oct. 

The present paper is concerned with the Tethered Satellite 
System (TSS) which is to provide a new tool for the Space Shuttle. 
A number of projects based on the utilization of 'tether dynamics' 
have been considered. However, advanced concepts can only be 
considered seriously, after basic information regarding tethers in 
actual use has been acquired. In the first tether mission, in 1988, 
an electrodynamic satellite is to be dragged through the atmosphere 
more than 60 miles below the Shuttle. Attention is also given to a 
22,300-mile tower proposed by Tsiolkovsky (1 895), a 
counterbalanced space tether system called a 'skyhook', and cable 
cars (part way) to the stars. G.R. 

A86-12360 
INTERNATIONAL DEVELOPMENTS IN SPACE STATIONS AND 
SPACE TECHNOLOGIES; PROCEEDINGS OF THE 
THIRTY-FIFTH CONGRESS, LAUSANNE, SWITZERLAND, 
OCTOBER 7-13, 1984 

1985, p. 24-27. 

L. G. NAPOLITANO, ED. (Napoli, Universita, Naples, Italy) 
Congress sponsored by IAF. New York, AIAA (IAF Series. 
International Advances in Space Technology. Volume 2), 1985. 
384 p. For individual items see A86-12361 to A86-12363. 

Opportunities for international cooperation and utilization 
provided by the Space Station are discussed along with the current 
U.S. activities related to the Space Station, the technology for a 
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Space Station, the orbital operation of coorbiting spacecraft with 
a Space Station, the servicing vehicle of Columbus, and an overview 
of the facilities of the Space Energetics and Environment 
Laboratory. Attention is given to a reconfigurable common spare 
for colocated direct television broadcasting satellites, optical 
intersatellite data links with a semiconductor laser, NASA's Mobile 
Satellite Communications Program, and future US. meteorological 
satellite systems. Other subjects explored are related to the first 
dedicated life sciences Spacelab mission, finite thrust transfers, 
questions regarding the uniqueness of mankind in the Galaxy, 
large space structures ground and flight progress, orbit lifetime 
prediction and safety considerations, and the Radarsat SAR 
multibeam antenna. G.R. 

A86- 1 236 1 # 
FUTURE U.S. METEOROLOGICAL SATELLITE SYSTEMS 
D. B. MILLER and J. K. SPARKMAN (NOAA, National 
Environmental Satellite, Data, and Information Service, Washington, 
DC) IN: International developments in space stations and space 
technologies; Proceedings of the Thirty-fifth Congress, Lausanne, 
Switzerland, October 7-13, 1984 . New York, AIAA, 1985, p. 

It is pointed out that the present U.S. meteorological satellite 
system is an array of spacecraft including both geostationary and 
low-orbit polar orbiting platforms. The system is designed to provide 
necessary minimum data for global numerical weather prediction, 
and to supply frequent observations in the western hemisphere of 
natural hazards, including tornadoes, hurricanes, flash floods, and 
spring-thaw flooding. The present paper provides a survey of the 
current array of spacecraft and Sensor suites flown by the U.S., 
taking into account also details regarding the next series of sensing 
hardware. Polar imagers and sounders are examined, and 
geostationary sensors are discussed. Attention is given to the 
functions of the 'Advanced Very High Resolution Radiometer' 
(AVHRR/2), microwave sensors, radiation detectors, polar 
subsystems, polar spacecraft broadcast services, near future 
satellites, and future satellite systems. G.R. 

A86-12927# 
NOAA AND POLAR PLATFORMS 
S. R. SCHNEIDER (NOAA, National Environmental Satellite, Data, 
and Information Service, Washington, DC) AIAA, Earth Observing 
Systems: EOS - A Subset of Space Station Conference, Virginia 
Beach, VA, Oct. 6-10, 1985. 7 p. 

This report gives an overview of NOAA's involvement in the 
Space Station Polar Platform program. Issues addressed include 
instrumentation, servicing, communications, and operational 
requirements. Author 

A86-12929'# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
THE PUSHBROOM MICROWAVE RADIOMETER AND AIRCRAFT 
MEASUREMENT OF SOIL MOISTURE 
R. F. HARRINGTON, R. W. LAWRENCE, J. S. LEVINE (NASA, 
Langley Research Center, Hampton, VA), and V. E. DELNORE 
(PRC Kentron, Inc., Hampton, VA) AIAA, Earth Observing Systems: 
EOS - A Subset of Space Station Conference, Virginia Beach, 
VA, Oct. 6-10, 1985. 7 p. refs 

Soil moisture has been identified as a controlling parameter in 
the occurrence of atmospheric variations and crop vigor. 
Evapotranspiration rates impact local temperature. precipitation and 
motion fields of the atmosphere. The multiple beam pushbroom 
microwave radiometer (MBPMR) is a candidate for moisture 
monitoring on the Earth Observation System. A prototype MBPMR 
has been devised for airborne technology evaluations of pushbroom 
scanning capabilities. The instrument scans at 1.4 GHz with a 
Diche radiometer. Test flights on a NASA aircraft with the antenna 
mounted on the bottom of the fuselage have generated soil 
moisture data over crop areas for which ground truth data were 
gathered. Large antennas deployed from the Orbiter could collect 

103-1 10. 
(IAF PAPER 84-96) 

refs 
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sufficient data for mapping the global soil moisture in 6 days. 
M.S.K. 

A86-12935# 

RESEARCH AND OPERATIONAL MISSIONS 
J. H. MCELROY and S. R. SCHNEIDER (NOAA, National 
Environmental Satellite, Data, and !nforma!ior! Service, Washington, 
DC) AIAA, Earth Observing Systems: EOS - A Subset of Space 
Station Conference, Virginia Beach, VA, Oct. 8-10, 1985. 12 p. 
refs 

The instrumentation planned for the polar-orbiting segment of 
the Space Station will provide both real-time and long-term archival 
data. It is expected that the instrumentation will include an X-ray 
imager, total energy and electron detectors, a proton-electron 
spectrometer, a plasma monitor and a gamma ray detector. Data 
will also be gathered on the earth radiation budget, upper 
atmosphere activities and constituent species, ocean spectra and 
atmospheric absorption lines. SAR, scatterometer, imaging and 
altimeter applications will be found for radar units. The 
multiple-instrumented polar-orbiting platforms will permit 
correlations to be calculated on the radiation environment and 
atmosphere, ocean, weather, land and biosphere phenomena. 

M.S.K. 

THE SPACE STATION POLAR PLATFORMS - INTEGRATING 

(AIAA PAPER 85-3000) 

A86-13076 
NATIONAL SAMPE SYMPOSIUM AND EXHIBITION, 30TH, 
ANAHEIM, CA, MARCH 19-21, 1985, PROCEEDINGS 
Symposium and Exhibition sponsored by the Society for the 
Advancement of Material and Process Engineering. Covina, CA. 
Society for the Advancement of Material and Process Engineering 
(Science of Advanced Materials and Process Engineering Series. 
Volume 30), 1985, 1698 p. For individual items see A86-13077 to 

Among the topics discussed are novel biomedical materials, 
high temperature polyimides, structures and materials for space 
structures, pressure sensitive adhesives, materials for advanced 
electronics, fiberlmatrix-interface technologies, composite 
materials’ testing and analysis techniques, thermoplastic matrices, 
recent advancements in automated and robotic manufacturing 
methods, and novel polymeric materials. Also covered are surface 
mount assembly technology, metallic materials for automated and 
robotic systems, novel matrix resin technologies, surface 
preparation and adhesive bonding methods, spacecraft and missile 
material design, the application of computers to materials 
engineering, advancements in filament winding techniques, 
advanced composites’ design and manufacture, and environmental 

A86-13093, A86-13095 to A86-13102, A86-13104 to A86-13157, 
A86-13159 to A86-13164, A86-13166 to A86-13181. 

management. O.C. 

A86-13287 
THE IDENTIFICATION OF NATURAL FORMATIONS BASED ON 
THE RESULTS OF SPECTRAL AND ENERGY MEASUREMENTS 
FROM SPACE [IDENTIFIKATSIIA PRIRODNYKH OBRAZOVANII 
PO REZUL‘TATAM SPEKTROENERGETICHESKIKH IZMERENII 
I2 KOSMOSA] 
L. 1. KUSELEVSKII, A. A. KOVALEV, and V. E. PLIUTA (AN BSSR, 
lnstitut Fiziki, Minsk, Belorussian SSR) lssledovanie Zemli iz 
Kosmosa (ISSN 0205-9614). July-Aug. 1985, p. 98-104. In 
Russian. refs 

Photographs obtained on board the orbital station ’Salyut-4’ 
were used to study the spectral and energy characteristics of the 
upper boundary layer over selected regions of the USSR. The 
influence of the sample volume on the statistical classifications 
for spectral features in the range 0.4-0.8 microns is examined in 
detail. The most informative spectral features were chosen 
according to Shannon’s criterion of information content. A list of 
the spectral classifications is given. I.H. 

A86-13821# 
THE SPOT SATELLITE SYSTEM 
M. COURTOIS (CNES, Toulouse, France) and G. WEILL (SPOT 
Image Corp., Washington, DC) IN: Monitoring earth’s ocean, 
land, and atmosphere from space - Sensors, systems, and 
applications . New York, AIAA, 1985, p. 493-523. refs 

Digital imagery from the SPOT series of satellites will become 
available in early 1986, providing a novel source of worldwide 
information on a commercial basis. The program is expected to 
last 10-12 years. The data will be distributed by SPOT IMAGE (a 
dedicated entity) and its affiliate corporations and agents, some 
of which are equipped with their own receiving capabilities. This 
paper reviews the mission objectives and its most crucial 
parameters. It describes the satellite, the payload instruments, and 
the supporting ground system that provides the satellite 
programming, spacecraft control, image acquisition, and 
preprocessing. Finally, some image quality concepts and distribution 
arrangements are outlined. Author 

A86-1418 1 
RADIATION ANALYSIS OF UNFURLABLE REFLECTOR 
ANTENNAS [ANALYSE DU RAYONNEMENT DES ANTENNES 
A REFLECTEUR DEPLOYABLE] 
P. DUMONT, B. MATHIEU (CNES, Toulouse, France), and P. F. 
COMBES (Toulouse 111, Universite; Ecole Superieure de 
I’Aeronautique et de I’Espace, Toulouse, France) (Journees 
lnternationales sur les Antennes, Nice, France, Nov. 13-1 5, 1984) 
Annales des Telecommunications (ISSN 0003-4347), vol. 40, 
July-Aug. 1985, p. 387-395. In French. refs 

Theoretical and experimental studies of the radiation 
characteristics of unfurlable reflector antennas for communication 
satellites are described. A lack of correlation between the mesh 
reflection properties and surface distortions is noted. In addition, 
the significant influence of mesh parameters and mesh assembly 
on cross-polarization characteristics is examined. Finally, the effects 
of various surface-distortion geometries on the cross polarization 
are compared, providing useful information for antenna design. 

B.J. 

A86-14311’ Texas Univ., Houston. 
COMPATIBLE ATMOSPHERES FOR A SPACE SUIT, SPACE 
STATION, AND SHUTTLE BASED ON PHYSIOLOGICAL 
PRINCIPLES 
8. A. HILLS (Texas, University, Houston) Aviation, Space and 
Environmental Medicine (ISSN 0095-6562), vol. 56, Nov. 1985, p. 
1052-1058. refs 
(Contract NAG9-23) 

Fundamental physiological principles have been invoked to 
design compatible environments for a space suit, Space Station 
and the spacecraft used to transport the astronauts from earth. 
These principles include the long-term memory of tissues for a 
bubble-provoking decompression, the intermittent nature of blood 
flow in the tight connective tissue(s) responsible for the bends 
whose incidence in aviators has been shown to be related to 
bubble volume by the Weibull distribution. In the overall design an 
astronaut breathing a mixture of 30 percent 0 2  in N2 for 4-5 h in 
a spacecraft at 11.9 psia can transfer to a Space Station filled 
with the same mix at 8.7 psia and, after a further 4-5 h, go EVA 
at any time without any oxygen prebreathing at any stage. The 
probable incidence of decompression sickness has been estimated 
as less than 0.5 percent using the present suit operating at 4.3 
psia but the risk could be reduced to zero if the suit pressure 
were increased to 6.5 psia. Author 

A86-14376 
SHUlTLE ENVIRONMENT AND OPERATIONS II CONFERENCE, 
HOUSTON, TX, NOVEMBER 13-15,1985, TECHNICAL PAPERS 
Conference sponsored by AIAA. New York, AIM, 1985, 258 p. 
For individual items see A86-14377 to A86-14411. 

The subjects covered include aspects of gas-phase interactions 
in the NASA Space Shuttle environment, thermal environments 
for Space Shuttle payloads, the microbiological management of 
Spacelab 3 rodents, the Space Shuttle’s far-ultraviolet environment, 
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and an STS Vibroacoustic Payload Environment Prediction System. 
Attention is also given to acoustic forecasting for Space Shuttle 
launches at the Vandenberg AFB, the development of a high-flow 
source of energetic oxygen atoms for material degradation studies, 
protective coatings for atomic oxygen-susceptible spacecraft 
materials, the reaction of metals in lower earth orbit during the 
Space Shuttle flight 41G, and results of apparent atomic oxygen 
reactions with spacecraft materials during the Space Shuttle flight 
STS41G. Consideration is also given to the magnetic field 
environment, the radiation environment of Spacelab-1 , and Solar 

IS. 

A86-14443*# Jet Propulsion Lab., California Inst. of Tech., 
Pasadena. 
TETHERS AND ASTEROIDS FOR ARTIFICIAL GRAVITY ASSIST 
IN THE SOLAR SYSTEM 
P. A. PENZO and H. L. MAYER (California Institute of Technology, 
Jet Propulsion Laboratory, Pasadena) AIAA and AAS, 
Astrodynamics Conference, Seattle, WA, Aug. 20-22, 1984. 9 p. 
NASA-supported research. refs 

Analytical models are defined for gravity-assist trajectory 
changes for spacecraft passing massive compact bodies. The 
models are applied in an examination of the benefits of lowering 
a tether to an asteroid during a flyby in order to gain a trajectory 
change equivalent to that from a massive body (planet). Direct 
flybys yield velocity gains while retrograde flybys shed velocity. 
The magnitude of the effects are a function of the proximity to 
the body during flyby. This inherently limits the gravity assist 
technique used around planets, which usually have atmospheres 
and can have intense radiation fields. If a spacecraft could extend 
a tether (such as to be tested on the Orbiter) to snag on an 
asteroid surface, the potential trajectory/velocity change of the 
spacecraft would be limited mainly by the tether strength. The 
encounter physics are treated as a soft collision. Possible 
applications of the asteroid tether technique are outer planet, Mars 
and main belt asteroid exploration missions. M.S.K. 

A86-14444'# Science Applications, Inc., Schaumburg, 111. 
A COMPARISON OF AEROBRAKING AND AEROCAPTURE 
VEHICLES FOR INTERPLANETARY MISSIONS 
S. HOFFMAN (Science Applications International Corp., 
Schaumburg, IL) AlAA and AAS, Astrodynamics Conference, 
Seattle, WA, Aug. 20-22, 1984. 25 p. refs 
(Contract NASW-3622) 

Several design features for employing aerobraking and 
aerocapture techniques on interplanetary spacecraft are described. 
Recent studies have identified silica fabrics mounted on carbon 
composite ribs as suitable aerobraking spacecraft shield materials. 
Aerocapture is best achieved with a biconic aeroshell design, with 
the aeroshell supported by AI honeycomb panels and allowing 
primitive aerodynamic maneuverability. The aeroshell would be 
covered with thermal protection materials capable of elevated 
temperatures of magnitudes that are a function of the expected 
atmospheric density, the surface area, the entry speed, spacecraft 
mass and maneuverability. Both technologies are concluded ready 
for implementation and development costs are estimated for various 
missions, showing that aerocapture will provide for greater payload 
masses, except for a Jupiter mission. M.S.K. 

A86-14548' SRI International Corp., Menlo Park, Calif. 
EXPERT SYSTEMS FOR SPACE STATION AUTOMATION 
M. P. GEORGEFF and 0. FlRSCHElN (SRI International Artificial 
inieiiigence Laboratory, Menlo Fark, 2A) IEEE Control Systems 
Magazine (ISSN 0272-1708), vol. 5, Nov. 1985, p. 3-8. refs 
(Contract NAS2-11864) 

The expert systems required for automating key functions of 
the Manned Space Station (MSS) are explored. It is necessary 
that the expert systems developed be flexible, degrade gracefully 
in the case of a failure, and be able to work with incomplete 
data. The Ai sysiems wiil have io perform interpretation and 
diagnosis, design, prediction and induction, and monitoring and 

Optical Telescope Observatory operations and control. 

(AIAA PAPER 84-2056) 

(AIAA PAPER 84-2057) 

control functions. Both quantitative and qualitative reasoning 
capabilities need improvements, as do automatic verification 
techniques, explanation and learning capabilities, and the use of 
rnetaknowledge, i. e., knowledge about the knowledge contained 
in the knowledge base. Information retrieval, fault isolation and 
manufacturing process control demonstrations are needed to 
validate expert systems for the MSS. M.S.K. 

A86-15348' Lockheed Missiles and Space Co., Palo Alto, Calif. 
LONG LIFE FEASIBILITY STUDY FOR SIRTF 
L. G. NAES and T. C. NAST (Lockheed Research Laboratories, 
Palo Alto, CA) IN: Cryogenic optical systems and instruments; 
Proceedings of the Meeting, San Diego, CA, August 23, 24, 1984 
. Bellingham, WA, SPlE - The International Society for Optical 
Engineering, 1985, p. 22-34. 
(Contract NAS2-11155) 

The Phase A baseline for the Shuttle Infrared Telescope Facility 
(SIRTF) consists of an 85-cm diameter Cassegrain telescope, 
cooled to temperatures in the range from 10 to 20 K to provide 
background limited imaging for up to six instruments contained 
within a multiple instrument chamber (MIC). Colder temperature 
zones are also provided. A cryogenics system for a 15-day mission 
lifetime was first considered. In another study, the feasibility was 
assessed to extend the lifetime of the baseline SIRTF concept to 
at least six months, taking into account a mission involving the 
use of a space platform or a free-flyer configuration. According to 
the considered requirements, the optics temperature is to be kept 
below 10 K for at least 30 days. The temperatures are not to 
exceed 20 K at the end of the six months mission. It is shown 
that by using solid hydrogen, long-life operation is feasible with 
present technology. G.R. 

A86-15613# 
OVERVIEW OF JAPANESE POLICY ON SPACE STATION 
S. KOBAYASHI (Tokyo, University, Japan) IAF, International 
Astronautical Congress, 36th, Stockholm, Sweden, Oct. 7-1 2, 1985. 
9 P. 
(IAF PAPER 85-20) 

In connection with the US. Space Station project, NASA invited 
Japan, European countries, and Canada to participate and 
cooperate in the early phase of research and development in 
1982. In response to this invitation, an ad-hoc committee on the 
Space Station program was formed in the Space Activities 
Commission of Japan on August 31, 1982. This paper provides a 
summary of the final report of the ad-hoc committee. This report, 
named 'Basic Plan for Japanese Participation in the Space Station 
Program', was approved on April 10, 1985 by the Space Activities 
Commission. Attention is given to fundamental considerations, a 
mission model and elements, and the basic plan for Japanese 
participation. G.R. 

A86-15614'# National Aeronautics and Space Administration. 
Marshall Space Flight Center, Huntsville, Ala. 
COMMONALITY ANALYSIS FOR THE NASA SPACE STATION 
COMMON MODULE 
L. E. POWELL and E. E. BEAM (NASA, Marshall Space Flight 
Center, Huntsville, AL) IAF, International Astronautical Congress, 
36th, Stockholm, Sweden, Oct. 7-12, 1985. 8 p. 

The concept of commonality to enhance cost savings, as 
applied to NASA's Space Station Common Module (CM), is 
explored. The equipment lo !E inc!.ded in the CM is organized 
by subsystems of structure, power, thermal, command and data 
handling, environmental control and life support, and crew station. 
The weight, volume, and quantity of each instrument item will be 
subsequently added to support a cost model. The CM concept, 
its reference configuration, power distribution and management, 
and cost sensitivity options are discussed in detail. Some computer 
piagiams are outlined, s?ressing !he importance of the existing 
capabilities of the STS and the optimum commonality case. I S .  

(IAF PAPER 85-22) 
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A86-156 16# 
CONCEPT OF JAPANESE EXPERIMENT MODULE 
Y. MORISHITA, M. SAITO, and K. SHlRAKl (National Space 
Development Agency of Japan, Tokyo) IAF, International 
Astronautical Congress, 36th, Stockholm, Sweden, Oct. 7-1 2, 1985. 
8 P. 
(IAF PAPER 85-24) 

Japanese participation in the NASA Space Station takes the 
form of the Japanese Experiment Module (JEM), which is a 
multipurpose experiment package concerned with materials 
processing, life sciences, advanced technologies for microgravity 
environments, etc. The JEM architecture consists of a pressurized 
module, an exposed work deck, an experiment logistics module, 
experiment gases and water storage, a fixed manipulator, and an 
airlock. The multipurpose design of JEM is intended to 
accommodate unforeseen mission requirements that may emerge 
in 10-20 years. O.C. 

A86-15617# 
FEASIBILITY STUDY OF A MANNED SPACE STATION 
LAUNCHED AND ASSEMBLED WITH EUROPEAN VEHICLES 
C. COUGNET (Matra, S.A., Toulouse, France), P. DUlTO (CNES, 
Toulouse, France), and P. EYMAR (Aerospatiale, Les Mureaux, 
France) IAF, International Astronautical Congress, 36th, 
Stockholm, Sweden, Oct. 7-12, 1985. 14 p. 

A study of a proposed European space station architectural 
concept that would rely exclusively on the use of the Ariane 5 
system for its servicing and orbital insertion is presented. The 
main mission requirements, the monomodule and multimodule 
approaches to the station concept, and its interfaces with other 
spacecraft, such as Hermes, are discussed in detail. The possibility 
of reusing the Columbus Space Station elements was considered, 
and it was concluded that the Columbus pressurized module, as 
well as numerous subsystems and equipment of a Columbus 
resource module, could be reused without major modifications. It 
was found that the payload capacity of the Hermes was insufficient 
for the projected space station, which would require use of an 
automatic transfer vehicle in addition to Hermes. I.S. 

(IAF PAPER 85-25) 

A86-15619'# National Aeronautics and Space Administration, 
Washington, D.C. 
AN OVERVIEW OF THE SPACE STATION 
TECHNOLOGY /ADVANCED DEVELOPMENT PROGRAM 
R. F. CARLISLE, J. H. AMBRUS, and D. L. HALL (NASA, Office 
of Space Station, Washington, DC) IAF, International Astronautical 
Congress, 36th, Stockholm, Sweden, Oct. 7-12, 1985. 12 p. 

The Advanced Technology Plan of the Fiscal Year (FY) 1986 
is designed to focus on the most promising technology options 
applicable to the Space Station (SS), selected from the list of 
tasks identified by the FY 1984 Technology Program as the most 
critical technologies to be developed for the initial SS Initial 
Operating Capability. Most of the current activities are in the stages 
of manufacture and life tests of specific SS subsystems. Special 
attention is given to major technologies, which include power 
systems (PSs) (with emphasis on a Solar Dynamic PS concept); 
the thermal control system (with the focus on the 'thermal bus' 
concept); the environmental control and life support system; and 
the data management system; all are illustrated schematically. 
Other tasks, including dynamics, communications, extravehicular 
activities, mechanics, propulsion, and fluid, as well as the tasks of 
cost, maintainability, automation and robotics, and productivity are 
discussed. I.S. 

(IAF PAPER 85-28) 

A86-15620# 
THE SUPPORT TECHNOLOGY PROGRAMME FOR COLUMBUS 
TECHNICAL CONTENT AND IMPLEMENTATION 
R. BARBERA and G. BOLTON (ESA, European Space Research 
and Technology Centre, Noordwijk, Netherlands) IAF, International 
Astronautical Congress, 36th, Stockholm, Sweden, Oct. 7-12, 1985. 
10 p. 
(IAF PAPER 85-29) 

The present Columbus Preparatory Program reflects a synthesis 
of previous studies of the European Space Agency (ESA) with 
investigations performed on a national basis by several countries, 
taking into account also the option offered by the US. regarding 
a participation in the NASA Space Station program. Following an 
approach similar to the one adopted by NASA with its Space 
Station Advanced Development programs, it was decided to 
perform a Columbus Preparatory Support Technology Program 
(PSTP). It is pointed out that the PSTP is now in an advanced 
process of full implementation. The technical content of the PSTP 
and details regarding its implementation are discussed, taking into 
account aspects of structures, thermal control, environment and 
life support, power generation, power distribution and management, 
energy storage, altitude and orbit control, the communication 
systems, and crew systems. Attention is also given to technology 
test beds and questions of status and planning. G.R. 

A86-15622# 
OVERVIEW OF JAPANESE TECHNOLOGY DEVELOPMENT FOR 
SPACE STATION 
T. ARA (National Space Development Agency of Japan, Tokyo), 
K. NIVA (National Aerospace Laboratory, Tokyo, Japan), and M. 
NAGATOMO (Tokyo, University, Japan) IAF, International 
Astronautical Congress, 36th, Stockholm, Sweden, Oct. 7-1 2, 1985. 
8 P. 
(IAF PAPER 85-31) 

The results of a study by the National Space Development 
Agency (NASDA) of Japan to identify technologies for development 
in connection with a Japanese space station. Among the 
technologies considered are: a manipulator arm for space 
construction; a docking mechanism for an earth-to-space transfer 
vehicle; high-energy particle resistant computers for a space-based 
laboratory; and power components to be used on an exposed 
platform. The development of solar power collector to be used as 
a furnace for materials processing experiments is also discussed. 
The design features of a four-meter solar concentrator are listed 
in a table. I.H. 

A86-15626# 
LIQUID GAUGING TECHNOLOGIES FOR SPACE STATIONS 
UTILIZATION 
R. MONTI and C. GOLIA (Napoli, Universita, Naples, Italy) IAF, 
International Astronautical Congress, 36th, Stockholm, Sweden, 

Technologies apt to determine the liquid content in reservoirs 
in near zero gravity environment are discussed in the framework 
of space stations. After having classified the various aspects of 
the methods, particular attention is paid to a number of 
thermodynamics methods. The mathematical models are briefly 
described, and some preliminary numerical simulations are 
presented to describe the response capability of each method. 

Author 

OCt. 7-12, 1985. 19 p. 
(IAF PAPER 85-36) 

A86-15630# 

L. A. WICKMAN (Lockheed Missiles and Space Co., Inc., Sunnyvale, 
CA) IAF, International Astronautical Congress, 36th. Stockholm, 
Sweden, Oct. 7-12, 1985. 5 p. 

The on-orbit servicing of spacecraft is studied. The previous 
successful on-orbit servicings resulted in spacecraft design changes 
which take into consideration on-orbii maintenance. The capabilities 
which would be provided by an orbital servicing facility are: (1) 
on-orbit maintenance, (2) refurbishment, (3) assembly, and (4) repair 

SPACE-BASED SERVICING 

(IAF PAPER 85-43) 
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of failures. The economic and operational advantages of on-orbit 
servicing are investigated. A comparison of Space Station-based 
servicing with Shuttle-based servicing is presented. The proposed 
cost effectiveness and improved capabilities of the Space Station 
are described and reveal the advantage of the Station in providing 
a variety of services. I.F. 

A86-15631# 
OPERATIONS PLANNING - KEY TO A SUCCESSFUL SPACE 
STATION FACILITY 
R. L. KLINE (Grumman Aerospace Corp., Bethpage, NY) IAF, 
International Astronautical Congress, 36th, Stockholm, Sweden, 

Some operations planning aspects of the Space Station are 
discussed. Consideration is given to the major categories of Space 
Station operations including: user support operations; transportation 
harbor operations; ground support coordination operations; and 
proximity operations. The relations between individual components 
of the operational categories are examined. Some technological 
concepts are offered with respect to EVA/IVA coordination. I.H. 

A86-15632'# National Aeronautics and Space Administration. 
John F. Kennedy Space Center, Cocoa Beach, Fla. 
SPACE STATION OPERATIONS 
R. H. GRAY (NASA, Kennedy Space Center, Cocoa Beach, FL) 
IAF, International Astronautical Congress, 36th, Stockholm, 
Sweden, Oct. 7-12, 1985. 10 p. 

An evaluation of the success of the Space Station will be 
based on the service provided to the customers by the Station 
crew, the productivity of the crew, and the costs of operation. 
Attention is given to details regarding Space Station operations, a 
summary of operational philosophies and requirements, logistics 
and resupply operations, prelaunch processing and launch 
operations, on-orbit operations, aspects of maintainability and 
maintenance, habitability, and questions of medical care. A logistics 
module concept is considered along with a logistics module 
processing timeline, a habitability module concept, and a Space 
Station rescue mission. G.R. 

OCt. 7-12, 1985. 24 p. 
(IAF PAPER 85-44) 

(IAF PAPER 85-45) 

A86-15633# 
THE ACTIVE PROTECTION OF LONG-TERM SPACE STATION 
FROM IMPACTS OF SMALL MACROPARTICLES AND 
METEOROIDS 
V. P. KOROBEINIKOV (AN SSSR, Matematicheskii Institut, 
Moscow, USSR) IAF, International Astronautical Congress, 36th, 
Stockholm, Sweden, Oct. 7-12, 1985. 7 p. refs 

The probability of a collision of small cosmic bodies with large 
long-term operating cosmic stations is considered. The effects of 
particles collisions with elements of the stations are discussed. 
The principle possibilities for using solar radiation and transparent 
closed and opened envelopes for the protection from 
micrometeorites impacts are studied. Possibilities of applications 
of electromagnetic waves, particle beams and special cosmic 
'shield and gas filled balloons for the protection from 
minimeteorites which mass does not exceed 100 g are discussed. 

Author 

A86-15634# 
EUROPEAN ASPECTS OF USING THE SPACE STATION 
K. K. REINHARTZ (ESA, European Space Research and 
Tnchno!ogy Centre, Noordwijk, Netherlands) and W. LEY (DFVLR, 
Cologne, West Germany) IAF, International Astronautical 
Congress, 36th, Stockholm, Sweden, Oct. 7-12, 1985. 14 p. 

European studies of the applications of Space 
Station/Columbus elements have identified a growing interest in 
the use of future space-based scientific facilities. A set of 17 
model missions is defined which covers most current areas of 
space research and applications. Analysis of the requirements of 
the different missions has begun to provide a preliminary user 

(IAF PAPER 85-46) 
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input into the Columbus design studies. It is shown that planning 
and implementation of an effective utilization program for the Space 
Station/Columbus elements will be a complex task requiring close 
cooperation between scientists and engineers from many 
disciplines. I.H. 

A86-15636'# National Aeronautics and Space Administration, 
Washington, D.C. 
SPACE STATION UTILIZATION FOR TECHNOLOGY 
PURPOSES 
J. L. ANDERSON and J. ROMERO (NASA, Washington, DC) IAF, 
International Astronautical Congress, 36th, Stockholm, Sweden, 

The role of the Space Station in in-space technology research 
and development is discussed. The categorizing of research and 
technology experiments, which is required in order to provide the 
proper facilities for the experiments, is described. The use of the 
Space Station, itself, as an experiment is studied; instrumented 
large space structure experiments, environmental interactions, 
human-machine interface, and evolutionary technology validation 
can be conducted by the Space Station. The necessary conditions 
for the Space Station to function as a research and technology 
facility are analyzed. The Space Station design and planning 
considerations, in order to meet research and technology objectives 
and support requirements, are investigated. I.F. 

A86-15638# 
MICROGRAVITY ENVIRONMENT QUALITY ABOARD A LOW 
EARTH ORBIT SPACE STATION 
R. BOUDREAULT (Canadian Astronautics, Ltd., Ottawa, Canada) 
IAF, International Astronautical Congress, 36th, Stockholm, 
Sweden, Oct. 7-12, 1985. 15 p. refs 

The importance of the microgravity environment in material 
processing in space (MPS) is discussed. The features that make 
microgravtty useful for MPS, which are the reduction of buoyancy 
driven convection, containerless processing, and the elimination 
of sedimentation, are described. A comparison of the operating 
characteristics of the Space Shuttle, Space Station, EURECA, and 
Leasecraft microgravity support systems is provided. The 
calculation of the proper MPS spacecraft geometry which minimizes 
microgravity contamination is described and microgravity 
acceleration values for the spacecraft studied are given. The effect 
of atmospheric drag and crew operations on the quality of 
microgravity is investigated. An example revealing the importance 
of the proper microgravity environment is presented. I.F. 

A86-15639# 
SPACE STATION UTILIZATION FOR ASSEMBLY OF LARGE 
SPACE ANTENNA 
K. MATSUMOTO, Y. OHKAMI, T. KlDA (National Aerospace 
Laboratory, Chofu, Japan), T. IIDA, K. OKAMOTO (Ministry of Posts 
and Telecommunications, Radio Research Laboratories, Koganei, 
Japan) et al. IAF, International Astronautical Congress, 36th, 
Stockholm, Sweden, Oct. 7-12, 1985. 11 p. refs 

Attention is given to the results of a feasibility study concerning 
Space Station use as a working area for the assembly and/or 
deployment of large antennas. The antennas in question have 
such applications as earth observation, astronomical observations, 
energy transmission, and telecommunications. The concept of an 
enclosed spacecraft hangar is developed and discussed. O.C. 

A86-1564i # 

J. MAJUS and H. SAX (DFVLR, Cologne, West Germany) IAF, 
International Astronautical Congress, 36th, Stockholm, Sweden, 

A method is presented by means of which questions concerning 
the conduct of on-orbit servicing for ftiiure space stations can be 
structured and analyzed in a comprehensive fashion. Orbit servicing 

Oct. 7-12, 1985. 8 p. 
(IAF PAPER 85-50) 

(IAF PAPER 85-53) 

(IAF PAPER 85-54) 

PLATFORM SERVICING - IMPACTS ON SYSTEM COST 

OCt. 7-12, 1985. 29 p. 
(IAF PAPER 85-56) 
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is essential to the achievement of space station elements’ indefinite 
lifetime’, reducing life cycle costs, upgrading instrumentation, 
replenishing raw materials, and adapting systems to new scientific 
objectives. The analysis method developed is applied in a cost 

O.C. comparison study for different servicing options. 

A86-15642# 
SPACE PLATFORM - A NEW APPROACH TO SPACE 
OPERATIONS 
R. C. PARKINSON (British Aerospace, PLC, Space and 
Communications Div., Stevenage, England) IAF, International 
Astronautical Congress, 36th, Stockholm, Sweden, Oct. 7-1 2, 1985. 
6 P. 
(IAF PAPER 85-59) 

In January 1985, the Columbus proposal for participating in 
the Manned Space Station program was adopted by the European 
Space Agency (ESA). One of the elements of the Columbus 
program involves the employment of an unmanned, multiuser Space 
Platform. The Space Platform is intended as a permanent facility 
(or facilities) in low earth orbit to which users can attach payloads 
on a rental basis for as long a period as required. Two polar 
orbiting Platforms can provide earth observation coverage not 
possible from a Space Station orbiting at 28.5 degrees. Challenges 
associated with the Space Platform concept are related to the 
extended capabilities offered by the Platform, the multiuser 
capabilities, and modularity in the Platform design. G.R. 

A86-15644# 
THE IMPROVEMENTS OF LIFE DURATION ON SPOT 
L. DULHERM (CNES, Toulouse, France) IAF, International 
Astronautical Congress, 36th, Stockholm, Sweden, Oct. 7-1 2, 1985. 
4 P. 
(IAF PAPER 85-61) 

Factors affecting the life expectancy of the SPOT 1 and 2 
satellites are discussed. Emphasis is given to improvements in 
the SPOT 3 and 4 satellites which will increase life expectancy to 
4-5 years. Among the design improvements described are: a 
reduction in the average temperature of the satellite in order to 
lower the failure rates of electronic components; substitution of 
existing gyroscopes by more reliable new ones; modification of 
the memories of the on board calculator; and simplification of the 
mechanical parts in the solar generator. Attention is also given to 
increases in the battery capacity and hydrazine volume of SPOT 
3 and 4. A list of improvements related to the reliability of the 
SPOT satellites is given. I.H. 

A86-15646# 

COLUMBUS 
N. PAILER (Dornier System GmbH, Friedrichshafen, West 
Germany) IAF, International Astronautical Congress, 36th, 
Stockholm, Sweden, Oct. 7-12, 1985. 10 p. 

The retrievable platform ROBUS telescope mission concept, 
derived from the German X-ray satellite ROSAT, was developed 
to answer the requirements of reusability and cost effectiveness, 
and of being able to utilize the Shuttle and the Columbus systems. 
One of the key features that makes ROBUS an ideal telescope 
carrier is flexibility, realized in three versions for different 
applications (ROBUS-1, for short-term missions; ROBUS-2, for 
astronomical long-term (1 -2 yr) missions; and ROBUS-3, for 
long-term missions which include an orbital transfer system, 
allowing ROBUS-3 to be independent of the Shuttle orbit). In 
addition, several telescopes compatible with ROBUS are available 
and can be accommodated by a flexible mounting system. The 
ROBUS concept can be modified for use in demonstrations of 
the rendezvous and docking (RVD) technique, by adding a docking 
mechanism, rendezvous equipment, and a power generation 
system, as well as the attitude and orbital control systems and a 
propulsion system. I.S. 

ROBUS - A TELESCOPE AND TECHNOLOGY CARRIER FOR 

(IAF PAPER 85-64) 

A86-15648# 
A EUROPEAN INITIATIVE FOR IN-ORBIT DEMONSTRATION 
OF TECHNOLOGY DEVELOPMENTS 
H. STOEWER (ESA, Systems Engineering Dept., Noordwijk, 
Netherlands) IAF, International Astronautical Congress, 36th, 
Stockholm, Sweden, Oct. 7-12, 1985. 23 p. 
(IAF PAPER 85-68) 

The objectives of the ESA in-orbit technology demonstration 
program are to provide regular in-orbit flight opportunities for 
European space technologies, for the purpose of verification and 
for achieving their timely availability for future missions, as well as 
to select critical technologies for in-orbit testing. Examples of 
technological developments selected during the last two years 
from almost 100 technologies screened for testing are: a capacitive 
accelerometer for microgravity measurements, a space rigidized 
inflatable antenna, an atomic oxygen effects experiment, a new 
yaw earth sensor, an electrostatic levitator for materials sciences, 
an aluminum coating experiment, a helium cryostat, laser diode 
range finder, a liquid slosh experiment, advanced solar arrays for 
high voltage solar power systems, a two-phase heat transport 
system, a surface potential monitor, and accommodation studies 
of various carriers. Descriptions of these technologies and design 
diagrams are included. I S .  

A86-15653# 
KINEMATIC ANALYSIS OF A LARGE DEPLOYABLE TRUSS 
ANTENNA 
G. BRAZZINI, Y. BROUSTET, C. GARNIER, and P. PICARD 
(Aerospatiale, Les Mureaux and Cannes, France) IAF, International 
Astronautical Congress, 36th. Stockholm, Sweden, Oct. 7-1 2, 1985. 
7 P. 
(IAF PAPER 85-74) 

A prototype flight model of a large deployable reflector is 
presented and used for analysis and design/mission assessment. 
The selected concept has a growth capability in the range of 5 to 
30 m in diameter and the reflecting meshes permit operational 
frequencies from 1 GHz to 2.5 GHz. The antenna consists of a 
flexible knitted gold-plated Mo mesh stretched over a rigid 
deployable truss. In-orbit predictions demonstrated concept validity 
and clarified the critical points with regard to kinematics. The CPU 
times (in IBM environment) do not exceed 7 min. Details of the 
software code are covered. I S .  

A86-15661# 
THE MULTlMlSSlON PLATFORM (PFM) 
P. VALLET (Matra, S. A., Toulouse, France) IAF, International 
Astronautical Congress, 36th, Stockholm, Sweden, Oct. 7-1 2, 1985. 
11 p. 
(IAF PAPER 85-85) 

A multimission platform (PFM) designed for CNES to provide 
the payload instruments of the remote sensing satellites with 
electrical power supply, fine attitude and orbit control, on-board 
data management, telemetry, telecommand, and tracking is 
described. The platform organization, electrical power supplies, 
on-board data management, operating modes, launch and 
acquisition sequence, and wide variety of missions to which PFM 
can be adapted are discussed. The PFM is used by the SPOT-1 
and SPOT-2 satellites of CNES in the minimum version and will 
be used by ESA for the ERS-1 spacecraft in a maximum version. 
Detailed technical specifications and a series of block diagrams 
and schematics are included. I.S. 

A86-15698’# National Aeronautics and Space Administration. 
Ames Research Center, Moffett Field, Calif. 
DESIGN AND PERFORMANCE ANALYSIS OF AN 

CONCEPT 
G. P. MENEES (NASA, Ames Research Center, Moffett Field, 
CA) IAF, International Astronautical Congress, 36th, Stockholm, 
Sweden, Oct. 7-12, 1985. 14 p. refs 

Systems requirements for design-optimized, lateral-turn 
performance were determined for reusable, space-based 

AEROMANEUVERING ORBITAL-TRANSFER VEHICLE 

(IAF PAPER 85-139) 
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applications and low-earth orbits involving large multiple 
plane-inclination changes. The aerothermodynamic analysis is the 
most advanced available for rarefied-hypersonic flow over lifting 
surfaces at incidence. The effects of leadingedge bluntness, 
low-density viscous phenomena, and finite-rate flow-field chemistry 
and surface catalysis are accounted for. The predicted aerothermal 
heating characteristics are correlated with thermal-control and 
flight-performance capabilities. The mission payload capacity for 
delivery, retrieval, and combined operations was determined for 
round-trip sorties extending to polar orbits. Recommendations are 
given for future design refinements. The results help to identify 
technology issues required to develop prototype operational 
vehicles. Author 

A86-15700# 
EUROPEAN ORBIT TRANSFER AND SERVICING VEHICLE 
APPROACHES 
W. KLEINAU (Messerschmitt-Boelkow-Blohm GmbH, Ottobrunn, 
West Germany), U. RIEDEL (ERN0 Raumfahrttechnik GmbH, 
Bremen, West Germany), and P. EYMAR (Aerospatiale, Les 
Mureaux, France) IAF, International Astronautical Congress, 36th, 
Stockholm, Sweden, Oct. 7-12, 1985. 16 p. 

The main tasks of the Orbit Transfer and Service Vehicle (OTSV) 
are to provide transportation, servicing, and repair potentials for 
the European Space Segment, particularly the Columbus system, 
with the objective of enhancing autonomous operational 
capabilities. Both modular and integrated and both unmanned and 
manned vehicles are the main options for a future (gradually 
emerging) OTSV layout. Attention is given to OTSV examples 
conceived for specific European requirements as defined in 
particular by the Columbus manned and unmanned elements. The 
appearance of an unmanned OTSV as the first step is seen for 
mid-1994. B.J. 

A86-15701# 
APPLICATION OF IUS EQUIPMENT AND EXPERIENCE TO 
ORBIT TRANSFER VEHICLES OF THE 90's 
E. BANGSUND, J. KEENEY, and E. COWGILL (being Aerospace 
Co., Seattle, WA) IAF, International Astronautical Congress, 36th, 
Stockholm, Sweden, Oct. 7-12, 1985. 11 p. 

This paper relates experiences with the IUS program and the 
application of that experience to Future Orbit Transfer Vehicles. 
More specifically it includes the implementation of the US. Air 
Force Space Division high reliability parts standard (SMASO STD 
73-2C) and the componentlsystem test standard (MIL-STD-1540A). 
Test results from the parts and component level testing and the 
resulting system level test program for fourteen IUS flight vehicles 
are discussed. The IUS program has had the highest compliance 
with these standards and thus offers a benchmark of experience 
for future programs demanding extreme reliability. In summary, 
application of the stringent parts standard has resulted in fewer 
failures during testing and the stringent test standard has eliminated 
design problems in the hardware. Both have been expensive in 
Costs and schedules, and should be applied with flexibility. 

Author 

refs 
(IAF PAPER 85-142) 

(IAF PAPER 85-143) 

A86-15702# 
SPACE-BASED ORBITAL TRANSFER VEHICLE 
D. E. CHARHUT and W. J. KETCHUM (General Dynamics Corp., 
Space Systems Div., San Diego, CA) IAF, International 
Astronautical Congress, 36th, Stockholm, Sweden, Oct. 7-12, 1985. 
12 P. 

The effectiveness of reusable launch vehicles to Low Earth 
Orbit has been demonstrated by the Space Shuttle. The Orbital 
Transfer Vehicle (OTV) is to extend reusability. It is planned to 
employ the OTV also in operations which will utilize the Space 
Station. For the Space Station, an added facility is planned which 
would provide a staging point for payloads that require placement 
at higher orbit by an OTV. It is pointed out that a space-based 
OTV could be more efficient since it would operate only in space 

(IAF PAPER 85-144) 

and not be subjected to earth-to-orbit launch loads. Attention is 
given to the OTV operational scenario and mission profile, schedule, 
mission requirements, major program and system trades, 
OTV-Space Station accommodations (1 997), and aspects of OTV 
growth. G.R. 

A86-15703'# 
Washington, D.C. 
THE ORBITAL MANEUVERING VEHICLE - EXTENDING THE 
REACH OFTHESPACETRANSPORTATION SYSTEM 
I .  BEKEY (NASA, Washington, DC) IAF, International Astronautical 
Congress, 36th, Stockholm, Sweden, Oct. 7-12, 1985. 12 p. 

This paper describes the Orbital Maneuvering Vehicle (OMV) 
concept and its intended role. It recaps the past activities leading 
up to the current concept and summarizes the present status and 
plans. The various types of missions, operating modes, and 
performance capabiity are described. Typical mission scenarios 
for servicing missions from both the Shuttle and the Space Station 
are described. Author 

National Aeronautics and Space Administration, 

(IAF PAPER 85-145) 

A86-15714# 
ORBITAL TRANSPORTATION OF SOLAR POWER SATELLITE 
K. KURlKl (Tokyo, University, Japan), Y. SASAO, and Y. KONDO 
(Ishikawajima-Harima Heavy Industries, Co., Ltd., Tokyo, Japan) 
IAF, International Astronautical Congress, 36th, Stockholm, 
Sweden, Oct. 7-12, 1985. 7 p. refs 

The use of the magnetoplasmadynamic (MPD) thruster as the 
propulsion system for orbital transportation of solar power satellite 
(SPS) is studied. The resistojet, arcjet, ion engine, and MPD arcjet, 
which are possible systems for the orbital transportation of SPS, 
are described. The MPD arcjet is the most preferred system 
because it has a wide coverage of specific impulse 1000-6000 s, 
low voltage discharge, simple structure and operation, and various 
atoms and molecules can be used as propellant. The components 
of the electric power system and the propulsion power system of 
the MPD arcjet are given. The operation and performance of the 
MPD thruster are examined. The impact of the plasma exhaust 
on the magnetospheric environment is investigated. Two methods 
of in-orbit procurement of propellent, the gas dynamic method 
and magnetic method, are described; the gas dynamic method is 
the superior method in LEO. I.F. 

(IAF PAPER 85-157) 

A86-15750'# 
Langley Research Center, Hampton, Va. 
MEASUREMENT OF ORBITAL DYNAMICS OF THE OAST-1 
SOLAR ARRAY USING RECORDED VIDEO IMAGES 
J. B. MILLER, R. S. PAPPA, M. L. BRUMFIELD, and R. R. ADAMS 
(NASA, Langley Research Center, Hampton, VA) IAF, International 
Astronautical Congress, 36th, Stockholm, Sweden, Oct. 7-1 2, 1985. 
19 p. 
(IAF PAPER 85-213) 

The OAST-1 Solar Array Experiment was flown on Shuttle 
mission STS-41D on August 31, 1984 for NASA's Office of 
Aeronautics and Space Technology. It is pointed out that this was 
the first flight demonstration of the operation of a large solar 
array which was designed for multiple deployments and retractions. 
The array represents also a new class of very lightweight, flexible, 
low-frequency structures. A program was, therefore, implemented 
with the aim to study the structural dynamics of the array on the 
basis of a photogrammetric analysis of data obtained with the 
existing Shuttle closed circuit television (CCTV) system. The present 
paper has the objective to describe the experiment and its 
implementation, taking into account the unique process of analyzing 
the video data. G.R. 

National Aeronautics and Space Administration. 
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A86-15783# 
EXACT ANALYTIC SOLUTION OF SPACE RELATIVE MOTION 
EQUATION 
C. WANG (Beijing Automatic Control Engineering Institute, People’s 
Republic of China) IAF, International Astronautical Congress, 
36th, Stockholm, Sweden, Oct. 7-12, 1985. 8 p. 

An exact analytical solution to the space relative motion 
equation is obtained with a formulation in terms of the orbital 
coordinates and the Hill canonical variables. The model is extended 
to define and prove a theorem for gravitationally perturbed basic 
and relative motion. The model is considered valid for solving 
problems of parabolic and hyperbolic motion of a satellite relative 
to a space station. M.S.K. 

refs 
(IAF PAPER 85-253) 

A86-15791# 
RENDEZVOUS AND DOCKING NAVIGATION SENSORS - 
SURVEY, EXPERIMENTAL RESULTS, AND DEMONSTRATION 
PROPOSAL 
B. KUNKEL (Messerschitt-Boelkow-Blohm GmbH, Ottobrunn, West 
Germany) and P. HARTL (Stuttgart, Universitaet, West Germany) 
IAF, International Astronautical Congress, 36th, Stockholm, 
Sweden, Oct. 7-12, 1985. 18 p. refs 

The current rendezvous and docking (RVD) proximity sensor 
technologies are reviewed, along with possible applications 
scenarios. The most likely uses will be for mating with the Space 
Station or co-orbiting platforms, either in the same or polar orbits, 
or with platforms in GEO. Autonomous performance is necessary 
to avoid the costs of transporting humans to space, to access 
satellites in areas where no access is available to manned 
platforms, and to allow remote control from ground stations. The 
RVD systems will operate at long-range for detection and lock-on, 
at hold points, in fly-around maneuuvers, at short range and in 
proximity. The sensors will operate using microwave (s and Ku 
bands), laser or passive imaging capabilities, the latter requiring 
CCD cameras which could sense laser- or microwave-illuminated 
targets. M.S. K. 

A86-15834# 

DISCIPLINES AND CANNOT BE SEPARATED FROM THEM 
F. X. KANE (Rockwell International Corp., El Segundo, CA) IAF, 
International Astronautical Congress, 36th, Stockholm, Sweden, 

The safety lessons learned from Skylab and Spacelab flights 
and their application to the Space Station are discussed. The 
rescue capabilities of the Skylab and the repair tools utilized by 
the astronauts are described. A list of Skylab system safety program 
elements is given. Spacelab safety, which is assured by payload 
decoupling, amplified preparation of flight, training and simulations, 
and data transmission to ground, is examined. The safety 
requirements for Space Shuttle missions are provided. The 
incorporation of Safety plans into the administration and operation 
of the Space Station is discussed. The development of threat 
strategy for all aspects of design and operation is studied. I.F. 

A86-15838# 
EARTH SATELLITE COLLISION PROBABILITY IN SPACE 
STATION ERA 
M. NAGATOMO and K. SAT0 (Tokyo, University, Japan) IAF, 
International Astronautical Congress, 36th, Stockholm, Sweden, 
Oct. 7-12, 1985. 8 p. refs 

The collision between artificial orbiting objects has been 
predicted for the near future when the Space Station is operated. 
The model of population of orbiting objects in the near-earth space 
has been determined based on the data of registered satellites 
and estimation of other debris. It the model is determined, a collision 
probability for a certain size of satellite with known orbital 
parameters to collide with other orbiting satellites and debris can 
be calculated statistically. The collision probability is shown as a 

(IAF PAPER 85-265) 

SYSTEM SAFETY IS AN INHERENT FUNCTION OF THE IN-LINE 

OCt. 7-12, 1985. 9 p. 
(IAF PAPER 85-331) 

(IAF PAPER 85-336) 

function of orbital altitude and inclination angle of the satellite. 
The change of the population of satellites due to new satellites 
launching and decay of orbital altitude has been predicted with a 
continuum model. The annual satellite generation rates were 
assumed and periodical variation of atmospheric density caused 
by solar activity were considered in ths calculation. The calculated 
results have been applied for prediction of the collision of a Space 
Station with other orbiting objects. Finally a result of preliminary 
study on feasibility of an orbital surveillance radar to detect colliding 
orbiting objects to take some action to prevent a catastrophic 
damage of a large space system will be presented. In this case, 
relative motion of colliding bodies to a target body is of our concern. 
The directional distributions of the colliding objects will determine 
the performance of the radar system. Some results of calculation 
has been presented. Author 

A86-15867# 
USUDA DEEP SPACE STATION WITH 64-METER-DIAMETER 
ANTENNA 
T. NOMURA, T. HAYASHI, T. NISHIMURA, H. HIROSAWA, and 
M. ICHIKAWA (Tokyo, University, Japan) IAF, International 
Astronautical Congress, 36th, Stockholm, Sweden, Oct. 7-1 2,1985. 
8 p. refs 

Institute of Space and Astronautical Science (ISAS), Japan, 
constructed a new deep space ground station with 
64-meter-diameter antenna at Usuda-cho, Nagano, in 1984. The 
station has successfully operated in the tracking of ’Sakigake’, 
the first Japanese interplanetary spacecraft that ISAS launched 
on January 8, 1985. This paper describes the facilities and the 
features of the Usuda Station, the results of Sakigake tracking, as 
well as the features of the softwares for trajectory generation and 
orbit determination that have been developed for deep space 
missions. Author 

(IAF PAPER 85-381) 

A86-15926# 
VERY LOW FREQUENCY SET1 SEARCH STRATEGY 
S. GORGOLEWSKI (Torun, Uniwersytet, Poland) IAF, International 
Astronautical Congress, 36th, Stockholm, Sweden, Oct. 7-12, 1985. 
5 P. 

A SET1 experiment is proposed which uses a 150 km long 
half-wave dipole tuned to resonance at frequencies in the 1 kHz 
band. Such a dipole can be very light, no more than 150 kg, and 
can be deployed propelled as well as propelled into the outer 
solar system region using a solar sail. A very large collecting 
surface equal to one million 100 meter dishes could detect a 1 
MW transmitter at a distance of 10 light years. The SNR would 
be better than a factor of seven, making the signal clearly visible 
without integration. The probe would be nearly omnidirectional and 
would survey a relatively narrow band of frequencies. This 
experiment would also supply much new information about the 
mean electron density in interstellar clouds, the Galactic 
background, and radio signals generated in the outer solar corona 
and planetary magnetospheres. C.D. 

(IAF PAPER 85-478) 

A86-15930# 
GEOSTATIONARY CHAIN SATELLITE - EXPANDING ORBIT 
RESOURCES 
T. YASAKA (Nippon Telephone and Telegraph Public Corp., 
Yokosuka Electrical Communication Laboratory, Japan) IAF. 
International Astronautical Congress, 36th, Stockholm, Sweden, 

The mass properties and disruption hazard of a chain satellite 
system are calculated. A system as long as half the 
geosynchronous radius has a mass of less than 10,OOO kg, with a 
total satellite mass of more than 5000 kg. The probability of 
disruption due to encounter with other objects is 6.5 percent in 
ten years, which is of the same order of magnitude, or less, as 
the failure rate of ordinary spacecraft. C.D. 

OCt. 7-12, 1985. 5 p. 
(IAF PAPER 85-483) 
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A86-15931'# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
POTENTIAL SPACE STATION EVOLUTION AND GROWTH 
MODES 
E. B. PRITCHARD, E. K. HUCKINS, 111, and S. J. KATZBERG 
(NASA, Langley Research Center, Hampton, VA) IAF, International 
Astronautical Congress, 36th, Stockholm, Sweden, Oct. 7-1 2, 1985. 
11 p. 
(IAF PAPER 85-484) 

User requirements for the first ten years of space station 
operation are assessed, and space station system capabilities to 
meet those needs are delineated. A module length of about 11.5 
m with external interconnects best meets growth needs, and a 
power unit which provides 42 KW is desirable. Four growth 
scenarios for the manned element of the space station program 
are studied, and typical growth configurations are described. The 
full dual keel configuration is attractive at this point due to its 
increased flexibility. C.D. 

A86-15932# 

E. LANSARD (CNES, Groupe de Recherche de Geodesie Spatiale, 
Toulouse, France), I. BARRUOL, D. BOYER-GIBAUD, M. FABRE, 
J. SCHNEIDER et al. IAF, International Astronautical Congress, 
36th, Stockholm, Sweden, Oct. 7-12, 1985. 15 p. 

The main features of two prize-winning architectural projects 
for the design of a space station are presented. The basic criteria 
for such a space station are summarized, and the choice of a 
modular envelope for the design is explained. The interior design 
and the way of life it accommodates are described. In particular, 
a wide central common room favors group cohesion, whereas 
privacy is preserved in individual cells. Inner circulation is minimized 
and the space harbor is moved away from pressurized zones by 
using space tethers. The interior arrangements and features to 
improve the quality of relaxation are designed to ease the 
accommodation to microgravity. C.D. 

A86-17301 National Aeronautics and Space Administration, 
Washington, D.C. 

DESIGN, INFRASTRUCTURE, AND USES 
I. BEKEY, ED. and D. HERMAN, ED. (NASA, Washington, DC) 
New York, American Institute of Aeronautics and Astronautics 
(Progress in Astronautics and Aeronautics. Volume 99). 1985, 402 
p. For individual items see A86-17302 to A86-17314. 

Topics discussed include space infrastructures and early Space 
Station and platform planning. Consideration is given to the 
supportive role of the Space Station and platform in future 
astronomy, earth observation, planetary, and communication space 
missions. Papers are presented on the history of the Space Station 
and space platform concepts, potential designs of space stations 
and space platforms, and long-range plans for space research. 

I.F. 

ARCHEPOLIS - A SPACE STATION FOR THE 2010's 

(IAF PAPER 85-485) 

SPACE STATIONS AND SPACE PLATFORMS - CONCEPTS, 

A86-17305# 
SPACE TELESCOPE - THE PROTO-SPACE PLATFORM 
H. GURSKY (U.S. Navy, E. 0. Hulburt Center for Space Research, 
Washington, DC) IN: Space stations and space platforms - 
Concepts, design, infrastructure and uses . New York, American 
Institute of Aeronautics and Astronautics, 1985, p. 60-74. refs 

The design and uses of the Space Telescope (ST) are 
described. The ST provides: (1) improved spatial resolution, (2) 
improved signal-to-noise for studying point images and spectra, 
(3) improved signal-to-noise for studying short time variability, and 
(4) near-simultaneous photometric and spectral data over a spectral 
range of 0.1-1 micron. The use of the ST to produce data which 
provides a better understanding of planetary science, global 
clusters, galaxian distances, and evolutionary galaxies is discussed. 
The design requirements for the ST are examined and a diagram 
of the ST is presented. The use of the focal plane of the ST is 
described. The maintainability of ST and its functions as a space 
platform are investigated. I.F. 

A86-17306# 
THE EUROPEAN REUSABLE SPACE PLATFORMS SPAS AND 
EURECA 
D. E. KOELLE (ERN0 Raumfahrttechnik GmbH, Ottobrunn, West 
Germany) IN: Space stations and space platforms - Concepts, 
design, infrastructure and uses . New York, American Institute of 
Aeronautics and Astronautics, 1985, p. 75-81. 

The paper deals with the new space systems, 'Reusable 
Platforms', which have been made feasible by the US. Space 
Shuttle. The first of this kind was SPAS-01, an experimental 
platform developed as industrial venture by MBB, and flown twice 
in 1983 and 1984. The first operational reusable platform for 
micro-g-applications, called Eureca, is now under development for 
ESA as a European program. Both platforms are described with 
their technical and operational features. Author 

A86-17307'# 
Washington, D.C. 
INTRODUCTION - SPACE STATION AND PLATFORM ROLES 
IN SUPPORTING FUTURE SPACE ENDEAVORS 
D. H. HERMAN (NASA, Office of Space Station, Washington, DC) 
IN: Space stations and space platforms - Concepts, design, 
infrastructure and uses . New York, American Institute of 
Aeronautics and Astronautics, 1985, p. 85-88. 

The function of the Space Station and a platform is studied. 
The development of an earth observing instrument platform in a 
near-polar geosynchronous orbit to provide data about the earth 
is examined. The establishment of a permanently manned Space 
Station will allow development of commercial laboratories. 
Architectural requirements for servicing, transportation, and 
assembly on the Space Station are analyzed. The study of 
physiological and psychological effects due to weightlessness can 
be conducted on the Space Station. Developments in space 
knowledge and technology that are possible with the Space Station 
are discussed. I.F. 

National Aeronautics and Space Administration, 

A86-17308# 
ASTRONOMY AND THE SPACE STATION 
H. GURSKY (U.S. Navy, E. 0. Hulburt Center for Space Research, 
Washington, DC) IN: Space stations and space platforms - 
Concepts, design, infrastructure and uses . New York, American 
Institute of Aeronautics and Astronautics, 1985, p. 89-107. 

The utilization of the Space Station for astronomical missions 
is studied. A review of the advances in astronomy because of the 
ability to observe from space and a description of previous 
astronomical missions are provided. The requirements for 
astronomical observation are improved sensitivity, angular 
resolution, and spectral resolution. The use of the Space Station 
as an observing site, a service base, and an assembly base for 
astronomical missions is examined. Examples of astronomical 
observing facilities, assembly in space, and construction in space, 
made possible by the Space Station are presented. I.F. 

A86-17309# 
THE SPACE STATION POLAR PLATFORM - INTEGRATING 
RESEARCH AND OPERATIONAL MISSIONS 
J. H. MCELROY and S. R. SCHNEIDER (NOAA, Washington, DC) 
I N  Space stations and space platforms - Concepts, design, 
infrastructure and uses . New York. American Institute of 
Aeronautics and Astronautics, 1985, p. 108-1 30. refs 

An astronaut-tended platform in sun-synchronous, near-polar 
orbit for extensive earth observations is proposed. The functions 
of the operational, and research and development instruments 
necessary for observation of solar-terrestrial interactions, the 
earth's atmosphere, meteorology, oceanography, and remote 
sensing of solid earth and vegetation from the polar platform are 
examined. A list of the proper positioning of the instruments on 
the alpha and beta platforms is provided. The data processing of 
the information collected and Ita global distribution are studied. 
The platform servicing and international cooperation required for 
the effectiveness of this platform are discussed. I.F. 
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A86-1731 O# 
PLANETARY EXPLORATION IN THE SPACE STATION ERA 
D. MORRISON (Hawaii, University, Honolulu) IN: Space stations 
and space platforms - Concepts, design, infrastructure and uses . 
New York, American Institute of Aeronautics and Astronautics, 

The use of the Space Station in planetary science is discussed. 
A review of the planetary program, which developed from 
earth-based studies, to reconnaissance with fly-by spacecraft, to 
extensive studies with orbiters and atmospheric probes, and then 
to detailed investigations wth landers, is presented. A planned 
study of Mars involving rover and sample return missions, and a 
comet sample return mission, which would utilize the Space Station 
are described. The function of the Space Station as a support for 
planetary missions and as a microgravity laboratory are examined; 
examples of experiments to be conducted in the Space Station 
laboratory are provided. I.F. 

1985, p. 131-149. 

A86-17315' 
Washington, D.C. 

National Aeronautics and Space Administration, 

PERMANENT PRESENCE - MAKING IT WORK; PROCEEDINGS 
OF THE TWENTY-SECOND GODDARD MEMORIAL 
SYMPOSIUM, GREENBELT, MD, MARCH 15, 16, 1984 
I. BEKEY, ED. (NASA, Washington, DC) Symposium sponsored 
by AAS. San Diego, CA, Univelt, Inc. (Science and Technology 
Series. Volume 60), 1985, 188 p. For individual items see 

Among the topics discussed are: electrophoresis operations in 
space for pharmaceutical processing; Space Station program 
operations; and Space Station platform configurations. 
Consideration is also given to: the human role in future space 
systems; EVA operations; spherical shell applications; and a 
container material for alloy processing in near-zero gravity. Among 
additional topics discussed are: Space Station platform thermal 
control; environmental control and life support for an evolving 
capability manned Space Station; and the commercial prospects 
of the Space Station. I.H. 

A86-17316 to A86-17324. 

A86-17318' National Aeronautics and Space Administration. John 
F. Kennedy Space Center, Cocoa Beach, Fla. 
SPACE STATION PROGRAM OPERATIONS - MAKING IT 
WORK 
G. R. PARKER (NASA, Kennedy Space Center, Cocoa Beach, 
FL) IN: Permanent presence - Making it work; Proceedings of 
the Twenty-second Goddard Memorial Symposium, Greenbelt, MD, 
March 15, 16, 1984 . San Diego, CA, Univelt, Inc., 1985, p. 

The Space Station Program (SSP) will consist, in part, of a 
permanently orbiting facility composed of a mix of manned and 
unmanned elements. To insure that such a facility will be an 
operationally viable and productive one, capable of performing a 
myriad of assigned missions, special attention must be given to 
the following operational disciplines during the design and 
development of the SSP systems and subsystems: (1) 
Automation/Autonomy, (2) Customer Interfaces/Operations, (3) 
HabitabilityICrew Productivity, (4) Maintainability, and (5) Logistics. 
In order to properly address these disciplines, from an operations 
point of view, the Director of the Space Station Task Force (SSTF) 
formed the Operations Working Group (OWG) in July 1982, and 
chartered this group to develop the top level operational technical 
and management-approach philosophies and requirements for the 
SSP. This paper attempts to summarize the results and conclusions 
reached by the OWG after an 18 month intensive study effort. 

Author 

31 -35. 
(AAS PAPER 84-1 12) 

A86-17319 
SPACE STATION/PLATFORM CONFIGURATIONS 
R. W. MCCAFFREY (Grumman Aerospace Corp., Bethpage, NY) 
IN: Permanent presence - Making it work; Proceedings of the 
Twenty-second Goddard Memorial Symposium, Greenbelt, MD, 
March 15, 16, 1984 . San Diego, CA, Univelt, Inc., 1985, p. 
45-54. refs 

The mission requirements and potential design of the Space 
Station and its adjunct Space Platform are discussed. The major 
design issues driving the configuration shapes are considered, 
including: power requirements; construction costs; flight control; 
and adaptibility. Detailed line drawings of the principal candidate 
configurations for Space Station are provided. The configurations 
include: a planar IOC; a delta IOC; a big 'Tee' IOC; and the 
power tower concept. I.H. 

(AAS PAPER 84-1 14) 

~ a 6 - 1 7 6 0 ~  
THE SPACELAB INSTRUMENT POINTING SYSTEM 
PERFORMANCE AND OPERATIONS 
A. E. HAMMESFAHR (Dornier System GmbH, Friedrichshafen, 
West Germany) AIAA, Shuttle Environment and Operations 
Conference, 2nd, Houston, TX, Nov. 13-15, 1985. 9 p. 
€SA-supported research. 

This paper gives a summary description of the Instrument 
Pointing System which is a subsystem of the Spacelab providing 
a versatile three axis pointing capability to any experiment requiring 
precision orientation towards celestial objects in the arc-second 
range. A general description of the mechanical and electrical 
configuration is followed by a more detailed discussion of the 
software and controller concept and its operational capabilities. 
Based on very detailed performance simulation runs and on the 
preliminary results of the first flight of IPS on the SL-2 mission, a 
summary of the performance capabilities in dependence of the 
payload characteristics and mission configuration is presented and 
discussed. Author 

(AIAA PAPER 85-6073) 

A86-17612# 
THE OPERATION OF THE SPACELAB SCIENTIFIC AIRLOCK 
G. R. BOLTON, A. BOSSCHE (ESA, European Space Research 
and Technology Centre, Noordwijk, Netherlands), and G. R. TER 
HAAR (Fokker, Schiphol, Netherlands) AIAA, Shuttle Environment 
and Operations Conference, 2nd, Houston, TX, Nov. 13-1 5, 1985. 
8 p. refs 

The scientific Airlock is in effect a 'Lock' which both separates 
two incompatible environments - a pressurized spacecraft interior 
and the vacuum of space - and provides safe transfer from one 
to the other. It is a convenient means of rapidly mounting 
experiments in space and after the required exposure retracting 
them into the Spacelab. Its great advantage is that it can both 
accelerate space research and substantially reduce cost. The 
Scientific Airlock was successfully flown on the first Spacelab 
mission in November 1983 and a second time in May 1985. This 
paper describes briefly the construction and working principles of 
the Airlock and its main features and elaborates on the experience 
in operating experiments during the first two Scientific Airlock 
missions. Further, a view is given on future Airlock application 
and developments. Author 

(AIAA PAPER 85-7046) 

A86-17744 
INTERNATIONAL COOPERATION IN ASSURING CONTINUITY 
OF ENVIRONMENTAL SATELLITE DATA 
K. D. HODGKINS, J. M. MACLURE, R. 0. MASTERS (NOAA, 
National Environmental Satellite, Data, and Information Service, 
Washington, DC), and R. B. CLUPEK (EPA, Office of External 
Affairs, Washington, DC) Space Policy (ISSN 0265-9646), vol. 1, 
Nov. 1985, p. 415-422. refs 

Methods of maintaining the free flow of international 
meteorological remote sensing satellite data are described. The 
exchange of technical satellite information and bilateral cooperation 
are discussed; examples of organizations which assure the 
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international exchange of data are provided. Various means of 
sharing future Space Station polar-orbiting platform data are 
studied. Institutional models based on already established 
international organizations are evaluated for the proper selection 
of an international monitoring system. Important factors which need 
to be considered in establishing an international organization to 
provide continuous availability and access to satellite data are: 
national security, cost and control, the transfer of technical 
information, and the role of nonparticipating nations. I.F. 

A86-18370 
EURECA - THE REUSABLE SATELLITE EMERGES 

34-37, 42. 
G. PARDOE Space (ISSN 0267-954X), vol. 1, Sept. 1985, p. 

The system capabilities of the European Retrievable Carrier 
(Eureca) are examined. The design of the 4 ton Eureca, which is 
to be launched and retrieved by the Space Shuttle, is described. 
The components of the temperature control, data handling, and 
measure and control subsystems are analyzed. The mission profile 
and design life of the Eureca are discussed. The main function of 
the carrier is for utilization in microgravity research; the facilities 
available for material and life science experiments are described. 
The improvements required for its application to nonmicrogravity 
experiments, such as astronomical, solar earth observation, and 
technology, are discussed. The estimated cost for operating the 
Eureca, including industrial development, launch and retrieval, flight 
operations, and core payload, is studied. I.F. 

A86-18514 
A METHOD FOR COMPARISON OF TECHNOLOGIES FOR 
ORBITAL TRANSFER 
C. ROSENE (Rice University, Houston, TX) Space Solar Power 
Review (ISSN 0191-9067), vol. 5. no. 3, 1985, p. 271-275. 

Techniques necessary to compare and evaluate proposed 
orbital transfer systems are examined. The derivation of a formula 
for the break-even price for the operation of an OTV from LEO to 
GEO is presented. The formula assumes the subsystems of the 
OTVs are independent, and considers the cost of the vehicle, 
maintenance cost, and the efficiency and configuration of the 
vehicle. The expressions for calculating the break-even price for 
aerobraked and nonaerobraked systems are given. The equations 
allow for the comparison of different propulsive systems for the 
OTVs; an example comparing the thrust to mass ratio for electric, 
chemical, and nuclear propulsion systems is provided. I.F. 

A86-19125 
OPTIMIZING ELECTROSTATIC RADIATION SHIELDING FOR 
MANNED SPACE VEHICLES 
W. FRlSlNA Acta Astronautica (ISSN 0094-5765), vol. 12, Dec. 
1985, p. 995-1003. refs 

An electrostatic radiation shielding for manned spacecraft in 
low-earth-orbit (LEO) is described. The shield consists of three 
concentric grids having a net charge of zero. The voltage across 
the outer pair was chosen to repel electrons and the voltage 
across the inner pair was chosen to repel nucleons. The negative 
grid is coated to absorb ultraviolet light and to prevent 
photoemission, and secondary emission is minimized using a 
grid/thin foil combustion. !? is show:: that the efficiency of the 
shield increases indefinitely with size. Some favorable sizes 
corresponding to different shield voltages are recommended. The 
estimated protection of the shield for large LEO habitats and small 
powered transport vehicles is several orders of magnitude greater 
than mass shielding against charged particle cosmic radiation. A 
line drawing of the electrode grids/support trusswork for the outer 
electrode pair is prwided. i.H. 

A86-19260 
FIRST PAYLOAD FOR THE EUROPEAN RETRIEVABLE 
CARRIER EURECA 
G. SEIBERT (ESA, Microgravity Office, Paris, France) and A. 
HAHNE (ESA, Space Science Dept., Noordwijk, Netherlands) 
Earth-Oriented Applications of Space Technology (ISSN 
0277-4488), vol. 5, no. 3, 1985, p. 239-246. 

The European retrieval carrier, Eureca, to be used for scientific 
experiments in a very-low acceleration environment is described. 
The launch and retrieval of the 2.2 m long and 3.5 ton space 
platform by the Space Shuttle is examined. The advantages of a 
microgravity environment for material processing, the study of 
enzyme biochemistry, botany, and exobiology/radiation biophysics 
are discussed. The payload of Eureca-1 is classified into core 
paylod facility experiments, microgravity add-on experiments, and 
nonmicrogravity experiments. A description of the facilities for 
crystal growth, material science, protein crystallization, and botany 
experiments is provided. Nonmicrogravity experiments to be 
conducted include: (1) solar observation, (2) astronomy, (3) 
atmospheric physics, and (4) technology. I.F. 

A86-195 15 
LOW FREQUENCY MICROWAVE RADIOMETER FOR N-ROSS 
J. P. HOLLINGER and R. C. LO (U.S. Navy, Naval Research 
Laboratory, Washington, DC) IN: Recent advances in civil space 
remote sensing; Proceedings of the Meeting, Arlington, VA, May 
3, 4, 1984 . Bellingham, WA, SPlE - the International Society for 
Optical Engineering, 1984, p. 199-207. Previously announced in 
STAR as N85-23819. refs 

The all weather, global determination of sea surface temperature 
(SST) has been identified as a requirement needed to support 
naval operations.The target SST accuracy is + or 1.0 K with a 
surface resolution of 10 km. Investigations of the phenomenology 
and technology of remote passive microwave sensing of the ocean 
environment over the past decade have demonstrated that this 
objective is presently attainable. Preliminary specification and trade 
off studies were conducted to define the frequency, polarization, 
scan geometry, antenna size, and other essential parameters of 
the low frequency microwave radiometer (LFMR). It will be a meter 
deployable mesh surface antenna. It is to be flown on the 
Navy-Remote Ocean Sensing System (N-ROSS) satellite scheduled 
to be launched in late 1988. M.G. 

A86-19523’ National Aeronautics and Space Administration. 
Marshall Space Flight Center, Huntsville, Ala. 
THE NATIONAL SYMPOSIUM AND WORKSHOP ON OPTICAL 
PLATFORMS, HUNTSVILLE, AL, JUNE 12-14, 1984, 
PROCEEDINGS 
C. L. WYMAN, ED. (NASA, Marshall Space Flight Center, Huntsville, 
AL) Symposium and Workshop sponsored by SPlE - The 
International Society for Optical Engineering, NASA, and OSA. 
Bellingham, WA, SPlE - The International Society for Optical 
Engineering (SPIE Proceedings. Volume 493), 1984, 471 p. For 
individual items see A86-19524 to A86-19574. 

The present conference is concerned with space-based 
observatories (including future systems), interplanetary observation 
platforms, Space Station optical utilization, orbital earth viewing 
systems, and Spacelab’s use as an observations platform. Attention 
is given to the pointing system for the Space Telescope, the 
Advanced X-ray Astrophysics Facility, the conceptual definition of 
the Space IR Telescope Facility’s spacecraft, satellite servicing in 
iigni of the Solar Maximum Repair Mission, a large deployable 
reflector telescope concept, moon-based astronomical 
observatories, Space Station-based remote sensing of the earth, 
optical systems is geosynchronous orbit, multispectral linear array 
detector technology, Spacelab-based space plasma and materials 
processing investigations, and space construction technology for 
large space observatories. Also discussed are military optical 

O.C. 

(SPIE-493) 

piatiorms for sea, land and air stationing. 
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A86-19533 

MAXIMUM REPAIR 
A. L. SPROTT and M. BAY (Fairchild Space Co., Germantown, 
MD) IN: The National Symposium and Workshop on Optical 
Platforms, Huntsville, AL, June 12-14, 1984, Proceedings . 
Bellingham, WA, SPlE - The International Society for Optical 
Engineering, 1984, p. 79-82. 

The Solar Maximum Mission (SMM) satellite underwent pointing 
attitude control system malfunctions soon after launch, and was 
repaired by the Spzce Shuttle four years later, presaging an era 
in which the servicing, repair and upgrading of satellites by means 
of the Shuttle Orbiter and the projected NASA Space Station will 
be routinely undertaken. Attention is presently given to lessons 
learned concerning preparation training, and on-orbit execution of 
capture and repair during the SMM rescue mission. Extravehicular 
activity is noted to be an essential aspect of prospective repair 
efforts. O.C. 

SATELLITE SERVICING - LESSONS LEARNED FROM SOLAR 

AM-19537' 
Marshall Space Flight Center, Huntsville, Ala. 
RADIO INTERFEROMETRY FROM SPACE PLATFORMS 
D. H. ROBERTS, S. H. MORGAN, B. F. BURKE, J. F. JORDAN, 
R. A. PRESTON, and E. C. HAMILTON (NASA, Marshall Space 
Flight Center, Huntsville, AL) IN: The National Symposium and 
Workshop on Optical Platforms, Huntsville, AL, June 12-14, 1984, 
Proceedings . Bellingham, WA, SPlE - The International Society 
for Optical Engineering, 1984, p. 120-1 31. 

While current VLBl observations are limited in their resolution 
by the earth diameter magnitude, which is the largest antenna 
separation available, as well as in their information content, because 
of the small number of antennas in use at a given time, the 
extension of VLBl to include one or more antennas in space will 
relieve both constraints and help to map distant radio sources 
with the highest possible resolution. Attention is given to the 
implementation of such an orbital VLBl system extension through 
(1) a Shuttle-launch mission, (2) a six-month to one-year near 
earth orbit mission based on a space platform associated with 
the Space Station, (3) a large orbit free flyer platform mission of 
more than 2-year duration, and (4) lunar and/or deep space orbits, 
aimed at reaching the resolution limits set by interstellar 

National Aeronautics and Space Administration. 

scattering. O.C. 

A86-19540' Jet Propulsion Lab., California Inst. of Tech., 
Pasadena. 
PLANETARY SPACECRAFT AS OPTICAL INSTRUMENT 
PLATFORMS 
F. E. VESCELUS and J. A. DUNNE (California Institute of 
Technology, Jet Propulsion Laboratory, Pasadena) IN: The 
National Symposium and Workshop on Optical Platforms, 
Huntsville, AL, June 12-14, 1984, Proceedings . Bellingham, WA, 
SPlE - The International Society for Optical Engineering, 1984, p. 

The pointing system, telemetry rate, thermal control, power, 
command, and available mass of planetary spacecraft are 
described. A comparison of the pointing and stability capabilities 
of the three-axis stabilized spacecraft and the spin stabilized 
spacecraft is presented. The development of a hybrid spacecraft, 
which combines the spin and three-axis design, is examined. The 
attitude control and articulation system, and the instruments of 
the Galileo, a hybrid spacecraft, are analyzed. I.F. 

A86-19545 

160-164. 

. - - . - - . - 
OPTICAL PAYLOAD ACCOMMODATION ON A SPACE 
STATION 
F. C. RUNGE (McDonnell Douglas Astronautics Co., Huntington 
Beach, CA) IN: The National Symposium and Workshop on 
Optical Platforms, Huntsville, AL, June 12-14, 1984, Proceedings . 
Bellingham, WA, SPlE - The International Society for Optical 
Engineering, 1984, p. 204-21 1. 

Installation accommondation being planned for the Space 
Station for the exterior and interior payload equipment and 
operations are studied. The use of the Space Station for support 

of earth/ocean/atmospheric instrument technology is examined. 
An example of large deployable telescope assembly and 
extravehicular activities technology developments is presented. The 
function, equipment, and internal and external accommodations of 
the Space Station for the space infrared telescope, which is a 
one-meter class, cryogenically cooleld instrument, are described. 
The development of an advanced X-ray astrophysics facility for 
X-ray astronomy research is discussed. The utilization of the Space 
Station for storgae and assembly of a 20-m diameter, multimirror 
telescope with detector in the infrared and submillimter range is 
analyzed. I.F. 

A86-19546 
CO-ORBITING PLATFORM AND SERVICES TO OPTICS 
PAY LOADS 
K. H. ROURKE (TRW, Inc., Federal Systems Div., Redondo Beach, 
CA) IN: The National Symposium and Workshop on Optical 
Platforms, Huntsville, AL. June 12-1 4, 1984, Proceedings . 
Bellingham, WA, SPlE - The International Society for Optical 
Engineering, 1984, p. 21 2-227. 

The CO-Orbiting Platform is a major element in NASA's new 
initiative to develop and deploy a permanent space station in the 
early 1990's. This separate, unmanned free flying space platform 
supports a variety of space payloads with standard orbital services 
including: mechanical attachment, pointing control, electrical power, 
thermal control and data communications. It enhances the overall 
space station architecture by offering the more controlled space 
environments and additional mission flexibility supplied by 
unmanned free flying vehicles. The co-orbiting space platform 
additionally offers the servicing and transportation economy made 
possible by the nearby space station. This paper reviews the 
general features of space platforms drawing on previous space 
platform and space station studies conducted by NASA. Co-orbiial 
characteristics and operations are reviewed. Platform services, 
particularly those pertinent to optics payloads are discussed; these 
include viewing access, pointing stability and control; contamination 
environmental control; electrical power services; thermal control; 
and data handling, storage and two-way communications. Author 

A86-19548 
SPACE STATION EARTH REMOTE SENSING REQUIREMENTS 
R. A. HOLMES (Allegheny International, Troy, MI) IN: The National 
Symposium and Workshop on Optical Platforms, Huntsville, AL, 
June 12-14, 1984, Proceedings . Bellingham, WA, SPlE - The 
International Society for Optical Engineering, 1984, p. 236-239. 

Earth remote sensing requirements that may be expected for 
Space Station are presented. They include research requirements 
for more detailed spectral resolution, atmospheric effects on 
information extraction, and much more thorough probing of 
irradiance angle - view angle information content in scene radiance 
than has been done to date. Instrument development requirements 
for unmanned commercial and governmental satellite systems are 
described. Requirements posed by NASA global habitability 
research efforts and earth data systems developments such as 
the Pilot Oceans Data System, the Pilot Climate Data System, 
and the Pilot Land Data System are considered with a view to 
the role of earth satellites of many kinds as aids to better 
understanding of the planet and its natural systems. Author 

A86-19549' National Aeronautics and Space Administration. 
Marshall Space Flight Center, Huntsville, Ala. 
SPACE STATION BASED OPERATIONS AND MAINTENANCE 
SUPPORT TO SPACECRAFT, PLATFORMS, AND ORBIT 
TRANSFER VEHICLE (OTV) 
J. W. STEINCAMP, J. A. MULQUEEN, and J. W. MALONEY (NASA, 
Marshall Space Flight Center, Huntsville, AL) IN: The National 
Symposium and Workshop on Optical Platforms, Huntsville, AL, 
June 12-14, 1984, Proceedings . Bellingham, WA, SPlE - The 
International Society for Optical Engineering, 1984, p. 240-247. 

The orbital servicing concepts developed for several existing 
and planned spacecraft are reviewed to illustrate the evolution 
and capabilities of Shuttle-based support services, and the potential 
range of future services are categorized by several criteria including 
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transportation systems requirements, supporting facilities and 
equipment options, and servicing locations. Implications of Space 
Station-basing the services are described, along with possible 
implementing systems. In particular, the technique of 'formation 
flying' by means of which spacecraft may be physically isolated 
from each other while maintaining reasonable propellant 
requirements for maneuvers between them is explored by 
representative examples. OTV mission support is described as an 
evolutionary augmentation of the basic Space Station services. 

Author 

A86-19550 
SPACE STATION OPTIONS FOR ELECTRO-OPTICAL 
PAY LOADS 
E. H. SWANSSON, M. L. COKER, and J. M. LUDWlNSKl (Rockwell 
International Corp., Space Station Systems Div., Downey, CA) IN: 
The National Symposium and Workshop on Optical Platforms, 
Huntsville, AL, June 12-1 4, 1984, Proceedings . Bellingham, WA, 
SPlE - The International Society for Optical Engineering, 1984, p. 
248-256. refs 

The design and functions of the Space Station system are 
reviewed. Potential electro-optical payloads and their location on 
the Space Station are discussed. The need for a crew to facilitate 
electro-optical studies is described. The servicing capabilities of 
the Space Station for electro-optical payloads include: (1) a manned 
maneuvering unit, (2) a remote manipulator system, (3) an orbital 
maneuvering unit, and (4) an orbital transfer vehicle. The nesting 
and decaying concepts, which are possible means of servicing 
payloads that require a free-flying environment, are examined. The 
systems of the Space Station that will maintain the accuracy, 
stability, and low level of contamination required for the 
electro-optical payloads are analyzed. The communication links 
with the ground provided by the Space Station are discussed. An 
example revealing that the estimated cost of transporting and 
servicing by the Space Station is lower than other available systems 
is presented. I.F. 

A86-19553 
THE TlROS ISOGRID INSTRUMENT MOUNTING PLATFORM 
R. A. LAUER, D. J. PODLESNEY, and D. A. AlEVOLl (RCA, 
Astro-Electronics Div., Princeton, NJ) IN: The National Symposium 
and Workshop on Optical Platforms, Huntsville, AL, June 12-14, 
1984, Proceedings . Bellingham, WA, SPlE - The International 
Society for Optical Engineering, 1984, p. 272-286. 

Technical requirements and system design of a precision optical 
mounting platform (POMP) used on the Tiros Meteorological 
Satellite Series is presented. The POMP, which is used to mount 
the sensors and satellite attitude-determination and -control 
components, is required to support the sensors during the satellite 
launch and orbit environments, to minimize the thermal 
gradient-induced misalignments, and to provide clear fields-of-view 
for sensor scanning and thermal control. It was designed for 
minimum weight, manufacturability,and adaptability to different 
Sensor components. Weighing 52 Ib, the POMP supports 230 Ib 
of sensors, harness, and thermal control components. Testing and 
in-orbit performance (it has been flown on four spacecraft mission) 
have demonstrated that the POMP has maintained coalignment 
of sensors during sine and acoustic vibration, as well as satisfactory 
thermal control. Schematics and design specifications of Tiros 
spacecraft and POMP are included. IS. 

refs 

A86-19657# 
HISTORICAL BACKGROUND LEADING TO THE TETHERED 
SATELLITE SYSTEM (TSS) 
M. D. GROSS1 (Smithsoniar! Astrophysical Observatory, Cambridge, 
MA) AIAA, Aerospace Sciences Meeting, 24th, Reno, NV, Jan. 
6-9. 1986. 4 p. refs 

Early R8D activities on the TSS carried out by researchers at 
the Smithsonian Astrophysical Observatory (SAO) in concert with 
NASA researchers are reviewed. The concept of a long, thin orbiting 
wire ser;.ing as a ULF (1 Hz) antenna !or radiophysics experirnents 
was first proposed in 1972, although the seed idea ws first 

(A IM PAPER 86-0048) 

postulated by Tsiolkovsky a century earlier. The idea was soon 
expanded to be a 20-100 km TSS with satellites at both end for 
studying the radiation field surrounding the wire. The proposed 
Project Skyhook encompassed a subsatellite orbiting down to 100 
km altitude for atmospheric, geomagnetic and gravity gradient 
research. Studies which have since been carried out are listed, 
covering, e.g., electromagnetic wave injection using long, orbiting 
tethers, tethers as an electrodynamic power supply, and the 
dynamics of TSS constellations. In 1985 NASA selected a 20 km 
long metal tether experiment for STS launch in 1988. The 
investigations are now concentrating on electrodynamic power 
systems and tethers as a means of extending instruments beyond 
the outgassing environment surrounding a large space platform 
such as the Orbiter. M.S.K. 

A86-19658'# National Aeronautics and Space Administration. 
Marshall Space Flight Center, Huntsville, Ala. 
DEVELOPMENT STATUS OF FIRST TETHERED SATELLITE 
SYSTEM 
J. M. SISSON (NASA, Marshall Space Flight Center, Huntsville, 
AL) AIAA, Aerospace Sciences Meeting, 24th, Reno, NV, Jan. 

An MOU between NASA and Italian research organizations 
has assigned the responsibilities for the development, payload 
integration, launch and operation of a Tethered Satellite System 
(TSS). The TSS will include a deployer mounted on a Spacelab 
pallet, science equipment on a customized mission support 
structure and a satellite connected to the Orbiter by a tether. The 
satellite is 1.6 m in diameter and can weight up to 500 kg. The 
deployer will be insulated from the Orbiter because of the 
conductive nature of the tether. The first mission is to demonstrate 
the TSS technology, perform electrodynamic investigations of the 
interaction of the tether with ambient space plasma, and gather 
data on atmospheric interactions in the lower thermosphere, 
geomagnetic phenomena and gravimetric characteristics. The first 
TSS will be deployed 20 km outward from the Orbiter and the 
earth on a strand of tin-coated copper wire wrapped in Teflon 
insulation, braided Kevlar and a Nomek jacket. The first strand is 
designed to accommodate 53 N tension. The satellite on the end 
of the tether will be a multimission platform for facile changeout 
of the scientific package from mission-to-mission. M.S.K. 

6-9, 1986. 9 p. 
(AIAA PAPER 86-0049) 

A86-19659# 
DEVELOPMENT STATUS OF THE FIRST TSS SATELLITE 
A. LORENZONI (CNR, Rome, Italy) AIAA, Aerospace Sciences 
Meeting, 24th, Reno, NV, Jan. 6-9, 1986. 11 p. 

The first tethered satellite system (TSS) satellite, to be deployed 
from the Orbiter, was designed on the bases of the mission 
objectives, modularity and a requirement of multi-mission capabiltty. 
Engineering tests on the first flight will cover closed-loop and 
man-in-the-loop operation, reeling out and in, scientific instrument 
performance and stationkeeping. The TSS satellite comprises three 
modules: a service module (SM), an auxiliary propulsion module 
(APM) and a payload module (PM). The total weight of the 1.6 m 
d i m  satellite is to be 66 kg. Up to three missions will be carried 
out with the satellite, with follow-ups to the initial flight to include 
atmospheric trials. Small thrusters on the satellite will permit 
oscillation damping when unreeled from the Orbiter. Details of the 
thermal control, the electrical power distribution, the on-board data 
handling, and the telemetry and telecommand subsystems, the 
S-band transponder characteristics, the microstrip antenna and 
the auxiliary propulsion Subsystem are provided. Finally, hardward 
modelling and testing procedures are outlined. M.S.K. 

(AIAA PAPER 86-0052) 
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A86-19660'# National Aeronautics and Space Administration. 
Marshall Space Flight Center, Huntsville, Ala. 
FUTURE APPLICATIONS OF TETHERS IN SPACE 
G. VON TIESENHAUSEN (NASA, Marshall Space Flight Center, 
Huntsville, AL) AIM, Aerospace Sciences Meeting, 24th, Reno, 
NV, Jan. 6-9, 1986. 9 p. 

Various experiments with tethered satellite systems (TSS) have 
reached the stage of being considered for demonstration programs 
as follow-ups to the planned electrodynamic power system and 
atmospheric missions at the close of the 1960s. All TSS operations 
involve an initial separation thrust to a tethered object and then 
begin transferring angular momentum from one object to another 
while preserving the total angular momentum. The demonstrations 
include tethered launch of an Orbiter payload to a higher orbit, 
deployment of the Orbiter from the Space Station (SS), and launch 
of an Orbital Transfer Vehicle from the SS. The operations can 
be sequential, with the Orbiter providing the SS with an upward 
boost while being lowered to an easier deorbit position, followed 
by the SS releasing on O W  (or a repaired Space Telescope) to 
a higher orbit while the SS returns to a more favorable lower 
orbit. M.S.K. 

refs 
(AIAA PAPER 86-0053) 

A86-19683# 
A CONTINUOUS MODEL FOR TETHER ELASTIC VIBRATIONS 
IN TSS 
S. BERGAMASCHI (Padova, Universita, Padua, Italy), A. SlNOPOLl 
(Venezia, Universita, Venice, Italy), and S. CUSINATO AIAA, 
Aerospace Sciences Meeting, 24th. Reno, NV, Jan. 6-9, 1986. 7 
p. refs 
(Contract CNR-PSN-85,037) 

Purpose of this work is to present and discuss a model where 
the tether of the Tethered Satellite System is simulated as an 
elastic continuum. First the assumptions are discussed, then the 
Lagrangian formulation is adopted to write the equations of motion 
and the boundary conditions. Finally, the eigenvalues of the problem 
are found, and results are given for longitudinal, in-plane transversal 
and out-of-plane transversal vibrations. Author 

(AIAA PAPER 86-0087) 

A86-19779'# Texas Univ., Austin. 
AERO-ASSISTED ORBITAL PLANE CHANGE USING AN 
ELLIPTIC DRAG POLAR 
D. G. HULL, J. L. SPEYER (Texas, University, Austin), and J. R. 
MCCLENDON (USAF, Washington, DC) AIAA, Aerospace 
Sciences Meeting, 24th, Reno, NV, Jan. 6-9, 1984. 8 p. refs 
(Contract NAS7-100) 

A three-impulse, aero-assisted maneuver is used to change 
the plane of a circular orbit. The guidance law used during the 
atmospheric phase is based on the repetitive use of an approximate 
optimal control law. The approximations include Loh's term being 
constant, an exponential atmosphere, and a constant-coefficient 
drag polar. Whereas the true optimal trajectory is flown at maximum 
lift-to-drag ratio, simulation results for a parabolic drag polar show 
the angle of attack becoming large near the end of the trajectory. 
Here, the approximate optimal control rule is developed for an 
elliptic polar which has maximum lift coefficient and higher values 
of the drag coefficient at high values of the lift coefficient than 
the parabolic polar. Simulation results show that the angle of attack 
still increases to high values near the end of the trajectory and 
that, overall, the parabolic drag polar produces better results. 
Finally, it is shown that Loh's term is not constant over the ascent 
portion of the atmospheric turn and is the probable cause of high 
angles of attack. However, the guidance laws developed by 
assuming Loh's term to be constant work well. Author 

(AIAA PAPER 86-0268) 

A86-19857# 
THE TETHERED PLATFORM - A TOOL FOR SPACE SCIENCE 
AND APPLICATION 
S. BERGAMASCHI (Padova, Universita, Padua, Italy) and P. 
MERLINA (Aeritalia S.p.A., Turin, Italy) AIAA, Aerospace Sciences 
Meeting, 24th. Reno, NV, Jan. 6-9, 1986. 9 p. CNR-sponsored 
research. refs 

A numerical study is presented of the dynamics of a tethered 
elevator system (TES) for exploiting the gravity gradient in the 
space environment from the Manned Space Station (MSS). The 
study includes a 5 d.0.f. model for simulating the dynamics of a 
system composed of the MSS, the tether, an elevator travelling 
the tether, and a science and technology platform (SATP) at the 
far end. The elevator would move along the tether, thereby being 
able to change its microgravity environment from 0.01-0.00001 g. 
Attention is given to the dynamics involved in transferring a parcel 
from the MSS to the SATP on the TES. Consideration is limited 
to motions induced in the orbit plane. The kinetic energy of the 
system is obtained, the Lagrangian is derived, and a control logic 
is introduced for the resulting motions. Attention is also given to 
the effects of tether elasticity. M.S.K. 

(AIAA PAPER 86-0400) 

A86- 19926# 
LARGE SPACE SYSTEMS - NATURAL ENVIRONMENT 
INTERACTIONS IN POLAR ORBIT 
M. E. KIRKPARTRICK, N. J. STEVENS, C. S. UNDERWOOD, J. 
E. HOWARD (TRW, Inc., TRW Space and Technology Group, 
Redondo Beach, CA), and W. N. HALL (USAF, Geophysics 
Laboratory, Bedford, MA) AIAA, Aerospace Sciences Meeting, 
24th, Reno, NV, Jan. 6-9, 1986. 17 p. USAF-supported research. 
refs 

In this paper, a space station, operating in a 400 km polar 
orbit, is used to review and evalute possible environmental 
interactions. The polar orbit was chosen because the naturally 
occurring environmental variations, coupled with both known and 
suspected size interactions, produced a more severe case for 
consideration. The interactions of concern are auroral beam 
charging in high latitudes, high voltage solar array operations, 
atomic oxygen attack on surfaces, meteoroid and debris damage, 
variable magnetic field effects and fluctuating environment effects. 
A review of the low earth environments and the resulting hazardous 
spacecraft interactions, as well as possible mitigation techniques, 
will be discussed. Author 

(AIAA PAPER 86-0521) 

A86-19937'# National Aeronautics and Space Administration. 
Ames Research Center, Moffett Field, Calif. 

K. NISHIOKA, B. L. SWENSON, and J. D. SCARGLE (NASA, Ames 
Research Center, Moffett Field, CA) AIAA, Aerospace Sciences 
Meeting, 24th, Reno, NV, Jan. 6-9, 1986. 7 p. refs 

The advent of the Space Station Program has provided an 
unexpected opportunity for the Astrometric Telescope Facility (ATF) 
study program by providing a potential long-duration on-orbit 
serviceable platform. It required a concept change for ATF from a 
free-flyer observatory to a Space-Station-based Observatory. The 
program was sent in this new direction at the start of fiscal year 
1985. and program plans including study schedules and science 
and technical requirements are being revised and defined. The 
facility is designed to be versatile and capable of fulfilling the 
primary goal of planet detection, and to be highly useful for other 
astrophysics observations. Basically the ATF observing program 
is a long-duration plan requiring repetitive observations of single 
stars over a one to two decade period. These repetitive 
observations are needed to provide data necessary to conclusively 
determine the existence (or nonexistence) of planets of the Uranus 
and Neptune class in extrasolar planetary systems. Author 

ASTROMETRIC TELESCOPE FACILITY - STATUS REPORT 

(A IM PAPER 86-0540) 
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AS20726 
SPACE NUCLEAR POWER SYSTEMS 1984; PROCEEDINGS OF 
THE FIRST SYMPOSIUM, ALBUQUERQUE, NM, JANUARY 

M. S. EL-GENK, ED. and M. D. HOOVER, ED. (New Mexico, 
University, Albuquerque) Symposium sponsored by the University 
of New Mexico, DOE, USAF, et al.. Malabar, FL, Orbit Book Co., 
Inc., 1985. Vol. 1, 313 p.; vol. 2, 300 p. For individual items see 

Various papers on space nuclear power systems are presented. 
The general topics addressed are: programmatics, power systems 
integration and control, systems concepts, reactors, materials and 
energy conversion, thermal management, and safety and reliability. 
Individual papers on subjects such as the past, present, and future 
of space nuclear power programs, space systems architecture, 
and civilian and military applications of space nuclear power are 
also presented. C.D. 

11-13, 1984. VOLUMES 1 & 2 

A86-20727 to A86-20776. 

A86-20729' National Aeronautics and Space Administration, 
Washington, D.C. 
POTENTIAL CIVIL MISSION APPLICATIONS FOR SPACE 
NUCLEAR POWER SYSTEMS 
J. H. AMBRUS (NASA, Washington, DC) and R. G. G. BEATTY 
(California Institute of Technology, Jet Propulsion Laboratory, 
Pasadena) IN: Space nuclear power systems 1984; Proceedings 
of the First Symposium, Albuquerque, NM, January 11-13, 1984. 
Volume 1 . Malabar, FL, Orbit Book Co., Inc., 1985, p. 43-51. 
refs 

It is pointed out that the energy needs of spacecraft over the 
last 25 years have been met by photovoltaic arrays with batteries, 
primary fuel cells, and radioisotope thermoelectric generators 
(RTG). However, it might be difficult to satisfy energy requirements 
for the next generation of space missions with the currently used 
energy sources. Applications studies have emphasized the need 
for a lighter, cheaper, and more compact high-energy source than 
the scaling up of current technologies would permit. These 
requirements could be satisfied by a nuclear reactor power system. 
The joint NASA/DOD/DOE SP-100 program is to explore and 
evaluate this option. Critical elements of the technology are also 
to be developed, taking into account space reactor systems of 
the 100 kW class. The present paper is concerned with some of 
the civil mission categories and concepts which are enabled or 
significantly enhanced by the performance characteristics of a 
nuclear reactor energy system. G.R. 

A86-20733 
SPACE SHUTTLE INTEGRATION CONSIDERATIONS FOR 
NUCLEAR POWER SYSTEM 
A. L. MAJOR and A. A. VIVONA, JR. (Martin Marietta Corp., Denver, 
CO) IN: Space nuclear power systems 1984; Proceedings of the 
First Symposium, Albuquerque, NM, January 11-13, 1984. Volume 
1 . Malabar, FL, Orbit Book Co., Inc., 1985, p. 87-91. refs 

There is renewed national interest in developing nuclear space 
power generation technology for the 1990s. The program objective 
calls for a prototype 100 kW unit in space by 1995. One conceptual 
design envisions a unit of approximately 3000 kg with a 6 meter 
length and 4 112 meter diameter. The nuclear subsystem mass 
(reactor, heat pipes and radiation shield) accounts for approximately 
70 percent of the power unit's weight. Airborne Support Equipment 
(ASE) includes the cargo bay cradles to support the space power 
system within the Space Transportation System (STS) Orbiter cargo 
bay. Department of Defense (DOD) potential applications for 
nuclear space power include directed-energy weapons, electronics 
jamming, and surveillance operations. The National Aeronautics 
and Space Administration (NASA) envisions such use in providing 
electrical power for space stations, lunar operations, and deep 
planetary explorations. This paper examines some integration 
issues inuo!ved in using the STS and focuses on safety 
considerations. Author 

A86-2 1024 
TUGS, FERRIES AND ACE REPAIR 
B. NOLLEY Space World (ISSN 0038-6332), vol. V-12-264, Dec. 

The basic design characteristics of an Orbital Maneuvering 
Vehicle (OMV) for satellite servicing operations are considered. 
The system would be small enough to maneuver around a satellite 
in low-earth-orbit (LEO) and carry out on site repair activities. 
Current OMV design concepts are focused on a disk like 
configuration which would fit easily into the payload bay of Shuttle. 
The possibility of developing an Orbital Transfer Vehicle to propel 
satellites into geosynchronous orbit from LEO is also discussed. 
Artists' renderings of the OTV and OMV design concepts are 
provided. I.H. 

A86-21519' National Aeronautics and Space Administration, 
Washington, D.C. 
NASA DEVELOPS SPACE STATION 
R. F. FREITAG (NASA, Washington, DC) Space (ISSN 
0267-954X), vol. 1, June 1985, p. 18-20. 

The NASA Space Station program's planning stage began in 
1982, with a view to development funding in PI1987 and initial 
operations within a decade. An initial cost of $8 billion is projected 
for the continuously habitable, Space Shuttle-dependent system, 
not including either operational or scientific and commercial 
payload-development costs. As a customer-oriented facility, the 
Space Station will be available to foreign countries irrespective of 

O.C. 

1985, p. 14-17. 

their participation in the development phase. 

A86-21521 . . . - - . - - . 
INFINITY AND BEYOND - LOOKING AT THE EDGE OF THE 
UNIVERSE 
1. PARKER Space (ISSN 0267-954X), vol. 1, June 1985, p. 

The NASA Space Telescope will enlarge the observable volume 
of the universe by a factor of 350, seeing seven times farther 
toward the edge of the universe than earth-based telescopes and 
discriminating objects 50 times fainter. The Space Telescope, which 
will be the largest scientific instrument yet placed in orbit, will 
have five sensor systems: a wide field camera for cosmological 
exploration, a faint object camera, a faint object spectrograph, a 
high resolution spectrograph, and a high speed photometer. The 
Space Telescope structure makes extensive use of advanced 
composites for lightness, stiff ness, and thermal stability. O.C. 

26-31. 

A86-21826 
SYMPOSIUM GYRO TECHNOLOGY 1984; PROCEEDINGS OF 
THE SYMPOSIUM, UNIVERSITAET STUTTGART, WEST 
GERMANY, SEPTEMBER 11, 12, 1984 
H. SORG, ED. (Stuttgart, Universitaet, West Germany) 
Stuttgart/Duesseldorf, Universitaet Stuttgart/Deutsche 
Gesellschaft fuer Ortung und Navigation, 1984, 455 p. For individual 
items see A86-21827 to A86-21843. 

Among the topics discussed are: drift and scale factor tests 
on the SEL fiber gyro; integrated optical rate Sensor development; 
and the beam geometry of a ring laser gyro in relation to its 
performance. Consideration is also given to: a fast filtering 
technique for measuring random walk in a laser gyro; vibratory 
gyroscopic sensors; a redundant strapdown reference for advanced 
aircraft flight control systems; and a low-cost piezoelectric 
rate/acceleration sensor. Additional topics include: an inertial 
guidance system for a Low-Earth-Orbit (LEO) vehicle; and signal 
disturbance effects in a strapdown northfinder. I.H. 

A86-21876 
EASCON '84; PROCEEDINGS OF THE SEVENTEENTH ANNUAL 
ELECTRONICS AND AEROSPACE CONFERENCE, 
WASHINGTON, DC, SEPTEMBER 10-12, 1984 
Conference sponsored by IEEE and DOD. New York, Institute of 
Electrical and Electronics Engineers, 1984, 334 p. For individual 
items see A86-21877 to A86-21891. 

U.S. national Command, Control, Communication (CCC) 
activities are discussed, taking into account the Nationwide 
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Emergency Telecommunications System (NETS), an outlook on 
national CCC systems, the improvement of the national military 
command systems, the Air Force communications commands family 
of technical initiatives for information systems Air Force-wide, a 
game plan for the new joint tactical CCC agency, and strategic 
communications using ELF. Other subjects explored are related 
to distributed CCCI, NATO CCCI, civilian/government information 
systems, DOD terrestrial communications networks, DOD 
communication technology, emerging telecommunications policy 
issues, national security/emergency preparedness 
telecommunications, advanced high frequency communications, 
government and commercial space communications, and the Space 
Station. Attention is also given to advanced concepts in space 
communications, technology and policy aspects of commercial 
satellite communications, commercial space applications, 
information systems, technology transfer, and space systems. 

G.R. 

A86-21880*# National Aeronautics and Space Administration. 
Lyndon B. Johnson Space Center, Houston, Tex. 
SPACE STATION DATA SYSTEMS DEVELOPMENT 
J. P. BIGHAM, JR. (NASA, Johnson Space Center, Houston, TX) 
IN: EASCON '84; Proceedings of the Seventeenth Annual 
Electronics and Aerospace Conference, Washington, DC, 
September 10-12, 1984 . New York, Institute of Electrical and 
Electronics Engineers, 1984, p. 135-1 39. 

The content and status of the evolving Space Station Data 
System (SSDS) development program are presented. High level 
system requirements and schedules are reviewed, and the 
challenges of SSDS development are discussed. Present content 
of the program consists of three major activities: (1) two contracted 
parallel Space Station Data System architecture studies; (2) the 
space station phase B definition studies to be awarded in early 
1985; and (3) a test bed project for the evaluation and 
proof-of-concept of data systems technology for space station 
applications and for the advanced development of long-lead 
hardware and software for the initial and growth space station 
configurations. An overview of the present SSDS concept is 
provided, and the roles of NASA centers in this activity are 
summarized. Author 

A86-21883" National Aeronautics and Space Administration. 
Goddard Space Flight Center, Greenbelt, Md. 
NASA's SATELLITE RELAY TRACKING AND DATA 
ACQUISITION PROGRAM 
J. J. SCHWARTZ (NASA, Goddard Space Flight Center, Greenbelt, 
MD) and L. SCHUCHMAN (Stanford Telecommunications, Inc., 
McLean, VA) IN: EASCON '84; Proceedings of the Seventeenth 
Annual Electronics and Aerospace Conference, Washington, DC, 
September 10-12, 1984 . New York, Institute of Electrical and 
Electronics Engineers, 1984, p. 157-1 62. 

The Tracking and Data Acquisition System (TDAS) is currently 
being planned to support NASA missions and the Space Station 
and will serve as a replacement to the present Tracking and Data 
Relay Satellite System (TDRSS). Its operational date is currently 
projected for the late 1990s. Near term objectives involve the 
definition of a TDAS architecture, the development of functional 
and performance specifications and implementation of a 
TDRSS-to-TDAS transition plan. The present paper provides an 
overview of the baseline TDAS architecture and summarizes key 
ingredients of system and technology studies in progress. In 
particular, this paper addresses a summary of projected mission 
requirements for the TDAS era; a characterization of the space 
segment constellation; use of lasers, 60 GHz, and multibeam 30/20 
GHz technologies; ground architecture and operational interfaces; 
a distributed hardware/software processing concept for more 
flexible and reliable interfaces, signal processing and operations. 
Also included is a status summary of the TDAS program plan for 
the 1984-1990 time frame. Finally, an overview is presented of 
NASA's current plans to augment the TDRSS to meet the Space 
Station IOC requirements in the time period 1993-2000. Author 

A86-21973' Honeywell, Inc., Bloomington, Minn. 
OPTICAL PROCESSING FOR FUTURE COMPUTER 
NETWORKS 
A. HUSAIN, P. R. HAUGEN, L. D. HUTCHESON (Honeywell 
Physical Sciences Center, Bloomington, MN), J. WARRIOR 
(Honeywell Technology Strategy Center, Roseville, MN), N. 
MURRAY, and M. BEAlTY (NASA, Langley Research Center, 
Hampton, VA) Optical Engineering (ISSN 0091 -3286), vol. 25, 
Jan. 1986, p. 108-116. refs 
(Contract NAS1-17657) 

In the development of future data management systems, such 
as the NASA Space Station, a major problem represents the design 
and implementation of a high performance communication network 
which is self-correcting and repairing, flexible, and evolvable. To 
obtain the goal of designing such a network, it will be essential to 
incorporate distributed adaptive network control techniques. The 
present paper provides an outline of the functional and 
communication network requirements for the Space Station data 
management system. Attention is given to the mathematical 
representation of the operations being carried out to provide the 
required functionality at each layer of communication protocol on 
the model. The possible implementation of specific communication 
functions in optics is also considered. G.R. 

A86-22193 
AUTOMATED SPACE SIMULATION TESTING OF SATELLITE 
SOLAR ARRAYS 
T. G. BROWN and D. R. SMITH (Ball Corp., Ball Aerospace 
Systems Div., Boulder, CO) IN: Environmental integration 
technology today for a quality tomorrow; Proceedings of the 
Thirtieth Annual Technical Meeting, Orlando, FL, May 1-3, 1984 . 
Mount Prospect, IL, Institute of Environmental Sciences, 1984, p. 
435-438. 

In the context continuing efforts designed to enhance the 
survivability of space hardware, environmental test specifications 
with very exacting tolerance conditions will have to be satisfied. It 
may, therefore, be in many cases impossible to conduct the 
required tests with equipment involving the use of manually 
operated solenoids, power supplies, and data logging. Historically, 
however, the majority of systems tests were performed on the 
basis of manual operations. For this reason, it was necessary to 
'rethink' standard operating procedures, taking into account the 
employment of computer aided control (CAC) approaches for harsh 
environments. Developments related to the conduction of space 
simulation testing on a pair of satellite solar arrays are discussed. 
Attention is given to the survivability test specification, the required 
facilities, the thermal-vacuum control system, and the test 
operations. G.R. 

AH-22242 
EUROPE - TOWARDS A NEW LONG-TERM PROGRAMME 

p. 3-6. 
R. GIBSON Space Policy (ISSN 0265-9646), vol. 1, Feb. 1985, 

The establishment of a new space program for Europe by the 
European Space Agency (ESA) is examined. The funding of 
mandatory and optional programs by the ESA is discussed. 
Budgetary allocations for programs in the areas of science, 
telecommunications, earth observations, microgravity research, 
support technology, launchers, and orbiting capacity are studied. 
The different views of ESA members on the development of 
launchers and in-orbit infrastructures are analyzed. The involvement 
of ESA in the US. Space Station program or development of a 
program independently is investigated. I.F. 

A86-22266 
WORKING IN SPACE 
C. R. FARRIS (ILC Industries, Inc., Space Systems Div., Houston, 
TX) Space (ISSN 0267-954X), vol. 1, Dec. 1985-Feb. 1986, p. 
4-8. 

The development of specialized tools for servicing satellites in 
space is discussed. Consideration is given to the trunnion pin 
attachment device (TPQD) which was used to capture the Solar 
Max satellite during NASA Shuttle mission 41 -B. Additional Shuttle 
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tests of satellite servicing tools focused on three servicing functions, 
including satellite deployment, satellite capture, and operational 
repairs on satellites. The design requirements for stanardized 
satellite tool designs which correspond well to the servicing 
requirements of satellites is emphasized. A list of the Leasat mission 
support hardware is given. I.H. 

A86-22267 

R. MAEHL (RCA, Astro-Electronics Div., Princeton, NJ) Space 
(ISSN 0267-954x). vol. 1, Dec. 1985-Feb. 1986, p. 10, 11, 17. 

The role of satellite leasing arrangements in marketing 
commercial ventures in space is considered. The most recent 
examples of leased space platforms are described, including 
Leasat: ESA's EURECA; Omnistar; and Leasecraft. It is shown 
that because of NASA Shuttle pricing policies, leasing room for 
commercial payloads on board space platforms will become an 
increasingly attractive way of financing space ventures in which 
capital investments are often at risk. The development of the first 
large-scale commercial space platform for the Electrophoresis in 
Space (EOS) program is also discussed. I.H. 

A86-22376 
ANNUAL RELIABILITY AND MAINTAINABILITY SYMPOSIUM, 
PHILADELPHIA, PA, JANUARY 22-24, 1985, PROCEEDINGS 
Symposium sponsored by IEEE, ASME, AIAA, et al . New York, 
Institute of Electrical and Electronics Engineers, 1985, 519 p. For 
individual items see A8622377 to A86-22411. 

The topics covered include measures of customer satisfaction, 
maintainability, reliability and maintainability (R&M) modeling, 
international reliability standards, maintenance planning and field 
data analysis, methodologies and simulation, and R&M techniques 
and tools. Aspects of a RADC system R&M, R&M education and 
training, software reliability, integrated diagnostics, and civil aircaft 
system safety are discussed. Attention is given to operational 
readiness and availability, R&M economic factors, influencing the 
front-end designs, product reliability growth processes, and 
mechanical reliability. In addition, consideration is given to questions 
of reliability testing and operational processes, statistical 
applications in R&M development, and reliability improvement 

SATELLITE LEASING - CHEAP ACCESS TO SPACE 

techniques. I S .  

A86-22393 
SPACE STATION RELIABILITY 
C. R. BIRDSALL and H. J. FRANK (Lockheed Missiles and Space 
Co., Inc., Sunnyvale, CA) IN: Annual Reliability and Maintainability 
Symposium, Philadelphia, PA, January 22-24, 1985, Proceedings . 
New York, Institute of Electrical and Electronics Engineers, 1985, 

This paper addresses the complex reliability issues of a 
permanent manned space station. Space station development 
concepts for a space vehicle service station demand state of the 
art approaches to crew safety, automation, Space Shuttle support, 
and maintenance. The paper describes a preliminary approach to 
application of reliability technology to future manned space 
systems. An effective approach to minimal cost is a difficult issue. 
A nearly failure free system is within the available technology, but 
the initial cost is high. Lower reliability, more frequent failure, more 
maintenance and logistic support raise operational support cost. 
The solution is shown to lie between the extremes of the reliability 
alternatives. Author 

A86-23521 
THE ROLES OF ASTRONAUTS AND MACHINES FOR FUTURE 
SPACE OPERATIONS 
R. H. SCHAEFER, R. E. OLSEN, and F. J. ABELES (Grumman 
Aerospace Corp., Bethpage, NY) AIAA, SAE, ASME, AIChE, 
and ASMA, lntersociety Conference on Environmental Systems, 
15th, San Francisco, CA, July 15-17, 1985. 13 p. 
(SAE PAPER 851332) 

A comparative assessment is made of remote operation space 

missions, both individually and in combination. The tasks in question 

p. 197-202. 

,,b.,,onmen! .;. systems and human EYAS, with a view to future space 

encompass servicing and construction operations on manned 
space station and unmanned platforms. Laboratory tests and 
simulations of representative remote system and EVA task 
performance are discussed and recommendations for additional 
development activities are presented. O.C. 

A86-23531 
MEMBRANE-BASED WATER- AND ENERGY-RECOVERY 
SYSTEMS FOR THE MANNED SPACE STATION 
R. RAY (Bend Research, Inc., OR) AIAA, SAE, ASME, AIChE, 
and ASMA, lntersociety Conference on Environmental Systems, 
15th, San Francisco, CA, July 15-17, 1985. 16 p. refs 
(SAE PAPER 851345) 

This paper describes four membrane-based subsystems to use 
in the waste-water treatment system of the manned space station 
being planned by NASA. These membrane-based subsystems 
involve the recycle of the various wastewater streams and result 
in increased energy efficiency. Furthermore, in these four 
subsystems, the membrane acts as a barrier between the 
wastewater source and the wastewater treatment and consumption 
systems, thus increasing the reliability of these systems. Finally, 
the membranes are highly impermeable to the contaminants in 
the wastewaters and thus help to reduce the load on such 
expendables as post-treatment adsorption beds. Author 

A86-23535' National Aeronautics and Space Administration. 
Ames Research Center, Moffett Field, Calif. 
SPACE STATION NITROGEN SUPPLY SYSTEM BASED ON 
STORED CHEMICALS 
F. T. POWELL (NASA, Ames Research Center, Cleveland, OH) 
and M. SCHWARTZ AIAA, SAE, ASME, AIChE, and ASMA, 
lntersociety Conference on Environmental Systems, 15th, San 
Francisco, CA, July 15-17, 1985. 11 p. refs 
(SAE PAPER 851349) 

The Space Station atmosphere is to have an 'earth-like' 
composition, and nitrogen is to be routinely supplied to replace 
losses. The required nitrogen is to be provided by an innovative 
method, involving a catalytic dissociation of liquid N2H4 and 
separation of the product nitrogen and hydrogen mixture. The 
considered technique of nitrogen storage and resupply has several 
advantages in comparison to methods using either cryogenic liquid 
or high pressure nitrogen. One advantage is related to savings 
with respect to launch weight, while a second advantage is provided 
by the obtained hydrogen which is available for other uses within 
the Space Station. G.R. 

A86-23741 
A NEW TILT ON COMPUTER GENERATED SPACE STATION 
DISPLAYS 
J. P. YORCHAK, J. E. ALLISON, and V. S. DODD (Martin Marietta 
Corp., Denver, CO) IN: Human Factors Society. Annual Meeting, 
28th, San Antonio, TX, October 22-26, 1984, Proceedings. Volume 
2 . Santa Monica, CA, Human Factors Society, 1984, p. 894-898. 
refs 

In theory, globes appear to make excellent maps. There are, 
however, drawbacks which make them difficult to use. It became, 
therefore, necessary to project a map of the earth on a flat surface. 
In connection with air and space travel, there is now a need for 
accurate 'three-dimensional' projections. The considered 
projections are not true 3D, but rather '3D-looking', perspective 
2D map displays. Computer representations of space situations 
provide flat two-dimensional maps and three-dimensional globe 
displays. However, none of these display techniques are entirely 
satisfactory in all situations. An investigation of alternate display 
techniques was, therefore, conducted, taking into account a display, 
called the '3D hybrid display. Pilot studies were performed with 
the aim to assess the advantages of the hybrid display for depicting 
satellite situations. It was found that the subjects prefer the hybrid 
display over the flat 2D display even though it does not significantly 
aid their performance. G.R. 
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A86-23961 
ASTRONOMY FROM THE SPACE STATION 
J. K. DAVIES (Birmingham University, England) (British 
Interplanetary Society, Space Station Applications Symposium, 
London, England, Sept. 25, 1985) British Interplanetary Society, 
Journal (Space Stations) (ISSN 0007-084X), vol. 39, Feb. 1986, p. 
51-56. refs 

The suitability of the basic Space Station for astronomical 
missions is reviewed. For many types of astronomical missions 
the manned Space Station is unsuitable, but certain instruments 
that can be operated from it are identified. The requirements for 
free flying astronomical platforms, possibly based on the Eureca 
or British Aerospace space platform are discussed. The 
astronomical uses to which space platforms and the associated 
space infrastructure can be put are given, and a number of large 
space astronomy missions are described. It is clear that 
astronomers must take advantage of the facilities that will be 
available in the Space Station era. Author 

A86-23962 
APPLICATIONS OF ESAS EURECA 
S. R. DAUNCEY (General Technology Systems, Ltd., Brentford, 
England) (British Interplanetary Society, Space Station 
Applications Symposium, London, England, Sept. 25, 1985) British 
Interplanetary Society, Journal (Space Stations) (ISSN 0007-084X), 
vol. 39, Feb. 1986, p. 57-60. ESA-supported research. 

Eureca, the European Retrievable Carrier, due to become 
operational in 1988, provides a technological and scientific link to 
the Space Station era. It is designed to be recovered six or nine 
months after launch by Shuttle. Eureca can then be re-fitted with 
different payload elements and re-flown, having been designed 
for a nominal 10-year, 5-flight life. The first is designed primarily 
for microgravity experiments, ESA having funded five materials 
science and life science facilities, which account for some two-thirds 
of the one tonne payload. There are two other ’add-on’ microgravity 
experiments and Eureca-1 also carries instruments that exploit its 
solar pointing, stable platform and technological capabilities. The 
potential non-microgravity users distinguish three types of improved 
Eureca mission to meet the needs of the astronomical and earth 
sciences and for technology development. ESA is receiving 
frequent enquiries from inside and outside Europe and serious 
plans are already being made to procure at least one more. 

Author 

A86-23963 
COLUMBUS - DISCOVERING USERS 
D. HARDY (Royal Aircraft Establishment, Farnborough, England) 
(British Interplanetary Society, Space Station Applications 
Symposium, London, England, Sept. 25, 1985) British Interplanetary 
Society, Journal (Space Stations) (ISSN 0007-084X), vol. 39, Feb. 
1986, p. 61, 62. 

Columbus is a potential European contribution to the US. Space 
Station Program. The project is managed by the European Space 
Agency and consists, as of mid-September 1985, of Phase B 
(Project definition) studies of four elements, each of which is based 
on pre-existing national studies. These are: a pressurized module 
(Italy), a resource module (FRG), a servicing vehicle (France) and 
polar- and co-orbiting platforms (UK). Supporting studies include 
technology, operation and utility of the elements and their proposed 
missions. Ten ESA Member States are participating. . Author 

A86-23966 
THE SPACE PLATFORM FROM A USER’S POINT OF VIEW 
R. C. PARKINSON (British Aerospace, PLC, Space and 
Communications Div., Stevenage, England) (British Interplanetary 
Society, Space Station Applications Symposium, London, England, 
Sept. 25, 1985) British Interplanetary Society, Journal (Space 
Stations) (ISSN 0007-084X), vol. 39, Feb. 1986, p. 75-79. 

The Space Platform is one element being studied within the 
Columbus program for European participation in the U.S. Space 
Station low earth orbit infrastructure. A potential for four or more 
Platforms currently exists. Two would be polar orbiting Platforms 
with different equator crossing times. The other two would co-orbit 
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with the Manned Space Station and fulfill astronomy and 
microgravity rules. The Space Platform is proposed as a permanent, 
unmanned, serviceable multi-user facility to which payloads could 
be attached on a rental basis for as long or as short a period as 
desired. The most significant advantage it offers is a reduction in 
operating costs by sharing facility costs among a number of users 
and avoiding the need to launch a supporting ’satellite bus’ with 
each group of payloads. This paper presents current British 
Aerospace thinking about the performance and services provided 
to the user on each of the three Platform types being studied. 

Author 

A86-23968 
THE COLUMBUS SPACE PLATFORM 
R. C. PARKINSON (British Aerospace, PLC, Stevenage, England) 
(Towards Columbus and the Space Station Symposium, Bonn, 
West Germany, Oct. 3, 4, 1985) British Interplanetary Society, 
Journal (Space Stations) (ISSN 0007-084X), vol. 39, Feb. 1986, p. 
85-89. 

The Space Platform is one of four elements being studied as 
part of the European Columbus program of participation in the 
Manned Space Station. The Space Platform is intended to provide 
a permanent, serviceable multi-user facility in low earth orbit to 
which users can attach for long or short periods as required. An 
eventual potential for four or more Platforms can be foreseen; 
two in polar orbit and additional Platforms co-orbiting with the 
main Space Station. This paper discusses the problems of 
integrating the Platform into the overall plans for future European 
orbital infrastructures, and the challenges posed by the Platform 
design itself. Author 

A86-24038’# Jet Propulsion Lab., California Inst. of Tech., 
Pasadena. 
TETHERS AND ASTEROIDS FOR ARTIFICIAL GRAVITY ASSIST 
IN THE SOLAR SYSTEM 
P. A, PENZO and H. L. MAYER (California Institute of Technology, 
Jet Propulsion Laboratory, Pasadena) Journal of Spacecraft 
and Rockets (ISSN 0022-4650). vol. 23, Jan.-Feb. 1986, p. 79-82. 
Previously cited in issue 03, p. 251, Accession no. A86-14443. 
refs 

A86-24110 
SPACE STATION MANAGER’S NEXT BIG JOB IS TO DRUM 
UP BUSINESS 
E. H. KOLCUM Commercial Space (ISSN 8756-4831), vol. 1, 
Summer 1985, p. 81, 83-85. 

A progress report on the development of Space Station is 
given. The Phase B design definition study now under way is 
described in detail. Phase B consists of four separate mission 
design studies involving the selection of designs for the command 
modules structural framework, power sources and free-flying 
servicing vehicles. Contracts will be awarded for the development 
of Space Station hardware during Phase C, and Phase D will be 
the assembly of the Station in orbit. A photograph of a full scale 
mock-up of a Space Station command module is provided. I.H. 

A86-24117 
SPACE INDUSTRIES IS MAKING PLANS WITH NASA FOR A 
SPACE FACILITY 
M. FAGET Commercial Space (ISSN 8756-4831), vol. 1, Fall 
1985, p. 40, 41, 44. 

The development of a privately funded space facility as the 
base of operation for commercial space projects is examined. 
The 35 foot long and 14.5 foot wide facility is to contain automatic 
material processing equipment, which will be periodically serviced 
by the Shuttle crew. The benefits of NASA’s deferred payment 
agreement, which will allow the facility to be established with no 
payment required until revenue is generated by the project, are 
described. The building and assembly of the industrial space facility, 
and the designing of the docking module are analyzed. Potential 
projects for the facility include: (1) the development of organic 
films that use light to carry information, (2) the manufacturing of 
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semiconductor materials, and (3) a biological space medicines 
processing system. I.F. 

A86-24125 
JAPANESE ROLE IN NASA'S SPACE STATION MAY INCLUDE 
SPACE VEHICLES AND AN EXPERIMENT MODULE 
E. SEKIGAWA Commercial Space (ISSN 8756-4831), vol. 1, Fall 

Japan's national space vehicle program is described. The three 
phases of the program involve: (1) the leasing of launch space 
on the Space Shuttle and Ariane to conduct microgravity 
experiments; (2) the use of a Japanese built free-flyer in which to 
conduct space experiments, and continued use of foreign facilities; 
and (3) the use of the Space Station/Japanese free-flyer 
combination, and the development of the Japanese minishuttle. 
The design and funding for the Japanese laboratory module that 
is to be attached to the U.S. Space Station is examined. The 
development of experimental packages for the module, such as 
high-frequency heating devices, and electromagnetic lifter, and a 
light-collecting heater, is investigated. The goal of the Japanese 
government to promote private commercialization of space is 
discussed. I.F. 

1985, p. 82-84. 

A86-24595# 
SPACE DEBRIS - A HAZARD FOR THE SPACE STATION? 

p. 63-65. 
E. A. ROTH ESA Bulletin (ISSN 0376-4265), no. 44, Nov. 1985, 

More than 3000 paylaods and an additional 12,000 objects 
have been put in orbit since 1957. Despite the decay of debris 
due to lower atmosphere air drag and subsequent burn-up on 
re-entry, the growth rate exceeds 200 objects a year. NORAD 
statistics, showing 50 percent of the objects to be debris from 
satellite breakups, opens the question of self-regeneration of the 
debris population from the large suspected quantity of potentially 
lethal objects of less than 10 cm that are not trackable. The 
need is pointed out for the development of advanced ground-based 
or in-orbit tracking sensors and the reduction of future debris 
through: minimization of the number of objects at spacecraft 
separation, de-orbiting satellites for reentry at the end of their 
lifetime, draining the residual fuel of the launcher's final stages to 
prevent subsequent explosion, and increasing the debris decay 
rate through conducting satellite destruction tests at low altitudes. 
It is concluded that the hazard space debris represents for the 
Space Station cannot yet be answered satisfactorily. R.R. 

A86-24597# 
THE SPACELAB INSTRUMENT POINTING SYSTEM (IPS) AND 
ITS FIRST FLIGHT 
H. HEUSMANN and P. WOLF (ESA, Directorate of Space 
Transportation Systems, Noordwijk, Netherlands) ESA Bulletin 
(ISSN 0376-4265), no. 44, Nov. 1985, p. 75-79. 

The development of the Instrument Pointing System (IPS) as 
part of Spacelab's experimental apparatus for open Pallet direct 
space exposure, and its test flight aboard the Shuttle Orbiter are 
discussed. The IPS is a three-axis-controlled platform with stellar, 
sun and earth pointing modes, and a better than 1 arcsec pointing 
ability. The development of an 'inside-out gimbal' configuration 
with the platform acting like a joint between the unstable Shuttle 
and the inertially stabilized payload facilitated close to 
hemispherical pointing and the adaptability for payioads of almost 
any size. Gimbal axes torquers counteract Orbiter acceleration 
due to crew movement and thruster firings, and facilitate target 
acquisition and precision pointing, by command from a 
crew-engaged computer preprogramrned for all possible control 
steps. Carrying an experimental solar-physics payload, the IPS 
correctly performed all intended functions and withstood launch 
and orbital loads. Several anomalies were detecied and 
successfully corrected in-flight. R.R. 

A86-24648 
FROM OTS TO OLYMPUS - BAE'S COMMUNICATORS 
T. FURNISS Flight International (ISSN 001 5-3710), vol. 129, 
Jan. 11, 1986, p. 24-28. 

A development history and program management account is 
presented for the ESA's Orbital Test Satellite (OTS). which explored 
the performance capabilities of three-axis stabilization; the 
European Communications Satellites (ECSs), which encompass 
Eutelsat, Marecs, Skynet, and Telecom; and Olympus 1, a 
demonstration satellite furnishing direct broadcast, business, and 
experimental communications. Attention is given to the design 
features and performance projections made to date for Olympus 
1, which will be launched by Ariane in 1987 into geostationary 
orbit. O.C. 

A86-24776 

CONFERENCE, 20TH, MIAMI BEACH, FL, AUGUST 18-23, 1985, 
INTERSOCIETY ENERGY CONVERSION ENGINEERING 

PROCEEDINGS. VOLUMES 1,2, & 3 
Conference sponsored by SAE, AChS, AIAA, et al. Warrendale, 
PA, Society of Automotive Engineers, Inc., 1985. Vol. 1, 760 p.; 
vol. 2, 965 p.; vol. 3, 912 p. For individual items see A86-24777 

Topics related to aerospace power are discussed, taking into 
account trends and issues of military space power systems 
technology, space station power system advanced development, 
the application and use of nuclear power for future spacecraft, 
the current status of advanced solar array technology development, 
the application of a parabolic trough concentrator to space station 
power needs, life test results of the Intelsat-V nickel-cadmium 
battery, and metal hydride hydrogen storage in nickel hydrogen 
batteries. Other subjects explored are concerned with alternative 
fuels, biomass energy, biomedical power, coal gasification, electric 
power cycles, and electric propulsion. Attention is given to an 
advanced terrestrial vehicle electric propulsion systems 
assessment, fuel cells as electric propulsion power plants, a 
sinewave synthesis for high efficiency dc-ac conversion, steam 
desulfurization of coal, leadless transfer of energy into the body 
to power implanted blood pumps, oil production via entrained flow 
pyrolysis of biomass, and a New Zealand synthetic gasoline 
plant. G.R. 

to A86-24929. 
(SAE P-164) 

A86-24782 
APPLICATION OF A PARABOLIC TROUGH CONCENTRATOR 
TO SPACE STATION POWER NEEDS 
T. G. STERN and P. A. KOMlNSKl (General Dynamics Cop., 
Space Systems Dv., San Diego, CA) IN: Intersociety Energy 
Conversion Engineering Conference, 20th, Miami Beach, FL, August 
18-23, 1985, Proceedings. Volume 1 . Warrendale, PA, Society of 
Automotive Engineers, Inc., 1985, p. 1.37-1.42. 

In the 199Os, space missions conducted by NASA and the Air 
Force will involve the use of larger spacecraft with power 
requirements two orders of magnitude higher than today's 
operational spacecraft. As certain problems arise in connection 
with large photovoltaic (PV) array systems, a more efficient method 
of power conversion using solar dynamic conversion and integral 
ihermai storage is being considered. It appears !hat so!ar thermal 
systems, using Rankine or Brayton cycle engine/generators, may 
reduce the solar aperture needed for a given power requirement 
by a factor of two. In the case of a utilization of such systems, a 
highly reliable solar dynamic system design is needed. Work related 
to the development of space solar concentrators has been 
conducted by an American aerospace company. Attention is given 
to coiiector design, optical dasign, performance requirements, and 
design options. G.R. 
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A86-24783 
IN-ORBIT PERFORMANCE OF INTELSAT SPACECRAFT SOLAR 
ARRAYS 
J. W. LYONS, 111 (COMSAT Laboratories, Clarksburg, MD) IN: 
lntersociety Energy Conversion Engineering Conference, 20th, 
Miami Beach, FL, August 18-23, 1985, Proceedings. Volume 1 . 
Warrendale, PA, Society of Automotive Engineers, Inc., 1985, p. 
1.43-1.47. INTELSAT-sponsored research. refs 

COMSAT Laboratories' new approach to measuring the 
degradation of solar cell arrays on spacecraft has been applied 
to large number of spacecraft solar arrays in geosynchronous orbit. 
This method was previously applied to the Marisat spacecraft and 
has recently been applied to five lntelsat V spacecraft. Statistical 
analysis techniques were used to fit the array models to telemetry 
data with a high degree of accuracy. These techniques include 
an analysis of longitude-dependence of the degradation of solar 
cell arrays caused by geomagnetically trapped electrons that were 
obtained from several spacecraft stationed at various longitudes. 
All results indicate that the geosynchronous, trapped-electron 
environment varies with longitude, as suggested by Stassinopoulos. 
However, unlike the three Marisat spacecraft, which have remained 
at constant longitude, the periodic relocation of the lntelsat V 
spacecraft has made it difficult to pinpoint the precise manner in 
which that environment varies. Author 

A86-24808' National Aeronautics and Space Administration. 
Lewis Research Center, Cleveland, Ohio. 
TETHERED NUCLEAR POWER FOR THE SPACE STATION 
D. J. BENTS (NASA, Lewis Research Center, Cleveland, OH) IN: 
lntersociety Energy Conversion Engineering Conference, 20th, 
Miami Beach, FL, August 18-23, 1985, Proceedings. Volume 1 . 
Warrendale, PA, Society of Automotive Engineers, Inc., 1985, p. 
1.21 0-1.227. Previously announced in STAR as N85-26912. refs 

A nuclear space power system the SP-100 is being developed 
for future missions where large amounts of electrical power will 
be required. Although it is primarily intended for unmanned 
spacecraft, it can be adapted to a manned space platform by 
tethering it above the station through an electrical transmission 
line which isolates the reactor far away from the inhabited platform 
and conveys its power back to where it is needed. The transmission 
line, used in conjunction with an instrument rate shield, attenuates 
reactor radiation in the vicinity of the space station to less than 
one-one hundredth of the natural background which is already 
there. This combination of shielding and distance attenuation is 
less than one-tenth the mass of boom-mounted or onboard 
man-rated shields that are required when the reactor is mounted 
nearby. This paper describes how connection is made to the 
platform (configuration, operational requirements) and introduces 
a new element the coaxial transmission tube which enables efficient 
transmission of electrical power through long tethers in space. 
Design methodology for transmission tubes and tube arrays is 
discussed. An example conceptual design is presented that shows 
SP-100 at three power levels 100 kWe, 300 kWe, and 1000 kWe 
connected to space station via a 2 km HVDC transmission 
lineltether. Power system performance, mass, and radiation hazard 
are estimated with impacts on space station architecture and 
operation. B.W. 

A86-25186# 
MPD ARCJET SYSTEM 
K. KURlKl Japan Society for Aeronautical and Space Sciences, 
Journal (ISSN 0021-4663), vol. 33, no. 373, 1985, p. 89-100. In 
Japanese. refs 

The current status and future prospects of the 
magnetoplasmadynamic (MPD) arcjet system are described. Recent 
research activities on the chemical rocket and electric propulsion 
are discussed. The characteristics of various MPD arcjet systems 
including the Komaba-l system developed by the Institute of Space 
and Astronautical Science of the Tokyo University are analyzed. 
The applications of the MPD arcjet system to the satellite test, 
lunar mission, free flyer test, space station test, and heliospheric 
exploration are discussed. S.H. 
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A86-26451 
SPACE THE COMMERCIAL OPPORTUNITIES; PROCEEDINGS 
OF THE INTERNATIONAL BUSINESS STRATEGY 
CONFERENCE, LONDON, ENGLAND, OCTOBER 31, 
NOVEMBER 1, 1984 
Pinner, England, Online Publications, 1984, 191 p. For individual 
items see A86-26452 to A86-26465. 

Among the topics discussed are: insurance in space risk 
management; legal issues in planning commercial space activities; 
and the potential market for commercial launch vehicles. 
Consideration is also given to: the position of Ariane in the world 
launch vehicle market; the economic advantages of reusable 
systems like Shuttle; and the growth of the satellite communications 
market; and European perspectives on the U.S. Space Station 
proposal. Additional topics include spin-off investments in space 
for small and medium-size investors; the market potential of remote 
sensing imagery; a general overview of risks and rewards in space 
investments. I.H. 

A86-26459 

TOWARDS LARGER STRUCTURES IN SPACE 
M. FUCHS (ERN0 Raumfahrttechnik GmbH, Bremen, West 
Germany) IN: Space: The commercial opportunities; Proceedings 
of the International Business Strategy Conference, London, 
England, October 31, November 1, 1984 . Pinner, England, Online 
Publications, 1984. p. 103-1 1 1. 

A development history is presented for the Space Station 
concepts that have been entertained in the wake of Skylab and 
Spacelab. Germany and Italy have recently proceeded to invest 
the expertise gained during Spacelab participation in an 
ESA-sponsored on-orbit infrastructural system; this has become 
the 'Columbus' program, which has entered the system 
configuration concept-definition stage. Columbus is envisioned as 
a space platform encompassing a modular payload carrier, a 
resources module furnishing power, control, heat management, 
etc., and a service vehicle providing a transfer capability for 
payloads, expendables, and crews. O.C. 

A86-26460' National Aeronautics and Space Administration, 
Washington, D.C. 

T. T. FINN and J. D. HODGE (NASA, Office of Space Station, 
Washington, DC) IN: Space: The commercial opportunities; 
Proceedings of the International Business Strategy Conference, 
London, England, October 31, November 1, 1984 . Pinner, England, 
Online Publications, 1984, p. 113-124. 

NASA is committed to the development of a permanently 
manned Space Station within a decade, in concert with European 
and Japanese space agencies. In addition to continuing scientific 
research, the Space Station will proceed with applied science and 
industrialization experiments. International cooperation 
opportunities arise within the Space Station program for users (in 
the definition of missions), for builders (in the development of 
station resources and capabilities), and operators (in the orbital 
maintenance of the Space Station). O.C. 

FROM SATELLITES TO THE SPACE STATION - THE TRENDS 

SPACE STATION - THE NEXT LOGICAL STEP 

A86-26461 
A EUROPEAN PERSPECTIVE ON THE US SPACE STATION 
PROPOSAL 
J. COLLET, G. PETERS, and D.-J. SHAPLAND (ESA, Directorate 
of Space Transportation Systems, Paris, France) IN: Space: The 
commercial opportunities; Proceedings of the International Business 
Strategy Conference, London, England, October 31, November 1, 
1984 . Pinner. England, Online Publications, 1984, p. 125-135. 

ESA member states have approved a preparatory program for 
the development of a large cryogenic booster engine, designated 
HM60, which will be available after 1994 and will cOnStitute the 
basic building block for a European launch vehicle capable of 
placing 8 tons of payload on a geostationary orbit of 15 tons in 
low earth orbit. In this latter case, the launcher may be man-rated 
to carry a manned spacecraft, such as the reusable Hermes orbiter. 
This development effort is a part of ESAs Long Term Preparatory 



Program, which will manage European cooperation with NASA in 
the construction and operation of a Space Station. In addition, 
Germany and Italy are collaborating on the 'Columbus' European 
Space Station. O.C. 

A86-26491# 
INTERACTIVE COMPUTER GRAPHICS MODEL AND SIMULATE 
ON-ORBIT OPERATIONS 
S. E. TlCE (Rockwell International Corp., Space Transportation 
Systems Div., Downey, CA) Mechanical Engineering (ISSN 
0025-6501), vol. 108, Feb. 1986, p. 32-36. 

Specialized software have been developed by means of which 
design, analysis, modeling and simulation efforts concerning orbital 
space station and EVA-related hardware can be undertaken. The 
software generates full color simulations employing solid and 
shaded object models that can be observed from multiple 
viewpoints at two distinct levels of complexity ('fidelity'). While 
high fidelity simulations involve costs an order of magnitude higher 
than those of low fidelity simulations, they are ideal for flight training; 
low fidelity simulations have as their primary advantage the ability 
of the operator to drive the object models in real time. The software 
is designated the 'Configuration Design Analysis and Simulation 
System'. O.C. 

A86-26512'# 
Lyndon B. Johnson Space Center, Houston, Tex. 
CHALLENGES OF SPACE STATION NAVIGATION 
P. T. PIXLEY (NASA, Johnson Space Center, Houston, TX) IN: 
Institute of Navigation, Annual Meeting, 41st, Annapolis, MD, June 
25-27, 1985, Proceedings . Washington, DC, Institute of Navigation, 

A description of the main navigational challenges posed by 
the Space Station program is given. Among the specific navigational 
problems addressed are: attitude reference control for payload 
support applications; traffic control system requirements; 
navigational system for proximity operations; and the development 
of automated navigation systems. Navigational problems associated 
with solar array and radiator orientation are discussed in detail. A 
schematic diagram of the Space Station reference configuration 
is provided. I.H. 

National Aeronautics and Space Administration. 

1985, p. 90-93. 

A86-26876 
COMBINED EXPERIMENTAL/ANALYTICAL MODELING OF 
DYNAMIC STRUCTURAL SYSTEMS; PROCEEDINGS OF THE 
JOINT MECHANICS CONFERENCE, ALBUQUERQUE, NM, JUNE 
24-26, 1985 
D. R. MARTINEZ, ED. and A. K. MILLER, ED. (Sandia National 
Laboratories, Albuquerque, NM) Conference sponsored by ASCE 
and ASME. New York, American Society of Mechanical Engineers 
, 1985, 235 p. For indvidual items see A86-26877 to A86-26885. 

It is pointed out that modern structural analysis involves the 
use of both analytical and experimental techniques. The presented 
papers have the objective to report the state-of-the-art in combined 
experimental/analytical modeling, including the substructure 
synthesis techniques and experimental procedures required to 
apply these techniques in practical applications. An overview of 
analytical synthesis techniques is provided, taking into account a 
review of the time-domain and frequencydomain component mode 
synthesis metnod. In connection with an overview of modal testing 
and measurement, modal test requirements for coupled structure 
analysis using experimentally-derived component models are 
examined along with excitation, measurement, and analysis 
methods for model testing. Hybrid experimental/analytical dynamic 
models of aerospace structures are considered, and structural 
analysis model validation using modal test data is discussed. A 
description of case histories and applications is also given. G.R. 
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A86-27876 
SPACE, OUR NEXT FRONTIER; PROCEEDINGS OF THE 
CONFERENCE, DALLAS, TX, JUNE 7,8, 1984 
G. MUSGRAVE, ED. (National Center for Policy Analysis, Dallas, 
TX) Conference sponsored by the National Center for Policy 
Analysis. Dallas, TX, National Center for Policy Analysis, 1985, 
344 p. For individual items see A86-27877 to A86-27897. 

The present conference on space development encompasses 
space commercialization, legislative, legal, and insurance-relatec, 
factors in current space programs, political aspects of space 
militarization and governmental control, the military future uses of 
space and their consequences, command and control issues arising 
in space, economic influences on space policy, and recent 
developments in space solar power generation concepts. Attention 
is given to public opinion surveys concerning the scientific, military, 
and economic uses of space, the 'Leasecraft' orbital industrial 
infrastructure concept, capitalism and democracy in space 
development, the current status of space law on commercialization 
topics, the nature of Ballistic Missile Defense, the Soviet Space 
threat, the High Frontier concept for space defense, lunar solar 
power systems, solar power satellites, and the utilization of lunar 
resources for the reduction of lunar base construction costs. Such 
specific technical issues as microgravity crystal growth and 
directional solidification, electrophoresis operations for 
pharmaceuticals, and technical barriers to commercial access to 
space, are also noted. O.C. 

A86-28489 
SPACECRAFT APPLICATION OF EXPERT SYSTEMS 
A. L. TOUSSAINT and M. E. MCFALL (Boeing Aerospace Co., 
Seattle, WA) IN: NAECON 1985; Proceedings of the National 
Aerospace and Electronics Conference, Dayton, OH, May 20-24, 
1985. Volume 2 . New York, Institute of Electrical and Electronics 
Engineers, 1985, p. 1342-1 346. 

The anticipated progression of development for artificial 
intelligence (AI) applied to future spacecraft operation is considered. 
Research has demonstrated that AI software developement 
techniques (and knowledge-based systems in particular) can be 
used to provide limited spacecraft subsystem automation. A likely 
progression will proceed to integrated subsystem control, 
automated planning and scheduling, plane execution, anomaly 
handling, and eventually autonomous spacecraft operation. The 
ideas and concepts should be transferable from the Space Station 
to spacecraft automation in general. Two systems are discussed: 
ECESIS (Environmental Control Expert System in Space) and an 
expert system for electrical power subsystems control. D.H. 

A86-28581 National Aeronautics and Space Administration, 
Washington, D.C. 
SPACE STATION PLANNING 
R. F. FREITAG (NASA, Office of Space Station, Washington, DC) 
IN: EuropeNnited States space activities . San Diego, CA, Univelt, 
Inc., 1985, p. 85-96. 

An overview of NASA Space Station planning activities is given. 
Among the specific topics addressed are: the role of private 
contractors in the construction and operation of Space Station; 
international cooperation in planning Space Station configurations; 
and optimum management strategies for Space Station planning 
activities. The division of work packages for the preliminary design 
definition phase of the Space Station program is described. I.H. 

A86-28582 
ESA SPACE STATION PLANNING 
J. COLLET [ESA, Directorate of Space Transprtafion Systems, 
Paris, France) IN: Europe/United States space activities . San 
Diego, CA, Univelt, Inc., 1985, p. 97-103. 

The evolution of the European Space Station program, 
Columbus, is briefly described. Considerations is given to the 
technical issues addressed during the planning phase of the initial 
Columbus Preparatory Program (CPP), inc!uding: the preliminary 
cost and schedule baselines for development and operation of 

(AAS 85-1 11) 

(AAS 85-1 13) 
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Columbus hardware; design definition with respect to the 
pressurized module (PM) and supporting platforms of the Columbus 
Space Station; and the design of servicing vehicles and resource 
modules (RMs) to support PM operations in the free-flying mode. 
The role of cooperative agreements between ESA and NASA in 
the development of preliminary Columbus Space Station designs 
is also discussed. I.H. 

A86-28583 
JAPANESE POLICY ON PARTICIPATION IN THE SPACE 
STATION PROGRAM 
T. MOR1 (Science and Technology Agency, International Space 
Affairs Div., Tokyo, Japan) IN: Europe/United States space 
activities . San Diego, CA, Univelt, Inc., 1985, p. 105-112. 

Some of the ways that Japan can benefit from participation in 
the NASA Space Station program are discussed. Consideration is 
given to four goals of the Japanese space program which would 
be significantly advanced by participation in Space Station, 
including: promotion of advanced technology development on earth; 
enhancement of space operations and activities; promotion Of 
international cooperation in large-scale space projects; and 
utilization of the space environment for commercial applications 
such as materials processing, earth observation, pharmaceuticals 
production, and communications. A list of some possible missions 
for a Japanese Space Station module is provided. I.H. 

(AAS 85-1 14) 

A86-28584 
EUROPEAN MISSION MODELS FOR MANNED AND UNMANNED 
SPACE STATION ELEMENTS 
W. LEY (DFVLR, Cologne, West Germany) IN: Europe/United 
States space activities . San Diego. CA, Univelt, Inc., 1985, p. 

Topics of interest in the ESA Space Station Long-term 
Preparatory Program to develop European element for the NASA 
Space Station are discussed. Among the specific topics discussed 
are: Space Station launcher development; in-orbit-infrastructures 
for Space Station; and cooperation with NASA in the field of 
Manned Space Systems. The instrumentation requirements of 
scientific platforms on board Space Station are considered, with 
emphasis given to applications in materials sciences, life sciences, 
space science, earth observation, and communications and support 
systems. A laboratory configuration incorporating experimental 
facilities for these applications is described. I.H. 

A86-28585 
SPACE STATION PLATFORM 
P. J. CONCHIE (British Aerospace, PLC, Space and 
Communications Div., Stevenage, England) IN: Europe/United 
States space activities . San Diego, CA, Univelt, Inc., 1985, p. 

The requirements for a multi-user Space Platform maintained 
on-orbit by periodic visits by the Space Shuttle, and servicing a 
series of payloads, has evolved since the concept was first 
formulated within NASA in the mid-1970's. This paper gives a 
brief survey of the history of the Space Platform concept, and 
then details some of the challenges and approaches associated 
with the current European Space Platform concept being pursued 
by British Aerospace as an essential part of the program of 
European participation in the Manned Space Station program. 

Author 

1 13-1 31. 
(AAS 85-1 15) 

133-1 38. 
(AAS 85-1 17A) 

A86-28587 
TETHERED SATELLITE SYSTEM - PRESENT PROGRAM AND 
FUTURE APPLICATIONS 
E. VALLERANI, F. BEVILACQUA, and F. GlANl (Aeritalia S.p.A., 
Turin, Italy) IN: EuropeIUnited States space activities . San 
Diego, CA, Univelt, Inc., 1985, p. 161-173. refs 

The design of tethered satellite system (TSS) for NASA Shuttle 
applications is described. The TSS consists of a satellite module 

(AAS 85-124) 

which is attached to a deployer by a tether. The deployer is in 
turn attached to the Spacelab pallet inside the Orbiter cargo bay. 
While the satellite is not operating, the satellite module is clamped 
to the deployer module for storage. Deployment of the satellite 
module is carried out by thrusters and control of tension on the 
tether during deployment is performed by a core equipment 
component which consists of switches, an electron gun, a variable 
resistor element, and voltage and current monitors. In addition to 
the plasma physics applications of TSS, attention is given to 
experimental applications in aeronomy, geology, seismology, and 
remote sensing. Cooperative role of the Italian Space Agency in 
developing the TSS design for Shuttle is emphasized. I.H. 

A86-28591 
THE POUR PLATFORM FOR EARTH OBSERVATION 
J. H. MCELROY and S. R. SCHNEIDER (NOAA, National 
Environmental Satellite, Data, and Information Service, Washington, 
DC) IN: Europe/United States space activities . San Diego, CA, 
Univelt, Inc., 1985, p. 263-275. refs 

Issues related to the design and possible applications of an 
astronaut-tended polar-orbiting sensor platform for earth 
observation are discussed. Attention is given to the Polar Platform 
(PP) design concept developed by NASA in connection with the 
Space Station program. The PP is a carrier for a multidisciplinary 
unified global observing system which will integrate a variety of 
sensor instruments for solar-terrestrial, meteorological, 
oceanographic, and agricultural observations. The main advantages 
of the polar-orbiting concept over conventional independent 
observations systems stem from improvements in capacity and 
reliability which are made possible by astronaut servicing of platform 
sensors. The main sensor systems being considered for the PP 
include a precipitating magnetospheric particle detectors away, 
multispectral-imaging sensors, lidar instruments, and a 
high-resolution synthetic aperture radar (SAR) scanner. Design 
requirements of a ground-based Earth Observation Center for 
processing data from the PP are described in detail. I.H. 

A86-28786' National Aeronautics and Space Administration. 
Lyndon B. Johnson Space Center, Houston, Tex. 

H. C. MANDELL, JR. (NASA, Johnson Space Center, Houston, 
TX) IN: The case for Mars II . San Diego, CA, Univelt, Inc., 

The United States Space Station program, begun in Fiscal 
Year 1985 under significant cost constraints, should cause all those 
involved in the planning of manned interplanetary flight to revise 
their impressions of the cost and practicality of planetary missions. 
The presence of the Space Shuttle, as well as arrival of a capable 
Space Station, will provide a major impetus to planetary programs, 
both by removing most of the real barriers to extended manned 
space flights and by proving that significant manned space ventures 
may be performed very economically. Author 

A86-28787' National Aeronautics and Space Administration, 
Washington, D.C. 
BEYOND THE SPACE STATION 
J. VON PUTTKAMER (NASA, Office of Space Flight, Washington, 
DC) 'IN The case for Mars II . San Diego, CA, Univelt, Inc., 
1985, p. 171-206. refs 

The significance of the Space Station is examined with regard 
to the possibilities it will open. The Space Station, as a unique 
RBD facility, operation base, and transportation node, will not only 
enhance deeper-space ventures but also enable entirely new 
initiatives for man's advancement in space not possible before. 
One large goal enabled by the Space Station could be a manned 
Mars landing mission as a major national objective some time 
beyond the year 2000. Since its principal themes would be joint 
exploration and advancement of mankind in space, its scientific, 
technical and sociological benefits would be of unprecedented 
scope and magnitude. The Space Station should be regarded as 

(AAS 85-133) 

SPACE STATION - THE FIRST STEP 

1985, p. 157-170. 
(AAS 84-1 60) 

(AAS 84-161) 
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having a ’beachhead role in supporting multiple goals and multiple 
users. Commonalities and possible synergisms between program 
and mission systems, elements, and technologies of large new 
initiatives beyond the Space Station should be assessed. D.H. 

A86-28800’ Jet Propulsion Lab., California Inst. of Tech., 
Pasadena. 
TETHERS FOR MARS SPACE OPERATIONS 
P. A. PEN20 (California Institute of Technology, Jet Propulsion 
Laboratory, Pasadena) IN: The case for Mars II . San Diego, 
CA, Univelt, Inc., 1985, p. 445-465. NASA-supported research. 
refs 

A tether-mediated transport system is proposed in which mass 
may be transferred between the Martian surface, Mars orbit, and 
open space, using the orbital momentum of Phobos and Deimos. 
The performance and materials strength requirements of a 
prototype tether system are studied with attention given to: tether 
dynamics effects during different stages of operation; 
micrometeoroid impact effects; replacement of tether segments; 
and contingency methods in case of tether failure. A schematic 
diagram of the proposed tether transportation system is provided. 

I.H. 

(AAS 84-174) 

A86-28801 
ADVANCED SPACESUIT GLOVE DESIGN 
W. M. CLAPP (MIT, Cambridge, MA) 
San Diego, CA, Univelt, Inc., 1985, p. 469-488. 

A lightweight pressure suit glove for the Martian environment 
has been developed based on the elastic pressurization concept. 
Elastic pressurization makes it possible to apply a mechanical 
counterpressure to the hand which is equal to the pressure of the 
air that a human would breathe in a conventional pressure suit. It 
is shown that the glove offers superior dexterity and tactile feedback 
in comparison with the Apollo A7L-B glove, and is less fatiguing 
to wear. Covering the glove with a protective layer to guard against 
micrometeoroids and radiation was found to be unneccessary in 
the case of the Martian environment, and the hand need only be 
protected from the comparatively moderate extremes of 
temperature. It is suggested that a full-length pressure suit could 
be developed on the basis of the elastic pressurization concept. 

I.H. 

IN: The case for Mars II . 
refs 

(AAS 84-1 75) 

A86-29219 
EFFECT OF PARASITIC RADIATION OF SATELLITE SOLAR 
POWER STATIONS ON THE ELECTROMAGNETIC 
ENVIRONMENT IN THE FRONT HEMISPHERE [VLllANlE 
POBOCHNYKH IZLUCHENII SOLNECHNYKH KOSMICHESKIKH 
ELEKTROSTANTSII NA ELEKTROMAGNITNUIU OBSTANOVKU 
V PEREDNEI POLUSFERE] 
A. S. DMlTRlEV and B. M. PARAMONOV Radiotekhnika i 
Elektronika (ISSN 0033-8494), vol. 31, Feb. 1986, p. 370-375. In 
Russian. refs 

An analysis is made of various aspects of the electromagnetic 
compatibility of satellite solar power stations during microwave 
power transmission in the case of the decorrelation of amplifier 
operation in the antenna system. A simple model is proposed 
that makes it possible to evaluate various factors of the 
electromagnetic environment and to quantitatively assess the 
maximum admissible distortions of the reference signal. Particular 
attention is given to the directional properties of the system in 
three cases: (1) at frequencies close to the fundamental one; (2) 
at the fundamental frequency with partial loss of correlation 
between signai ampiituaes; ana (3) at harmonics of the fundamental 
frequency. B.J. 

A86-29491 
EUROPEANS EXPLORING INDEPENDENT ROLE IN SPACE 
J. M. LENOROVITZ Commercial Space (ISSN 8756-4831), vol. 
1, Winter 1986, p. 25-29. 

ESA’s Columbus space station program wiii proceed at first in 
the guise of the joint US/international development of a manned 

space station, but will eventually take the form of an independent 
facility. The Ariane 5 heavy launcher is an essential element of 
the Columbus effort, as is the Hermes orbiter, which will conduct 
in-orbit repair, resupply, and cargo transfer operations. The success 
of commercially oriented space station programs is acknowledged 
to depend on ESA’s ability to lead industrial efforts in a highly 
organized and gradual fashion. The primary industrial interest is in 
microgravity processing, as demonstrated during Spacelab missions 
aboard the Space Shuttle. O.C. 

A86-29492 
SPAR AEROSPACE LEADS THE WAY IN CANADA’S 
PARTICIPATION 
W. H. GREGORY Commercial Space (ISSN 8756-4831), vol. 1, 
Winter 1986, p. 32-34. 

The extent of Canadian participation in the development of 
the NASA Space Station remains to be defined, and will be 
determined in the course of negotiations between NASA and the 
Canadian Ministry of Science and Technology. While commercial 
space applications are of primary interest to Canada, it is the 
ability to service (repair or modify) satellites or spacecraft in orbit 
that may be of primary importance. A degree of US participation 
in such servicing operations is expected. Canadian companies 
envision arohotic servicing shelter for spacecraft with removable 
covers that employs a large manipulator arm 50-60 ft long. O.C. 

A86-29576 
COMMUNICATION SATELLITE SYSTEMS CONFERENCE, 1 lTH, 
SAN DIEGO, CA, MARCH 17-20, 1986, TECHNICAL PAPERS 
Conference sponsored by AIAA. New York, American Institute of 
Aeronautics and Astronautics, 1986, 729 p. For individual items 
see A86-29577 to A86-29665. 

User-oriented satellite systems for the 1990’s are considered 
along with a satellite system for aeronautical data communications, 
the colocation of geostationary communication satellites, an 
application of intersatellite links to domestic satellite systems, global 
interconnectivity in the next two decades, an analysis of the Geostar 
position determination system, and possible architectures for a 
European data relay satellite system. Attention is given to optimum 
antenna beam pointing for communication satellites, 
communications satellites versus fiber optics, spread 
spectrum-based synchronization of digital satellite transmissions, 
the Geostationary Satellite Orbit Analysis Program (GSOAP), 
technology achievements and projections for communication 
satellites of the future, and trends and development of low noise 
amplifiers using new FET device. Other topics explored are related 
to the Omninet mobile satellite system, the Space Transportation 
System, Japan’s launch vehicles, the French military satellite 
system, and geostationary communications platform payload 
concepts. G.R. 

A86-29629’# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 

DEPLOYABLE ANTENNA SYSTEM WITH STRUCTURAL AND 
ELECTROMAGNETIC PERFORMANCE RESULTS 
T. G. CAMPBELL, M. C. BAILEY, and W. K. BELVIN (NASA, Langley 
Research Center, Hampton, VA) IN: Communication Satellite 
Systems Conference, l l th ,  San Diego, CA, March 17-20, 1986, 
Technical Papers . New York, American Institute of Aeronautics 
and Astronautics, 1986, p. 444-452. 

This paper presents the technical results obtained during the 
development and engineering tests of a 15-Meter Hoop Column 
deployable antenna system. An irnperhn? e!emsnt of !he 1 5-meter 
antenna program was the structural tests and the characterization 
of the surface accuracy of the deployed mesh surface. The overall 
system performance of the 15-meter antenna was obtained during 
radio frequency tests conducted in the Martin Marietta Near Field 
Test Laboratory in Denver, CO. The near field tests verified the 
electromagnetic performance of the structure which exhibited a 
surface accuracy of 0.061 in (RMS). Radio frequency tests were 
conducted at 2.3, 4.3, 7.7, and 11.6 GHz. The experiment and 

THE DEVELOPMENT OF THE 15-METER HOOP COLUMN 

(AIAA PAPER 86-0667) 
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analytical results obtained through the 1 5-meter antenna program 
will provide new opportunities for the application of large space 
antennas for future missions. Author 

A86-29645'# Ford Aerospace and Communications Corp., Palo 
Alto, Calif. 
GEOSTATIONARY COMMUNICATIONS PLATFORM PAYLOAD 
CONCEPTS 
T. F. DRIGGERS and E. M. HUNTER (Ford Aerospace and 
Communications Corp., Palo Alto, CA) IN: Communication Satellite 
Systems Conference, l l th ,  San Diego, CA, March 17-20, 1986, 
Technical Papers . New York, American Institute of Aeronautics 
and Astronautics, 1986, p. 566-576. NASA-supported research. 
refs 

The types of operational communications payloads that could 
be appropriate for a large geostationary facility in the middle to 
late 1990s are examined. A description of each type of payload is 
given, and various key issues and economic factors are discussed. 
A comparison with existing satellites indicates that large platforms 
may offer cost advantages. C.D. 

A86-29660# 
ETSV SYSTEM 
H. MURAYAMA, K. NAKAMARU, S. YAMADA (National Space 
Development Agency of Japan, Tokyo, Japan), T. UEDA, R. KASAl 
(Mitsubishi Electric Corp., Kamakura, Japan) et al. IN: 
Communication Satellite Systems Conference, 11 th, San Diego, 
CA, March 17-20, 1986, Technical Papers . New York, American 
Institute of Aeronautics and Astronautics, 1986, p. 676-680. refs 

System design contents and status of Engineering Test 
Satellite-V (ETS-V) of Japan are described, especially for its 
characteristics and some topics such as fuel sloshing effects and 
growth capability. Based on the system design and 
component/subsystem design, PFM is now being manufactured. 
It is anticipated that ETS-V will play the role of frontier for 
technology development of Japanese 3-axis stabilized large 
geostationary spacecrafts. Author 

(AIAA PAPER 86-0723) 

N86-11103'# National Aeronautics and Space Administration. 
Goddard Space Flight Center, Greenbelt, Md. 
SAMSI: AN ORBITING SPATIAL INTERFEROMETER FOR 
MICRO-ARC SECOND ASTRONOMICAL OBSERVATIONS 
R. V. STACHNIK (Harvard Smithsonian Center for Astrophysics, 
Cambridge, Mass.) and D. Y. GEZARI ln ESA Colloq. on Kilometric 
Opt. Arrays in Space p 35-42 Apr. 1985 refs 
(Contract NASW-3755; NSG-7176) 
Avail: NTlS HC AO9/MF A01 CSCL 03A 

The concept and performance of (SAMSI) Spacecraft Array 
for Michelson Spatial Interferometry, an orbiting spatial 
interferometer comprised of three free-flying spacecraft, two 
collector telescopes and a central mixing station are described. In 
the one-dimensional interferometry mode orbits exist which provide 
natural scanning of the baseline. These orbits place extremely 
small demands on thrusters and fuel consumption. Resolution of 
0.00001 arcsecond and magnitude limits of mv = 15 to 20 are 
achievable in a single orbit. In the imaging mode, SAMSI could 
synthesize images equivalent to those produced by equal diameter 
filled apertures in space, making use of the fuel resupply capability 
of a space station. Simulations indicate that image reconstruction 
can be performed with milliarcsecond resolution to a visual 
magnitude 12 in 12 hr of spiral scanning integration time. 

Author (ESA) 

N86-11 l04*# Harvard-Smithsonian Center for Astrophysics, 
Cambridge, Mass. 
COSMIC A HIGH RESOLUTION, LARGE COLLECTING AREA 
TELESCOPE 
W. A. TRAUB and N. P. CARLETON ln ESA Colloq. on Kilometric 
Opt. Arrays in Space p 43-48 Apr. 1985 refs 
(Contract NSG-7176) 
Avail: NTlS HC AO9/MF A01 CSCL 03A 

The spaceborne Coherent Optical System of Modular Imaging 
Collectors (COSMIC) is presented. It has high angular resolution 
and can produce images of complex, low-surface-brightness objects 
such as distant galaxies. If configured as a 36 m filled linear 
array, COSMIC can have 15 times better angular resolution and 
10 times greater collecting area than the Space Telescope. 
Alternatively, if the collecting area is spread out to create an 
unfilled two-dimensional array, there is the additional advantage 
of not needing to rotate the array in order to build up a 
reconstructed image. Considerations which led to the design 
concept, scientific goals, and the potentially useful role of a space 
station for assembly are discussed. Author (ESA) 

N86-11110# European Space Agency. European Space 
Research and Technology Center, ESTEC, Noordwijk 
(Netherlands). Mathematical Support Div. 
PRELIMINARY STUDIES OF A SPINNING TETHER-CONNECTED 
TRIO CONCEPT 
E. B. CRELLIN ln ESA Colloq. on Kilometric Opt. Arrays in 
Space p 91-94 Apr. 1985 refs 
Avail: NTlS HC AO9/MF A01 

Use of a slowly spinning interferometer configuration with the 
telescopes attached to the central station using tethers of equal 
length, including tether configuration, mass and storage is 
discussed. Slow rotation allows measurements of each source at 
different baseline angles. When the maximum baseline length is 
reached, the tethers can be retracted (stopping at intermediate 
lengths for further measurements, if required) and the telescopes 
recaptured by the central station. The attitude change to another 
source can be performed with the rigid configuration. 

Author (ESA) 

N86-11212'# Ohio State Univ., Columbus. ElectroScience Lab. 
CALCULATION OF ALLOWABLE ORBITAL SPACINGS FOR 
THE FIXED-SATELLITE SERVICE 
Y. YAMAMURA and C. A. LEVIS Jul. 1985 78 p refs 
(Contract NAG3-159) 
(NASA-CR-176273; NAS 1.26:176273; TR-716548-1) Avail: 
NTlS HC AO5/MF A01 CSCL 22A 

Minimum satellite separations are calculated which satisfy a 
given carrier-to-interference protection ratio for the Fixed-Satellite 
Service (FSS) on a single-entry basis, assuming circular antenna 
beams. The results are presented in the form of universal contour 
curves, in which antenna-centered angles are the coordinates, 
and also in terms of the more conventional longitude and latitude 
separations. It is shown that orbit capacity increases with 
decreasing service-area size and that, for practical service areas, 
capacity is increased if the longitude of a satellite does not differ 
too greatly from that of the service area it serves. Author 

N8&13345'# Smithsonian Institution, Cambridge, Mass. 
ANALYTICAL INVESTIGATION OF THE DYNAMICS OF 
TETHERED CONSTELLATIONS IN EARTH ORBIT, PHASE 2 
Quarterly Report, 22 Feb. - 21 Jun. 1985 
E. LORENZlNl Jul. 1985 31 p 
(Contract NAS8-36606) 
(NASA-CR-171611; NAS 1.26:171611; QR-1) Avail: NTIS HC 
AO3IMF A01 CSCL 22C 

This Quarterly Report deals with the deployment maneuver of 
a single-axis, vertical constellation with three masses. A new, easy 
to handle, computer code that simulates the two-dimensional 
dynamics of the constellation has been implemented. This computer 
code is used for designing control laws for the deployment 
maneuver that minimizes the acceleration level of the lowg platform 
during the maneuver. Author 
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N86-13357'# 
Lyndon B. Johnson Space Center, Houston, Tex. 
SPACE STATION PRELIMINARY DESIGN REPORT 
Sep. 1982 252 p refs 
(NASA-TM-87521; NAS 1.15:87521) Avail: NTIS HC A12IMF 
A01 CSCL22B 

The results of a 3 month preliminary design and analysis effort 
is presented. The configuration that emerged consists of a very 
stiff deployable truss structure with an overall triangular cross 
section having universal modules attached at the apexes. Sufficient 
analysis was performed to show feasibility of the configuration. 
An evaluation of the structure shows that desirable attributes of 
the configuration are: (1) the solar cells, radiators, and antennas 
will be mounted to stiff structure to minimize control problems 
during orbit maintenance and correction, docking, and attitude 
control; (2) large flat areas are available for mounting and servicing 
of equipment; (3) Large mass items can be mounted near the 
center of gravity of the system to minimize gravity gradient torques; 
(4) the trusses are lightweight structures and can be transported 
into orbit in one Shuttle flight; (5) the trusses are expandable and 
will require a minimum of EVA and (6) the modules are anticipated 
to be structurally identical except for internal equipment to minimize 
cost. Author 

National Aeronautics and Space Administration. 

N86-13923'# 
Computational Mechanics Section. 

Final Report 
B. J. AUDEH and J. E. MURPHY 1 Jul. 1985 28 p refs 
(Contract NAS8-34970) 

Avail: NTlS HC A03/MF A01 CSCL 09B 
The flowfield codes that have been developed to predict rocket 

motor plumes at high altitude were used to predict plume properties 
for the RCS motor which show reasonable agreement with 
experimental data. A systematic technique was established for 
the calculation of high altitude plumes. The communication of data 
between the computer codes was standardized. It is recommended 
that these outlined procedures be more completed, documented 
and updated as the plume methodology is applied to the varied 
problems of plume flow and plume impingement encountered by 
space station design and operation. Author 

Lockheed Missiles and Space Co., Huntsville, Ala. 

HIGH-ALTITUDE PLUME COMPUTER CODE DEVELOPMENT 

(NASA-CR-171600; NAS 1.26:171600; LMSC-HEC-TR-F042501) 

N86-14297*# City Coll. of the City Univ. of New York. Dept. of 
Electrical Engineering. 
AN ADAPTIVE LEARNING CONTROL SYSTEM FOR LARGE 
FLEXIBLE STRUCTURES Final Report, 1 Nov. 1979 - 31 Aug. 
1984 
F. E. THAU 1985 43 p refs 
(Contract NAG1 -6) 
(NASA-(34-176422; NAS 1.26:176422) Avail: NTlS HC AOWMF 
A01 CSCL22B 

The objective of the research has been to study the design of 
adaptivellearning control systems for the control of large flexible 
structures. In the first activity an adaptivellearning control 
methodology for flexible space structures was investigated. The 
approach was based on using a modal model of the flexible 
structure dynamics and an output-error identification scheme to 
identify modal parameters. In the second activity, a least-squares 
identification scheme was proposed for estimating both modal 
parameters and modal-to-actuator and modal-to-sensor shape 
functions. The technique was applied to experimental data obtained 
from the NASA Langley beam experiment. In the third activity, a 
separable nonlinear least-squares approach was developed for 
estimating :he number of excited modes, shape functions, modal 
parameters, and modal amplitude and velocity time functions for 
a flexible structure. In the final research activity, a dual-adaptive 
control strategy was developed for regulating the modal dynamics 
and identifying modal parameters of a flexible structure. A min-max 
approach was used for finding an input to provide modal parameter 
identification while not exceeding reasonable bounds on modal 
displacement. B.W. 

N86-15157'# National Aeronautics and Space Administration. 
Lyndon B. Johnson Space Center, Houston, Tex. 
R AND D PRODUCTIVITV: NEW CHALLENGES FOR THE US 
SPACE PROGRAM 
0. W. BASKIN, ed. (Houston Univ., Clear Lake) and L. J. SULLIVAN, 
ed. 1985 596 p refs Conference held in Houston, Tex., 
10-1 1 Sep. 1985; sponsored in cooperation with NASA. Johnson 
Space Center, Houston Univ., AIAA, and the American Productivity 
Center 
(NASA-TM-87520; NAS 1.1 587520) Avail: NTlS HC A25/MF 
A01 CSCL05A 

Various topics related to research and development activities 
applicable to their U.S. space program are discussed. Project 
management, automatic control technology, human resources, 
management information systems, computer aided design, systems 
engineering, and personnel management were among the topics 
covered. 

N86-15166'# 
Lyndon B. Johnson Space Center, Houston, Tex. 

STATION DEVELOPMENT 
S. H. NASSIFF ln its R and D Productivity: New Challenges for 
the US Space Program p 88-108 1985 
Avail: NTlS HC A25/MF A01 CSCL 05A 

A memoranda of understanding was recently signed between 
the United States (NASA) and three international Space Station 
partners - Canada, European Space Agency (ESA), and Japan. 
The international partners are performing parallel Phase B 
preliminary design studies, concurrent with the U.S., on their 
proposed elements/systems for possible integration and operation 
with the U.S. Space Station System complex. During the 21-month 
Space Station Phase B study, a large amount of technical interface 
data will have to be transferred between the U.S. and the 
international partners. Scheduled bilateral technical coordination 
meetings will also be held. The coordination and large number of 
interfaces required to integrate the international requirements into 
the Space Station require a clean interface management 
organizational structure and operation procedures to accomplish 
the integration task. The international coordination management 
organizational structure, management tools, and communications 
network are discussed including the proposed international 
elements/systems being studied by the international partners. 

Author 

National Aeronautics and Space Administration. 

GOVERNMENT-TO-GOVERNMENT COOPERATION IN SPACE 

N86-15177'# 
SOME KEY CONSIDERATIONS IN EVOLVING A COMPUTER 
SYSTEM AND SOFIWARE ENGINEERING SUPPORT 
ENVIRONMENT FOR THE SPACE STATION PROGRAM 
C. W. MCKAY and R. L. BOWN In NASA. Johnson (Lyndon B.) 
Space Center R and D Productivity: New Challenges for the US 
Space Program p 221-230 1985 refs 
Avail: NTlS HC A25/MF A01 CSCL 09B 

The space station data management system involves networks 
of computing resources that must work cooperatively and reliably 
over an indefinite life span. This program requires a long schedule 
of modular growth and an even longer period of maintenance and 
operation. The developmen? and operaticn of space station 
computing resources will involve a spectrum of systems and 
software life cycle activities distributed across a variety of hosts, 
an integration, verification, and validation host with test bed, and 
distributed targets. The requirement for the early establishment 
and use of an apporopriate Computer Systems and Software 
Engineering Support Environment is identified. This environment 
will support the Research and Develcpment P:~di;ctivi:j challenges 
presented by the space station computing system. Author 

Houston Univ., Clear Lake, Tex. 

87 



10 GENERAL 

N86-16456'# National Aeronautics and Space Administration. 
Marshall Space Flight Center, Huntsville, Ala. 
CONSIDERATION OF RADAR TARGET GLINT FROM ST 
DURING OMV RENDEZVOUS 
M. W. MCDONALD, L. B. MALONE, and E. H. GLEASON Sep. 
1985 13 p refs 
(NASA-TM-86533; NAS 1.15336533) Avail: NTlS HC AO2/MF 
A01 CSCL 171 

The nature of radar target glint and the factors upon which it 
depends when using the Hubb!e Space Telescope as a radar 
target is discussed. An analysis of the glint problem using a 35 
MHz or 94 MHz radar on the orbital maneuvering vehicle is 
explored. A strategy for overcoming glint is suggested. Author 

N86-17265'# National Aeronautics and Space Administration. 
John F. Kennedy Space Center, Cocoa Beach, Fla. 
RESEARCH AND TECHNOLOGY Annual Report. 1985 
Nov. 1985 62 p 
(NASA-TM-83099; NAS 1.1 5:83099) Avail: NTlS HC A04/MF 
A01 CSCL05A 

As the NASA Center responsible for assembly, checkout, 
servicing, launch, recovery, and operational support of Space 
Transportation System elements and payloads, Kennedy Space 
Center is placing increasing emphasis on the Center's research 
and technology program. In addition to strengthening those areas 
of engineering and operations technology that contribute to safe, 
more efficient, and more economical execution of our current 
mission, we are developing the technological tools needed to 
execute the Center's mission relative to Space Station and other 
future programs. The Engineering Development Directorate 
encompasses most of the laboratories and other Center resources 
that are key elements of research and technology program 
implementation and is responsible for implementation of the 
majority of the projects in this Kennedy Space Center 1985 Annual 
Report. The report contains brief descriptions of research and 
technology projects in major areas of Kennedy Space Center's 
disciplinary expertise. Author 

N86-17266'# National Aeronautics and Space Administration, 
Washington, D.C. 
THE NINTH DR. ALBERT PLESMAN MEMORIAL LECTURE THE 
FUTURE OF SPACE FLIGHT 
J. W. MOORE 1984 61 p Lecture held in Delft, Netherlands, 
26 Oct. 1984 
(NASA-TM-87558; NAS 1.15:87558) Avail: NTlS HC A04/MF 
A01 CSCL05D 

The history of space flight is reviewed and major NASA 
programs (Mercury, Gemini, Apollo, Skylab, Apollo-Soyuz, Science 
and Applications, Space Shuttle, Space Station) are summarized. 
Developments into the early 21st century are predicted. 

Author (ESA) 

N86-17372'# National Academy of Sciences - National Research 
Council, Washington, D. C. Ad Hoc Committee on Space Station 
Engineering and Technology Development. 
SPACE STATION ENGINEERING AND TECHNOLOGY 
DEVELOPMENT. PROCEEDINGS OF THE PANEL ON 
PROGRAM PERFORMANCE AND ONBOARD MISSION 
CONTROL 
1985 72 p Proceedings held in Washington, D.C.. 8 7  Aug. 
1985 
(Contract NASW-4003) 
(NASA-CR-176484; NAS 1.26:176484) Avail: NTlS HC A04/MF 
A01 CSCL22B 

An ad-hoc committee was asked to review the following 
questions relevant to the space station program: (1) onboard 
maintainability and repair; (2) in-space research and technology 
program and facility plans; (3) solar thermodynamic research and 
technology development program planning; (4) program 
performance (cost estimating, management, and cost avoidance); 
(5) onboard versus ground-based mission control; and (6) 
technology development road maps from IOC to the growth station. 
The objective of these new assignments is to provide NASA with 

advice on ways and means for improving the content, performance, 
and/or effectiveness of these elements of the space station 
program. G.L.C. 

N86-17376# National Aerospace Lab., Amsterdam (Netherlands). 
Space Div. 
TOWARDS DIGITAL COMPUTER SIMULATION OF THE 
DYNAMICS OF FLEXIBLE SPACECRAFT 
P. T. L. M. VANWOERKOM 5 Oct. 1983 90 p refs 
(Contract NIVR-1910) 
(NLR-TR-83106-U; B8569032; AD-B095075L) Avail: NTlS HC 
A05/MF A01 

A method based on a sequence of modified modal 
transformations for numerical simulation of the dynamics of flexible 
spacecraft equipped with actuators and sensors was developed. 
The spacecraft assembly is treated as a sampled data system, 
characterized by locally constant inputs and by outputs at discrete 
times. The result consists of a system of exact difference equations, 
which describes the transition of the spacecraft assembly state 
from one point in time to the next. In this manner, the usual 
numerical integration of the differential equations of the spacecraft 
assembly is replaced by exact, numerical, discrete propagation 
with difference equations. The associated time interval is 
determined mainly by measurement times, control update times, 
and measurement and system noise simulation requirements. 

Author (ESA) 

N86-17380 Johns Hopkins Univ., Laurel, Md. Chemical Propulsion 
Information Agency. 
THE 1985 JANNAF PROPULSION MEETING, VOLUME 1 
K. L. STRANGE, ed. Apr. 1985 522 p refs Meeting held in 
San Diego, Calif., 9-12 Apr. 1985 6 Vol. 
(Contract N00024-85-C-5301) 
(AD-A1 61084; CPIA-PUBL-425) Avail: Chemical Propulsion 
Information Agency, Johns Hopkins Road, Laurel, Md. 20707 
HC $78.98 CSCL 21H 

The Propulsion Meeting is sponsored by the Joint 
Army-Navy-NASA-Air Force (JANNAF) Interagency Propulsion 
Committee on an approximately annual basis. The objective of 
the meeting is to promote the exchange of technical information 
among the organizations active in the fields of missile, space, 
and gun propulsion technology. This is the first volume of a 
six-volume proceedings containing the unclassified, public-release 
papers presented at the 1985 JANNAF Propulsion Meeting. Topics 
include satellite propulsion technology, oxygen/hydrogen engines, 
solid motor component design and evaluation, and liquid propellant 
compatibility. 

N86-17411'# National Aeronautics and Space Administration. 
Lyndon B. Johnson Space Center, Houston, Tex. 
COMPUTER SIMULATION OF ENVIRONMENTAL, HAZARD 
SCENARIOS IN SPACE 
R. H. BROWN ln Johns Hopkins Univ. The 1985 JANNAF 
Propulsion Meeting, Volume 1 p 309-31 9 Apr. 1985 Sponsored 
in part by NASA 
Avail: Chemical Propulsion Information Agency, Johns Hopkins 
Rd., Laurel, Md. 20707 HC $78.98 CSCL 096 

The development of the Advanced Computer Graphics 
Laboratory at NASA/JSC will enable NASA engineers to utilize 
state-of-the-art computer systems to simulate and analyze current 
and planned space missions. These systems utilize computer 
graphics to animate automated satellite rendezvous and docking, 
satellite servicing, tether operations, as well as remote manipulator 
activities and assembly of large space structures including the 
space station. These computer simulations enhance the 
engineering evaluation of possible hazardous scenarios in space 
by allowing users to view from any point in space these activities 
and determine if any potential problem could occur. Author 
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N86-17416'# 
ORBITAL TRANSFER VEHICLE ENGINE INTEGRATION 
STUDY 
W. J. KETCHUM In Johns Hopkins Univ. The 1985 JANNAF 
Propulsion Meeting, Volume 1 p 375-382 Apr. 1985 Prepared 
in cooperation with Aerojet Techsystems Co., Sacramento, Calif. 
(Contract NAS3-23772) 
Avail: Chemical Propulsion Information Agency, Johns Hopkins 
Rd., Laurel, Md. 20707 HC $78.98 CSCL 21H 

Industry studies were undertaken to establish the technology 
base for an advanced engine for Orbital Transfer Vehicles for 
mid-1990s IOC. This paper presents the results of a study 
conducted by General Dynamics Convair Division, under contract 
to Aerojet Techsystems Company for NASA-LeRC, to define 
requirements, interface conditions, and operational design criteria 
for new L02/LH2 propulsion systems applicable to future Orbit 
Transfer Vehicles, and to assess the impacts of space basing, 
man rating, and low-g transfer on propulsion system design 
requirements. The primary study emphasis was to determine what 
the OTV engine thrust level should be, how many engines are 
required on the OTV, and how the OTV engine should be designed. 
This was accomplished by evaluating planned OTV missions and 
concepts to determine the requirements for the OTV propulsion 
system, conducting tradeoffs and comparisons to optimize OTV 
capability, and evaluating reliability and maintenance to determine 
the recommended OTV engine design for future development. 

Author 

General Dynamics/Convair, San Diego, Calif. 

N86-17417'# National Aeronautics and Space Administration. 
Lewis Research Center, Cleveland, Ohio. 
RADIATION EXPOSURE AND PERFORMANCE OF MULTIPLE 
BURN LEO-GEO ORBIT TRANSFER TRAJECTORIES 
S. H. GORLAND In Johns Hopkins Univ. The 1985 JANNAF 
Propulsion Meeting, Volume 1 p 383-389 Apr. 1985 refs 
Previously announced as N85-21228 Sponsored in part by 
NASA 
Avail: Chemical Propulsion Information Agency, Johns Hopkins 
Rd., Laurel, Md. 20707 HC $78.98 CSCL 21H 

Many potential strategies exist for the transfer of spacecraft 
from low Earth orbit (LEO) to geosynchronous (GEO) orbit. One 
strategy has generally been utilized, that being a single impulsive 
burn at perigee and a GEO insertion burn at apogee. Multiple 
burn strategies were discussed for orbit transfer vehicles (OTVs) 
but the transfer times and radiation exposure, particularly for 
potentially manned missions, were used as arguments against those 
options. Quantitative results concerning the trip time and radiation 
encountered by multiple burn orbit transfer missions in order to 
establish the feasibility of manned missions, the vulnerability of 
electronics, and the shielding requirements are presented. The 
performance of these multiple burn missions is quantified in terms 
of the payload and propellant variances from the minimum energy 
mission transfer. The missions analyzed varied from one to eight 
perigee burns and ranged from a high thrust, 1 g, acceleration, 
cryogenic hydrogen-oxygen chemical propulsion system for a 
continuous burn, 0.001 g acceleration, hydrogen, fueled resistojet 
propulsion system with a trip time of 60 days. Author 

N86-17419'# Boeing Aerospace Co., Seattle, Wash. 
THE EFFECT OF ENGINE DESIGN CHARACTERISTICS ON 
ORBITAL TRANSFER VEHICLE PERFORMANCE 
G. R. SCHMIDT In Johns Hopkins Univ. The 1985 JANNAF 
Propulsion Meeting, Volume 1 p 403-41 1 Apr. 1985 refs 
(Contract NAS8-36107) 
Avail: Chemical Propulsion Information Agency, Johns Hopkins 
Rd., iaurei, Md. 20707 HC $78.98 CSCL 228 

The objective in maximizing performance for a space-based 
Orbital Transfer Vehicle (OW) is to minimize the propellant required 
to successfully complete a given reference mission and thereby 
reduce launch and storage costs. Engine sizing studies were 
conducted which examined the effect of engine design 
characteristics on the total propellant required to accomplish the 
manned ana unmanned O W  missions anticipated for the 1995 to 
201 0 time period. Two propellant combinations, 02/H2 and 

N204/MMH, were selected as baselines. Exotic combinations such 
as F2/H2 and 02/CH4 were also studied to identify potential 
benefits and growth capabilities. Parametric results showing the 
effects of engine thrust, number of engines, nozzle area ratio and 
payload requirements are presented for various reference missions. 
The results indicate that the optimum engine size and thrust are 
not significantly affected by detailed engine design characteristics. 

Author 

N86-18341'# Ohio State Univ., Columbus. ElectroScience Lab. 
THE ROLE OF SERVICE AREAS IN THE OPTIMIZATION OF 
FSS ORBITAL AND FREQUENCY ASSIGNMENTS 
C. A. LEVIS, C. W. WANG, Y. YAMAMURA, C. H. REILLY, and 
D. J. GONSALVEZ Dec. 1985 31 p refs 
(Contract NAGS-1 59) 
(NASA-CR-176488; NAS 1.261 76488; TR-716548-3) Avail: 
NTlS HC AOWMF A01 

A relationship is derived, on a single-entry interference basis, 
for the minimum allowable spacing between two satellites as a 
function of electrical parameters and service-area geometries. For 
circular beams, universal curves relate the topocentric satellite 
spacing angle to the service-area separation angle measured at 
the satellite. The corresponding geocentric spacing depends only 
weakly on the mean longitude of the two satellites, and this is 
true also for alliptical antenna beams. As a consequence, if 
frequency channels are preassigned, the orbital assignment 
synthesis of a satellite system can be formulated as a mixed-integer 
programming (MIP) problem or approximate< by a linear 
programming (LP) problem, with the interference protection 
requirements enforced by constraints while some linear function 
is optimized. Possible objective-function choices are discussed and 
explicit formulations are presented for the choice of the sum of 
the absolute deviations of the orbital locations from some 
prescribed ideal location set. A test problem is posed consisting 
of six service areas, each served by one satellite, all using elliptical 
antenna beams and the same frequency channels. Numerical 
results are given for the three ideal location prescriptions for both 
the MIP and LP formulations. The resulting scenarios also satisfy 
reasonable aggregate interference protection requirements. 

Author 

CSCL 178 

N86-18350# Air Force Geophysics Lab., Hanscom AFB, Mass. 
CRREWSPACERAD (COMBINED RELEASE AND RADIATION 
EFFECTS SATELLITE/SPACE RADIATION EFFECTS 
PROGRAM) EXPERIMENT DESCRIPTIONS Envlronmental 
Research Papers, 1 Oct. 1984 - 15 Jan. 1985 
M. S. GUSSENHOVEN, E. G. MULLEN, and R. C. SAGALYN 
24 Jan. 1985 196 p 
(AD-A160504; AFGL-TR-85-0017; AFGL-ERP-906) Avail: NTlS 
HC AO9/MF A01 CSCL 22A 

The Space Radiation Effects (SPACERAD) Program is a 
comprehensive space program whose purposes, among other 
things, are to: (1 ) measure radiation-induced single event upsets 
(SEUs) and total-dose degradation of state-of-the-art 
microelectronic devices (to include VHSlC and GaAs devices) in 
a known space environment; (2) space qualify advanced technology 
microelectronic devices for operational DOD satellite systems; and 
(3) update the static models of the radiation belts and develop 
the first dynamic models of the high energy particle populations 
in the near-Earth environment. To accomplish these goals, AFGL 
has developed a space experiment complement consisting of a 
microelectronics experiment package (MEP), dosimeters, 
energetic-particle detectors, space plasma detectors, and wave 
and field (electric and magnetic) instruments. The experiments 
are to be flown as a package on the Joint Air ForceINASA 
Combined Release and Radiation Effects Satellite (CRRES) in 
FY87. The MEP will record SEUs and radiation degradation as a 
function of orbital position, particle type, device geometry, device 
technology, device material, device operating conditions, etc. The 
other instrumentation will be used to simultaneously measure the 
space environment. This document gives a brief description of 
the SPACERAD Program and the instruments to be flown on 
CRRES. GRA 
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N86-18437# Messerschmitt-Boelkow-Blohm G.m.b.H., Ottobrunn 
(West Germany). 
SPACELAB SPECIAL EURECA 
Jul. 1985 10 p In GERMAN Original contains color 
illustrations 
Avail: NTIS HC AO2IMF A01 

The European Retrievable Carrier EURECA designed for 
payload elements and experiments in weightlessness in materials 
science and life sciences, in remote Earth observation, 
astrophysics, and in lundamentai research is presented. The 
EURECA and Shuttle Pallet Satellite can be applied for a 
rendezvous mission demonstration and for docking tests without 
changes in weight, volume, and dimensions. The Navigation 
Experiment payload for investigation of atomic timing device 
behavior for on-board and ground clock synchronizing was delivered 
to the D1 integration team. The NASA mission experts' training 
and preparations are presented. Flight assessment shows high 
precision. Author (ESA) 

N86-18872*# Stanford Univ., Calif. Space, Telecommunications 
and Radioscience Lab. 
SPACE RESEARCH IN THE ERA OF THE SPACE STATION 
P. M. BANKS ln ESA The Seventh ESA Symposium On European 
Rocket and Balloon Programs and Related Research p 377-379 
1985 Sponsored in part by ESA 
(Contract NAGW-235) 
Avail: NTlS HC A18/MF A01 

The major elements of the NASA manned space station are 
described, and science activities it could be used for are suggested. 
The core facilities include at least two major laboratory modules 
with supporting utilities, including habitation accommodations, 
docking facilities, power and heat rejection units, and external 
space and support for attached payloads. A vertically oriented 
structure, called the Power Tower, is being studied. Scientific 
accommodations inside the modules include major facility 
instrumentation for a variety of microgravity research projects, with 
initial emphasis upon materials research and life sciences. The 
second element is composed of free-flying satellites operating in 
orbits near the core station. The third element consists of satellites 
in polar orbits. One or more large, multi-instrument platforms are 
planned for Earth observation and solar-terrestrial processes 
research. Author (ESA) 

N86-19335# Mitre Corp., Bedford, Mass. 
NATIONAL SECURITY ISSUES SYMPOSIUM, 1984. SPACE, 
NATIONAL SECURITY, AND C31 (COMMAND, CONTROL, 
COMMUNICATIONS AND INTELLIGENCE) HELD AT BEDFORD, 
MASSACHUSElTS ON 25-26 OCTOBER 1984 Final Report 
S. ROLPH, D. COURTOY, B. DONOVAN, S. GILBERT, and T. 
KEELEY May 1985 134 p Symp. held at Bedford, Mass., 

(Contract F19628-84-C-0001) 
(AD-A160356; MITRE-M85-3; ESD-TR-85-267) Avail: NTlS HC 
A07/MF A01 CSCL 22A 

The following topics were discussed at the National Security 
Issues Symposium held at Bedford, Mass., 25-26 Oct. 1984: The 
U.S. Use of Space; The U.S.S.R. Use of Space; Treaties and 
Legal Issues; A Defense Department Perspective; The US. Air 
Force Space Program; The U.S. Navy Space Program; The U.S. 
Army Space Program; An Industrial Perspective; Space Challenges; 
Practical Perspectives on a Space Defense Program; An Air Force 
Perspective; Space Defense; The Space Station; The Potential 
for Arms Control; Verification; The Impact of New Technologies; 
The Strategic Defense Initiative; and A European Perspective. 

GRA 

25-26 Oct. 1984 

N86-19349*# National Aeronautics and Space Administration. 
Marshall Space Flight Center, Huntsville, Ala. 
SOLAR TERRESTRIAL OBSERVATORY SPACE STATION 
WORKSHOP REPORT 
W. T. ROBERTS, ed. Washington Jan. 1986 41 p refs 
Workshop held in Huntsville, Ala., 6 Jun. 1985 
(NASA-CP-2411; M-505; NAS 1.55241 1) Avail: NTIS HC 
A03/MF A01 CSCL 148 

In response to a need to develop and document requirements 
of the Solar Terrestrial Observatory at an early time, a 
mini-workshop was organized and held on June 6, 1985. The 
participants at this workshop set as their goal the preliminary 
definition of the following areas: (1) instrument descriptions; (2) 
placement of instrumentation on the IOC Space Station; (3) 
servicing and repair assessment; and (4) operational scenarios. 
This report provides a synopsis of the results of that workshop. 

N86-19359'# National Aeronautics and Space Administration. 
Marshall Space Flight Center, Huntsville, Ala. 
ELECTRODYNAMIC TETHER 
6. ROBERTS ln its Solar Terrestrial Observatory Space Station 
Workshop Report p 16-1 7 Jan. 1986 Previously announced 
as N83-29490 
Avail: NTlS HC A03/MF A01 CSCL 148 

The electrodynamic tether consists of a satellite deployed to a 
distance of 20 km by an electrically conducting tether. The space 
station hardware consists of a 12 meter deployment boom, satellite 
cradle, tether reel and motor, and other tether support systems. 
The electrodynamic tether will be used to perform a variety of 
wave experiments by exciting a wide spectrum of low frequency 
waves in the ionospheric plasma. The system can also be used 
to artificially generate and study field aligned currents and 
associated plasma effects. Hydromagnetic waves generated by 
the passage of the system through the space plasma are of 
particular interest in space plasma are of particular interest in 
space plasma research. Author 

N86-20471'# National Aeronautics and Space Administration. 
Lyndon B. Johnson Space Center, Houston, Tex. 
AEROBRAKING ORBITAL TRANSFER VEHICLE Patent 
Application 
C. D. SCOTT, K. NAGY, B. B. ROBERTS, R. C. RIED, K. R. 
KROLL, and J. D. GAMBLE, inventors (to NASA) 18 Jun. 1985 
15 P 

US-PATENT-APPL-SN-746162) Avail: NTlS HC A02/MF A01 
CSCL 228 

An aerobraking orbital transfer vehicle is described. The vehicle 
includes an aerobraking device which also Serves as a heat shield 
in the shape of a raked-off elliptic or circular cone with a circular 
or elliptical base, and with an ellipsoid or other blunt shape nose. 
The aerobraking device is fitted with a toroid-like skirt and is integral 
with the support structure of the propulsion system and other 
systems of the space vehicle. The vehicle is intended to be 
transported in components to a space station in low Earth orbit 
where it is assembled for use as a transportation system from 
low earth orbit to geosynchronous earth orbit and return. 
Conventional guidance means are included for autonomous flight. 

NASA 

(NASA-CASE-MSC-20921-1; NAS 1.71 :MSC-20921-1; 

N86-20493'# General Dynamics/Convair, San Diego, Calif. 
Advanced Space Programs. 
ORBITAL TRANSFER VEHICLE ENGINE INTEGRATION STUDY 
Final Report 
W. J. KETCHUM 30 Nov. 1984 51 p refs 
(Contract NAS3-23772; NASA ORDER L-814740) 
(NASA-CR-174842 NAS 1.26:174842; GDC-SP-84-050) Avail: 
NTlS HC A04/MF A01 

NASA-LeRC is sponsoring industry studies to establish the 
technology base for an advanced engine for orbital transfer vehicles 
for mid-1990s IOC. Engine contractors are being assisted by vehicle 
contractors to define the requirements, interface conditions, and 
operational design criteria for new L02-LH2 propulsion systems 

CSCL 21H 
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The LATDYN User's Manual presents the capabilities and 
instructions for the LATDYN (Large Angle Transient DYNamics) 
computer program. The LATDYN program is a tool for analyzing 
the controlled or uncontrolled dynamic transient behavior of 
interconnected deformable multi-body systems which can undergo 
large angular motions of each body relative other bodies. The 
program accommodates large structural deformation as well as 
large rigid body rotations and is applicable, but not limited to, the 
following areas: (1) development of large flexible space structures; 
(2) slewing of large space structure components; (3) mechanisms 
with rigid or elastic components; and (4) robotic manipulations of 
beam members. Presently the program is limited to two dimensional 
problems, but in many cases, three dimensional problems can be 
exactly or approximately reduced to two dimensions. The program 
uses convected finite elements to affect the large angular motions 
involved in the analysis. General geometry is permitted. Detailed 
user input and output specifications are provided and discussed 
with example runstreams. To date, LATDYN has been configured 
for CDWNOS and DEC VAXIVMS machines. All coding is in 
ANSll-77 FORTRAN. Detailed instructions regarding interfaces with 
particular computer operating systems and file structures are 

Author 

N86-22488'# Harvard-Smithsonian Center for Astrophysics, 
Cambridge, Mass. 
THE LAMAR TELESCOPE MODULE FOR HIGH THROUGHPUT 
IMAGING AND SPECTROSCOPY 
P. GORENSTEIN, D. FABRICANT, and L. COHEN ln ESA 
Proceedings of ESA Workshop on a Cosmic X-Ray Spectroscopy 
Mission p 177-182 Sep. 1985 refs 
(Contract NAS5-26613; NSG5-138) 
Avail: NTlS HC A14/MF A01 CSCL 03A 

Kirkpatrick-Baez mirror assemblies for the LAMAR experiment 
of the Space Shuttle are described. The aperture is 20 cm x 30 
cm and the distance from the front of the mirror to the focal 
plane is 3.4 m. The reflectors are made from 1.8 mm gold coated 

' 
, 

i provided. 

applicable to future orbit transfer vehicles and to assess the impacts 
on space basing, man rating, and low-G transfer missions on 
propulsion system design requirements. The results of a study is 
presented. The primary study emphasis was to determine what 
the OTV engine thrust level should be, how many engines are 
required on the O W ,  and how the OTV engine should be designed. 
This was accomplished by evaluating planned OTV missions and 
concepts to determine the requirements for the OTV propulsion 
system, conducting tradeoffs and comparisons to optimize OTV 
capability, and evaluating reliability and maintenance to determine 
the recommended OTV engine design for future development. 

Author 

~ N86-21352'# Computer Technology Associates, Inc., Columbia, 
1 Md. 

STATE OF THE ART SURVEY OF NETWORK OPERATING 1 SYSTEMS DEVELOPMENT 
7 Jun. 1985 224 D 
(Contract NAS5-28583) 
INASA-CR-177853: NAS 1.26:177853) Avail: NTlS HC AlO/MF 
AOl- CSCL 20F ' 

Systems (NOS) performed for Goddard Space Flight Center are 
presented. NOS functional characteristics are presented in terms 
of user communication data migration, job migration, network 
control, and common functional categories. Products (current or 
future) as well as research and prototyping efforts are summarized. 
The NOS products which are revelant to the space station and 
its activities are evaluated. B.G. 

N86-21953'# National Aeronautics and Space Administration. 
Langley Research Center, Hampton, Va. 
THE LATDYN USERS MANUAL 
J. M. HOUSNER, P. E. MCGOWAN, A. L. ABRAHAMSON, and 
M. G. POWELL Jan. 1986 212 p refs 

I 

I The results of the State-of-the-Art Survey of Network Operating 
, 
~ ' 

(NASA-TM-87635; NAS 1.1 587635) Avail: NTlS HC A1 O/MF I A01 CSCL20K 

float glass. A prototype brassboard mirror was constructed with 
only one-third of the plates. Its angular resolution is 35 arcsec 
(HPW) in visible light. X-ray tests over small areas indicate very 
little scattering. The fabrication technique is applicable to larger 
mirror systems such as those of XMM. The use of flatter material 
for the reflectors results in better angular resolution. 

Author (ESA) 
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apfxoach to control design synthesis for large space 
structures 
[ AD-A1 61 3551 p 2 t  N86-20486 

Cambrldg.. M w .  
COSMIC: A high resolution, large collecting ares 

telescope p86 N86-11104 
The LAMAR telescope module for high throughput 

imaging and spectroscopy p91 N86-22488 

Harvard-Smlthsonlan Center for Aatrophysks, 

Hornyunll. Inc., BIOomlngton, Mlnn. 
Optical processing for future computer networks 

p78 Am21973 
Hocnymll, Inc., Rowvllk, Mlnn. 

Optical processing for future computer networks 
p 78 A86-21973 

Some key considerations in evolving s computer system 
and software engineering support environment for the 
space station program p87 N86-15177 

Control ol large flexible systems via eigenvalue 
relocation p27 A8620223 

Control Of space stations p 32 N86-14090 

Control of an Mbiding flexible square platform in the 
presence of solar radiation p22  A8611810 
On the accuracy of modelling the dynamics of large 

space structures 
[IAF PAPER 85-2281 p25 A86-15783 

On an algorithm for analysis of the radiation patterns 

p39 A86-17443 

Houston Unlv., Clear Lake, Tax. 

Houston Unlv., Tax. 

Howard Unlv., Waahlngton, D. C. 

Hugh.. Nrcntt Co., El Sagundo, Callf. 

of duel reflector and segmented reflector antennas 

Hughes Research Labs., Msllbu. Calli. 
Fl iht  model discharge system 

[AD-A1 604341 p 46 N86-18349 

I 
Infomutlon and Control System& Inc., Hampton.Va. 

Two-time scale stabilization of systems with output 
feedback pZ3 A86-14233 

InstlMe for SclentHlc Research, Wlncherter, Mass. 
Molecular processes in a high temperature shock 

[NASA-CR-176383] D55 N8615070 
layer 
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ln8HfutO de P. .qUh#  EspaChls, s.0 Joaa dor 
Campos (Bnzll). 

Compensating structure and parameter optimization for 
a n i  control of a flexible spacecraft 
[INPE-3564-PRE/770] p33 N86-17371 

Exactly solving the weighted timbfuel optimal control 
of an undamped harmonic oscillator 
[ INPE-3750-PRE/874] p35 N86-21274 

Parameter optimization and attitude stabilization of a 
flexible spacecraft 
[ INPE-3680-PRE/830] p 35 N86-21572 

Iowa Univ., Iowa City. 
Design sensitkity analysis and optimization of built-up 

structures p13 NE610565 

J 
Jet Propulsion Lab., Callfomla Inst. of Tech., 

PaMdOM. 
Effects of payload motions m the nutational stabilii 

of the Galileo spacecraft p 22 A86-14227 
Results of apparent atomic oxygen reactions with 

spacecraft materials during shuttle flight STS41G 
[AIAA PAPER 85-70201 p37 A8514403 

Instrument pointing technology for spaceborne science 
missions of the 1990's 
[AIAA PAPER 84-2021 ] p23 A8614440 

Tethers and asteroids for artificial gravity assist in the - .  
solar system 
[ A I M  PAPER 84-20561 065  AS14443 

Applications of spherical shells 
[AAS PAPER 84-1231 p 12 A8617323 

Static shape determination and control for large space 
structures. I - The flexible beam. II ~ A large space 
antenna p25  A8617660 

Planetary spacecraft as optical instrument platforms 
p 74 AS19540 

Inertially referenced instrument pointing platform with 
momentum compensated articulation p 26 A8619541 

In-flight identification of the Galileo spacecraft flexible 
mode characteristics 
[AIAA PAPER 84-19651 p27  A86-20240 

Potential civil mission applications for space nuclear 
power systems p 77 A86-20729 

Reactor power system deployment and startup 
p28  A8620734 

Tethws and asteroids for artificial gravity assist in the 
solar system p80  A8524038 

Tethers for Mars space operations 
[AAS 84-1741 p85  A86-28800 

Dynamic modeling and adaptive control for space 
stations 
[NASA-CR-176442] p33 NE616251 

The 0 sub 2IH sub 2 propulsion module for planetary 
spacecraft injectiion energy augmentation 

p60  NE617422 
Solar thermal propulsion for planetary spacecraft 

p 61 N86-17423 
Thermal arcjet technology for space propulsion 

D61 NE617427 
Microwave electric propulsion for orbit transfer 

applications p 8 1  N86-17429 
Joint for deployable structures 

[NASA-CASE-NPO-16038-1] p15  N86-19605 
Characterization of EM1 generated by the discharge of 

a VOLT solar array 
[NASA-CR-l76537] p47 N86-19740 

Direct model reference adaptive control of a flexible 
robotic manipulator 
[NASA-CR-176659] p 37 N86-22113 

Johns Hopltlru Unlv., Laurel, Md. 

Joint Publkntlons Research Swvlw, Arilngton, Va. 

The 1985 JANNAF Propulsion Meeting. volume 1 
[ADA1610841 p88  N86-17380 

Mathematical models of nonstationary eddy cunents and 
eddy motions of fluid in spacecraft orientation and 
stabiliation problems 1 p 3 2  N86-14133 

Optimum control programs in problem of interorbital f l iht  
Wilh WnlinWUS thNSt p59 NE614135 

Slabi l i  of stationary motions of two tethered bodies 
in orbit under influence of gravitational and aerodynamic 
forces p 3 2  N86-14163 

L 
L " I c e  Llvermom Natlorul Lab., Callf. 

Approximate finite element models for structural 
control 
[DE86-001582] p35  N86-21249 

Lodcheed M W h s  and SpK. Co.. Huntsville, Ala. 
High-altitude plume computer code development 

[NASA-CR-171600] p87  N86-13923 

CORPORA TE SOURCE 

Lockhead M l d h  and Space Co., Pal0 ~ l t o ,  CaIIf. 
Long life feasibility study for SIRTF 

p 65 A86-15348 
Test and evaluate passive orbital disconnect struts 

(PODS 3) 
[NASA-CR-1773681 p 13 N86-10274 

Grwnd-based investigations of atomic oxygen 
interactions with space station surfaces 
[ DE85-0140821 p44 N86-12249 

Lor Alamos National Lab., N. Max. 

M 
Martin Marietta Aerospace, Denver, Colo. 

Metallurgical characterization of the interfaces and the 
damping mechanisms in metal matrix composites 
[ADA1565071 p50 N86-11300 

Analysis of damped twin towers p 33 N86-16628 
Design optimization for a space based, reusable orbit 

transfer vehicle p 9  N86-17418 
Space station common module power system network 

topology and hardware development 
[NASA-CR-178587] p 46 N86-18348 

A derivation of equivalent linear viscws and elastic 
constant for viscoelastic materials p 51 N86-21894 

Sizing of discrete viscous dampers on a flexible body 
in the presence of a fixed controller p 36 N86-21926 

An approach to the sizing of discrete viscous structural 
dampers using an extension of the finite element approach 
and modal strain energy p36  N86-21928 

Passive and Active Control Of Space Structures 
(PACOSS) p37 N86-21931 

Recent Shuttle RIA operations and experience 
p 53 A8623518 [SAE PAPER 8513281 

Integrated analysis system for box truss antenna mesh 
performance 
[AIAA PAPER 8666631 p 9  A8629625 

Feasibility of remotely manipulated welding in space: 
A step in the development of novel joining technologies 

p13 N86-11246 
Experimental measurement of material damping for 

space structures p 2 2  N86-21887 
MATRA Enpace, Toulouse (France). 

Review of implications and usefulness of spacecraft 
servicing in Low Earth Orbit (LEO) 
[MATRA-oS2/cClABl225-84] p44 N86-13350 

A computer a n a w i  tool for evaluation of solar array 
deslen p46 N86-17468 

Passively damped joints for advanced space 
sbuctures p36 N86-21930 

(West Germany). 
Future communication space segment. Comparison 

study of European concepts. Variable confrontation 
control 
[ MBB-URV-l34/831 p 6  N86-14494 

Spacelab special: EURECA p 90 N86-18437 

Gutimal aeroassisted Vansfer between cwlanar 

Martin Marktta Corp., Denver, Colo. 

M.uKhuwtt. l ~ t  of Tach.. Cambridge. 

McDon~CDwg*.  Aatronautkn Co., Huntington 
Beach, callf. 

Y..unchmItt-Bodkow-Blohm Gm.b.H., Onobnmn 

MMlgnn Unhr, Ann Arbor. 

e l l i i l  orbits 
[IAF PAPER 852421 p57 A6615775 

Mlcrorr.ve Porn Tnnamh.kn Svatma Inc.. Weston. . .  
Y.U. 
Status of the use of microwave power transmission 

technology in the solar power satellite 
[IAF PAPER 851821 p24 A86-15730 

Mlnmota Unlv., Vlnneapolk 

M b  Corp., W o r d ,  Yam 

Design of an active flutter suppression system 
p27 A86-202% 

National Security lasues Symposium. 1984. Space. 
National Security. and C31 (Command. control. 
Communications and Intelligence) held at  Bedford. 
Massachusetts on 25-26 October 1984 
[ADA1603561 p90 N86-19335 

Thermal management of high power space based 
systems p 17 A86-20766 

MRJ, Inc,, Falrfu. Va. 

N 
N a t l o ~ l  Academy of ScIsnms - NaUonal Research 

cowll, WuMngton, D. C. 
Space Station Engineering and Technoloey 

Development. Proceedings of the Panel on Program 
Perfonnance and Onboard Mission Control 

p88 N86-17372 [NASA-CR-l76484] 
N.tlwl A.mcuuticr .nd SpncO *dmw.Wtlon. 

Wnhlngton, D.C. 
Space - The long range Mure p t A8614272 



CORPORA TE SOURCE 

An overview of the Space Station Technology/ Advanced 
Development Program 
[IAF PAPER 85-28] p66 A86-15619 

Planning for Space Station utilization 
[IAF PAPER 85-48] p l  A8615635 

Space Station utilization for technology purposes 
[IAF PAPER 85-50] p 67 A8615636 

The Orbital Maneuvering Vehicle - Extending the reach 
of the space transportation system 
[IAF PAPER 85-1451 p 69 A86-15703 

Space stations and space platforms - Concepts, dean, 
infrastructure, and uses p71 A8617301 

Introduction - Space Station and platform roles in 
supporting Mure space endeavors p 71 A8617307 

Permanent presence - Making it work; Proceedings of 
the Twenty-second Goddard Memorial Symposium. 
Greenbelt. MD, March 15, 16, 1984 p 72 A8617315 

Architecture of permanent presence 
[AAS PAPER 84-1081 p 3  A8617317 

The Large Deployable Reflector - A technology 
development challenge p12 A8619535 

Potential civil mission applications for space nuclear 
power systems p77 A86-20729 

NASA develops Space Station p 77 A86-21519 
The challenge of the US Space Station 

p 4  A8622250 
SP-100 program developments p 40 A8624779 
Space Station ~ The next logical step 

p62 A8626460 
Space Station planning 

[AAS 85-1 11 ] p83 A8628581 
Beyond the Space Station 

[AAS 84-1611 p 84 A86-28787 
Report on the findings of the Japanese Investigative 

Team on US Space Station Design (Keidanren) 
[ NASA-TM-776591 p 6  N8613356 

The ninth Dr. A I M  Plesman memorial lecture: The 
Future of Space Flight 
[ NASA-TM-875581 p 88 N86-17266 

[NASA-TM-87560] p 7 N86-21420 
National Aeronautkr and SpHe AdrnlnlstmWon. A m  

Rowarch Center, Moftett Fleld, Callf. 
Design and performance analysis of an 

aeromanewering orbiil-transfer vehicle concept 
[IAF PAPER 851391 p 68 A86-15698 

The Large Deployable Reflector ~ A technology 
development challenge p12 A8619535 

Astrometric Telescope Facility. Status report 
[AIAA PAPER 86-05401 p76 A8619937 

Space Station nitrogen supply system based on stored 
chemicals 
[SAE PAPER 8513491 p79 A8623535 

The case for Mars I1 p 5  A8628776 
Design and performance analysis of an 

aero-maneuvering obiil-transfer vehicle concept 
[ NASA-TM-863481 p 9  N86-11221 

National AerOMutlCs and Space Adrnlnlrtratlon. 
Goddard Space Fibht Center, Greenbelt, Md. 

Standards for space data systems 
[AIAA PAPER 85-50611 p63 A8611414 

Earth observing system (Eos) requirements for a polar 
platform p 4  A8619547 

NASA's satellite relay tracking and data acquisition 
program p78 A8621883 

Screening and tests of materials for space 
applications p50 A8625672 

SCATHA survey of high-level spacecraft charging in 
sunlight 
[ADA1654441 p43 A8625697 

SAMSI: An orbiting spatial interferometer for micmarc 
second astronomical observations p 86 N8611103 

F. Kennedy SpHe Center, C m  Beach, Fh. 
Space Station operations 

[IAF PAPER 85-45] p 67 A8615632 
Space station program operations - Making itwork 

[AAS PAPER 84-1121 p72  A8617318 
Research and technology 

[ NASA-TM-830991 p 68 N86-17265 

Lyndon 8. Johneon Space Center, Houaton, Tax. 
Material interactions with the low earth wbi l  

environment Accurate reaction rate measurements 
[AIAA PAPER 85-70191 p49  A8614402 

Automation and robotics ~ Key to productivity 
[IAF PAPER 85-321 p 5 2  A8615623 

Beyond low earth orbit - An overview of orbit-twrbit 
stages 
[IAF PAPER 85-1411 p 2 A8615699 

Future uses of machine intelligence and robotics for the 
Space Station and implications for the US. eccimmy 

p 53 A86-20426 
Orbiil flight test of the manned manewering unit 

p53 A8621068 

NASA 1986 long-range program plan 

NatloMl Aemruutia and Space Adrnlnbtntkn John 

NatloMl A e m u t i a  and SpHe AdrnlnlhWon. 

NASA. Marshall Space Flight Center, Huntsville, Ala. 

Space Station Data Systems development 
p 76 A8621880 

Physiological considerations for EVA in the Space 
Station era 
[SAE PAPER 8513131 p 53 A86-23504 

Recent Shuttle EVA operations and experience 
[SAE PAPER 8513281 p53 A66-23518 

Space Station thermal management system 
development status and plans 
[SAE PAPER 8513501 p 18 A8623536 

Engineering and configurations of space stations and 
platforms p 12 A86-24175 

Direct solar heating for Space Station application 
p 19 A8624796 

Inertial energy storage for advanced space station 
applications p 4 2  A86-24860 

Challenges of Space Station navigation 
p 83 A8626512 

Review of laser and RF systems for space proximity 
operations p43 AM-27777 

Roboks for the United States Space Station 
p 54 A86-28073 

Space Station - The first step 
[AAS 84-1601 p84 AB628786 

Space station preliminary design report 
[NASA-TM-87521] p87 N8613357 

Advancing automation and robotics technology for the 
space station and the US economy 

R and D Productivity: New Challenges for the US Space 
Program 
[NASA-TM-87520] p87 NE615157 

Government-to-government cooperation in space 
station development p87 N86-15166 

Computer simulation of environmental. hazard scenarios 
in space p 88 N86-17411 

Aerobraking orbital transfer vehicle 
[NASA-CASE-MSG20921-1] p90  N86-20471 

Sun shield 
[NASACASE-MSG20162-1] p 16 N86-20803 

Langley Rowarch Center, Hampton, Va. 
Effects of random member length errors on the accuracy 

and internal loads of buss antennas p 10 A861 0025 
The pushbroom microwave radiometer and aircraft 

measurement of soil moisture 
[AIAA PAPER 65-20881 p 63 AM-12929 

Space radiation effects on an elastomer-toughened 
epoxy-graphfte composite p48 A8613167 

Measurement of orbital dynamics of the OAST-1 Solar 
Array using recorded video images 
[IAF PAPER 65-2131 p69 A86-15750 

Potential space station evolution and growlh modes 
[IAF PAPER 654841 p71 A8615931 

Controller design and parameter identifiability studies 
for a large space antenna p 26 A8619262 

Space Station momentum control and reboost 
requirements for two power generation concepts 
[AIAA PAPER 86-03791 p27 A8619045 

Modeling global structural damping in trusses using 
simple continuum models p27 A8620145 

Natural vibration and buckling of general periodic lattice 
structures p27 A8620148 

Design of an active flutter suppression system 
p27 A8620236 

Robustness properties of collocated controllers for 
flexible spacecraft p27 A8520239 

Optical processing for future computer networks 
p 78 A86-21973 

Dynamic response and collapse of slender guyed booms 
for space application p 19 A8624040 

An overview of integrated flywheel technology for 
aerospace application p29 A8624859 

The development of the 15-Meter Hoop Column 
deployable antenna system with structural and 
electromagnetic periormance results 
[ A I M  PAPER 8666671 p85 AM-29629 

Thrwdimensional vibration analysis of a u n k m  beam 
with offset inerfial masses at Me ends 
[NASA-TM-86393] p30 N8610580 

Computational structural mechanics: A new activity at 
the NASA Langley Research Center 
[NASA-TM-87612] p14 NE611540 

Space shuttle mechanistic studies to characterizeatomic 
sqgen in!eractions with surfaces p 44 N8613267 

Studies of molecular properties of polymeric materials: 
Aerosoace environmental effects on three linear 

[NASA-TM-87772] p55 N86-14281 

Natlonai Aeronautlet and Space Adrnlnlatntlon. 

polymers 
[NASA-TM-87532] p51  N86-15391 

studis Of molecular txwerties of WlYmetic matenals: 
Aerospace environmental effects on thrw linear polymers 
(polymer durability) p51 N8615392 

Decoupled and linear quadratic regulator control of a 
ibge, :IexxiSle =pace ez!enneWith an observer in the control 

[ NASA-TP-24841 p32  N8616250 
loop 

A control system design approach for flexible 
spacecraft 
[NASA-TM-87599] p 33 N86-17373 

Telescoping space station modules 
[NASA-TM-86253] p to  N86-18340 

An analytical investigation of a conceptual design for 
the station transverse boom rotary joint structure 
[NASA-TM-876651 p 14 N8618347 

Sequentially deployable maneuverable tetrahedral 
beam 
[NASAGASE-IAR-l3098-1] p 15 N86-19479 

Construction and control of large space structures 
[NASA-TM-87689] p34 NM-23482 

Deployable M-braced truss structure 
[NASA-CASE-LAR-13081-1] p 15 N86-20799 

Mobile remote manipolator vehicle system 
p55 N86-21147 [NASA-CASE-IAR-13393-1] 

Dynamic characteristics of two 300 kW class dual keel 
space station concepts 
[ NASA-TM-876801 p 35 N8621569 

Thermally induced stresses and deformations in layered 
composite tubes p 21 N8621598 

The IATDYN user's manual 
[NASA-TM-87635] p91  N86-21953 

Research Center, Cleveland. Ohio. 
Ion beam sputter-deposited thin film coatings for 

protection of spacecraft polymers in low earth orbit 
[AIAA PAPER 85-04201 p 49 A8614428 

Manrating ofbiil transfer vehicle propulsion 
p56  A8614429 [AIAA PAPER 85-12261 

An analysis of low-thmst, resistojet reboost forthe Space 
Station 
[AIAA PAPER 85-20421 p56  A8614447 

Compatibility of grain-stabilized platinum with candidate 
propellants for resistojets 

p 57 A86t7835 [AIAA PAPER 85-20141 
Status of advanced orbital transfer propulsion 

[IAF PAPER 85-1641 p 57 A66-17850 
Design tradeoffsfora Space Station solar-Brayton power 

system p 9  A8624790 
Development of the power system for the United States' 

Manned Space Station p 4 t  A8624798 
Tethered nuclear power for the space station 

p82  A8624808 
Performance analysis of radiation cooled ck 

p 19 A86-24811 
Space power systems - 'Spacecraft 2ooo' 

p42  A8624836 
Design of a regenerative fuel cell system for Space 

Station p42  A86-24857 
Heat transfer in space power and propulsion systems 

p20 A86-26492 
Compatibility of grain-stabilized platinum with candi i ta 

propellants for resistojets 
[NASA-TM-871 181 p 59 N86-10279 

Small, two-stage. partial-admission turbine 
p60 N86-17386 

Radiation exposure and performance of mulbple bwn 
LEO-GEO orbit transfer trajectories p 89 N86-17417 

Space station power management and distribubn 
p 46 N86-17869 

Technology for Baytoncycle powerplants using solar 
and nuclear energy 
[ NASA-TP-25581 p47 NM-21577 

National AO~OI'IOIJ~~CS and Space AdrninistmUon. 
Marshall !3pace Flight Center, Huntavllb, Ah. 

Protective coatings for atomic oxygen susceptible 
spacecraft materials ~ S T M l G  results 
[ A I M  PAPER 8570171 p48 A8614400 

Retroreflector field tracker p38 A86-15331 
Commonality analysis for the NASA Space Station 

Common Module 
p65 A8615614 [ IAF PAPER 85-22] 

The National Symposium and Workshop on Optical 
Platforms, Huntsville. AL. June 12-14, 1984, Proceedings 
[SPIE-493] p 73 A8619523 

Radio interferometry from space platforms 
p 74 A8619537 

Space Station based operations and maintenance 
support to spacecraft. platforms, and orbit tramfervehicle 
(OW p74 -19549 

Development status of iirst Teihwed %tel:ie System 
[AIAA PAPER 8600491 p75 A8619658 

Future applications of tethers in space 
p76 A8619660 [ A I M  Evaluation PAPER of 8600531 active thermal control options for Space 

Station 
[AIAA PAPER 86-03831 p17 A8619848 

p41 A8624789 

p 4 t  A8624797 

NatloMl Aororuutka and Spa- Adrnlnl8tratlon. Lawh 

transmission lines for hgh power space systems 

Space Station power system issues 

Autonomously managed i'Iigin poww sy3tmms 
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NASA. Pasadena Office, Calif. 

Problems experienced and envisioned for dynamical 
physical systems 
[ NASA-TP-2508 I p 31 N86-11215 

Heavy lift launch vehicles for 1995 and beyond 
[ NASA-TM-865201 p 6  N86-11216 

Consideration of radar target glint from ST during OMV 
rendezvous 
[NASA-TM-86533] p88 N86-16456 

Space station advanced propulsion and fluid 
management program p 60 N86-17420 

Solar Terrestrial Observatory Space Station Workshop 
Report 
[NASA-CP-2411 I p 90 N86-19349 

Electrodynamic tether p90 N86-19359 
Four quadrant control circuit for a brushless three phase 

dc motor 
[NASA-CASE-MFS-28080-1] p47 N86-20682 

[NASA-CASE-MFS-2591] p 15 Ne620789 

Pasadena Office, Callf. 

Self-locking telescoping manipulator arm 

NatlOMl Aeronautlcr and Space Administration. 

Joint for deployable stmtures 
[NASA-CASE-NPO-16038-1] p15 NE619605 

National Aerospace Lab., Amsterdam (Netherlands). 
Towards digital computer simulation of the dynamics 

of flexible spacecraft 
[NLR-TR-83106-U] p 88 N86-17376 

Testing of spacecraft attitude and otbit control 
systems 
[NLR-TR-84133-L] p 35 N86-20489 

Heat pipe space nuclear reactor design assessment. 
Volume 1: Design status of the SP-100 heat pipe space 
nuclear reactor system 
[AD-A160279] p 2 1  N86-19164 

Heat pipe space nuclear reactor design assessment. 
Volume 2 Feasibility study of upgrading the SP-100 heat 
pipe space nuclear power system 
[AD-A160280] p21  N86-19165 

North Carollna State Unlv., Raleigh. 
On an algorithm lor analysis of the radialion patterns 

New Mexico Unlv., Albuquerque. 

of dual reflector and segmented reflector antennas 
p39  A8617443 

CORPORA TE SOURCE 

0 
Ohio State Unlv., Columbus. 

Calculation of allowable orbital spacings for the 
fixed-satellite service 
[NASA-CR-176273] p 86 N86-11212 

The role of service areas in the optimizatiin of FSS 
orbital and frequency assignments 
[NASA-CR-l76488] p 89 N86-18341 

Passive damping concepts for slender columns in space 

Adaptive control of large space structures using 
recursive lattice filters 
[NASA-CR-1764021 p31 Ne613358 

Dynamic identification for control of large space 
structures 

Old Dominion Unlv., Norfolk. Va. 

structures 
[NASA-CR-176234] p30  N8610577 

INASA-CR-1763801 p 31 N86-13587 

P 
Perkln-Elmer Corp., Dsnbury, Conn. 

Moisture loss from graphfle Structures for the Hubble 
Space Telescope 
[AIAA PAPER 85-60571 p 48 A86-14379 

Polytechnic Irut. of Brooklyn, New York, N.Y. 
Space Station momentum control and reboost 

requirements for two power generation concepts 
[AIAA PAPER 86-03791 p 27 A8619845 

h l r i e  Vlew Agricultural and Yechanlcal Coil., Tax. 
Solar concentrator degradation in Low Earth Orbit 

PRC Kentron, Inc.. Hampton, VI. 
The pushbroom microwave radiometer and aircraft 

measurement of soil moisture 
[ A I M  PAPER 85-20881 P 63 A8612929 

Purdw Unlv., West Lafayette, Ind. 
Modeling global structural damping in trusses using 

simple continuum models P27 A8620145 

(LEO) P45 NE514102 

R 
R a m  Awci.tes, Inc., Sunnyvab, Callf. 

Rocket Research Corp.. Redmond. Waoh. 

Reactor power system deployment and startup 
p28 A8620734 

Analysis of electric propulsion concepts for near-term 
mission application p 61 N86-17424 

Rockwell IntenutloMl Corp., Canoga Park, Calif. 
Design drivers of the Space Station Propulsion 

System 
[NAA PAPER 8643781 p58 A86-19844 

Space station propulsion approaches and technology 
status p 60 N86-17421 

Advanced Integrated Power and Attitude Control System 
(IPACS) study 
[NASACR-3912] p 32 N86-15338 

Damping application to spacecraft p 36 N86-21920 

Rockwell lntematlonal Corp., Downey, Calif. 

Rockwell Internatlonai Corp., Seal Beach, Calif. 

Royal Netherlands Aircraft Factorlcn, Fokker, 
Amsterdam. 

Deployable radiator study 

Space station study: Thermal control 

Royal Netherlands Alrcraft Factories Fokker, 

[FOK-TR-R-854265-VOL-l I p21 N86-19347 

[FOK-TR-R-85419-VOL-2) p21  N86-19348 

SchlphobOost 
Study on design techniques for robots (space 

applications). Volume 1, part A Technical results 
[FOK-TR-R-84-110-VOL-l-PT-A] p 54 N86-13902 

Study on design techniques for robots (space 
applications). Volume 1, part B: Technical resuns 

Study on design techniques for robots (space 
applications). Volume 2 Technical appendices 
[FOK-TR-R-84-11O-VOL-2] p55 N86-13904 

Study on design techniques for robots (space 
applications). Volume 3 Executive summary 
[FOK-TR-R-84-1lO-VOL-3] p55 N86-13905 

[FOK-TR-Rd4-11O-VOL-l-PT-B] p 55 NE613903 

S 
SATCOM Intematlonal, Parls (France). 

Comparison of space segments for the provision of 
future data relay satellite services 
[SATCOM-092IPSA/AB/173/84-V] p 7 N86-17365 

Cornparison of space segments for the provision of 
future data relay satellite services 
[SATCOM-092IPSAIABH73/84-V] p 7 N8617366 
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A8624106 
A86-241 10 
A86-24117 
A86241 25 
A86-24175 
A8624589 
A8624591 
A86-24595 
A86-24597 
A8624648 
A8624776 
A0624779 
A86-24782 
A8624703 
A8624787 

' #  
# 
# 
# 
# 
# 

'#  
# 
# 
# 
# 
# 
# 

' #  
# 
# 
# 

A86-24788 # b40 
A86-24709 '#  p 41 
A8624790 '#  p 9 
A8624795 # p41 
-24796 '#  p 19 
A8624797 * # p 41 
~86-247m * u  p 4 i  
A8624805 # p41 
AS24807 X p28  

A8624809 # p41  
A8624811 ' #  P l 9  
A8624822 # p42  
A%-24823'1 p42  
A86-24835 # p 4 2  
A86-24836'd p42  
A8624837 # p20  

A86-24808'# p82  

A8624857*# p42  
A8624859 ' C  p 29 
A86-24880.U p42  
A8624868 # p 4 2  
A8624874 # p29  
A8625185 R p58 
A8625186 # p 8 2  
A8625187 # p5S 
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A86-25524 

A8625524 # P 43 
A86-25525 * # P 43 
A86-25562 # P 43 
A86-25672 ' #  P 50 
A8625697 ' #  F 43 
A8626246 # P 9  
A8626451 # P82 
A8626459 # P 82 
A8626460 * # P 82 
A8626461 # P 82 
A8626462 # P 5 
A8626491 # P83 
A8626492 * # P 20 
A8626493 # P54 
A8626512 * # P 83 
A8626626 # P 43 
A8626876 # P83 
A86-26883 # P29 
A86-26884 # P 13 
A8627140 # P 43 
A86-27700 # P 50 
A8627777 * # P 43 
AM-27876 # P83 
AM-27879 # P 5 
A8627893 # P 5  
A86-28073 '#  p 54 
A8628074 # P54 
A8626399 # p29 
A86-28489 # p 83 
A8628577 # p 5 
A86-28581 * # p 83 
A8628582 # p63 
A8628583 # p84 
A8628584 # p84 
A86-28585 # P 84 
A86-28587 # p 84 
A8628589 # p 13 
A8628591 # p84 
A8628594 # p29 
A8628728 # p29 
A86-28776 '# p 5 
A86-28779 # P 5  
A86-28786 * # p 84 
A86-28787 * # p 84 
A8628796 # p 5  
A8628800 * # p 85 
A8628801 # p85 
A8629053 # p 13 
A86-29209 # p44 
A86-29219 # p 85 
A86-29258 # p30 
A8629264 # p30 
A8629485 # p 30 
A8629491 # p85 
A8629492 # p85 
A6629494 # p 5 
A8629576 # p85 
A8629625 ' # p 9 
A8629626 # p 9  
A8629629 * # p 85 
A86-29645*# p86 
A8629646 # p44 
A8629654 ' #  p44 
A8629655 # p50 
A86-29660 # p 86 
A8629667 # p59 

N86-10272 * # p 30 
N86-10274 ' #  p 13 
N86-10275 # p30 
N86-10279 * # p 59 
N86-10565 # p13 
N86-10577 * # p 30 
N86-10580 * # p 30 
N86-11102 # p59 
N86-11103 ' #  p86 
N86-11104'# p86 
N86-11110 # p86 
N86-11212 ' #  p 86 
N86-11215 ' #  p 31 
N86-11216'# p 6  
N86-11219 # p31 
N86-11220 '#  p 31 
N86-11221 '#  p 9 
N86-11246 '#  p 13 
N86-11300 # p50 
N86-11540 '#  p 14 
N86-12248 # p44 
N86-12249 # p 44 
N86-13233 # p 6  
N86-13234 # p54 
N86-13267 * # p 44 
N86-13344 # p 6  
N86-13345 '# p 86 
N86-13350 # P44 
N86-13352 # p 6  

N86-13356 ' #  p 6 
N86-13357 '# p 87 
N86-13358 ' # P 31 
N86-13360 # p14 
N86-13362 # p 20 
N86-13363 # p 20 
N86-13587 * # p 31 
N86-13735 ' #  p 14 
N86-13902 # P54 
N86-13903 # P55 
N86-13904 # P55 
N86-13905 # P55 
N86-13923 * # p 87 
N86-14085 * # P 31 
N86-14090'# P32 
N86-14102 ' #  p 45 
N86-14133 # p32 
N86-14135 # P59 
N86-14163 # p32 
N86-14281 '#  p55 
N86-14297 * # P 87 
N86-14296 # P45 
N86-14494 # p 6  
N86-14550 # P59 
N86-14638 # P32 
N86-14766 # p45 
N86-15070 * # p 55 
N86-15157 '#  p87 
N86-15166 '#  p 67 
N86-15177 ' #  p 87 
N86-15338 * # p 32 
N86-15339 * # P 60 
N86-15391 ' #  p 51 
N86-15392 * # p 51 
N86-16250 * # p 32 
N86-16251 * # P 33 
N86-16254 # P 20 
N86-16413 '#  p 14 
N86-16456 ' # p 88 
N86-16626 # p33 
N86-16628 # p33 
N86-16726 ' #  p 45 
N86-16940 * # p 60 
N86-17265 * # p 88 
N86-17266 * # p 88 
N86-17365 # p 7 
N86-17366 # P 7  
N86-17371 # p33 
N86-17372 * # p 86 
N86-17373 * # p 33 
N86-17375 # p20 
N86-17376 # p88 
N86-17380 # p 88 
N86-17386 ' #  p 60 
N86-17411 ' # p 88 
N86-17416 ' #  p 89 
N86-17417 ' #  p89 
N86-17418 ' #  p 9 
N86-17419 '# p 89 
N86-17420 ' #  p 60 
N66-17421 # p60 
N66-17422 * # p 60 
N66-17423 ' # p 61 
N66-17424 # p 61 
N86-17427 * # p 61 
N86-17429 * # p 61 
N86-17436 # p 45 
N86-17468 # p46 
N86-17840 * # p 33 
N86-17868 * # p 46 
N86-17869 * # p 46 
N86-18340*# p10 
N86-18341 * # p 89 
N86-18347 ' #  p 14 
N86-18348 # p 46 
N86-18349 # p 46 
N86-18350 # p 89 
N86-18375 # p46 
N86-18437 # p 90 
N86-18550 # p51 
N86-18844 # p46 
N86-18872 ' #  p90 
N86-18990 ' #  p 61 
N86-19164 # p21 
N86-19165 # p21 
N86-19335 # p90 
N86-19336 * # p 34 
N86-19343 # p 34 
N86-19345 # p14 
N86-19346 # p34 
N86-19347 # p21 
N86-19348 # p21 
N86-19349 * # p 90 
N86-19355 * # p 46 
N86-19359 * # p 90 
N86-19479 ' #  p 15 

N86-19605'# p15 
N86-19740 * # p 47 
N86-20176 # p 7  
N86-20471 '#  p 90 
N86-20482 * # p 34 
N86-20485 * # p 34 
N86-20466 # p21 
N86-20487 # p34 
N86-20488 # p35 
N86-20489 # P35 
N86-20492 * # p 15 
N86-20493 * # P 90 
N66-20682 * # p 47 
N86-20789 * # p 15 
N86-20799.X P I 5  
N86-20803 ' # P 16 
N86-21147 * # P 55 
N86-21249 # p 35 
N86-21274 # P35 
N86-21352 * # P 91 
N86-21420 ' #  p 7 
N86-21453 # P 7  
N86-21568 # p 1 6  
N86-21569 * # P 35 
N86-21572 # P35 
N86-21573 # p51 
N86-21577 * # p 47 
N86-21598 * # p 21 
N86-21853 # p35 
N86-21887 * # P 22 
N86-21694 # P51 
N86-21920 # p36 
N86-21925 # p36 
N86-21926 # P36 
N86-21928 # p 3 6  
N86-21929 # p36 
N86-21930 # p36 
N86-21931 # P37 
N86-21953 * # P 91 
N86-22113 ' #  P37 
N86-22129 ' #  p 10 
N86-22435 # P 7  
N86-22460 * # p 51 
N86-22488 * # P 91 
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AVAILABILITY OF CITED PUBLICATIONS 

IAA ENTRIES (A86-10000 Series) 

Publications announced in IAA are available from the AIAA Technical Information Service as follows: 
Paper copies of accessions are available at $10.00 per document (up to 50 pages), additional pages 
$0.25 each. Microfiche‘’’ of documents announced in IAA are available at the rate of $4.00 per 
microfiche on demand. Standing order microfiche are available at the rate of $1.45 per microfiche for 
IAA source documents and $1.75 per microfiche for AIAA meeting papers. 

Minimum air-mail postage to foreign countries is $2.50. All foreign orders are shipped on payment of 
pro-forma invoices. 

All inquiries and requests should be addressed to: Technical Information Service, American Institute 
of Aeronautics and Astronautics, 555 West 57th Street, New York, NY 10019. Please refer to the 
accession number when requesting publications. 

STAR ENTRIES (N86-10000 Series) 

One or more sources from which a document announced in STAR is available to the public is ordinarily 
given on the last line of the citation. The most commonly indicated sources and their acronyms or 
abbreviations are listed below. If the publication is available from a source other than those listed, the 
publisher and his address will be displayed on the availability line or in combination with the corporate 
source line. 

Avai I : 

Avai I : 

Avail: 

NTIS. Sold by the National Technical Information Service. Prices for hard copy (HC) and 
microfiche (MF) are indicated by a price code preceded by the letters HC or MF in the 
STAR citation. Current values for the price codes are given in the tables on NTlS PRICE 
SCHEDULES. 

Documents on microfiche are designated by a pound sign (#) following the accession 
number. The pound sign is used without regard to the source or quality of the microfiche. 

Initially distributed microfiche under the NTlS SRlM (Selected Research in Microfiche) is 
available at greatly reduced unit prices. For this service and for information concerning 
subscription to NASA printed reports, consult the NTlS Subscription Section, Springfield, 
Va. 22161. 

NOTE ON ORDERING DOCUMENTS: When ordering NASA publications (those followed 
by the symbol), use the N accession number. NASA patent applications (only the specifi- 
cations are offered) should be ordered by the US-Patent-Appl-SN number. Non-NASA 
publications (no asterisk) should be ordered by the AD, PB, or other report number shown 
on the last line of the citation, not by the N accession number. It is also advisable to cite 
the title and other bibliographic identification. 

SOD (or GPO). Sold by the Superintendent of Documents, U.S. Government Printing 
Office, in hard copy. The current price and order number are given following the availability 
line. (NTIS will fill microfiche requests, as indicated above, for those documents identified 
by a # symbol.) 

NASA Public Document Rooms. Documents so indicated may be examined at or pur- 
chased from the National Aeronautics and Space Administration, Public Document Room 
(Room 126), 600 Independence Ave., S.W., Washington, D.C. 20546, or public document 
rooms located at each of the NASA research zefiters, the NASA Space Technology 
Laboratories, and the NASA Pasadena Offfice at the Jet Propulsion Laboratory. 

(1) A microfiche is a transparent sheet of film, 105 by 148 mm in size containing as many as 60 to 98 pages of information reduced to micro 
images (not to exceed 26.1 reduction). 



Avail: DOE Depository Libraries. Organizations in US. cities and abroad that maintain collections 
of Department of Energy reports, usually in microfiche form, are listed in Energy Research 
Abstracts. Services available from the DOE and its depositories are described in a booklet, 
DO€ Technical lnformation Center - Its Functions and Services (TID-4660), which may 
be obtained without charge from the DOE Technical Information Center. 

Avail: Univ. Microfilms. Documents so indicated are dissertations selected from Dissertation 
Abstracts and are sold by University Microfilms as xerographic copy (HC) and microfilm. 
All requests should cite the author and the Order Number as they appear in the citation. 

Avail: USGS. Originals of many reports from the US. Geological Survey, which may contain 
color illustrations, or otherwise may not have the quality of illustrations preserved in the 
microfiche or facsimile reproduction, may be examined by the public at the libraries of 
the USGS field offices whose addresses are listed in this introduction. The libraries may 
be queried concerning the availability of specific documents and the possible utilization 
of local copying services, such as color reproduction. 

Avail: HMSO. Publications of Her Majesty’s Stationery Office are sold in the US. by Pendragon 
House, Inc. (PHI), Redwood City, California. The US. price (including a service and 
mailing charge) is given, or a conversion table may be obtained from PHI. 

Avail: BLL (formerly NLL): British Library Lending Division, Boston Spa, Wetherby, Yorkshire, 
England. Photocopies available from this organization at the price shown. (If none is 
given, inquiry should be addressed to the BLL.) 

Avail: Fachinformationszentrum, Karlsruhe. Sold by the Fachinformationszentrum Energie, 
Physik, Mathematik GMBH, Eggenstein Leopoldshafen, Federal Republic of Germany, at 
the price shown in deutschmarks (DM). 

Avail: Issuing Activity, or Corporate Author, or no indication of availability. Inquiries as to the 
availability of these documents should be addressed to the organization shown in the 
citation as the corporate author of the document. 

Avail: US Patent and Trademark Office. Sold by Commissioner of Patents and Trademarks, US. 
Patent and Trademark Office, at the standard price of $1.50 each, postage free. 

Avail: ESDU. Pricing information on specific data, computer programs, and details on ESDU 
topic categories can be obtained from ESDU International Ltd. Requesters in North 
America should use the Virginia address while all other requesters should use the London 
address. 

Avail: (US Sales Only). These foreign documents are available to users within the United States 
from the National Technical Information Service (NTIS). They are available to users outside 
the United States through the International Nuclear Information Service (INIS) represen- 
tative in their country, or by applying directly to the issuing organization. 

I 

Other availabilities: If the publication is available from a source other than the above, the 
publisher and his address will be displayed entirely on the availability line or in combination 
with the corporate author line. 



PUBLIC COLLECTIONS OF NASA DOCUMENTS 

DOMESTIC: NASA and NASA-sponsored documents and a large number of aerospace publica- 
tions are available to the public for reference purposes at the library maintained by the American 
Institute of Aeronautics and Astronautics, Technical Information Service, 555 West 57th Street, 
12th Floor, New York, New York 10019. 

EUROPEAN: An extensive collection of NASA and NASA-sponsored publications is maintained 
 by the British Library Lending Division, Boston Spa, Wetherby, Yorkshire, England for public 
access. The British Library Lending Division also has available many of the non-NASA publications 
cited in STAR. European requesters may purchase facsimile copy or microfiche of NASA and 
NASA-sponsored documents, those identified by both the symbols # and from ESA - Infor- 
mation Retrieval Service European Space Agency, 8-10 rue Mario-Nikis, 75738 CEDEX 15, France. 

FEDERAL DEPOSITORY LIBRARY PROGRAM 
In order to provide the general public with greater access to US. Government publications, 
Congress established the Federal Depository Library Program under the Government Printing 
Office (GPO), with 50 regional depositories responsible for permanent retention of material, 
inter-library loan, and reference services. At least one copy of nearly every NASA and NASA-spon- 
sored publication, either in printed or microfiche format, is received and retained by the 50 regional 
depositories. A list of the regional GPO libraries, arranged alphabetically by state, appears on 
the inside back cover. These libraries are not sales outlets. A local library can contact a Regional 
Depository to help locate specific reports, or direct contact may be made by an individual. 



ADDRESSES OF ORGANIZATIONS 

American Institute of Aeronautics and 

Technical Information Service 
555 West 57th Street, 12th Floor 
New York, New York 10019 

Astronautics 

British Library Lending Division, 
Boston Spa, Wetherby, Yorkshire, 
England 

Commissigner of Patents and 

U.S. Patent and Trademark Office 
Washington, D.C. 20231 

Trademarks 

Department of Energy 
Technical Information Center 
RO. Box 62 
Oak Ridge, Tennessee 37830 

ESA-Information Retrieval Service 
ESRIN 
Via Galileo Galilei 
00044 Frascati (Rome) Italy 

ESDU International, Ltd. 
1495 Chain Bridge Road 
McLean, Virginia 22101 

ESDU International, Ltd. 
251 -259 Regent Street 
London, W1 R 7AD, England 

Fachinformationszentrum Energie, Physik, 
Mathematik GMBH 

7514 Eggenstein Leopoldshafen 
Federal Republic of Germany 

Her Majesty’s Stationery Off ice 
PO. Box 569, S.E. 1 
London, England 

NASA Scientific and Technical Information 
Facility 

PO. Box 8757 
B.W.I. Airport, Maryland 21240 

National Aeronautics and Space 
Administration 

Scientific and Technical Information 
Branch (NlT-1) 

Washington, D.C. 20546 

National Technical Information Service 
5285 Port Royal Road 
Springfield, Virginia 22161 

Pendragon House, Inc. 
899 Broadway Avenue 
Redwood City, California 94063 

Superintendent of Documents 
U.S. Government Printing Office 
Washington, D.C. 20402 

University Microfilms 
A Xerox Company 
300 North Zeeb Road 
Ann Arbor, Michigan 48106 

University Microfilms, Ltd. 
Tylers Green 
London, England 

U.S. Geological Survey Library 
National Center - MS 950 

12201 Sunrise Valley Drive 
Reston, Virginia 22092 

U.S. Geological Survey Library 
2255 North Gemini Drive 
Flagstaff, Arizona 86001 

U.S. Geological Survey 
345 Middlefield Road 
Menlo Park, California 94025 

U.S. Geological Survey Library 
Box 25046 
Denver Federal Center, MS914 
Denver, Colorado 80225 
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PRICE 
CODE 

A01 
A02 
A03 

A04-AO5 
A06-AO9 
A10-Al3 
A 14-A1 7 
A18-A21 
A22-A25 

A99 
NO1 
NO2 

NTlS PRICE SCHEDULES 
(Effective January 1, 1987) 

Schedule A 
STANDARD PRICE DOCUMENTS 

AND MICROFICHE 

PAGE 
RANGE 

Microfiche 
001 -025 
026-050 
051-100 
101 -200 
201 -300 
301 -400 
401 -500 
501 -600 
601 -UP 

NORTH 
AMERICAN 

PRICE 

$6.50 
9.95 
11.95 
13.95 
18.95 
24.95 
30.95 
36.95 
42.95 

45.00 
48.00 

FOREIGN 
PRICE 

$13.00 
19.90 
23.90 
27.90 
37.90 
49.90 
61.90 
73.90 
85.90 

80.00 
80.00 

Schedule E 
EXCEPTION PRICE DOCUMENTS 

AND MICROFICHE 

NORTH . - -. . . . . 
PRICE AMERICAN FOREIGN 
CODE PRICE PRICE 

E01 
E02 
E03 
E04 
E05 
E06 
E07 
E08 
EO9 
E10 
E l l  
E12 
E13 
E14 
E15 
E16 
E17 
E18 
E19 
E20 
E99 

$ 7.50 
10.00 
11.00 
13.50 
15.50 
18.00 
20.50 
23.00 
25.50 
28.00 
30.50 
33.00 
35.50 
38.50 
42.00 
46.00 
50.00 
54.00 
60.00 
70.00 

15.00 
20.00 
22.00 
27.00 
31.00 
36.00 
41.00 
46.00 
51.00 
56.00 
61.00 
66.00 
71.00 
77.00 
84.00 
92.00 

100.00 
108.00 
120.00 
140.00 

'Contact NTlS for price quote. 

IMPORTANT NOTICE 
NTlS Shipping and Handling Charges 

U.S., Canada, Mexico - AD6 $3.00 per TOTAL OROER 
All Other Countries - ADD $4.00 per TOTAL ORDER 

Exceptions - Does NOT apply to: 
ORDERS REQUESTING NTlS RUSH HANDLING 

ORDERS FOR SUBSCRIPTION OR STANDING ORDER PRODUCTS ONLY 
NOTE: Each additionai deiivev address s1? BR nrder 
requires a separate shipping and handling charge. 



FEDERAL DEPOSITORY LIBRARIES 

i 

I 

ALABAMA 
AUBURN UNIV. AT MONTGOMERY 

Documents Department 
Montgomery, AL 36193 
(205) 279-9110, ext. 253 

UNIV. OF ALABAMA LIBRARY 
Documents Dept.-Box S 
University, AL 35486 

ARIZONA 

LIBRARY 

(205) 348-7369 

DEW. OF LIBRARY, ARCHIVES 

Third Floor-State Cap. 
1700 West Washington 
Phoenix, AZ 85007 

AND PUBLIC RECORDS 

(602) 255-4121 

UNIVERSITY OF ARIZONA LIB. 
Government Documents Dept. 
Tucson, AZ 85721 

ARKANSAS 
ARKANSAS STATE LIBRARY 
One Capitol Mall 
Little Rock, AR 72201 

CALIFORNIA 

(602) 626-5233 

(501) 371-2326 

CALIFORNIA STATE LIBRARY 
Govt. Publications Section 
PO. Box 2037 
Sacramento, CA 95809 

COLORADO 
UNIV OF COLORADO LIB. 
Government Pub. Division 
Campus Box 184 
Boulder, CO 80309 

(916) 322-4572 

(303) 492-8834 

DENVER PUBLIC LIBRARY 
Govt. Pub. Department 
1357 Broadway 
Denver, CO 80203 

CONNECTICUT 
CONNECTICUT STATE LIBRARY 
Government Documents Unit 
231 Capitol Avenue 
Hartford, CT 06106 

FLORIDA 
UNIV. OF FLORIDA LIBRARIES 
Library West 
Documents Department 
Gainesville, FL 32611 
(904) 392-0367 

GEORGIA 
UNIV. OF GEORGIA LIBRARIES 
Government Reference Dept. 
Athens, GA 30602 
(404) 542-8951 

HAWAII 
UNIV. OF HAWAII LIBRARY 
Govt. Documents Collection 
2550 The Mall 
Honolulu, HI 96822 
(808) 948-8230 

IDAHO 
UNIV. OF IDAHO LIBRARY 
Documents Section 
Moscow, ID 83843 
(208) 885-6344 

(303) 571-2131 

(203) 566-4971 

IL LlNOlS 
ILLINOIS STATE LIBRARY 
Information Services Branch 
Centennial Building 
Springfield, IL 62706 

INDIANA 
INDIANA STATE LIBRARY 
Serials Documents Section 
140 North Senate Avenue 
Indianapolis, IN 46204 

IOWA 
UNIV. OF IOWA LIBRARIES 
Govt. Documents Department 
Iowa City, IA 52242 

KANSAS 
UNIVERSITY OF KANSAS 
Doc. Collect-Spencer Lib. 
Lawrence, KS 66045 

KENTUCKY 
UNIV. OF KENTUCKY LIBRARIES 
Govt. Pub. Department 
Lexington, KY 40506 

LOUISIANA 
LOUISIANA STATE UNIVERSITY 
Middleton Library 
Govt. Docs. Dept. 
Baton Rouge, LA 70803 

LOUISIANA TECHNICAL UNIV. 

Documents Department 
Ruston, LA 71272 

MAINE 
UNIVERSITY OF MAINE 
Raymond H. Fogler Library 
Tri-State Regional Documents 

Orono. ME 04469 

MARYLAND 
UNIVERSITY OF MARYLAND 
McKeldin Lib.--Doc. Div. 
College Park, MD 20742 

MASSACHUSETTS 
BOSTON PUBLIC LIBRARY 
Government Docs. Dept. 
Boston, MA 02117 
(617) 536-5400 ext.226 

MICHIGAN 
DETROIT PUBLIC LIBRARY 
Sociology Department 
5201 W a r d  Avenue 

(217) 782-5185 

(317) 232-3686 

(319) 353-3318 

(913) 864-4662 

(606) 257-3139 

(504) 388-2570 

LIBRARY 

(318) 257-4962 

Depository 

(207) 561-1680 

(301) 454-3034 

iheiioii, MI 48292 
(313) 833-1409 

MICHIGAN STATE LIBRARY 
PO. Box 30007 
Lansing, MI 48909 
(517) 373-0640 

MNNESOTA 
UNIVERSITY OF MINNESOTA 
Government Pubs. Division 
409 Wilson Library 
309 19th Avenue South 
Minneapolis, MN 55455 
(612) 373-7813 

MISSISSIPPI 
UNIV. OF MISSISSIPPI LIB. 
Documents Department 
University, MS 38677 

MONTANA 
UNIV. OF MONTANA 
Mansfield Library 
Documents Division 
Missoula, MT 59812 

NEBRASKA 
NEBRASKA LIBRARY COMM. 
Federal Documents 
1420 P Street 
Lincoln, NE 68508 

In cooperation with University of 

NEVADA 
UNIVERSITY OF NEVADA LIB. 
Govt. Pub. Department 
Reno, NV 89557 

NEW JERSEY 
NEWARK PUBLIC LIBRARY 
5 Washington Street 
Newark, NJ 07101 

NEW MEXICO 
UNIVERSITY OF NEW MEXICO 
Zimmerman Library 
Government Pub. Dept. 
Albuquerque, NM 87131 

(601) 232-5857 

(406) 243-6700 

(402) 471 -2045 

Nebraska-Lincoln 

(702) 784-6579 

(201) 733-7812 

(505) 277-5441 

NEW MEXICO STATE LIBRARY 
Reference Department 
325 Don Gaspar Avenue 
Santa Fe. NM 87501 
(505) 827-2033, ext. 22 

NEW YORK 
NEW YORK STATE LIBRARY 
Empire State Plaza 
Albany, NY 12230 

NORTH CAROLINA 

(518) 474-5563 

UNIVERSITY OF NORTH CAROLINA 

Wilson Library 
BASS Documents Division 
Chapel Hill, NC 27515 

NORTH DAKOTA 
UNIVERSITY OF NORTH DAKOTA 
Chester Fritz Library 
Documents Department 
Grand Forks, ND 56202 
(701) 777-2617, ext. 27 
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